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PREFACE. 



The art of the Civil Engineer consists, to use the 
language of Thomas Tredgold, of the " practical ap- 
plication of the most important principles of natural 
philosophy." 

Whilst examples of sound engineering practice 
are within reach of all, the laws that govern it 
are frequently obscure. An orderly statement of 
the facts ascertained by experience, will, however, 
throw light upon the principles involved. It has 
been our aim to investigate and classify the observa- 
tions and rules employed, and to trace the steps 
taken by the engineer in proceeding from the incep- 
tion to the completion of schemes of water-supply. 

From the data afforded by experience of executed 
works, and of the properties of materials, designs 
appropriate to the requirements of varied circum- 
stances may be elaborated ; but the fixed laws of 
natural philosophy must not be ignored by the 
designer, in applying the conclusions derived from 
his observation of facts and phenomena. 



These considerations have led us to neglect the 
historical aspect of the subject ; because during many 
ages, limited mechanical and metallurgical know- 
ledge and an imperfect acquaintance with the laws 
of hydraulics, prevented the ancients from leaving 
to us many examples of waterworks which can be 
prudently copied. It is only by scientific investiga- 
tion of the circumstances of individual cases, that 
false analogies are avoided between more recent 
practice and the requirements of works contemplated. 
'* The site of a spring or the presence of a stream," 
says Professor Prestwich, " determined probably the 
first settlements of savage man ; and his civilised 
descendants have continued until the last few years 
equally dependent upon like conditions." The 
resources of nature are by the skill of the engineer 
now rendered more accessible to mankind ; and 
communities are enabled to obtain water without 
regard to the depth and remoteness of its source. 

In the following pages some knowledge of physi- 
cal laws is assumed, and we endeavour by their aid to 
set forth the principles of the design of waterworks 
— illustrating these by examples of recent practice. 
A comprehensive grasp of the subject will be best 
afforded by the consideration of its separate elements. 
Each one of the eight chapters in which we seek to 
develope an outiine of this branch of engineering, 
comprises a statement of matters which, if not 



necessarily related tx) one another, are conveniently 
grouped together — the several articles being rendered 
as far as possible independent, but referenced one to 
another where their subjects naturally touch. 

The first chapter treats of the " sources of water- 
supply," and of the preliminary considerations in- 
volved in the selection of such sources. In the 
second chapter the " measurement " of water is intro- 
duced, forming the foundation of what may be 
termed the science of waterworks engineering. 
" Collection," in the third chapter, treats of the 
methods employed in obtjuning access to sources of 
supply, with an account of the appliances used to 
abstract water therefrom. The fourth, fifth and 
sixth chapters comprise respectively the "storage," 
" purification," and " conveyance " of water — the last 
subject embracing the design, construction and use 
of aqueducts of various kinds. The important ques- 
tions concerning the " distribution " of water, occupy 
the seventh chapter ; and the book is concluded by 
a brief statement of some important considerations 
that affect the " m^ntenance of waterworks." 

For many of the mathematical methods and ex- 
pressions employed, we gratefully acknowledge our 
debt to previous writers. Many are original and 
appear here for the first time. In particular, the 
subject of masonry dams is treated by a new 
method — the object of which is to determine by easy 



calculations an economical dam-section that rigidly 
conforms to the primary conditions of strength and 
stability laid down at the outset of the investigation. 
The extent to which mathematical treatment is 
desirable in a work of this character must be lai^ely 
a matter of opinion ; but there can be little doubt 
about its utility in often presenting more concise and 
explicit statements than are afforded by verbal 
expression. To this extent we have employed it — 
endeavouring to take advantage of its aid, but not 
to magnify its importance. 

We have not sought to describe operations that 
are common to every kind of engineering construc- 
tion ; and in occasionally adverting to details that 
are peculiar to this class of undertakings, we would 
disclaim any attempt to teach arts that can only be 
acquired by contact with the work itself. 

Our object has been to provide, for the use of 
those eng^ed in the construction of waterworks, an 
orderly and logical statement of the matters that 
specially occupy the attention of the engineer ; pre- 
senting the subject in such a form as to be both 
serviceable to students, and instructive to that large 
class of persons who desire some general but accu- 
rate knowledge of a subject to which their attention 
is compelled by the sanitary progress of this age. 
In alluding to executed works, elaborate descriptions 
have been avoided ; their proper place being, in our 



opinion, In the pages of the scientific and professional 
journals, where, for the most part, they ori^nally 
appear. 

Every acknowledgment is tendered for the great 
assistance we have obtained from the numerous 
publications referred to in the text — particularly 
those of the Institution of Civil Engineers. The 
wide range covered by the practice of the hydraulic 
engineer, and a desire to state within a reasonable 
compass the principles that guide him, may, we 
trust, afford an apology for such want of elaboration 
and detail as the reader may feel in the perusal of 
these pages. 



J. H. T. T. 

A. W. B. 



London : June, 1893. 
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CHAPTER I. 

THE SOURCES OF WATER-SUFPLY. 

I. In approaching the subject of waterworks engineer- 
ing it will be useful first to consider several important 
properties of water, the conditions that result from these, 
and the influences they exert upon other kinds of matter. 

The most valuable attribute of water, from an engineer's 
point of view, is the fluidity which enables it to be readily 
conveyed from place to place by its own gravitating im- 
pulse. This, however, is a property by no means peculiar 
to liquids, but possessed in some degree by all matter — 
a fact that presents itself in the course of every applica- 
tion of engineering ait In the construction of works de- 
signed to support severe and prolonged stress, phenomena 
such as that exhibited by the plasticity or ductility, as 
it is termed, of iron and steel,* may well afford a warning 
against the distortion to be apprehended from the action 
of unsupported stresses upon the molecular constitution of 
materials that are popularly regarded as rigid, 

• Vide Treses on * Flow of Solids,' Proceedings Inst. Mcch. Eog., 1867, 
p. 114; 1878, p. 301, 
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2. Among other properties of water may be noticed : — 
(i) Its high degree of incompressibility ; whence pro- 
ceeds the phenomenon of its density remaining constant 
under the pressures to which it is subjected in ordinary 
practice. To this is due both the readiness with which 
solid matter that will not float upon its surface is precipi- 
tated through it when at rest, and the formidable character 
of its impulsive force when in motion. (2) Its viscosity, 
which is sufficient to render possible its confinement by 
structures composed of distinctly permeable materials, 
such as stone and earth ; and by virtue of which the great 
natural sources of water supply existing beneath the earth's 
surface arc retained and rendered accessible to man, (3) 
Its great capacity for heat and low conducting power — the 
joint causes of that remarkable equability of temperature 
evinced by it under alternations of atmospheric heat and 
cold. (4) Its low expansibility ; whence its volume alters 
but slightly whilst passing through a considerable range of 
temperature. This property enables it to be confined in 
closed vessels and other apparatus without sensible vari- 
ation of pressure at ordinary atmospheric temperatures. 
(5) Its characteristic power of dissolving all gases and 
almost all other substances at certain temperatures, and 
of expelling them from solution at other temperatures. 

3. All these properties affect the question of the design 
and construction of waterworks, whether for purposes of 
irrigation, power, canal, trade, or domestic supply. But to 
the last-mentioned action must be ascribed the origin of 
some of the gravest difficulties encountered in procuring 
sources capable of yielding supplies of pure water. Although, 
if scientifically developed, the subject would involve con- 
siderations unsuited to the character of this work, we will 
here summarise the main points relating to the constitution 
of water, so far as they affect the practice of the engineer. 



IMPURITIES IN IVATER. 3 

4. Water, although an indifferent oxide, is remarkable 
inasmuch as its combining tendencies extend over a wider 
range than those of any other compound. Its properties 
as a solvent have been already alluded to. Hence, from 
the instant of its generation in the form of mist or rain, 
it is susceptible to pollution ; from which it can only be 
completely freed by aa evaporative process more refined 
than that which distils, in nature, the water of the clouds 
from the saline mixtures of the ocean. As mist, it dissolves 
the gases that constitute the atmosphere; and, in the 
neighbourhood of large towns, these are important elements 
of impurity. In falling to the earth as rain, it further 
carries down in suspension the dust and soot that arc 
present in the air. Upon reaching the earth, it encounters 
the risks of animal, vegetable and mineral pollution in 
various degrees, depending upon local circumstances. The 
kind and amount of such pollution affect both the value 
of water for household and manufacturing purposes, and 
its attitude towards the works designed to store or to 
convey it 

5. In seeking supplies of water, the natural and custom- 
ary practice is to pursue the search in those directions that 
present the least likelihood of contamination from either 
natural causes or industrial operations. 

The successful prosecution of such a quest requires the 
application of scientific knowledge of a wide range, alert- 
ness, and experience in the work. It is necessary to 
embrace in one glance the physical features and geological 
structure of the district under review, as well as the class 
of agriculture and its extent, the density of the population 
and the sanitary conditions that obtain among them. There 
are, moreover, many polluting agencies whose existence is 
not immediately obvious, and the influence of which cannot 
be determined by superficial examination ; consequently, 

B 2 
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a just opinion of the value of any given water, and especially 
the propriety of using it for domestic supply, must be 
formed not only uixin evidence afforded by inspection of 
its source, but also upon that yielded by enquiry into its 
composition. 

Such enquiry may be chemical, or microscopical, or 
bacteriol epical, or a combination of any of these methods. 
The important matter is that the results of the examination 
shall be interpreted aright. It is a common practice to 
judge the relative merits of water upon the basis of chemi- 
cal analyses or bacteriological statistics ; but, when such 
particulars are presented for the consideration of persons 
ignorant of the methods by which they have been arrived 
at, and when no standard relation can be assigned between 
the various constituents revealed by the chemist and the 
biologist, prudence will suggest to those unacquainted 
with the intricacies of the subject the propriety of reserving 
the formation of opinion upon such obscure evidence. 

6. The chemical analysis of water reveals, indeed, the 
elements that compose it, but fails generally to indicate 
precisely the state in which those elements are combined 
together. The presence of certain metals, such as lead and 
copper, in any amount exceeding i part in 1,000,000 parts 
of water, is sufficient to stamp it as unfit for domestic use, 
without the need for further enquiry as to what particular 
compounds of those metals are present. The " hardness " 
of water is regarded as an impurity only if it exceeds 
certain limits, and, except in connection with the process 
of softening (§ 306), the question is hardly raised as to 
whether " hardness " is due to the presence of the carbonate 
or the sulphate of lime or some other alkaline or metallic 
salt 

But when we pass from simple mineral impurities, to a 
consideration of the oi^anic pollution of water as indicated 



CHEMICAL ANALYSIS OF WATER. S 

by the presence of inorganic substances tn it, the problem 
becomes one of extreme complexity — we even venture to 
say that it is indeterminate. In stating this, we would not 
for a moment suggest that the chemical examination of 
water is not of high value. On the contrary, it is a neces- 
sary proceeding, furnishing one portion of the evidence that 
is indispensable to the formation of a sound judgment on 
the quality of any given source of supply. 

7. All waters contain dissolved oxygen and carbonic 
acid derived from the atmosphere ; but these substances, 
although foreign to pure water, are far from being retarded 
as " impurities," in the sense to be attached to that term in 
reference to water-supply. Ammonia and the acids of 
nitrogen, chlorine and sulphur are also, under some cir- 
cumstances, derived from the atmosphere ; but, when any 
of these are present in appreciable quantity, they distinctly 
constitute impurities. The reason for this is rather that 
they afford evidence of, and tend to promote, organic 
pollution, than that they can be considered, in the minute 
quantities in which they occur In nature, as themselves 
directly injurious to animal life. Other matters generally 
present in water are the soluble mineral impregnations of 
the strata over or through which it has flowed after falling 
upon the earth. Of these, the salts of the alkalis, alkaline 
earths and iron arc not regarded as injurious, in the 
amounts in which they are ordinarily found, or to which 
they may be readily reduced by some simple treatment — 
although their presence may be a source of inconvenience 
and involve expense to the consumers. When such salts 
occur in extraordinary quantities, as for example, in the 
Triassic marls of East Cheshire, where the ground-water 
is frequently far too much impregnated with sodium 
chloride for ordinary use, they may lead to the absolute 
rejection of certain sources of sui>ply. In other familiar 



6 THE SOURCES OF WATER-SUPPLY. 

instances, excessive mineral impregnation, whilst causing 
water to he unfit for ordinary domestic use, renders it 
peculiarly applicahle to medicinal purposes. The rest of 
the soluble metallic salts cause unqualified pollution, but 
are fortunately seldom present in ordinary water. 

The dangerous forms of impurity against which it is 
ordinarily necessary to guard, are in reality the organised 
growths that abound in water tainted with decomposing 
vegetable or animal matter. The alga, which in the light 
organise their own food from the nitrc^enous compounds 
and the carbonic acid dissolved in water, furnish means of 
subsistence to the animal life in water as well as to fungi 
and to certain forms of bacteria, which lack the power of 
food-oiganisation possessed by the alga. The determina- 
tion of the nitrogen present in its several forms is then of 
the first importance. Next comes the estimation of that 
portion of the chlorine present which may be regarded as 
the result of animal pollution. All natural waters contain 
chlorine — as a constituent of common salt, it is a daily 
article of food — but, as it is also a constituent of animal 
excreta, its presence in abnormal quantity in a given water 
may well give rise to a suspicion of sewage pollution. By 
" abnormal quantity " is meant, of course, not necessarily a 
large quantity, but an amount in excess of that found in 
water known to be good, and derived from the source or 
district under consideration. Without such information 
as this, a statement of the chlorine present is valueless as 
evidence of the quality of water. 

The nitrogenous elements of water are now generally 
stated as fractional weights of ammonia, albumenoid 
ammonia, nitrites, and nitrates. Ammonia exists usually 
as chloride or carbonate, and, in good water, seldom 
exceeds the minute quantity of i part in 20,000,000, 
"Albumenoid" ammonia indicates the undccomposed 



COLLECTION OF SAMPLES, 7 

nitrogenous matter in solution, which should not exceed 
I part in ic^ooo,ooo. The statement of the nitrites and 
nitrates affords an indication of the extent to which 
mineralisation of the nitrc^en originally present has 
proceeded under the action of the micro-oi^anisms 
contained in the water. The ratio borne by the oi^anic 
carbon to the nitrogen is sometimes given, as suggestive 
of the probable vegetable or animal origin of the nitrc^en 
— the latter kind being generally deemed the more 
dangerous to health. It may, however, be observed that, 
according to such a system, the mixture of two waters 
containing very unequal ratios of carbon to nitrogen 
would lead to an apparently unintelligible result. 

8. Other qualities of water, which, although not ascer- 
tained by chemical analysis, are frequently determined at 
the same time, are the colour, odour, total amount of solid 
matter present, and the " hardness " expressed according 
to Dr. Thomas Clark's scale.* 

9. In taking samples for the examination of water, 
stoppered glass bottles should be used ; and both bottles 
and stoppers should be first well rinsed with the water in 
question. The temperature of the water and of the atmo- 
sphere should be observed and noted. After being filled, 
the bottles should be at once sealed and numbered on the 
seal — a note being made to identify the number, stating 
the date, time and place, and the name of the collector of 
the samples. The selection of the times and places at 
which samples of water should be collected, exercises, 
especially in the case of rivers and streams, a most 
important influence upon the conclusions to be derived 
from their subsequent examination. The object aimed 

* The degrees of Clark's scale correspond with the number of giains of 
calcium carboDate, or other iquivalent soap-destroying salts, in one gallon of 
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at is to arrive at the characteristic quality of the water at 
the source of supply. Agricultural and other industrial 
operations, the growth and decay of plants, the surface 
denudation wrought by floods, and the dilution resulting 
from continuous rains, are a few of the ever-varying 
elements that affect the quality of water. In order, 
therefore, that analysis or other examination may be of 
practical value, series of samples must be collected over a 
considerable period, and the information derived from 
these must be interpreted with due regard to the several 
conditions under which they were taken. General conclu- 
sions drawn from the results of single analyses made at a 
particular time, and based upon an unwarrantable assump- 
tion of the constancy of composition of the water at all 
times, are almost valueless, and may be directly misleading. 

10. Thus far, we have dealt mainly with the chemical 
examination of water, which shows : (i) the minerals pre- 
sent — of whose hurtfulness or otherwise ample knowledge 
exists ; and (2) the presence of those organically-derived 
elements which are known to be, under favourable 
circumstances, essential to the development and subsist- 
ence of organised growths in the water. The question 
that naturally follows is, Does the water in question 
contain growths susceptible to such development, and, if 
so, are they of a character injurious to health ? The 
former part of the question is readily answered by the 
microscopist ; who is able, moreover, to give a satisfactory 
account of the properties of the vegetable substances in 
the water disclosed by his enquiry. In general, it may be 
stated that the less these are, the better. 

11. With regard to the bacteriological examination of 
water, it must be admitted that it can hardly yet be relied 
upon to furnish exact and entirely satisfactory results. 
Certain important facts arc, however, well established. 



BACTERIOLOGICAL EXAMINATION. 9 

All natural waters, unless sterilised by some appropriate 
process, may be said to contain micro-oi^nisms that 
subsist upon dissolved or suspended substances ; and the 
quality of a water exercises a potent influence upon the 
growth and predominance of particular species among 
those that inhabit it The discovery of pathogenic forms, 
such as those of the spirillum of Asiatic cholera and the 
typhoid bacillus, among water-microbes, has, whilst con- 
firming belief in the propagation of zymotic diseases by 
their agency, led to investigations into the conditions of 
the vitality of many well-known pathogenic organisms, in 
waters of different composition under various conditions. 
The main object of bacteriological examination, as at pre- 
sent practised, is to ascertain the number and the varieties 
of well-known forms of microbes contained in the water ; 
and is effected by the process of gelatine-culture devised 
by Dr. Koch, of Berlin, But the number of colonies of 
bacteria present in a given volume of water cannot be re- 
garded as a satisfactory guide to its wholesomeness ; and 
the presence of a large number of species can merely 
suggest the probability of some previous contamination, 

The real test of the value of the water, in this connec- 
tion, must be sought in the specific determination of the 
species present in it, and the tendency of their environ- 
ment to promote increase or decrease of their numbers. 
The complexity of the problem is such that the results of 
any such examination could only be usefully interpreted 
by a person skilled in biological science ; and, among the 
many elements that must be considered, the following may 
be cited to illustrate this point." Water affects the living 
protoplasm mechanically, physically and chemically ; and 
all the substances dissolved and suspended in it exert 

• First Report of tlie Wattr Research Committee of ibe Royal Society, 
by Drs. Fiankluid and MarahaLl Word. Proc. Koy. Soc., voL li, p. 215. 
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pronounced actions on the organism. The temperature of 
the water is of the utmost importance as regards the life 
of any given species ; and light is a factor that must be 
considered in many cases. In addition to this, it is highly- 
probable that every ripple on the surface of lake or stream, 
every pause in a back-water, and every fall over a weir or 
cascade, aflTect the matter, if only in altering the gaseous 
contents of the water, or the distances between the 
individual micro-organisms. 

12. From these considerations, it is plain that the 
ailments in favour of relying only upon long-continued 
series of analyses, to test chemically the character of any 
given source of supply, apply with increased force when 
the biological character of the water is in question. And, 
indeed, having regard to the fact that the most dangerous 
kind of organic impurity may occur fortuitously in waters 
of the highest class, it may be safely concluded that the 
function of the biolc^ical examination of water does not 
by any means end with the preliminary investigations that 
are undertaken in the selection of sources of supply. 

13. No attempt is made to consider the question of a 
general standard of purity, or to do more than indicate the 
lines upon which water-examination is, or should be, 
conducted. Amidst the difficulties that beset analytical 
enquiry into the purity of water-supplies, it is satisfactory 
to find that, in practice, chemical and microscopical investi- 
gations seldom afford grounds for condemning water de- 
rived from sources that have stood satisfactorily the test 
of a critical inspection. To aid and prompt the engineer 
in his enquiry, however, these sciences occupy a trusted 
position ; and must be appealed to in every case where the 
sanitary properties of water are under review. Further, in 
those cases in which the application of processes of 
purification is required, as will appear in a later section of 



NATURAL CIRCULATION OF WATER. ii 

this work, the design and efficient working of the methods 
employed depend largely upon an accurate knowledge of 
the amount and kind of the impurities under treatment 
III order, therefore, to form an opinion as to the necessity 
for subjecting water to a process of purification, as well as 
to determine its nature and to estimate the cost of its 
application, it is essential that the engineer be furnished 
with proper information upon the constitution of the water 
that he proposes to supply, whether it be for domestic or 
industrial use. 

14. The several sources of supply known to hydraulic 
engineering science are to be regarded as merely stages 
of the various courses pursued by water in its passage 
from the rain-clouds to the ocean. Whether precipitated 
through the atmosphere as rain, or flowing over the earth's 
surface as stream or river, or percolating the soil and rocks 
beneath, the motion of water is to be explained according 
to the same uniform physical laws. 

15. At the risk of being tedious, this proposition must 
be rigidly demonstrated ; and the unseen motion of water 
in its continual circulation must be shown to be only a 
variation of its visible mode of flow in streams upon the 
earth's surface. The use of the " divining rod " is still 
resorted to,* and many persons unconsciously attribute to 
subterranean waters a certain independence of ordinary 
physical law. Few poetic images surpass in beauty that 
presented by the descent of those rivers of antiquity from 
the mountain to the sea, obedient to nature's law . — 

' ' At snn-rise thej leap from their cradles steep 
In the cave of the shelving hill ; 
At aoon-tide they flow throagh the woods below 
And Che meadows of asphodel ; 

* Whilst this article is passing through the press, we read tbat the services 
of a magician have been employed to 6nd water in certain 'parts of Lanca- 
shire during the recent drought, June 1893. 
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And at Dight thej sleep in the rocking deep 
Beneath the Ortjgion shore ; 

Like spirits that lie in the azure skf. 
When they love but Utb no more." 
But the unnatural process to which was ascribed in the 
same poem the ascent of the water to the mount^n-tops, 
requires for its acceptance mythological lore or the credulity 
that springs from ignorance. The lurking tendency to a 
belief in irrational modes of the occurrence and motion of 
water underground, which is responsible at times for the 
waste of large sums of money, is not easily dispelled. 

16. It is a common practice in tropical and semi- 
tropical regions to catch rain as it falls on the roofs or 
floors of vast tanks ; and in many places it is customary 
to lead rain-water from the roof of buildings and to store 
it in cisterns. Thus obtained, water is charged with atmo- 
spheric impurities only. It may answer in rural districts 
and for irrigation purposes ; but, in the neighbourhood of 
large towns and in manufacturing districts, such sources of 
supply for domestic use are open to the gravest objection. 

17. After falling upon the surface of land in the form 
of rain, water, subject to some losses that will be alluded 
to hereafter, still continues, under the action of gravity, 
to seek lower levels, pursuing those routes in which it 
experiences the least resistance to its downward motion. 
Generally speaking, this direction is vertical through soil 
and sub-soil, until its progress is checked by encountering 
the great body of water that saturates the subterranean 
regions at depths depending upon local circumstances. 
Here the motion is not arrested, but its direction becomes 
inclined at a certain angle, which is determined by the 
resistance opposed to the flow by the strata at the place 
in question. The inclination of this subterranean water- 
slope changes from point to point according to the geo- 
logical formations traversed. In permeable rocks, such 
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as chalk • and gravels, the slope is naturally flat ; in sand- 
stone it is less so ; whilst in compact grits the angle of 
inclination is lar^e— in just such degree as the impervious 
character of the rocks requires greater hydrostatic force 
to overcome their resistance to the passage of the water. 
The absolute level at any point of the slope also varies 
according to the volume of water which, contributed by 
the rainfall, seeks a passage to the ocean. 

Thus there extends in all directions a " surface of 
saturation," or, as it is sometimes termed, " plane of satura- 
tion," occurring always where the descending waters assume 
a definite surface-slope, in accordance with ordinary hydro- 
dynamical laws. On the whole, this surface of satura- 
tion is inclined towards the sea, although circumstances 
frequently produce local inclination in other directions, so 
marked as to mask the general character of the slope. 

The surface of saturation ordinarily coincides with 
the " free-level " of the subterranean waters at every point 
in the district, although in synclinal basins overlaid by 
extremely impervious formations this is not necessarily 
the case. In a district, the geological structure of which 
is of a compact and impervious nature, the surface of 
saturation is often situated at no great depth under- 
ground, and may at times, when the rainfall is heavy, 
become raised until it coincides with the land-surface — 
such a condition resulting evidently from the permeability 
of the land being barely adequate to meet the demands 
of such increased quantity of water for a passage through 
it. The land is then said to be " water-lo^ed." There 
are in general two conditions of which the immediate 
result is the establishment of flow upon the surface. 

18. Case I. — When the surface-slope of a considerable 

* The p«nunbility of chalk ii prindpaUy doe to 'he fissures that trareise it 
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tract of land is less than the hydraulic gradient* required 
to force the entire volume of water through the earth 
as rapidly as it falls upon it, the surface of saturation of 
the district rises above the surface of the land, until a 
hydraulic gradient is formed adapted to the circumstances 
of the case, and part of the flow takes place over the 
ground. The " hydraulic surface," as the free surface thus 
formed may be conveniently designated, does not differ 
much from the ground-surface, because the water flowing 
above ground is comparatively free from frictional resist- 
ance, and a slight fall is enough to produce considerable 
velocity, and to effect discharge off the surface as fast 
as the rain falls upon it. 

In the special cases of rain falling upon frozen ground, 
or falling very heavily, the resistance of the surface to 
the passage of water through it may be so high as to 
prevent any considerable portion of it from penetrating 
the earth ; and abnormal flow may be established upon 
the surface, although the true surface of saturation is at 
the time situated at some depth beneath. Those who have 
experience of severe tropical rains, or of floods caused by 
the sudden melting of large accumulations of snow, must 
have been astonished to observe the current and the depth 
of water that may temporarily prevail over wide areas 
of land into which ordinary rainfall disappears at once. 

When the surface of saturation is high, the smallest 
depression in the land may be sufficient to cause it to 
issue therefrom, since the water-slope in any direction Is 
determined by the facilities afforded to the passage of 
water in that direction. Any hollow below the surface 

* The h^dianlic gndienl, inclinalion or dedivitf is a conception explained 
exacll]' in treatise! on mechanics. It is a line langential to the " free-level" 
larface of water in motion, and measures b]r ils curvature at any place the 
variation of tlie resistance to flow there experienced by the water. 
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of saturation presents to the water in the adjacent ground 
a course of diminished resistance which is naturally taken 
advantage of. In proportion to reduced resistance the 
surface of saturation becomes flattened, until, in the hollow, 
it issues above the ground as a true hydraulic surface. 

The rills on every hiU-side, no less than rivers and 
lakes, owe their origin and maintenance to such causes ; 
and i£ is due jointly to the high position of the surface 
of saturation and to their undulating character, that districts 
of hard and impervious geological structure lend them- 
selves so readily to yield " surface-water " — that is to say, 
water which, after falling upon the earth, is almost at once 
directed, by its own gravitating impulse, to flow in channels 
on the surface of the land. Such waters, if derived from 
hard rocks in a sparsely-populated and agriculturally 
barren district, are generally the least open to objection 
of those yielded by any sources of domestic supply, and 
are also well adapted for irrigation purposes. In quality, 
they enjoy comparative immunity from animal and vege- 
table pollution ; the quantity of water available can be 
determined with a high degree of accuracy, and the 
water-rights, or even absolute proprietorship, of the catch- 
ment-area or watershed* may generally be secured at a 
moderate cost. The two last-mentioned attributes are of 
great importance in schemes of water-supply for power- 
purposes. 

From the circumstances considered, it is evident that 
the surface-water flowing off any land by no means com- 
prises all the water that gravitates away from the area 
in question. No formation is absolutely impervious, and 
all rocks permit a certain quantity of water to pass through 
their interstices towards the sea at rates depending upon 

' The term " watershed " is sometimes applied to Ihe " water-paiiing " 
or boundary of a cktchmeDt-area, 
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their permeability. The quantity thus transmitted invisibly 
beneath the earth's surface is termed, with respect to the 
water of any catchment-area, the " loss by percolation " 
(§ 60), and is the origin of that collected in wells. 

In tracing the further course of water from its first 
contact with the earth, it might seem appropriate here 
to allude to the two natural processes of " evaporation " 
and " absorption " by which water is lost — i. e. rendered 
unavailable for supply-purposes. These losses are, how- 
ever, duly dealt with under " measurement of water " ; 
and it will be sufficient at this point to direct attention 
to the fact that evaporation is a process that affects, of 
course in varying degrees, surface-waters, subsoil-waters, 
and rivers ; and that " absorption " or the combination 
of water with either the minerals of the earth or with the 
other elements of vegetable and animal tissue, affects in the 
former case chiefly sub-soil, and in the latter, surface waters 
— resulting, to a certain extent, in their gradual with- 
drawal from circulation. 

Loss by percolation may be permanent or merely 
temporary. In the former case, the configuration of the 
land, conditions of rainfall, and resisting power of the sub- 
soil to flow through it, have a joint result in maintaining 
the surface of saturation below the ground. In the latter 
case, some portion of the flow issues from the land at 
lower levels, and Joins the current of the true surface- 
water. Hence results the second condition under which 
flow is established upon the earth's surface — already 
indicated in the description of the formation of the rills 
on a catchment-area. 

19. Case II. — When, at any place, the surface-slope of 
the land is of higher inclination than the hydraulic gradient 
required by the flow of the percolating sub-soil waters 
through the rocks, the surface of saturation naturally issues 
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above the ground in the manner described in § 18. Illus- 
trations of this action frequently occur in the streaming 
vertical faces of sandstone quarries, and in the marshy 
areas often found on steep hill-sides. Some of the water 
that enters every ditch is contributed in like manner from 
the adjacent sub-soil. 

20. There is another characteristic mode of the forma- 
tion of springs, which is a composite result of the actions 
considered in Cases I. and II. If, on a sloping land- 
surface of permeable character, we pass by faulting or 
otherwise, on to the outcrop of a comparatively impervious 
rock barrier. Fig. i, the surface of saturation ss in the 
permeable formation A, 

will be raised to furnish ^' ' 

the steep hydraulic gra- 
dient required in the 
more compact rock B, 
beyond ; and may be so 
far elevated as to issue 

from the ground at the line c of the barrier — part of the 
sub-soil flow emei^ng there as a spring, overflowing the lip 
of the permeable basin formed by the barrier. The appli- 
cation of the principle that the surface of saturation must 
be everywhere determined by the frictional resistance of 
the rocks and the quantity of water that seeks a passage 
through them, is sufficient to explain fully all questions 
connected with the action of springs that arise in practice. 

Intermittent springs, "bournes" and " gypsey-races," 
result from temporary abnormal rise of the surface of 
saturation, consequent upon heavy rainfall, and its issue 
above the ground. The disappearance of streams, whether 
gradually, owing to the slope of the beds being flatter than 
the hydraulic surface, causing the re-formation of the 
surface of saturation underground, Fiff. 2, or by "sinks" 



i8 THE SOVKCr.S OF WATER-SUPPLY. 

and "swallow-holes," Fig. 3, tl'c occurrence of which 

causes depression of the hydraulic gradient so suddenly 

-^ as to form steps in 

it, may be accounted 



for on the same prin- 
ciple ; and could be 
Pis- '5. accurately predicted 

if we possessed a 
proper measure of 
the retarding influ- 
I ences exercised by 
the strata under con- 
sideration, and of the quantity of water to be dealt with, 

21. Although the subject of underground waters is, 
from absence of the means for exact measurement, neces- 
sarily indeterminate in a mathematical sense, much of the 
obscurity in which, at the outset, the important practical 
problems connected with springs as sources of water- 
supply appears to be involved, may be removed by the 
application of simple physical laws — interpreted, of course, 
with due regard to the geological structure and the 
meteorological conditions of the district under review. 
The yield of springs naturally varies with the inclination 
of the hydraulic gradient or the level of the surface of 
saturation to which their occurrence is due, and is entirely 
dependent upon the rainfall of their contributing areas. 
It is a quantity capable of estimation with some precision, 
if all the data are properly ascertained. Nothing can 
be more unsafe than to rely upon statements unsupported 
by recorded observations, or upon local tradition, when 
the capabilities of a spring are in question. Even sprinijs 
that are truly perennial, are invariably intermittent as 
regards the quantity of water discharged by them at 
different seasons ; and caution must always be observed 



RIVERS. 19 

to avoid confusing permanence of action with constancy 
of supply. 

Spring-waters are alwaj s impregnated with the mineral 
solutions of the rocks from which they issue ; and, if these 
impregnations are not excessive, the water 13 generally, 
owing to the absence of organic contamination, most 
suitable for domestic use. A catchment-area, the geo- 
logical structure of which lends itself to the production of 
springs, is valuable both on account of the purity of its 
dry-weather flow, and of the natural storage which exists 
within its rocVs — maintaining a gradually diminishing, but 
nevertheless continuous, yield of water during rainless 
periods, until the surface of saturation falls to the level of 
the lowest spring. The water is generally hard, and 
frequently contains a somewhat excessive quantity of iron 
— 2 parts in 1,000,000 of this metal should be regarded as 
a hmiting amount; but these are impurities amenable to 
simple treatment (§ 268), and can only be said to constitute 
pollution when present in unusually large quantities. 

22. The next stage in which water is found, as a source 
of supply, is flowing in rivers — channels that maintain a 
perennial though ever-varying discharge. The formation 
of a river is due to precisely the same cause as that of the 
smallest rill. It owes its maintenance to the rainfall of its 
district preserving the level of the surface of saturation 
above the natural hollow that forms its bed. The occur- 
rence of river-valleys, small originally, but ever widening 
and deepening by the erosion due to the scour and fretting 
of their currents, offers to the water percolating through 
adjacent land, a course of less resistance than that of 
the interior of the rocks ; the subterranean waters gravi- 
tate towards the bottom of the valley ; the surface 
of saturation is depressed in the vicinity, rapidly at first 
but flattening as the river is approached, Fig. 4., and emerges 
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from the ground coincident with the hydraulic surface of 
the river. The water flowing in rivers is contributed in 




three ways ; directly, by adventitious surface-flow, and by 
rain ; indirectly, by rivulets and ditches, which tributaries 
derive their own flow as miniature rivers ; and, normally, 
by the percolating land-water that enters their beds under 
the hydraulic head of the neighbouring subterranean 
waters. The last- mentioned form of contribution is some- 
times peculiarly marked by the evident increase in the 
size of rivers, without the apparent cause' that is afforded 
by the junction of tributaries. Thus, in defining the 
watershed or catchment-area of a river, it is necessary to 
consider not only the superficial extent of land that 
discharges surface-water into it, but, further, the area from 
which underground water is contributed to it — two ele- 
ments that are seldom co-incident. 

The quality of river-water is seldom unexceptionable, 
and is frequently bad. Flowing through land the fertility 
of which is identified with their existence, receiving pollu- 
tion at the hands of all for whom they form a natural 
resort,* and carrying in suspension the detritus of their 
several districts, rivers are generally chained with impuri- 
ties of vegetable, animal, and mineral origin, to such an 
extent as to render them frequently a most desirable 

• Prof, Joseph Prestwich, Presidenlial Address lo Ihe Geological Society, 
1872. Quarterly Journal Geol. Soc, yoI. xxviii. 
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source of water for irrigation purposes, but not for 
domestic supply. Still, by certain processes, even the 
most unpromising river-waler is often rendered generally 
serviceable. 

23. The self-purification of streams during their flow 
has engaged much attention ; and, although it must be 
conceded that such action does take place, it is infinitely 
less effective than the natural processes of filtration and 
distillation. In dealing with statistics bearing upon this 
subject, apparent purification due to mere dilution must be 
carefully distinguished from real abstraction or alteration 
of deleterious elements. One of the principal conclusions 
arrived at by the Royal Commission of 1868, appointed to 
consider the best means of preventing the pollution of 
rivers, was : "There is no river in the United Kingdom long 
enough to effect the destruction by oxidation of sewage put 
into it at its source." The exhaustive nature of the enquiry 
that formed the-basis of that conclusion entitles it to careful 
consideration ; and, although during the last twenty years 
much additional knowledge of the operations that take 
place in rivers has been gained, it does not lead us to 
believe that aeration and the agency of plant and animal 
life produce a much more marked effect than that of the 
limited extent formerly assigned to them. The result of 
the aeration produced by even the Falls of Niagara is so 
insignificant as to be insensible so far as regards any 
purifying effect upon the water.* 

24. Somewhat closely allied with river-water, but 
superior to it in many respects, is that derived from 
shallow wells. Where it happens that the surface of 
saturation is not very far below ground, as is always the 
case with flat and low-lying land near the sea or rivers, 
and sometimes on extensive plains far distant from the 

* Joumal AmericaD Chem. Soc, Nov. 1S90. 
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sea, the waters may be intercepted in their onward course 
by shallow wells. The yield of such wells is governed by 
the rate of percolation through the land ; and water may 
be drawn from them quite uncon laminated by the impuri- 
ties of the neighlx)uring river- or sea-water, provided that 
the draught from the well does not exceed the natural 
rate of percolation through the ground in the normal 
direction of flow. The " filter-galleries " frequently used 
in the United States and elsewhere, only act partially as 
intercepting wells — their supply being drawn by heavy 
pumping mainly from the adjacent rivers. In the neigh- 
bourhood of tidal basins, the water-level of such wells is 
observed to oscillate periodically with the tide, even though 
they are situated above the sea-level. This effect is due 
to periodical abnormal elevation of the surface of satura- 
tion, and fl^ittening of its slope by the checking or 
impounding of the subterranean flow during the rise of 
the tide. During its ebb, the slope becomes steeper, and 
the rate of percolation is increased and the surface of 
saturation lowered. The land-water is thus discharged by 
pulsations corresponding with the tidal period. Any 
attempt, however, to pump water from such sources more 
rapidly than it is contributed to them by natural percola- 
tion through the earth in the normal direction of flow, has 
the inevitable effect (intentionally produced in the case of 
" filter-galleries ") of reversing the flow from the natural out- 
fall, which then contributes water directly to those sources 
—in a more or less perfectly strained condition, according 
to the compactness of the strata in which they are situated. 
The water yielded by shallow wells is generally clear, 
and in wet seasons is fairly good. The percolation of 
the water through the capillary pores of the earth deprives 
it to a great extent of the living matter with which surface- 
waters are peculiarly abundant. The absence of liglit, 



aided by other ajrencies, such as temperature and the 
nature of the mineral solutions present in the underground 
water, promote the sterilising process ; which, however, is 
not so complete as that effected in spring-water and in 
that derived from deep wells, to be subsequently noticed. 
The principal danger to be apprehended in the class of 
water now under consideration, is that arising from fouling 
by surface-drainage and animal excreta, which, particularly 
in dry seasons, sink into the ground and directly join the 
flow of the underground water. Hence the necessity for 
lining all such wells down to and somewhat below the 
lowest level of the surface of saturation in their locality. 

2$. Deep wells may be described as those which, 
passing far below the surface of saturation, draw their 
supply from strata that are presumably entirely unaffected 
by surface impurities. Where such wells pass through 
permeable strata from the surface downwards, they are 
steined or lined to exclude surface-water from their imme- 
diate vicinity. They are frequently employed to reach 
permeable water-bearing strata underlying, and possibly 
also underlaid by, dense and impervious formations ; and 
where those strata form the base of a synclinal b:isin, the 
waters with which they are charged rise under the hydro- 
static pressure exerted in the more elevated parts of the 
basin, and may completely fill the well or bore-hole, and 
overflow at its surface. When this takes place, the wells — 
then termed Artesian — afford the most satisfactory ' result 
of the well-sinker's art. It has been estimated by Professor 
De Ranee that there are 26,633 square miles of porous 
rocks in England and Wales, and in addition, 19,308 square 
miles of impervious clay overlying permeable rocks. These 
figures indicate the importance that must necessarily attach 
to the subject of supply from the underground waters of 
this country, which, unlike surface-waters, do not involve 
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great storage-reservoirs and the consequent withdrawal 
of considerable areas of fertile land from agricultural use. 

26. The choice of the proper situations for such borings 
demands an exact knowledge of the geological features 
of the entire district, and a full comprehension of the 
mineralogical and stratigraphical conditions that affect 
the question of the abnormal subterranean flow set up 
by opening the wella Misconception of the phenomena 
concerned sometimes leads to the commission of costly 
errors in this respect. A notable example was some years 
ago furnished by the lai^e bore-hole at Bootle, near 
Liverpool, which at great expense was sunk to a depth 
of 1300 feet in response to a certain popular demand, 
with the main result of proving the absence of any 
abnormal occurrence of subterranean water in the Triassic 
strata of that district — a fact that was at the time ui^ed 
upon the attention of the townspeople by their professional 
advisers, and should have required no such demonstration. 

27. Where a deep well does not pass through any 
impervious band, but draws its supply from the superficial 
rocks of the earth's crust, pumping produces a local 
depression of the surface of saturation, which extends in 

Fig- 5. 



every direction round the well, forming an inverted " cone 
of depression," or " cone of abstraction," Fig. 5 — con- 
venient but very inaccurate terms for the figure assumed 
by the surface of saturation around the well. After a 
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deep well has been sunk, the formation of the " cone of 
depression" proceeds pari passu with the rate of pumping 
practised. By degrees the apex of the cone approaches 
the bottom of the well ; and, in order to maintain the 
yield, its depth must be increased. A limit, however, is pre- 
sently reached, for the yield of the well, becoming gradually 
more dependent upon the contribution of rainfall derived 
from the base of the " cone of depression," begins to feci 
the effect of contamination from the surface-waters that 
now fall as it were directly to the apex of the cone, and 
are drawn into the well by the slightest excess of pumping- 
effect over the supplying capacity of the normal subter- 
ranean flow now barely touched by it 

Such is the history of nearly all wells situated in the 
neighbourhood of large towns, which have generally to 
be at last disused, owing to contamination of their waters 
by surface-impurities ; although their life may be greatly 
prolonged by refraining from excessive pumping at any 
time — by which means the supply derived from them may 
be, over a long period, in the aggregate lai^ely increased. 
A noteworthy example was afforded some time back 
by the Dudlow Lane well, belonging to the Liverpool 
Corporation. This well, sunk to a depth of 247 feet in 
red sandstone, and, including tunnels or galleries, having 
an area of 2730 square feet on the bottom, was completed 
in 1871. In 1873, however, the percolation of sewage 
from cesspools and other sources on the surface already 
affected the well so seriously that the rate of pumping 
had to be considerably reduced ; and, notwithstanding its 
depth, it has been impossible to draw from it anything 
like the quantity of water that it yielded at the outset 

The quality of the water obtained from deep wells is 
on the whole similar to that yielded by springs in corre- 
sponding formations ; but, for the reasons already given, 
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is more liable to pollution than the latter. It is also 
generally harder than spring water. 

28. Before leaving this part of the subject the property 
of "hardness " in water may be briefly discussed, as it is 
not only of sanitary but of economic importance, and is 
possessed in some degree by all waters. The hardest 
are those derived from calcareous and cretaceous rocks, 
but the Triassic strata also furnish very hard water. To 
a certain extent the presence of salts of lime and magnesia 
in water is beneficial to health, and highly desirable. Very 
soft waters containing much free carbonic acid actively 
attack the lead of pipes and cisterns ; and although the 
insoluble carbonate of lead, once formed on the surface 
of the metal, greatly delays the further corrosive action 
of the water ; . still, much is necessarily detached and is 
delivered to the consumers. The Loch Katrine water — 
notably pure, and of less than 2 deg, hardness — acts ener- 
getically upon the lead of pipes and cisterns, and has been 
responsible for certain injurious results.* The great varia- 
tion in hardness of waters derived from different s 
may be indicated by the following Table : — 



Table giving Appkoxhiat 


B Hardness of Vakious Wateb-S 


UFPLIES. 




! B.... I- 


irdn.!.. 00 


London : 

Kent Water Co. .. 

WmI Middlesex Co. 
Liverpool (Vyrnwy) .. 

Do. (Rivinylon) ... 
Maoche.ster (Loiifjcndalc) . 


1 1 

.. 1 Wells (Chalk) ' 

.. R, Thames 

.. ' Catchmrjtitl Silurian) .. .. | 
.. : Do. (Carl«iniferoub) .. ' 
.. 1 Uo. (Carbonifetousj .. ■ 




Edinburgh 

Sunderland 


. . Calcbmeni (Silurian) 

.. ; Wells (dolomite) 


30" 



• Rcpotl of evidence given by Dr. William Wallace and Dr. Robert 
bell, of Glasgow, in the Parliamentary enquiry Into the St. Mary's Loch 
Water Scheme for Edinburgh, 1871. 
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Whilst very soft waters are in some respects objection- 
able, the same may be said of those that are extremely 
hard ; and modem practice is tending to reduce, where 
possible, supplies for domestic and manufacturing purposes 
to about 5° (Clark's scale). In this connection it is highly 
important to observe both the " permanent " and the 
"temporary" hardness of water. Ordinarily, their sum 
only is stated, unless definitely required from the analyst ; 
and it miy be observed that carbonates and sulphates of 
potash and soda, and many other alkaline salts, produce a 
softening effect upon water. We shall return later to the 
subject of artificially softening water. 

29. In considering the merits of any given source of 
water-supply for dietetic purposes, the three principal 
elements of the question are the quality and the quantity 
of the water available, and the cost of obtaining it. An 
exact determination of these elements is, in every case, 
a matter that involves both labour and skill ; and when, 
as usually happens, the engineer is called upon to decide 
the relative merits of several suitable schemes, his judgment 
and experience are greatly exercised to narrow the issue, 
in the first place, to the factor of cost. In the investiga- 
tion of water-supply for power or irrigation purposes, the 
quality is of less vital importance — the principal elements 
being those of quantity, available fall, and cost, 

30. As appears from the considerations already stated, 
the quality of the water yielded by every source of supply, 
depends entirely upon the nature and extent of the 
polluting influences to which it has been subjected, from 
the time of its condensation from aerial vapour to that of 
its arrival at the place where it is intercepted in its course 
back to the ocean. A close examination of the district 
which forms the catchment-area of the source in question, 
the sanitary conditions that obtain there, the class of agri- 
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culture and other industry practised in it, its meteorological 
data, and the complete analysis of the constitution and 
inhabitants of the water itself, form the basis of fact upon 
which must be decided the fitness of the supply for dietetic 
purposes. The question of the quantity available from 
any source is equally complex. It involves determina- 
tion of the rainfall in all its aspects, and the geological 
structure of the district ; together with all the local circum- 
stances that affect " loss " by evaporation, percolation and 
absorption {§ SS)- 

For power-purposes, the available quantity and fall are 
concerned jointly, since those are the co-efficients for 
hydraulic energy. To ascertain with any reasonable 
degree of approximation the power-capacity of a source of 
supply, involves an investigation into the loss of head 
incurred by the conveyance of the water, which is by 
no means a simple matter, and will be better understood 
if developed in the course adopted in the following chapters. 

The subject of cost is one hardly within the scope of 
this treatise. It is so far dependent upon local circum- 
stances, and upon the particular class or style of the work 
carried out, that no useful purpose can be served by an 
essay upon the subject ; for, after all, it is one only to be 
satisfactorily dealt with in the light of practical knowledge 
of hydraulic engineering construction. 

31. Broadly speaking, waterworks may be classed as 
either " gravitational " or " pumping." To the former class 
belong all those aqueducts in which ilow takes place under 
the action of gravity alone ; also Artesian and other spring- 
supplies under pressure. To the latter belong all other 
supplies derived from rivers, lakes and wells situated so low 
with reference to the place of distribution of the water, 
that mechanical agencies nmst be employed to deliver the 
water to the consumers at a proper pressure. The relative 
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levels of the source of supply and the place of distribution 
will generally be sufHcient to decide into which class the 
works will come ; although cases sometimes occur in which 
they may be partly gravitational, but where, owing to some 
intervening high ground, pumping may have to be resorted 
to. Local circumstances will, in every case, determine the 
particular kind of pumping machinery most suitable for the 
work, whether actuated by steam, wind, or water-power. 

Should it appear that the source is so favourably 
situated with respect to the place of distribution, that the 
force of gravity may be used to convey the water, it is 
necessary to ascertain definitely the feasibility of the 
scheme. For this purpose a survey is required, to determine, 
first, the facilities that exist for storing water, and second, 
the most favourable route for the conduit or aqueduct. 
Preliminary reconnaissance of the district may be made 
with the aid of general linear and geological surveys, accom- 
panied by such levelling as can be done with the aid of the 
aneroid barometer. But it cannot be too strongly urged 
that general views founded upon such surveys must be in 
every particular subsequently checked, and modified where 
necessary, by exact chaining and levelling, before detailed 
designs are prepared. 

32. In all cases, the use of the aneroid barometer must 
be accompanied by observations of the thermometer. If 
this precaution be not taken, the survey may, and in the 
case of tracing an aqueduct-contour, probably will, be 
valueless ; as the best instruments, although corrected for 
their own variation of temperature, do not effect the requi- 
site correction for that of the atmosphere. Aneroid baro- 
meters are generally graduated on the assumption that 
the temperature of the atmosphere is constant during the 
observations— a condition that hardly ever obtains in 
practice. It is therefore well, when using the instrument. 
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to observe and book the actual atmospheric pressure re- 
corded by the instrument, and at every such reading to 
observe the simultaneous atmospheric temperature. The 
relative levels of any two points of observation are then 
deduced by a simple arithmetical process, arrived at 
thus :— 

First find the height of the homogeneous atmosphere,* 
H, at the times and places in question. The value of 
this quantity at zero Centigrade, in the latitude of London, 
is nearly 26,210 feet. If t^ and ty are the absolute tem- 
peratures of the atmosphere) expressed in degrees Centi- 
grade, at two stations designated a and b respectively, 
the required value of H at the locality of those stations is 
given by the equation 



H = 26,210 



\373x2 



assuming that the mean temperature is half the sum of 
the observed temperatures, and that the force of gravity 
and the hygroscopic state of the air has not sensibly 
changed between the times of observation at a and b 
respectively. 

Having obtained the true value of H, the levels of 
stations a and b are thus arrived at — 

Let P denote observed atmospheric pressure ; 

X „ heights in feet measured up from a datum 

plane ; 
p „ density of the air at the point of observa- 
tion ; 
^ „ force of gravity in kinetic units. 

* The heigbl of the " homogeneoua atmosphere" at any place is [he 
height of a homogeoeous colunm of air, of unifoTm cross- sectional area, 
leqnired to produce npon its base, under the action of gravity, the actual 
Blmospheric pressure obserred at the place in question — Ihc density of the air 
throughout the entire height of the column being supjioscd lo be cimslrint. 
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whence x^ ~ x„ = H {log P^ — log Pi ) ; 

and, converting hyperbolic into common logarithms, and 
substituting the value of H at, say, London, at 0° C, 
Xi- x^ = 6o^so {iog^i, P- ~ loSv> Pi )■ 

Proper reduction of the levels according to this method ' 
is absolutely necessary in aneroid surveying ; and, although 
we do not propose to describe the use of other instruments 
used in engineering surveys, we consider this digression 
justilied by the extreme importance of the subject, and 
the absence of practical explanations relating to it from the 
hand-books ordinarily consulted by engineering surveyors. 

In illustration of the matter, it may be observed that a 
good aneroid barometer kept at an altitude of, say, \qoo 
feet above sea-level, may, in the course of an ordinary 
summer's day, indicate on its dial an oscillation of level 
of 30 feet — a quantity more than sufficient to nullify con- 
touring observations or attempts to trace a conduit route. 
Again, the error introduced into the measurement of an 
absolute height of only rooo feet from the sea-level may, 
on a warm day, if the dial of the instrument simply be 
taken as correct, amount to 90 feet. 

33. With regard to the selection of waterworks sites 
and routes, it would be impossible to formulate rules with- 
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out premising a knowledge of the constructive and other 
principles to which the remainder of this work is devoted ; 
in addition to an acquaintance with the costs and detailed 
methods of carrying on such operations, which is to be 
gained through experience alone. 

Having sketched the leading considerations involved 
in the selection of a source of water-supply, and its fitness 
so far as quality is concerned, we pass naturally to the 
further question — What quantity of water may the source 
be relied upon to yield ? The estimation of this quantity 
is arrived at by a process that, of itself, requires the aid of 
an almost distinct science, forming one of the most impor- 
tant branches of hydraulics ; and, as the methods involved 
in it are applicable to several necessary proceedings in 
waterworks engineering, the subject will be treated sepa- 
rately in Chapter II. 

34. In concluding the present section, allusion may be 
made to the question of compensation, payable in water, 
for interference with the natural order of things in a 
gathering-ground that is appropriated to purposes of 
water-supply. It is needless to discuss here the well-worn 
subject of damage resulting from the abstraction of water 
from streams, or of benefits accruing to riparian pro- 
prietors from the establishment of impound ing-reservoirs, 
the mitigation of floods and the equalisation of the flow 
in the watercourses of any given district. Into the legal 
aspects of the question, it is not our place to intrude. 
But, as a matter of customary practice, it may be observed 
that the amount of compensation-water allotted to a 
stream of which the entire catchment-area is requisitioned 
to supply the impounding-reservoir, has been frequently 
fixed at one-third of the average yield of the gathering- 
ground in question. The compensation-water delivered by 
the Liverpool Waterworks to the River Vyrnwy, amount- 
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ing to 4930 million gallons per annum, is only one-fourth 
of the available yield of the catchment-area ; the industrial 
interests affected by diminution of the normal flow of that 
river are comparatively unimportant — the preservation of 
the salmon-fishery being the principal object for which 
compensation- water was required. This contrasts strongly 
with ihe onerous conditions imposed upon Liverpool in 

1847, when one-half the available yield of the Rivington 
catchment-area was required to be delivered as compensa- 
tion; subsequently, however, in 1868, it was reduced by 
purchase to the present quantity of about one-third of the 
available yield. 

The early experience of Manchester was somewhat 
similar to this. By an Act of Parliament obtained in 

1848, the Corporation was obliged to deliver two-fifths of 
the available yield of their Longendale watershed as com- 
pensation to the River Etherow ; but, in 1854, an Act was 
obtained enabling this quantity to be reduced by pur- 
chase to about one-third of the yield — and this in an im- 
portant manufacturing district In 1879, the Manchester 
Corporation obtained Parliamentary powers to construct 
the Thirlmere Waterworks, the compensation-water required 
in respect of the gathering-ground thus appropriated being 
hardly more than 2000 million gallons per annum — about 
one-tenth of the available annual yield of the gathering- 
ground. 

The principle of compensating streams affected by the 
withdrawal of water for any purpose, is undoubtedly 
proper, and hardly to be fully met, except in special cases, 
by pecuniary payments. The portion of the flow of an 
ordinary stream available for useful purposes, without arti- 
ficial storage, was, however, formerly much over-estimated ; 
and modem practice in this country, authorised by recent 
legislation, distinctly recognises that fact. 



CHAPTER II. 

THE MEASUREMENT OF WATER. 

35. Hydraulic engineering practice necessitates the 
gauging of water both in the several modes of its oc- 
currence in nature, and in the course of its flow through 
artificial conduits of various kinds, under the following 
conditions : — 

(i) As it exists in the atmosphere in the form of 
vapour, and as it falls from the clouds in rain. (2) In 
streams; in rivers, formed by the confluence of streams, 
or by water draining from the land intojtheir beds; and 
in artificial channels and pipes. (3) By weirs, notches, 
and orifices, for purposes of irrigation, compensation and 
general supply ; and by meters, for industrial or domestic 
supply. We proceed to consider, in detail, some of the 
most approved methods adopted to meet these require- 
ments. 

36. (i) It need scarcely be pointed out here that, in 
addition to the visible supply of water to every catchment- 
area in the form of rain, and its escape therefrom by flow 
over and through the earth, there are continually in 
progress vast operations of supply and abstraction of 
water, due to natural condensation and evaporation over 
the entire surface. 

Hygrometric observations are essential to indicate the 
supply to watersheds in the form of dew, and the loss 
therefrom by evaporation ; for the most potent factor 
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affecting these phenomena is the extent to which the 
atmosphere is charged with moisture at any given time. 

37. Every circumstance that reduces the temperature 
of a body of air containing moisture, effects, at a certain 
temperature, a deposition of dew from it ; and this tempera- 
ture is called the " dew point" 

Attention must, however, be drawn to the fact that 
much of the dew and frost deposited upon plants consists 
of moisture exhaled from the plants themselves, and 
emanating from the moist earth,* The quantity of aque- 
ous vapour present in the atmosphere depends, at any 
given temperature, upon the amount of evaporation and 
deposition that has previously taken place ; and for every 
temperature there is a definite maximum quantity of mois- 
ture which the atmosphere is capable of containing as 
vapour. Air in which such quantity is present is termed 
" saturated." 

Evaporation, if the air be not saturated, is more active 
at high than at low temperatures, and decreases as the 
quantity of aqueous vapour in suspension increases towards 
the saturation limit It is also greater in a dry wind, as 
fresh bodies of air are thereby continually supplied to 
absorb more moisture. Evaporation ceases when the air is 
saturated with moisture. 

38. Atmospheric air and aqueous vapour forming a 
mechanical mixture, the pressure or tension of each con- 
stituent is the same as if the other were absent;! and the 
resultant pressure is their sum. Therefore, the tension of 
the aqueous vapour in any sample of air, is a measure 
of the quantity present This is called the "absolute 
humidity." 

The " relative humidity," or simply the humidity, is the 

■ Qnarterly Journal Met Soc, vol. i»ii., 1891, pp. 80 et tej. 
t The presence of ni[ucous vapour diminiihes, however, tbe datiily of »ir. 
D 2 
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ratio of the quantity of aqueous vapour present in any 
portion of the atmosphere to the quantity required to 
saturate the air at the temperature then obtaining. 

39. Various instruments are used for measuring humi- 
dity; the best known forms being the Regnault, the Daniell, 
and the "wet-bulb" hygrometer. The first mentioned is 
in many respects the best The Regnault hygrometer 
consists of a frame carrying two thin polished silver 
thimbles, about \ inch in diameter and i} inch high, 
into which fit the lower ends of small glass tubes, the 
upper ends being provided with corks. Thermometers 
inserted through the corks pass almost to the bottom of 
both thimbles. A small pipe passes through the cork to 
the bottom of one of the tubes, which is half-filled with 
ether ; and by means of an aspirator attached to a second 
pipe passing through the cork, a current of air is drawn 
through the ether. By the evaporation of the ether thus 
produced, the temperature of the tube in question is 
gradually reduced. The temperature at which dew is 
deposited on the external silver thimble is noted, and the 
action of the aspirator is stopped when this occurs ; the 
temperature at which the dew disappears is also observed, 
the mean of the two being taken as the dew-point. The 
thermometer in the other tube indicates the temperature of 
the atmosphere. The polished silver thimbles prevent 
radiation of heat from the body of the observer to the 
thermometers, and facilitate the observation of the deposit 
of dew. The tension /, corresponding with the temperature 
of the dew-point, is found from a table of tensions of 
aqueous vapour, as is also the tension F corresponding with 
the temperature of the atmosphere : 

Then ^ is the humidity of the atmosphere at the 

place and time of the observations. 



TENSION OF AQUEOUS VAPOUR. 



37 



The tension of aqueous vapour was experimentally 
determined with great accuracy by Regnault, from whose 
tables the following values are abstracted .• 
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Descriptions of the construction and use of other kinds 
of hygrometers may be found in text-books of physics. 

40. The variation of the humidity is somewhat masked 
by the diurnal cycle of change which it undei^oea Thus, 
on land removed from the sea and not influenced by wind, 
the absolute humidity is greatest in the afternoon, when 
the temperature of the ground Is a maximum ; and least 
when the temperature is a minimum, shortly before sun- 
rise. But, on the shores of an ocean, the sea-breezes by 



* Regnanlt, ' Relation des Exp^ric 
pp. 627 tl jeq. — Puria, 1847. 
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day afiect the conditions ; and a secondary minimum 
absolute humidity obtains during the hottest part of the 
day, due to the sea-breeze induced by the warm air rising 
from the ground. 

The diurnal variations of humidity are not to be con- 
founded with the daily oscillations of the barometer, which 
are due principally to the upward and downward cur- 
rents of air heated near the earth's surface by the sun's 
rays, and cooled by radiation. These primary motions are 
temporarily resisted by the inertia and viscosity of the 
atmosphere, which intensify the variation due to the former 
cause. 

41, From the records of the humidity inferences maybe 
drawn as to the amount of dew deposited, and absorbed for 
the requirements of vegetable growth. An idea may also 
be formed of the amount of evaporation, which is especially 
important in hot countries, where it is considerable unless 
the humidity is high. All kinds of ground, in particular 
chalk, fine loam, or sand, possess the property of absorbing 
by capillary action moisture condensed from the atmosphere^ 
and the humidity of the latter is the determining factor by 
which such a process must be estimated. 

The accession to the rainfall of water in the form of dew 
is ordinarily neglected ; and the absolute yield of water 
from a catchment-area is stated as the difference between 
the quantity of rain falling upon it and the amount of 
water lost by evaporation, absorbed by vegetable growth, 
and percolating into the deep-seated rocks of the earth's 
crust. 

The rainfall is estimated from direct measurements. 
The losses due to the three causes mentioned can only be 
estimated indirectly by comparison with similar localities 
under similar conditions; and, in instituting such com- 
parisons in respect of loss by evaporation and vegetable 
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absorption, the questions of humidity and temperature 
should receive due attention. 

42, Whether supplies of water are to be drawn from 
catchment-areas, rivers, springs or wells, the estimation of 
the rainfall upon the area from which the water it is desired 
to intercept and take is derived, forms the basis of investi- 
gation into the capabilities of those sources. 

43. The rainfall of a district varies with its situation, 
physical configuration and altitude, and the direction of the 
prevailing winds. Where the prevailing winds are warm, 
and heavily charged with moisture by crossing a lai^e 
extent of ocean, the rainfall of the first high ground en- 
countered by them will be heavy. The moist air, rising to 
the altitude of the hills, expands in volume and is reduced 
in temperature, in accordance with the adiabatic law for the 
expansion of gases and vapours. The cooled air cannot 
hold in suspension so large a quantity of vapour as before 
and the latter is deposited in the form of mist, rain, hail or 
snow. The rainfall of a district is likely to be small if the 
prevailing winds traverse a wide expanse of land before 
reaching it, or if they come from a place of low tempera- 
ture to a warmer district of no greater elevation. Under 
such circumstances the air is generally in a suitable state 
for absorbing additional moisture. 

The west coast of Scotland, the north-west coast of 
England and the greater part of Wales afford illustration 
of the first condition. The westerly winds, laden with 
vapour derived from the Atlantic Ocean, encounter broad- 
side the high land near the coast ; and precipitation of the 
moisture carried by them takes place mainly in that locality. 
The average annual rainfall in these districts is frequently 
found to exceed 80 inches ; the maximum being at Sea- 
thwaite, in Cumberland, where the rainfall averages about 
I so inches per annum. 
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The average annual rainfall on the west coast of India, 
where similar conditions prevail, has been known to attain 
350 inches, and on the Khasi Hills it is almost double that 
amount The flat districts east of the elevated tract of 
country running from north to south of England, afford 
examples of the second condition. The westerly breezes, 
having depOEited their burden of moisture on the high land 
referred to, and becoming warmer as they descend on its 
eastern side, are no longer capable of depositing moisture 
in any lai^e quantity ; and the average rainfall over a 
considerable area on that side of the country hardly exceeds 
20 inches annually. 

The yearly rainfall of e\-ery district is subject to con- 
siderable variation, the rainfall in a wet year being often 
more than double that in a dry year. The fluctuation of 
the dally rainfall is still more marked. 

A fall of nearly ^ inches of rain in 24 hours has been 
recorded at Seathwaite. At some places on the shores of 
the Mediterranean Sea, in India, and in other parts of the 
world, a rainfall exceeding 30 inches in a day has been ex- 
perienced ; and in the 24 hours ending 9 A.M., 3rd Febru- 
ary, 1893, rain fell to the extent of 35*71 inches at the 
observatory, Crohamhurst, on the D'Aguilar Range, South 
Eastern Queensland." 

The torrential discharges which accompany the typhoons 
of the eastern seas are for a brief period of time probably 
still more excessive than those just mentioned. 

44. Whilst any portion of the earth's surface is gaining 
heat the rainfall of that district is generally not great ; for 
the atmosphere as a whole, if not disturbed by persistent 
wind, is rising in temperature and is therefore absorbing 
moisture. But after that period is passed and the average 
temperature of the atmosphere is reduced, it cannot hold 

• Nature, vol. xlviii. p. 3. 



as much moisture as before. A fall of rain then occurs if 
aqueous vapour is present in sufficient quantity. The 
prevailing winds, however, are usually the chief regulators 
of the time and amount of the rainfall. 

45. It sometimes happens in this country that, over 
limited areas, falls of rain of, say, i inch may occur at the 
rate of 6 to 7 inches per hour ; whilst a fall of, perhaps, 2 
inches might occur at the less rate of 2 to 3 inches per hour. 
A fall of one inch in ^ hour is by no means a rare occur- 
rence in Great Britain. The following statement shows the 
extremes of rainfall attained in the British Isles.' 

O' 55 inch in 5 minutes. I i '50 inch in 45 minutes. 

1*10 „„ 15 „ I -So „ „ 60 „ 

i'2S „ „ 30 „ I 2-20 „ „ 120 „ 

These heavy fails of rain are of great interest and 
importance, as they are the determining causes of the 
excessive floods that occur on catchment-areas ; and, as 
might be supposed, the relative magnitude of such floods is 
greater in the smaller areas. 

During the construction of the Woodhead reservoir of 
the Manchester waterworks, a flood occurred on the 7th 
October, 1849, which caused, temporarily, discharge at the 
rate of SCX) cubic feet per second per 1000 acres, off" a catch- 
ment-area of 7500 acres, equivalent to rainfall at the rate 
of 12 inches per 24 hours over that area.t At a later period 
of the construction of the same works, when the Torside 
and Rhodes Wood reservoirs were ready for impounding 
water, rainfall occurred on the 4th February, 1852, which 
caused a maximum rate of discharge of 250 cubic feet per 
second per 1000 acres from the catchment-area of 15400 
acres.} At the Vyrnwy works of the Liverpool Corporation, 

* Symoiu, 'Btitlth BainfiU, 13S4,' p. 12S. 

t Batemaii, ' Hiitory of the Manchester Waterwoiks,' p. 154 — Mancheiter 
and London, 18E4. t Batemui, vf. ci/., pp. 160 el itq. 
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a flood occurred on the 29th January, 1883, which caused a 
flow, for a short time, at the rate of 177 cubic feet per second 
per locxj acres off a catchment-area of 18,000 acres, equiva- 
lent to rainfall at the rate of 4-2 inches per 24 hours over 
the entire area. These floods are among the largest recorded 
in their respective watersheds. 

46, There are two reasons for the decrease of the rate 
of flood-discharge as the catchment-area increases : (i) Ex- 
tremely heavy falls only last for a short time, and rain 
falling in the remote portions of a lai^e watershed takes 
appreciably longer to flow to the place of discharge than 
does the rain precipitated at more central parts; so the 
duration of the flood is prolonged, whilst its intensity is 
diminished. (2) Heavy falls of rain, occurring only locally 
over limited areas, naturally aflect but slightly the dischac^ 
from extensive watersheds. 

It is useful to remember that 1 inch of rainfall per 
24 hours over 1000 acres is approximately equivalent to 

42 cubic feet per second. Also that a fall at the rate of 
I inch per hour corresponds with a discharge of i cubic foot 
per second ofl!' an area of i statute acre. Great discrimi- 
oation must be exercised in arguing the probable maximum 
flood of a catchment-area from statistics relating to its 
mean* rainfall. 

47. After the construction of a reservoir, the maximum 
rate of flood-discharge from the catchment-area supplying 
it is generally reduced ; for, whilst the period of maximum 
flood is short, even if the reservoir be full its surface has to 
be further raised to the height of the free level of the over- 
flow when the flood attains its maximum intensity. The 
greatest daily rainfall recorded in the British Isles during 
30 years occurred at Seathwaite on the 8th of May, 1884, 

* The word " mean '' in this connection bas the significaQce of Eumual 
vre»ce over a long period. 
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when it amounted to 6"j^ inches.* The maximum daily 
fall is found to occur in wet districts, and rarely exceeds 
5 per cent of the mean rainfall ; whilst the daily fall which 
bears the highest ratio to the mean rainfall occurs in drier 
districts, and amounts to as much as 15 per cent, of the 

It has been conjectured from data afforded by observa- 
tions in all parts of this country, that in districts where 
the mean rainfall is small, the greater portion of it generally 
falls during the summer months, whilst in districts of greater 
rainfall the period of maximum intensity occurs later in the 
year. The period of minimum fall occurs also later in the 
year in wet than in dry districts, but by a shorter time. 

48. The rainfall of any given district is estimated from 
the results of measurements by rain-gauges, described 
hereafter. These instruments should be placed on flat 
open ground, with their rims horizontal and elevated about 
1 foot above the surface of the ground, so as to prevent 
rain from splashing into them. They must be situated 
in positions unsheltered by trees, buildings or banks, and 
must not be placed near to the crests of steep hill-sides or 
other abrupt declivities. 

The number of rain-gauges required for the estimation 
of the rainfall of a given catchment-area, depends upon the 
variation of the rainfall at diflerent parts of the district. 
For instance, if the rainfall varied only with the altitude of 
different parts of the district, the number required in the 
portion situated between any two contours would be pro- 
portional to the area embraced by them. But if, as 
frequently happens, the rainfall also varies at different 
points of a district which are at the same level, these 
conditions must be met by duly disposing the rain-gauges 
in accordance with such variation — an operation which can 

* Symoni, 'British KainTaU, 1884,' p. 145. 
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at best be only approximately performed, and demands 
much experience and skill in such work to ensure any 
reliable estimate being based upon the records obtained. 

49. Rain-gauges should be simple in construction and 
operation, because they are often necessarily situated in 
remote places, where trained observers are not available ; 
and it is desirable that they should be uniform in pattern. 

The most suitable instrument for ordinary work con- 
sists of a cylindrical copper vessel, about 30 inches long 
and 6 inches or 8 inches in diameter — the "Snowdon" 
pattern recommended by the Royal Meteorological Society 
has a 6-inch cylinder.* Upon this stands a funnel, the 
rim of which rises vertically about 
^' ' 6 inches, and terminates in a sharp 

bevelled edge, Fig. 6. The funnel 
terminates in a long straight tube 
extending nearly to the bottom 
of a collecting vessel which stands 
on the base of the cylinder. A 
small air-space is left between 
the lip of the collecting vessel 
and the body of the funnel above 
it, otherwise water might stand in 
the funnel and be subject to eva- 
poration. 

Much attention must be paid 
to the constructional details of 

even this simple apparatus, in 

order to ensure accurate results ; 
and to no part of it does this apply with greater force 
than to the funnel and the rim. It is recognised that the 
rim of a rain-gauge serves three objects ; by its rigidity 

• Marriott, ' Hint* to Meleorological Observers,' published by authority 
of the Council Royal Met Soc. — London, 1892. 
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to maintain the funnel in shape ; to define the area with- 
in which the rain-drops are collected ; and to cut any 
rain-drop so that the proper portion of it shall pass 
into the funnel, and the remainder fall outside,* The 
best material of which to form the funnel and rim is pro- 
bably copper — glass, japanned tin and earthenware tend 
to retard the passage of drops of water into the collecting- 
vessel, and so permit evaporation to act unduly upon 
them. The variation of the area enclosed by the rim, due to 
changes of temperature, is so inconsiderable in this country 
that it is usually neglected. The best form of edge is that 
shown in the diagram, bevelled on the inner side ; an outer 
bevelled edge presents greater liability to error due to the 
action of wind upon drops falling on the bevelled portion. 

The diameter of the funnel, if more than 3 inches, does 
not affect the register, but it should be steep internally, to 
cause the water to quickly trickle down into the vessel 
below. The rain-water collected in the gauge is periodi- 
cally poured out into a measuring vessel, graduated so as 
to show in inches and hundredths of an inch, the amount 
which has fallen upon the area of the funnel since the time 
it was last emptied. 

50. Simpler forms of rain-gauges are successfully em- 
ployed where they are under frequent and skilled observa- 
tion ; but experience teaches the hydraulic engineer to use 
extreme caution in relying upon the results of amateur 
rainfall observations, when the latter are uncorroborated 
by other evidence. The fact that, in a well-constructed 
rain-gauge, the monthly register exhibits no deficiency 
compared with the aggregate of daily readings, is sufficient 
to show that its record is, for practical purposes, independent 
of the effects of evaporation. 

51, The Stutter differentiating rain-gauge has a receiv- 

* Qnuterlr Jonnul Met Soc-, vol. xriL p. 136. 
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ing-funnel which delivers into a smaller funnel furnished 
with a bent tube, the latter being carried round a vertical 
axis by clockwork, so as to remain for exactly one hour 
over each one of 24 fixed equidistant vessels, arranged in a 
circle. This instrument, therefore, measures the rainfall 
during each hour of the day. 

Automatic recording rain-gauges, although not widely 
used, are conveniently employed in some circumstances. 
The Beckley " pluviograph " consists of a receiving-funnel 
of the ordinary kind, carried by and communicating with a 
floating vessel, to which a pencil is attached, and which 
sinks according to the quantity of rain th^t it receives. 
The pencil traces a curve on a sheet of paper stretched 
round a drum rotated by clockwork. When full, the vessel 
is emptied by a siphon, the pencil rises again to the zero 
level, and the register is recommenced. Other ingenious 
forms of recording rain-gauges might be noticed, but the 
limited application of such apparatus I's a sufficient reason 
for not pursuing the subject further in this place. 

52. The rainfall as measured by rain-gauges is ap- 
parently greater at the surface of the ground than at 
higher levels. The diminished record depends lai^ely 
upon the exposure of the rain-gauge. When the instru* 
ments are unsheltered from the wind, they receive less rain 
than they would if well protected, because the air-currents 
blowing against the funnels are deflected upwards, and 
divert some of the raindrops which would naturally fall 
into the gauge, causing them to fall outside it 

A rain-gauge situated 10 feet above the ground at the 
Boston reservoir, Rotherham, registered, as the result of 
8 years' observations, 9 per cent, less rainfall than that 
measured at the ground-level, whilst at 25 feet above the 
ground the record ivas I2 per cent, less.* It appears that 
• Symons, ' British Rainfall, 1876,' p, 35. 
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the decrease of rain intercepted alter a height of about eo 
feet b attained, becomes comparatively trifling; the reason 
being that in the latter circumstances there is less inter- 
ference by the earth's surface with the motion of the wind. 
The apparent decrease in the rainfall up to about 25 feet 
above the ground depends upon the exposure of the 
locality, and is more considerable the greater the force of 
the wind ; also, the snow not collected in elevated rain- 
gauges reduces their record. Again, the heavier the 
showers of rain the less is the variation of the record at 
diflferent levels, because the wind exercises less influence 
over the motion of a lai^e drop than over that of a small 
one. In the absence of wind, there appears to be no 
difference between the rain-gauge records at various eleva- 
tions above the surface of the ground. No attempt will 
be made to discuss the variation of rainfall, real and 
apparent, that obtains at different levels in hilly country. 
With the information at our command it is impossible to 
differentiate the element of elevation from the numerous 
other factors to the joint action of which the results 
observed in such localities are due. 

53. The distribution of rain-gauges throughout most 
civilised countries is now so extensive that the rainfall of 
almost any required district may be arrived at directly 
with considerable accuracy. If the records available do 
not refer precisely to the locality under consideration, the 
rainfall of the latter may be arrived at in the following 
manner. Rain^auges may be established in the district 
in question in accordance with the principles already laid 
down, observations being simultaneously made with in- 
struments previously existing in the neighbourhood. The 
ratio of the rainfall of the district, thus determined for as 
long a time as practicable, to the rainfall for the same 
period registered by the previously-existing gauges, may 
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be found ; and its application to the rainfall observed by 
the aid of the latter in former years, then furnishes 
approximately the information required foi this district 
during those years. 

54. For purposes of exact calculation It is necessary 
to consider the rainfall during shorter periods than one year, 
and it is generally desirable to introduce the average 
monthly rainfall into computations relating to the storage 
and supply of water. When rainfall records are system- 
atically kept, the register always shows these monthly 
quantities. 

The following Table, kindly furnished by the Astro- 
nomer-Royal, gives the maximum, mean and minimum 
monthly rainfall averages at the Royal Observatory, 
Greenwich, for fifty years. 



Haximuu and Mihimuu Monthly Rainpall, 1841-1891; and Mcan 
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From this it appears that the average monthly per- 
centage of the mean rainfall at Greenwich is : — 

Jan. FA. Mar. Apr. May. Junt. July. Aug. Sept. Oct. Nov. Dec. 

8, 6, 6, 7, 8, 8, 10, 10, 9, 12, 9, 7 ; 
on the Pentland Hills, in Scotland, the average of a 
shorter, though still considerable, period is : — 

II, 8, 6^ 5, 6, 6, 7, 8, 9, 12, 12, 10; 
on the high ground at the southern extremity of the 
Pennine chain of hills, in England, the average has been 
ascertained to be : — 

9, 8, 6, 6, S, 8, II, 10, 10, 10, 9, S ; 

and on the Snowdon range, in Wales, it has been found to 
approach : — 
7, 9, 6, 6, 7, 6, 8, 9, 8, 10, 12, 12. 
These figures, although relating to districts of limited 
size, widely separated, and subject to very different amounts 
of rainfall, exemplify generally the averse distribution of 
rain throughout the year in this country ; and, whilst they 
cannot pretend to express with absolute accuracy anything 
beyond the particulars recorded by them, they may in the 
absence of more exact information be useful to indicate 
generally the proportionate quantities of rainfall which 
may be expected at the several seasons of the year. 

55- To arrive at .the actual quantity of water on a 
catchment-area, which can be rendered available for 
purposes of supply, in addition to the rainfall three im- 
portant considerations are involved. — (i) the quantity of 
rainfall lost through evaporation and absorption by vege- 
tation ; (2) th^ amount of percolation through the strata 
out of the catchment-area ; and (3) the maximum period 
during which the available supply falls short of the 
demand. 
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S6. (l) The portion of the rainfall which iinds its way into 
the streams or springs draining a catchment-area that is but 
slightly permeable, depends largely upon the activity and 
extent of evaporation and the absorption of water by plant 
life. The subject of evaporation has already been alluded 
to ; its effect is naturally more marked in flat than in 
hilly districts from which water rapidly flows away, and 
is in a peculiar degree dependent upon the distribution of 
the rainfall throughout the year. In valleys with steep 
hills on each side, subject to a heavy rainfall, the loss from 
evaporation in this country during the winter is insigni- 
ficant In such localities, within our experience, the 
evaporation and absorption throughout the year have 
together not exceeded 20 inches, and have been as low as 
12 inches; the loss being experienced principally in the 
summer months, when it has occasionally amounted to 
more than 75 per cent of the rainfall. In dry districts, it 
frequently happens that during the summer months nearly 
the whole of the rainfall thus disappears. 

Generally, upon permeable soils or upon steep and 
impervious land, the loss by evaporation is small. If, 
however, in permeable soils, the surface of saturation is, 
owing to the physical features of the locality, situated near 
to the surface of the ground, evaporation takes place 
actively under favourable atmospheric conditions. 

57. Evaporation from the surface of land cannot be 
directly measured, but is readily obtained as the difference 
between the rainfall and the percolation and absorption. 
Careful experiments prosecuted for long periods have been 
made to ascertain the amount of water which percolates 
through different thicknesses of soil and other materials, 
and the average evaporation from a water-surface. The 
following are the most important of them ; — 

The result of 30 years' percolation experiments made at 
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Nash Millg, from 1853 to 1883, with a mean rainfall of 
27*8 inches, showed that 6'5 inches of r^ti percolated 
through 3 feet of the soil of the district, and iO"6 inches 
percolated through 3 feet of broken chalk. In each case the 
materials were contained in a water-tight cast-iron box of 
3 feet cube, covered with grass sod. Of the lO'6 inches 
which flowed through the chalk, 2 ' i inches percolated 
during the summer months, with a rainfall of 14' i inches ; 
and 8' 5 inches percolated in the winter with a rainfall of 
13-7 inches. But, during a dry period of 3 years { 1 862-64), 
with a mean rainfall of 22 inches, only 3 • 5 inches percolated 
through the soil and 5 • i inches through the chalk.* 

Observations during 14 years, upon percolation through 
soil and sand, and the evaporation from a water-surface, 
made at Lee Bridge in the years 1860-73, ''ave been fully 
described in the ' Minutes of Proceedings of the Institution 
of Civil Engineers.' The averages over the entire period 
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The evaporation from the surface of water exceeded 
the rainfall in 3 years out of the 14. The small evapora- 
tion from sand presents a marked contrast to that from the 
less permeable soiLf 

The results of observations made at Fernielaw, Colin- 
ton, from the year 1871 to 1880, by the late Mr. James 

* ' HTdro-Mechanic* ' : a. Mries of lectures deliveKd *.K tbe lostitutioD of 
Civil Engineers, 1884-S5. p. 17. 

t Minntet of Proceedines Inst C.E., vol. xlv. pp. 19 rt iiq. 
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Leslie, gave, with a mean rainfall of 38-1 inches, an 
average evaporation of 15-4 inches from a water-surface; 
and at the Glencorse filters of the Edinburgh Corporation, 
from the year 1857 to r88(^ with a mean rainfall of 
38*8 inches, the average evaporation from a water-surface 
was 1 1 '4 inches.* Investigations by Sir John Lawes and 
Dr, Gilbert t have shown how the resistance opposed by 
increased thickness of strata retains the rajn within the 
influence of evaporation for a longer period, and causes the 
effect of the latter to be more sensible. Further, they have 
corroborated the general mie that the ratio of percolation to 
rainfall during the winter months is much higher than in 
summer, and is greater in years of heavy rainfall than in 
dry years. 

These experiments possess much interest in their 
bearing upon some of the general laws applicable to the 
subject ; but their scale is too limited to fix quantita- 
tively, for ordinary engineering purposes, the laws they 
indicate. 

58. The most satisfactory way to arrive at the amount 
of loss by evaporation, absorption and percolation, in a 
catchment-area whence the rainfall flows away mainly as a 
stream, is by continuous gaugings of the stream for as long 
a period as possible — at the same time observing the rain- 
fall by rain-gauges. In this manner, the actual quantity of 
available water during the time that the gaugings have been 
taken, is directly ascertained. The difference between this 
and the observed rainfall gives the amount of loss from the 
several causes mentioned, and may be applied, with due 
regard to the distribution of the rainfall throughout the 
year and other local circumstances, to other years and to 
similar localities. 

* MinnCes of Proceedings Inst, C.E., vol. Ixxi. p. 74. 
t Op. at., voL cv. pp. 35 rt stq. 
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The classic gaugings of the River Lee for the years 
1851, 1852, 1856, and 1858 gave the following results :— • 
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More recent investigations extended to the nrrthern 
and western districts of Great Britain, which must be 
regarded as containing the principal sources of water-supply 
by catchment in this country, have established the fact 
that, on the less permeable formations, the average annual 
loss of rainfall by evaporation, absorption and percolation 
varies between 10 Inches and 20 inches, according to the 
geological and physical character of the district, and its 
mean rainfall. 

59. The distribution of this loss throughout the year, 
just as in the case of the rainfall, must be next considered. 
It can only be ascertained exactly for any given district 
by prolonged experiments embracing a wide range of 
meteorological conditions^ An approximation may be 
arrived at, as for rainfall, by the application of a ratio 
derived from observations in similar districts subject to the 
same meteorological phenomena. The value of such an 
investigation depends, however, largely upon the accuracy 
of judgment employed in framing the analogy upon 
which the entire fabric of the argument rests. 

On the impervious and barren Silurian formations of the 

* Beaidmore, ' Manoal of Hydrology,' p. 151 — London, l363 ; Rirers Pol* 
iQtion CommissioQ of 1865, and Report, Minutes of Evidence, p. 35. 

t 1851 was B specify wet year over the greater part of the conatij, anJ 
1S58 wason exceptionally dry year. 
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West of England, the average yield of a catchment-area, 
expressed as percentage of the mean rainfall, may be found, 
approximately, to be — 

During three months : 
yan.. Fa., Mar. Apr., May, yune. July, Aug., Sep. 0<t., Nfv., Det. 
25 per cent. 10 per cent IJ percent 30 per cent. 

To illustrate the great difference in this respect which 
obtains in permeable districts of low mean rainfall, with 
these figures may be contrasted the yield of the Thames 
valley as indicated by the discharge of the river at Ted- 
dington," which may be taken, for purposes of comparison, 
as — 

During three months : 
"fiin., Ftt., Mar. Apr., May, Juitt. July, Aug., Sep. Oct., Nov., Dtc. 
13 per cent 6 per cent 3 per cent 9 per cent 

6a (2) The percolation experiments alluded to in \ 57 
convey some idea of the rate at which underground water 
is derived from the surface in permeable districts. In 
localities, however, which are suitable for the collection of 
surface-water, that which percolates the soil is largely 
restored to the stream that drains the catchment-area ; 
and, whilst the formation of an impounding-reservoir 
undoubtedly raises the surface of saturation in its vicinity, 
the loss of water by percolation into neighbouring valleys 
or into the land below the site of the dam, is, in places 
well adapted for such works, extremely small 

Thus far we have dealt with average hydrological 
conditions, in considering the several important factors 
that enter into the estimation of the yield of water from 
catchment-areas. We have now to approach the question, 
how far the great variations of those conditions, which 
* ' Report on Ihe Flow of the Tbunes,' by A. R. BinnJe, 1892. 
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occur in an apparently irrational manner, affect the 
calculation, 

61. (3) The maximum period during which the demand 
for water exceeds the natural yield, determines the amount 
of storage required. If this condition never occurs, storage 
is unnecessary. In supplies from catchment-areas, it is 
sometimes desirable that all the water that can be economi- 
cally stored, should be impounded. Owing, however, to 
the great variation in the rainfall from year to year, it is 
seldom attempted to construct a reservoir large enough to 
equalise the supply over a longer period than 3 years ; and 
usually the driest three consecutive years are considered in 
this connection. 

The following rules, for the British Isles, based upon 
the observations of a long series of years, may be accepted 
unreservedly.* 

(1) The wettest year has a rainfall nearly half as great 
again as the mean ; (2) The driest year has one-third less 
rainfall than the mean ; (3) The driest two consecutive 
years average each one-fourth less rainfall than the mean ; 
(4) The driest three consecutive years average each one- 
fifth less rainfall than the mean. 

The extremes of wetness and dryness are less pro- 
nounced in districts of great rainfall, than in drier districts, 
consequently more storage is required in the latter than in 
the former localities. 

62. After ascertaining the rainfall for the driest three 
years, it is necessary to consider the distribution of the 
rainfall during those years. For purposes of preliminary 
investigation, the average monthly ratios or percentages of 
rainfall (§ 54) for the district under consideration, may be 
employed to determine as a rough guide the distribution 
of the rainfall during the dry period. To the figures thus 

• Symons, 'Briiisli RnJnrall, 18S3,' p. 32, 
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arrived at, must be applied the proper values of the ratios 
of yield to rainfall. 

As indicated in % 6i, the portion of the total yield 
which can, without undue expense, be rendered available 
for supply is frequently estimated upon the " driest three 
years " basis. The amount of storage required to effect this, 
forms a problem that is treated separately in Chapter IV. 

If, however, the three dry years considered do not in- 
clude an exceptionally dry year, a quantity of water must 
also be impounded equal to the difference (after allowing for 
the effects of evaporation, &c) between the average annual 
rainfall of the driest three years and the rainfall of the driest 
year. That is to say, J — ^ = -^ of the mean yield must 
be rendered available, in addition to the storage computed 
upon the basis of supplying the three dry years' yield. 

We have it on the high authority of the late Mr. Thomas 
Hawksley, that, in this country, to be perfectly safe, the 
storage required may vary from 1 50 days' supply in wet dis- 
tricts up to double that quantity in dry districts.* Between 
these limits, local circumstances determine the requisite stor- 
age. The method of calculation is further treated in § 190. 

63. It will now be apparent that the important ques- 
tions both of the ultimate "yield," or limiting capacity in 
respect of furnishing a supply of water, of every catch- 
ment-area, and of the works necessary to render supplies 
drawn from such sources uniform in quantity and free 
from the extreme fluctuations of the natural supply of 
water to the earth, hinge upon the accurate estimation of 
the available rainfall of the district. This quantity is 
arrived at in either of two ways : — First, by the processes 
sketched in the preceding sections, the probable minimum 
rainfall and the loss therefrom owing to unavoidable 
natural causes, may be asceilained for a proper period, as 
• Minutes of Proceedines In»L C.E., toI. xxxi. p. 56. 
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well as its distribution during that period. This plan is 
generally adopted for preliminary investigation. Second, 
the actual quantity of water flowing away from the pro- 
posed source of supply may be directly measured at the 
place where it is to be intercepted, during as long a period 
as possible ; such actual measurement affording, in relation 
to rainfall statistics, data upon which the probable yield 
of the source may be computed with great accuracy by 
simple proportion. 

64. We proceed to consider the subject of gauging the 
flow of water. The motion of water is, as yet, only partly 
amenable to theoretical calculation ; in fact, it is only one 
phase of it, and that the least prevalent in nature from an 
engineering point of view, that is included in the theory 
here presented. 

The theory of hydrodynamics is considered in one of 
two ways: either (1) the relation between the velocity, 
pressure and density is found at any particular point with- 
in the volume of the fluid, which is called the " Eulerian " 
method ; or (2) the relation between the velocity, pressure, 
and density of a particular particle throughout its motion 
is investigated ; this is the " Lagrangian " method. Both 
of these tacitly assume that particles of fluid follow each 
other in stream-lines. The discrepancy between the results 
thus calculated and certain experimental data, and, on the 
other hand, the agreement between theoretical and experi- 
mental results in other cases, point to the conclusion that 
the motion of water is not always completely specified by 
assumptions of laminar or multifilar flow. Experiments 
have shown that when it is so, the motion of water differs 
from that implied in the ordinary theory. It may be 
classed broadly as " steady " and " unsteady," and a good 
idea of the difference between these two kinds of motion is 
afforded by a simple experiment, of which the following 
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is a short description. If water be allowed to flow through 
a glass tube, at first very slowly, and then with gradually 
increasing velocity, and if colour be injected at the inlet 
end of the tube, it is seen that, when the velocity of the 
water is slow, the colour is drawn out in separate and 
steady stream-lines. This state of things continues until 
a certain velocity is reached, when the stream-lines break 
into well-defined eddies. This critical velocity varies with 
the ratio of the viscosity of the water to its density, and 
inversely as the diameter of the tube, 

65. Among circumstances conducive to steady motion, 
and consequently to a condition to which the ordinary 
theory applies, are viscosity, a free surface, converging solid 
boundaries, and curvature with the velocity greatest at the 
outside. When any of these conditions are in the ascendant, 
the motion takes place according to theoretical law ; and 
this fact, tc^ether with experiments with coloured bands, 
has enabled the foregoing classification to be mad& In 
such cases, integration of the equations of motion leads to 
a comparatively simple relation of velocity, pressure and 
density, known as Bernoulli's theorem. This theorem is 
really a statement of the fact that the energy of all particles 
of water, due to their velocity, together with the energy due 
to the pressure and height above a datum plane, is constant 
along any stream-line. 

If w be the velocity of a particle of water in feet per 
second, p its pressure in pounds per square foot, h its height 
in feet above the datum plane, H a constant for each stream- 
line, and w the weight of a cubic foot of water in pounds, 
the relation is expressed by 

This equation, tt^ether with the principle of the con- 
servation of momentum, leads to the commoner results of 
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theoretical hydraulics. The enei^ of water may be 
utilised in any of the several ways implied by the three 
terms of Bernoulli's theorem. In impulse turbines, the 
energy of water is utilised in its first, or velocity form ; in 
water-pressure engines, the enei^ is utilised in its second, 
or pressure form ; and in overshot water-wheels it is 
employed in its third, or head form, by its fall under 
gravity. In reaction turbines and in undershot water- 
wheels the energy of water is utilised in two forms : in the 
former in its pressure and velocity forms, and in the latter 
in its velocity and head forms. The equation shows why, 
in a contracting tube, the pressure decreases as the tube 
contracts ; for, supposing the tube to be horizontal, the 
energy due to the velocity, tc^ether with the energy due to 
the pressure, is constant ; hence, as the enei^ due to the 
velocity increases inversely as the fourth power of the dimi- 
nishing diameter, the pressure proportionately decreases. 
This circumstance is the origin of the jet pump ; for it is 
possible, by sufficiently contracting the tube, to obtain a 
high vacuum. 

The circumstances conducive to unsteady motion have 
been stated as ; variation of velocity across a stream when 
it flows through still water, solid bounding-walls, diveigent 
solid boundaries, and curvature with the velocity greatest 
at the inside. For these cases, it is found by experiment 
that the motion is not that implied by theory ; and experi- 
ments with coloured bands have indicated that it is of an 
eddying nature. An interesting example of the boundary 
of a Buid causing eddying motion is afforded by the 
presence of oil on water during a breeze. The thin film of 
oil spread over the surface of the water introduces one 
condition of a solid boundary, viz. that of resistance to 
extension ; and this, although slight, is sufficient to alter the 
form of instability in the water from waves to eddies below 
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the surface. This also explains why it is possible for the 
surface of a pond to freeze during the prevalence of a 
breeze. For, if a very thin skin of ice happens to form 
during a momentary lull, it introduces the necessary 
surface condition which causes ripples to cease and eddies 
to be formed underneath the ice. 

66. The flow of water, in almost all kinds of channels, 
falls under the head of unsteady motion. The fundamental 
equation of delivery, which expresses Q the rate at which 
water is conveyed along a channel, in terms of v the mean 
velocity of the stream and A its sectional area, is 
Q = vA. 

The velocity of the water flowing in a natural stream, a 
conduit or a pipe, is such that the resultant of its gravita- 
tional impulse in the direction of its motion is equal to the 
resistance of its bed and of the eddies within its body. It 
has been found by experiment that the resistance to the 
flow of water is proportional to the square of its mean 
velocity, to the area of the surface of contact, and to its 
density.' The component of the attraction of gravity 
parallel to the surface of the stream, equals the weight of 
the water into the sine of the inclination of the ^surface to 
the horizontal plane. 

That is 

_/»*/ A Iw = A A Iwsitt i. 

Where v is the mean velocity in feet per second ; 

/ is the wetted perimeter of the channel-sec- 
tion in feet ; 
A / is the length of a small portion of the channel ; 
ui is the weight of a cubic foot of water ; 
A is the sectional area of the stream in square 
feet; 

* The presence of large qnantities of alt in the wMer, by iacreasing the 
ipecilic gravity of the mixlaie, decreases the velocity of streams. 
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i is the angle of inclination of the surface of 
the stream, which equals sin i as the angle 
is always small ; 
and /and c are coefficients. 

If for — we write m, a quantity that is termed the 
P 
"hydraulic mean depth," the equation may be written more 
concisely 



V = c ^ mi. 



Thus, the velocity is expressed as the product of a 
coefficient into the square root of the product of the 
hydraulic mean depth and the inclination, a formula 
originally proposed by Chezy, Directeur de I'Ecole des 
Fonts et Chauss^es, in 1775. c is not a constant coefficient, 
because the mean velocity in a section of the stream (to 
the square of which the resistance is r^arded as propor- 
tional) is not the velocity with which the water rubs 
f^ainst the surface in contact with which it flows ; and 
much of the resistance experienced is due to the eddies in 
the mass of the water. The formula is therefore rectified 
to accord with this unsteady motion by varying the 
coefficient, whose value has been experimentally ascer- 
tained by Messrs. Darcy, Bazin and other investigators, 
for various values of hydraulic mean depth, rough- 
ness of the perimeter, and inclination of the surface of the 
stream. 

The expression must be applied with caution, for it 
frequently happens that, owing to a series of falls in the 
bed of a stream, its inclination is much greater than that 
to which its velocity is due ; in which case the equation is 
not applicable. The surface-inclination of small channels 
of uniform r^imen may easily be observed by spirit- 
levelling ; but in deep and sluggish rivers and canals, the 
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inclination is slight, and requires measurements of great 
refinement for its accurate determination. 

67. The important series of experiments on the flow of 
water in open conduits begun by Darcy in 1856, and after 
bis death completed by Bazin in 1865, were made in 
artificial channels of varied shapes and sizes, lined with 
various materials, and in natural canals,* The conduits 
were rectangular, trapezoidal, triangular, and semicircular 
in section. The rectangular sections varied in width from 
4 inches to 6 feet 6 inches. The bottom-widths of the 
trapezoidal conduits were a little more than 3 feet, and the 
sides of these and of the triangular sections were inclined 
at an angle of 45° to the vertical. The diameter of the 
semicircular conduits was a little over 4 feet. The canals 
varied in bottom-width from about 4 feet to ^ feet Ex- 
periments were made with varying depths of water and 
surface-inclination, care being taken that the r^men of 
the flow should be first completely established. The 
dischaige was gauged by causing the water to flow through 
orifices, the coefficients for which had previously been accu- 
rately determined. The velocity of flow varied in different 
experiments from 8 inches per second to 20 feet per second. 

The result of these experiments was to ascertain a 
series of true coefficients for application in the " Chezy " 
formula. The coefficients were found to vary with the 
hydraulic mean depth of the stream, and with the rough- 
ness of the material of the surface in contact ; and to be 
independent of the surface inclination. 

The variation is expressed thus : t 



>«(-£)■ 



* Dare; and Buin, ' Rechercbes bydraalique 
t C^. i-i^.,pp. I30rfWf. 
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The following values of a and of ^ apply to four 
classes of channels experimented upon, of different degrees 
Of roughness: ^^^^^ 

(i) Smooth channels — cement or planed timber . . ., 0*0000457 °''<> 

(a) Smooth channels— ishlar, bridtwork or planks , . o'ooooS79 o'33 

(3) Rough channeli— rubble masomr or stone pitching o'opoo73Z o'Sz 

(4) Rough cbaands — earth 0*0000854 4' 10 

To assist the rapid application of the formula within 
the limits of the experiments — calling Ci, c^, Cj, e*, the 
respective values of c for the several kinds of channel 
described, the following table gives their amounts for 
different hydraulic mean depths (w). 



HydnnUdDoi 


Values off. 


'd.I«h(-) 


(1 
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f. 1 





=S 


«s 


95 


S7 


sG 





50 


'35 


no 


7a 


36 





7S 


139 


116 


8i 


42 




00 


141 


119 


87 


48 




50 


'43 


133 


94 


56 




00 


'44 


124 


98 


63 




00 


I4S 


136 


104 


70 




00 


146 


I3S 


106 


76 




00 


146 


128 


108 


So 




00 


'47 


129 


no 


84 




00 


'47 


139 


no 


36 




00 


'47 


130 


III 


88 


9 


00 


147 


130 


113 


90 


10 


00 


'47 


130 


IIZ 


9' 


IS 


00 


147 


130 


"4 


96 


2O-0O 


147 


131 


"4 


98 


00 


148 


>3' 


117 


108 



Applied to artificial channels, and to canals of moderate 
size, the formula gives satisfactory results ; but it is not 
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generally applicable to large channels, or to rivers, or to 
torrential streams: 

68. In the formula for " t: " {§ (>f) Messrs. Darcy and 
Bazin made the coefficient depend upon the dimensions of 
the channel and its roughness only. The utilisation of 
more extended data has shown that c also varies with the 
surface-inclination of the stream. Modified so as to apply 
to a range of phenomena from those of great rivers, as 
ascertained by Messrs, Humphreys and Abbott in the 
Mississippi, to those presented by the torrents of Switzer- 
land, experimented upon by Messrs, Ganguillet and Kutter, 
in the work of the last mentioned authors • the expression 
for c takes the form 



^m 



n{4i 6-^i 



The expression may therefore be written 
— "J^ ;r -H I -Si I 
« ' 4r + Jm 
The values of « for various kinds of channels are : 

For surfaces of planed planks, n = o'ooq 

„ „ plaster in neat cement, „ o'oio 

„ „ plaster, | sand, ^ cement, „ o'oit 

„ „ unplaned planks, „ 0'0i2 

„ „ ashlar and brickwork, „ o'oij 

„ „ rubble masonry, „ o'oi^ 

* Ganguillet and Kulter, < VerBuchzuTAufsteUung dnerneuenalleeDebeii 
Fonnel (Br die e'eithfiirmige BeweguiiE de» Wassers in CanSlen und Fliissen ' 
—Berne, 1877. Also Iranslalion by R. Hering and J, C. Trautwine— New 
Vuik and London, 1SE9. 
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For canals in firm gravel, « = o-020 

For rivers and canals in earth in good order, „ o'oss 
„ „ „ in moderate ) 

order, I " "■"J" 
» « n in bad order, „ O'oj^ 

Additional values of » have been interpolated by Mr. 
Lowis D'A. Jackson,* and others, 

69. It may be desirable to observe that it has some* 
times been proposed to use the " Chezy " formula with a 
constant value of c to determine the velocity of streams, 
but that course can be obviously of only limited applica- 
tion. All the foregoing investigations relate to the deter- 
mination of the mean or average velocity in a definite cross- 
section of the stream of water under consideration. This 
velocity multiplied by the plane area of the cross-section 
gives the rate of flow on delivery of the stream, which is 
the quantity actually sought 

70. The motion of water in pipes is generally of a more 
stable character than that in channels, and the experiments 
that have been made upon this kind of flow, are sufficient 
to enable the delivery of pipes to be calculated with a 
high degree of accuracy, in all cases that occur in ordinary 
practice. The flow of water in pipes exemplifies both 
steady and unsteady motion. It was found by Foiseuillc 
that for capillary tubes, the resistance is proportional to 
the velocity ; and Darcy ascertained that in pipes of larger 
diameter, the resistance is proportional to the square of 
the velocity. To bring these apparently inconsistent laws 
into agreement. Dr. Osborne Reynolds made a series of 
experiments,! proving that the motion of water in all tubes 
or pipes, at a sufficient distance from the outlet, is steady ; 
but, after attaining a certain critical velocity which varies 

• JackaoD, ' Ilydwulie Manual,' p. 41— London, 1S83. 
t Phil. Trans. Roy. Soc, Part 3, 1883. 
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inversely with the size of the pipes, the motion becomes 
sinuous. Also that, whilst the motion is steady, the 
resistance is proportional to the velocity ; but that, as 
soon as a sinuous condition occurs, the resistance varies 
approximately as the square of the velocity. The fact 
that the resistance in a capillary tube varies as the velocity, 
whilst that in a tube of greater diameter varies with the 
square of the velocity, led to the supposition that some 
property of water, exerting an important influence on its 
motion, had not been recognised in the ordinary equations. 
That the resistance should depend on the absolute size of 
the tube is impossible, according to the laws of motion. 
This Jmportant factor was found to be the ratio of the 
viscosity to the density of the water — which ratio has 
the dimension of the product of a velocity into a space. 

Dr. Reynolds was led, from a consideration of his ex- 
periments made in 1883, those of Poiseuille made in 1845, 
and those of Darcy made in 1857, to put the expression 
for the resistance of the flow of water in pipes into the 
following form, which expresses in the metrical system the 
resistance for all diameters of pipes and temperatures : 

Where 1 is the virtual inclination (§ 71) ; 
d is the diameter of the pipe ; 
V is the velocity of the water ; 
P = (/ + o'ojjy T + O-OO032I 7"')-' is the 
ratio of viscosity of the water to its density 
(7" being temperature in degrees Centigrade) ; 
A = 6y,yoo,ooo ; B = jp6 ; 
and n is an index, which is unity when the velocity 
is below the critical velocity ; and for higher 
velocities, varies according to the roughness 
of the internal surface of the pipe. 
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For clean lead pipes, above the critical velocity, « = / ■ 79 

„ varnished pipes „ „ „ 1-82 

„ clean cast-iron pipes „ „ „ i'88 

„ rusted iron pipes „ „ „ 2' 00 

Taking the second and the English foot as units, the 
formula becomes : 



= — d " i' , C being a constant 

p'-' 

When « = 1-88, the formula becomes 

' = ^ ''" >-»■ ("■) 

When » != 2-00, the formula becomes 

V = jSs/dt. (iii.) 

These equations apply to pipes of all diameters, except- 
ing capillary tubes, for the rates of flow that occur in 



i. e. the flow through a new cast-iron pipe is 2 per cent, 
greater at 10° C. than at 0° C. In the formula for rusted 
pipes the term P is absent ; the flow in such pipes is, 
therefore, independent of the temperature. Equation (ii.) 
represents the case of newly laid mains, and equation (iii.) 
applies to mains fouled by use, and incrusted with nodules 
of rust 

For facility of working, neglecting effects of tempera- 
ture, the formulae may be written thus, taking logarithms, 
(ii.) logv = I- 17815 -^ o- 6 log d + o- S3 log i. 

(iii.) logv == I -37978 + o'S logd+o's log i. 

F a 
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Since P, the ratio of the viscosity of water to its density 
at any given temperature, is of the dimension of a space 
multiplied by a velocity, it will be seen that, as the index 
n changes from i to higher values, the dimensions of the 
term on the right of equation (i.) remain unchanged. 

71. Asomewhat similar formula was proposed in 1873,* 
by Dr. C. J. H. Lampe, based upon experiments conducted 
at Dantsic on a water-main about 16 inches in diameter, 
and of a length of nearly 9 miles. Dr. Reynolds was led 
to put the equation into the form (i.) by plotting, from the 
experiments, the It^arithms of the slopes of the pressures 
as abscissae and the l<^arithms of the velocities as ordinates. 
The factors by which (' and v are multiplied, are the 
distances through which the resulting straight lines had 
to be moved horizontally and vertically to bring them into 
coincidence, and the index « is the inclination of the 
straight lines to the axis oix. 

In the case of pipes, /, the virtual inclination, may be 
thus explained : If two reservoirs of water at the same 
level are connected by a pipe, the water in the latter is at 
rest and the pressure is everywhere equal to that due to 
the depth of the pipe below the surface of the water in the 
reservoirs. If, however, the water in one of the reservoirs 
is lowered, water will begin to flow through the pipe at a 
velocity dependent upon the inclination of an imaginary 
line joining the top-water of the reservoirs at the respective 
ends of pipe, which line is called the virtual gradient. The 
pressure at any point in the pipe is that due to a head of 
water equal to the height of the virtual gradient above that 
point. Thus, if the pipe were tapped anywhere and a tube 
were carried up from it, the water would rise in the tube 
till it reached the line of the virtual gradient — the head 
due to the difference between the level of this point and 

* Dtr Chiilingetiietir, voL xEji. pp. 69 el itq. 
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the higher top-water having been utilised in overcoming 
the resistance of the pipe. If the pipe touched this line at 
any part, the pressure in the pipe there would be equal to 
the atmospheric pressure ; and if the pipe rose above the 
line, the pressure would be less than that of the atmo- 
sphere. As, however, it is the practice to place air-cocks 
at each summit on the line of a water-main, the latter 
contingency would never occur ; but the flow would be 
interrupted there, its flow being that due to the gradient 
between the upper reservoir and that point. Although 
the effect of temperature, by influencing the viscosity of 
water, is sufficient, ceteris paribus, to double the flow at 
very low velocities between 5° C. and 35" C. ; at higher 
velocities its influence is slight, and Darcy does not appear 
to have noticed it at all. 

72. From experiments on the flow of water in pipes 
varying between \ inch and 1 foot 8 inches ia diameter, 
Darcy deduced an empirical equation for the velocity of 
flow in pipes, reduced to the same form as that applicable 
to streams.' In this, the coefficient is of less fluctuating 
character ; and although varying for different sizes of 
pipes, it is, as regards those previously considered for 
streams, comparatively constant. Hence a mean co- 
efficient may be used for a large range of diameters, 
without exceeding the limits of accuracy as observed in 
the experimental data. In the formula v = c-s/mi for a 

pipe, m = -, and c varies only with the diameter and the 

roughness of the internal surface. The coefficient is ex- 
pressed in the following forms, using English measures : 

-;==iJ=r7^, for clean iron pipes, (i.) 



V' 



'+7b 



' Darcj, ' Monvement de I'ean dam 1« Tuyaoi,' p. 110 — Paris, 1857. 
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and f = -. - ° . , for rusted pipes. (ii.) 

If d be taken a mean between i foot and 4 feet, the 
average coefficient so found will yield results within the 
limits of sensible accuracy. The formula then becomes 

For clean iron pipes, v = $$ 'i/di, ot Q = 4.J d* » *. (lii.) 
„ rusted „ v =jp y/di, or Q =jod^ A (iv.) 

The similarity between these equations and (ii.) and 
(iii.) § 70, is worthy of attention. 

Experiments made by Mr. J. Leslie on a cast-iron 
main I $ inches in diameter, at Edinburgh, which had been 
laid for 30 years and was much rusted, gave a coefficient 
of 43 for Darcy's formula (ii.) above. With a 16-inch pipe, 
which had been laid 9 years, and was less fouled, the 
experiments gave, in three different lengths at different 
hydrxulic gradients, coefficients 50, 48 and 50 respectively 
in the same formula (il). 

It may be useful to observe that the loss of head A due 
to frictional resistance to the flow of a quantity of water 
Q, through a length / of pipe of diameter d, deduced from 
the equations (iii.) and (iv.) is 

= yP-- ' jT * for clean iron pipes, 

and A = jj - for rusted iron pipes. 

poo a"' *^ *^ 

73. By the formulae discussed in §§ 66-68, the flow in 
artificial channels of definite geometrical form and com- 
posed of particular materials, may be measured with a 
high d^ree of accuracy ; but the considerations adduced 
fhow that for natural channels in earth and in rock, a good 

* M'nntN of Proceedings IdsL C.E., vol. xiv. pp. 273 iJ so/. 
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deal of uncertainty attaches to the calculations of Bow 
from the data afforded by their"dimcnsions, the surface- 
Inclination and the roughness. This is principally owing 
to the difficulty of making proper choice of a coefficient 
suitable to the dimensions, inclination and roughness of the 
channel in question. Hence, in the case of streams and 
rivers, where highly accurate results are required, recourse 
must be had to other methods of gauging. 

74. The dry-weather flow of a stream draining an area 
of, say 20,000 acres, is much less than its rate of flood- 
dischai^e. In barren mountainous countries, the former 
may be as low as -^ cubic foot per second per 1000 acres ; 
while the latter may occasionally amount to lOOO or even 
2000 times the dry-weather flow. The methods of gauging 
employed in such a case must therefore be adapted to deal 
with the different states of the flow. 

The dry-weather flow of small streams, and those of larger 
size when there is no traffic and a suitable fall 
exists in their beds, may be accurately measured 
by causing the water to pass over a notch-gauge. 
This apparatus, a cross section of which is given 
in Fig. 7, consists essentially of a wide slot or 
depression in the upper edge of a vertical plate 
or board, placed across the stream, normally to 
its axis. The maximum quantity that can be 
measured by a notch, depends upon its length and the fall 
that can be obtained for the water from its up-stream to its 
down-stream side. On the up-stream side, to prevent the 
water from approaching the notch with sensible velocity, it 
is desirable that the channel should be wider and deeper 
than the notch ; so that the body of water above it may be 
practically quiescent If the area of the water, as it passes 
through the notch, be more than one-fifth part of the area 
of the channel of approach, the velocity of approach must 
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be taken into account in calculating the discharge over the 
notch. To avoid sensible velocity of approach, the depth 
of water below the sill of the notch on the up-stream side 
should be at least three times the depth of water flowing 
over the notch ; and the sides of the approach-channel 
should be distant a like amount from the ends of the 
notch. By a notch 20 feet long, when a fall of I foot in 
the bed of the stream can be secured, a flow of 20,000,000 
gallons per day may be conveniently measured. Larger 
quantities than this may be gauged by notches ; though 
for such considerable flows it is generally desirable to 
resort to current-meter observations, or to the method of 
gauging by float measurements. 

To construct a notch-gauge, a water-tight weir is first 
made across the stream, and in this is set a frame of wood 
or metal, on the up-stream side of which are attached thin 
metal plates, forming the edges of the gauge. The latter 
need not be bevelled on the down-stream side, if they 
present a square ^inch edge in the vertical plane. In 
the common rectangular notch-gauge, three plates are used 
— ^jne of them forming the sill and the others the vertical 
ends of the notch. The sill is fixed level, and its length 
must be accurately known. The notch may be provided 
with movable sides, in order that its width may be reduced 
when the flow is small ; as it is undesirable that the height 
of water over it should be less than about 4 inches. The 
level of the water on the down-stream side must be suf- 
ficiently below the sill — not less than one-half the maxi- 
mum depth of water flowing over it — to allow free access 
of atmospheric air under the discharging stream. 

75. Since the resultant flow in each vertical strip of the 
notch is 



'^^ f si 2ghdh, 
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where / is the length of the notch in feet, 

k the he^ht in feet of any horizontal filament above 
the sill, 

and H the height in feet of the free-level of the dis- 
charging water above the sill, 

i. e. integrated, ^-~ JTg. H^ J 



the discharge Q, in cubic feet per second over the notch, if 
there were no interference hy the ends (termed end-contrac- 
tion), and the edge of the sill with the free flow of the 
water under the action of gravity, would be given by 

Owing, however, to the interference referred to, and to 
the fact that, when only a small quantity of water is 
passing, the stream has a tendency to flow down the face 
of the plate without allowing free circulation of air on the 
lower side, a coefficient e has to be introduced into the 
expression. This coefficient is not constant, but varies 
with difl'erent values of / and H, The formula then 
becomes 

Q=-cl^/Tg^t. 



To obtain the value of c has been the object of numerous 
experimenters, among whom may be mentioned Blackwell,* 
Francis,!' Fteley and Stearns,t Hamilton Smith,^ Du Buat,y 

■ Hinntes of Proceeding* IiMt. C.E., vol. k. p. 331. 

t Frands, ' Lowell Hydraulic Experiments ' — New York, 1883. 

\ Trassactiona Americui Soc C.E., 18S3, pp. 5a </ icq. 

% Hamillon Smith, ■ Hydraulics '—London and New Voric, 1886. 

II DuBnat.Trincipcsd'HydrauliqueetdePyiodynamique'— Paris, 1816. 



74 THE MEASUREMENT OF WATER. 

Bidone,* Poncelet and Lebros,t Castel,} Boileau,§ Eytel- 
weinll and Weisbach-IT 

Most of the experiments agree in two particulars : 
(r) as the head h becomes less than about 3 inches, the 
coefficient c experiences a rapid increase ; and (2) with 
values of h between 3 inches and about 2 feet, the co- 
efficient is fairly constant Between these limits, and with 
a notch longer than 2 feet, in order that the end-contrac- 
tions may not interfere with each other, Mr, J, B. Francis •• 
proposed a formula which agrees closely with a careful 
series of experiments carried out by him, and is extensively 
used in hydraulic practice. This formula, for discharge 
from a still pond, is 

where n is the number of end-contractions ; i. e. in an ordi- 
nary rectangular notch, « = 2. Here c is taken equal to 
0'622, and the effective length of the notch is reduced by 
O ' 2 //^ so as to allow for the reduction in the discharge due 
to the influence of the end-contractions. The experiments, 
from the results of which this formula is derived, were made 
on a lo-foot rectangular notch, with head varying between 
I '6 foot and 0'6 foot, in which range the coefficient varied 
less than l per cent In practical application, the measure- 
ment of the height of the free-level of the water above the 
sill of the notch must be made at a point far enough away 
from it to be unaffected by surface-curvature. 

* Bidone.'Exp^riences Eurk djpense des reservoirs' — Turin, 1814. 

\ Poncelet and Lebros, ' Experiences Hydrauliques ' — Paris, 1831 ; Lebros, 
• Hydraulique ExptrimenUle ' — Paris, 1S49. 

} Memoires de I'Academie des Sciences de Toulouse, tome iv. p. 338, 
1837 i and D'Aubnisson de Voisins, ' Trait j d'Hydraulique ' — Paris ftod 
Slraaburg, 1S40. 

§ Boileau, ' Trait^ de la Mcsuk dcs eaux coursntcs ' — Pahs, 1854. 

II Abbandlungea Her Berliner Akademie, 1S14-15 and 1818-19. 

"i Weisbach, ' Versuche iiber den Ausfiuss des Wassers '— I-eipsic, l84». 
•• Franda, ' Lowell Hydrauiic Expeiimenls,' p. iig — New York, 1S83, 
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"^6. The following experiments made by us in 1885, by 
causing the same quantity of water to pass first over a 
rectangular notch 8 feet long and afterwards over one 
17-03 feet long, show the divergence of Francis' formula 
from the truth as the head falls below 3 inches. 



Notch 8 


FEET Long. 


NOTCH 17 


03 FEET Long. 


A Ota till. 


Frauds' l«muUi. 


HeadoveiiilL 


-fe'S-'SSS" 


IiKba. 


Cubic re«p««™«J. 




Cubic r«t pa Bcood 


1-36 


I -01 


0-77 


0-92 


3-4S 


4-09 


2'0O 


3-86 


S-I2 


7-38 


3 03 


7*27 


6-46 


10-36 


3-82 


10' 20 


6-99 


11-68 


4-IS 


11-62 



It will be seen that, whilst the highest three readings 
agree within ij per cent, the lowest two differ by more 
than S and 9 per cent, respectively. 

The range of temperature occurring in ordinary practice 
does not appreciably affect the results of notch-gauging. 

FormulEe more accurate than that of Francis, for small 
depths of water over the notch, have been proposed by a 
number of experimenters, the valuable work of Messrs. 
A. Fteley and F. P. Stearns demanding special notice. 

For rough comparative calculations, the formula for a 
rectangular over-fall notch may be put into the form 



the value of Q being in cubic feet per second and / and H 
being in feet ; or 



where the value of Q is in gallons per second, k is in inches 
and / is in feet 
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It is worth remembering that the number of cubic feet 
per minute multiplied by cfxo gives an equivalent in gallons 
per 24 hours. 

77. It has always been the endeavour of experimenters 
to realise the condition of water being discharged over 
notches from a state of perfect stillness ; and it is desirable 
that this should be approximated to in all notch-gauging in 
actual practice, although circumstances sometimes prevent 
it. When the area of the stream is so small in relation to 
that of the notch that the velocity of the approaching water 
becomes sensible, it may be allowed for in the following 
manner. Call the velocity of approach u, and let A, be the 
head due to that velocity. Then 

A. =^. 
2g 

If the velocity of" approach were uniform over the area 
of the notch, the head at each horizontal lamina of water 
discharged by it would be increased by that amount 
Consequently, the discharge would be equivalent to that 
from a still pond with the head of /^+ //» above the sill, 
less the discharge due to the head//,; i,e. modifying Francis' 
formula, 

Q =3-33 il - 0-2 H) ^HJrKf' >4,*] • 

The uniformity of the velocity of approach, over the 
area of the notch, naturally depends upon the shape of the 
approach channel. Thus, from a series of experiments 
made in 1877, Messrs. Fteley and Stearns concluded that A, 

equalled b — , where b varied between 1-33 and i*87.* 

For most forms of channel of approach, the latter value 
would, however, be too high. 

Where it happens that the fall in a stream is too slight 

• Transaclions Amrricao Soc. C.E., l8}i3, p. ij. 
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for an ordinary over-fall notch to be conveniently used, 
it is sometimes useful to be able to obtain a measurement 
of the discharge of the stream by means of a " drowned " 
notch — that is, a notch that so far constricts the stream as 
to produce a sensible difference of water-level between its 
upper and lower sides, but in which the water on the down- 
stream side is above the level of the sill. 

In this case, the dischai^e Q is approximately 

where k is the difference between the water-levels above and 
below the notch, and K is the height of the water-surface on 
the down-stream side above the sitl. 

It is frequently desirable to measure roughly the 
discharge of a stream over a broad-crested weir. From 
experiments on weirs with crests varying between 2 inches 
and 10 inches in breadth, it appears that the discharge for 
heights less than l"6 times the breadth of the sill is less 
than for a sharp-edged sill ; when that height is reached, it 
commences to be greater than for the sharp-edged weir.* 

For a weir lO feet long and about 3 feet broad across 
the sill, the formula, for heads varying between 7 inches 
and 20 inches, given by Mr. J. B, Francis,t is 

78. For gauging streams of 
small and varying discharge, a tri- 
angular or V-notch is most suit- 
able. 

The discharge for any lamina 

bdk,Fiff.8,\s 

bdh^Jzgh ; 

• Transactions American Soc. C.K, 1883, pp. 86 rf n?. 
t ' Lowell Hydraulic Experiments,' p. 13& 
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b being the breadth at any depth h, B the top breadth, and 
H the total depth of flow, the dimensions being in feet 
Therefore, the discharge of the notch is 

J^ bsfTfkdh 

= ^J (H-k)>J7yk.dh. 

Allowing for end-contractions, the formula becomes 
Q = c-f^Bs/J77P'. 
In a right-angled notch, B = 2 H, and 

and in a notch in which B = 4. H, 

Q = c'^^jjjm. (ii.) 

As the flow is always similar at whatever height the 
water is discharged through the notch, the coefficient c is 
much more constant than is the case with the rectangular 
form. For a right-angled notch with sharp edges, c, as 
determined by the late Dr. James Thomson, is o'$g ; and 
for a notch in which B = 4 H, c \s o'dz.' 

Hence equation (i.) may be written Q = 2' $4 H^ ; 
and (ii.) „ „ Q=5'30 H*. 

79. When it is desired to have a continuous record of 
the dischai^e of a notch, a float-gauge is erected — gene- 
rally in an easily accessible situation on the bank of the 
• British Assoc. Report, 1861 — Reports on the State of Science, p. 151, 
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approach-channel. An inverted siphon-pipe communicates 
from the still-water pond to the vertical cylinder in which 
the float works. A wire from the float is attached to a 
pen or pencil, which records on a drum, rotated uniformly 
by clockwork, the varying height of the water-surface in 
the still pond, above the sill of the notch. 

80. When the flow to be measured is not great, and 
plenty of fall is available, gauging by orifices is oflien both 
convenient and accurate. A rectangular orifice is the form 
generally used in gauging ; except for very small quantities 
of water, when circular orifices are sometimes employed. 
The discharge, in cubic feet per second from a rectangular 
orifice in a thin plate, is expressed by the formula 

where / is the length of the slot or orifice in feet ; 

A, is the height in feet of the surface of water above 

its lower edge ; 
Ai is the height in feet of the surface of water above 
its upper edge ; 
and f is a coefHcient. 

For simplicity, it is often expressed in the form 
Q^cld\/Jgk, 
where d is the depth of the orifice in feet, I its length, 
and k is the height in feet of the surface of the water in the 
still pond, above the centre of the orifice. 

The following table gives the values of c for different 
dimensions of length and depth, abstracted from the 
results of numerous experimenters, including Michelotti," 
Bossut,t Poncekt and Lebros, and Hamilton Smith. 

* Michelotti, ' Sperimeoti Idraulici ' — Turin, 1767. 

t Bo&nit, ' Traill ihA^nqne et experimental d'Hjdrodyn]iinique ' — Farii, 
"796. 
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As an application of these formulx, it is sometimes 
requisite to calculate the time occupied by a tank or 
reservoir in emptying through an outlet at the bottom. 

Suppose the tank to be of any given form of cross- 
section, and call its area at any level, A. Let d be the 
initial height of the water-surface above the outlet, k its 
height after emptying for any time /, a the area of the 
outlet, and c the coefficient of discharge. 

The discharge through the outlet in any small period 
of time dt is ca>J 2gh . dt. 

The volume of the tank emptied in the same time is 
Adk. 
Therefore caJTgkdt = A d/i;' (i.) 



dt = - 



sl sgk' 
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For a vertical cylindrical tank, the time of emptying is, 
by integration, found to be 

For any other form of tank, A is expressed as a function of 
h, and the equation is integrated as above. 

An interesting application of equation (t.) is to find the 
shape of the vase of the ancient clepsydra, or Water -dock. 

In this case -j- is constant ; therefore A the area at any 

height h above the outlet ce \/aT 

81. For a completely submerged orifice 2 feet Idng, 
6 inches deep, and } inch broad, with a difference of water* 
level between the two sides from \ foot to | foot, we found 
in a careful series of experiments, made in 1887, that the 
coefficient e in the formula Q = cld\/2gh is 0-62 ,• h 
being the difference in level of the water- 
surfaces on the upper A and lower B sides 
of the orifice, expressed In feet {Fig. p). 

The submerged orifice is important 
and frequently very convenient, because 
any variation in the level of the water on 
the supply side. A, Fig. p, need not affect 
the discharge, if such variation is also 
caused to occur on the efflux side B, 

The following method of automatically 
recording the " head," or difference of 
water-level on the supply and efflux 
sides of such an orifice, was devised in connection with 
the experiments last referred ta The apparatus consists 
of two floats, immersed in the water at the upper and 
lower sides respectively of the orifice. The relative motion 
of the floats is reduced to one-third for a differential 
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Fig. 10. 



recording-gauge which is of the revolving disk form. The 
recording-pencil is actuated solely by the relative water- 
levels on the two sides of the 
orifice, without reference to the 
actual water-levels. The arrange- 
ment of pulleys to effect this is 
shown in Fig. lo. The diameters 
of the double pulley A, which 
turns on a fixed axle, are 4 to i ; 
those of the double pulley B, 
which turns on an axle suspended 
from A, are 3 to i, C and D are 
fixed guiding-pulleys. W is a 
weight hung on the end of the 
continuous cord which passes from 
the upper float round C and A.* 

82. With small circular orifices, 
having a free discharge, Mr, J. G. 
Mair-Rumleyhas ascertained that 
with sharp and square edges, and 
for diameters varying between i inch and 3 inches, the co- 
efficient of discharge equals 0'6i within i per cent, for 
heads from 9 inches to 24 inches, at temperatures between 
51° F. and 55° F. To show the effect of the temperature 
upon the discharge, the experiments summarised in the 
following table were also made by him : t 

Sharp-edged Orifice, i\ inches in Diameter. 






Htud. 


t™™.™. 


C«ff.d.nt 






\ 


57»r. 

92° F. 
.10° F. 
iS3'5°F. 
■79° F. 


0-604 

0-607 
0-607 





* Minutes of Procc«dillg5 Inst C-E., vol. c p. 2S1. 
t Of. cit., vol. Ixxxiv. p. 427. 



OBSERVATION OF WATER-LEVEL. %% 

These results show that a range of temperature of 
122° F. only increases the dischai^ by \ per cent 

Again, from a series of experiments by Prof. W. C. 
Unwin on thin-edged orifices, between the temperatures 
6l° F. and 205° F., the conclusion is drawn that this range 
of temperature has extremely Uttle influence on the dis- 
charge.* 

83, An accurate method of observing the height of the 
surface of water for all gauging purposes is afforded by the 
" hook-gauge." This apparatus consists of a rod, screwed 
at one end, and at the other pointed and turned up to 
form a hook. The hook is attached to a frame, and is 
capable of being moved longitudinally by means of a nut 
A scale is fixed on the frame, and over it is a vernier 
connected with the screw, enabling the level of the water 
to be read off to -n^ foot The frame is fixed vertically, 
the hook being allowed to dip beneath the surface of the 
water. When it is desired to ascertain the level of the 
surface of the latter, the point of the hook is raised by means 
of the nut until it touches the water-surface from below, an 
operation which can be effected and observed with great 
nicety. The level of the sill of the gauge can be read on 
the scale by a straight-edge levelled upon the sill and the 
point of the hook. 

The gauge i.s situated some distance away from the 
notch, so as to measure the level of the surface of the still 
pond behind it, and must be sheltered from the wind and 
its effects. 

84. One of the most ancient applications of the science 
of measuring water in motion relates to gauging for ir- 
rigation purposes. The system employed for this object 
by the Moors before their expulsion from Spain, and still 
used there, affords interesting evidence of views held eight 

• Philotophkal Masasint, Fifth Series, toL vi. p. iSi. 

G 2 
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centuries ago upon the subject of the division of a stream 
of water into fractional parts. By the plan referred to, the 
water is conducted along a level masonry channel, at a low 
velocity, and is caused to flow over a sill or step. At a 
distance of about 3 feet beyond this point it falls over 
another sill. In the intermediate space is fixed a small 
pier, which divides the breadth of the channel into two 
portions, the ratio of which is nearly proportional to the 
two subdivisions into which the water is to be separated, 
Fig. II. The up-stream point of the pier consists of a cut- 
water movable horizontally, the point of which, when in a 
line with the pier, almost 
Fig. 11. Fig. 12. touches the first sill. By 

moving the cutwater, the 
stream of water flowing over 
the sill may be divided ap- 
proximately in the same ratio 
as the cutwater divides the 
breadth of the channel. 

By another plan, instead 
of a movable cutwater, each 
portion of the channel is arranged so as to be closed if 
desired by a number of vertical bars of wood, which fit 
in grooves formed in the sides and bottom of the 
channel and are held at the top by bars placed across 
it. Fig. 12. The division of the water between the two 
portions of the channel is effected in the desired ratio, 
by taking out of each of them a number of bars corre- 
sponding with the quantity of water to be passed down 
that portion. 

The principal characteristics of a good "module," as 
a gauging apparatus for irrigation purposes is termed, are 
simplicity of the several parts, freedom from friction or 
causes of derangement, constant discharge under varying 
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heads, exact measurement, and facility of inspection by 
all interested parties. 

85. The " Milanese " module is one of the best known. 
Its leading principle is the dischai^e of water through an 
oritice under constant pressure. In this connection the 
established unit, termed the "oncia magistrale," is the 
quantity of water which flows freely into the atmosphere 
under the action of gravity through a rectangular orifice 
4' 1 1 inches long by 7*86 inches high, under a head of 
3 "95 inches measured above the upper edge of the orifice. 
The dischai^c is about 0*87 cubic foot per second. The 
water is admitted from the main canal, that supplies it 
into a chamber, which, according to law, should be 20 feet 
long, and is introduced to steady the flow of the water. 
The floor is sloped towards the orifice, which is formed in 
a slab of stone, the actual edge being frequently made of 
metal. It is the duty of a public official to prevent the 
water from rising above the regulation height over the 
orifice. Any multiple of the "oncia" is assumed to be 
obtained by proportionately increasing the length of the 
orifice, and this naturally leads to inaccuracy in favour of 
large consumers of water. 

86. In the ingenious module devised by Juan de Ribera, 
water is admitted through a screen into a p- ,. 
chamber on one side of the supply-canal. 

In the floor of the chamber is fixed a 

wrought-iron plate, pierced by a circular 

hole, in which a plug is suspended from a 

float, Fig. ij. As the water in the chamber 

rises or falls, the annular space through 

which the water passes round the plug is, 

owing to the shape of the latter, decreased 

or increased. The plug must be accurately formed in order 

to secure constant discharge with a varying head of water. 
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If R is the radius of the circular hole, r the radius of the 
plug at any point, when k is the height of water above the 
plate and Q is the discharge, 

c being an experimentally determined coefficient ; 



therefore 



v-.. 



■J'Sk 



The most serious drawbacks to the employment of this 
form of module lie in the loss of head entailed by it, and in 
the disturbance due to the deposition of mud on the floor 
of the chamber. By a modification of the arrangement, the 
plug is fixed so as to work horizontally, and the loss of 
head is thereby considerably reduced. 

On many irrigation works the water is measured at its 
various discharging points by causing it to flow over notch- 
gauges — a method that causes but slight loss of head and 
ensures most accurate measurement The water is ad- 
mitted by sluices into chambers, out of which it passes 
through slits or grids, in order to steady its motion, into a 
second chamber, at the end of which the gauges are fixed. 

87. When the flood-waters of streams are stored in 
reservoirs for purposes of supply, the fixed quantity of 
compensation- water sent down the stream (§ 34) is 
generally measured through orifices. A usual practice is 
to admit the water through sluices into a chamber, whence 
it is dischai^ed through orifices at the opposite end. In 
order that those interested, who may not be skilled in 
hydraulics, may at any time convince themselves that the 
quantity agreed upon is passing through the compensation 
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orifices, a gauging-chamber of rectangular form is often 
provided below the level of the orifices. Into this chamber 
there is an opening situated immediately below the ori- 
fices, of such breadth that the jet of water issuing there- 
from, under the head which gives the required discharge, 
leaps clear across it. To find this breadth, b, assume that 
the water issuing from the bottom of the orifices, describes 
the parabola due to its mean velocity. 
This velocity Is 

■ k^ - h^ 



'-\/2g 



hi - K ' 



Aj being the height from the water-surface to the lower 

edge of the orifice ; 
ki being the height from the water-surface to the upper 

edge of the orifice ; 
and c being an experimentally determined coefficient 

If d is the depth of the opening below the lower edge 
of the orifice, and t is the time occupied by the water 
in falling through that depth, 

d=~ gt\ 
therefore b = c- j2g—j^ Zk^ ' ' 

By means of a shutter, the jet of water issuing from the 
orifice may be diverted instantaneously into the chamber, 
when it is desired to measure the quantity passing through 
the orifice ; and after allowing the water to flow into the 
chamber for a given time, it may be instantaneously restored 
to its former course. Thus the quantity discharged by 
the orifice in a given time can be directly measured with 
great accuracy. 
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88. It is a common practice to estimate the rate of 
pumping water by multiplying the capacity of the pump- 
barrel, by the number of strokes per unit of time, and then 
to make a deduction of 2 to 5 per cent, assessed according 
to individual judgment, from the quantity. This method 
can only be regarded as affording a rough approximation to 
the truth. With a long suction-pipe and a short delivery, it 
may happen that a greater quantity of water passes through 
the pump at each stroke than is due to its capacity — 
owing to the momentum of the water in the suction-pipe 
causing both valves to be open together momentarily. 
With a long delivery it usually happens that some water 
passes back through the valves before they close ; and 
consequently the delivery at each stroke is less than the 
capacity of the pump-barrel, by an amount that varies in 
different cases, and is termed the slip. 

89. We proceed to consider certain methods of gauging 
flows of large amount, when permanent apparatus of the 
kind hitherto described is inapplicable. The principle 
involved is that of ascertaining the average velocity of the 
stream from a measurement of that of individual stream- 
lines, and establishing a relation between this velocity and 
the variable level of the surface of the stream. 

The most accurate measurement according to this 
procesa is obtained by observation of the velocity of the 
flow by current-meters. A narrow stream may be spanned 
by a bridge from which current-meter observations are 
conveniently made. In this case, the meter is fixed upon a 
staff that is moved vertically and horizontally along the 
bridge, and so attached to the latter as to maintain the 
current-meter parallel to the axis of the stream at every 
point of observation. In a broader stream, or when traffic 
piust be provided for, high poles may be fixed on either 
bank, and a strong wire attached to the top of each 
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tightly stretched across the river. A small carriage travels 
on this wire, and can be moved to any position upon i^ by 
means of a continuous cord attached to the carriage and 
passing over pulleys on the poles. By winding this cord 
on drums of known diameters, the distance of the carriage 
from each bank of the river can easily be arrived at. A 
second cord passes over a pulley on one of the poles and 
over another one on the travelling carriage, and to it is 
attached the frame which carries the current-meter, so 
designed as to maintain the axis of the meter parallel to 
the line of the current By means of a guiding-wire 
controlling the frame and steadied by a heavy anchor, the 
current-meter can be maintained in any desired verticaL 
If there are circumstances to prevent the adoption of either 
of these expedients, the frame to which the current-meter is 
attached may be fixed in front of a boat, or between two 
boats ; and its position, for any observation, may be fixed 
by observations with a theodolite on the bank, or measured 
by chdns or wires. The section of the stream at the 
point in question, which should be in a straight reach, must 
be accurately ascertained by sounding or by levelling. 
In the first case mentioned this is readily done from the 
bridge ; in the second case, by a sounding-wire passing 
over one of the pulleys of the travelling carriage ; and in 
the third case, by sounding from a boat — the position of 
the latter at each sounding being accurately ascertained by 
ranging the boat in the line of section from the bank and 
fixing its position by angular observations. 

90. A current-meter consists essentially of a revolving 
fan shaped like a ship's propeller, about six inches in 
diameter, furnished with means of counting the number 
of its revolutions when free to revolve in the current 
Current-meters may be divided into two classes : (i) those 
which contain mechanism for counting the revolutions of 
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the fan and have to be taken out of the water for each 
readmg ; and (2) those which indicate at the surface, hy 
electrical contact, each revolution or a given number of 
revolutions. In the latter kind, the time between certain 
of the signals is observed, and the rate of revolution of 
the fan of the meter is thus arrived at. 

Of class I, the Revy, Woltmann and Moore meters are 
examples. In these the fan is provided with a mechanical 
counter which indicates the number of revolutions made by 
it, and with means of throwing the counter into and out of 
gear. A rudder is attached to the tail of the meter in order to 
keep the fan facing the current. Owing to the Revy and 
Woltmann meters being placed in position on rods, a 
considerable time is lost in lowering and raising them for 
reading, in order to take observations at different depths. 
This delay allows time for the level of the water to change ; 
consequently, the observations are not always taken under 
the same conditions. Owing to the method of suspension 
by a cord or chain, adopted in the Moore meter, it is much 
quicker in action. The chain is attached to a stirrup which 
carries bearings for a spindle whose line intersects the 
centre of gravity of the instrument, and is at right angles 
to it 

91, The Harlacher and Deacon current-meters are 
examples of class 2. From a water-tight case a spindle, 
carrying the fan at its extremity, projects through a well- 
made bush. A worm on the spindle, inside the case, turns 
a small spur-wheel ; and at every revolution contact is 
made between the latter and an insulated conducting stri|) 
to which an electrical wire is attached. Another wire is 
attached to the case of the instrument, and both are in 
circuit with a primary battery and an electrical indicator 
at the observing-station. The indicator signals each time 
that contact is made. This may be caused to occur at 
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any number of revolutions of the fan, by suitable ar- 
rangement of the pitch of the worm and the number of 
teeth in the spur-wheel. By observing the time that 
elapses between successive signals, the rate of revolution 
of the fan is ascertained. The case is filled with paraffin 
or other mineral oil, to ensure constant friction and to 
improve the electrical insulaUon. Before use, the meter is 
accurately rated by moving it through still water at known 
velocities, the rate of its motion relatively to the water 
being ascertained for a number of different speeds ; from 
which data a curve is plotted, giving the velocity of the 
current for all rates of revolution of the fan within the 
range of the observations. Many of the formulae proposed 
for the calculation of these data give results near the truth ; 
but the most satisfactory method of rating current-meters 
for practical work, is that described. 

All the parts of current-meters should be made of non- 
corrosive metal, so that the friction may not vary, by the 
rusting of the parts. 

92. In the current-meter invented by Prof. A. R. Har- 
lacher,* instead of signalling by an electro-magnet, an 
electrically controlled counter may be put in circuit with 
the wires from the meter. This meter is constructed so 
that the mean velocity in a vertical section of the stream 
may be obtained at one observation. With this object, the 
small water-tight horizontal cylinder from which the shaft 
of the fan projects, is screwed to a sleeve that slides on a 
hollow cast-iron rod, being counter-balanced by a rudder 
to preserve the direction of the meter. To reduce friction 
in sliding, friction wheels are fixed within the sleeve 
bearing against the rod. The latter has a solid point at 

Die Mei5ungeD|iii der Elbe imd Donaa und die Hydro- 
Appwate und Method«n desVerfissen '— Leipsic, iSSi. 
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the bottom and is slotted up one side ; it is firmly planted 
in the bed of the river, in the vertical section of which the 
mean velocity is required. An arm from the meter passes 
through the slot to the inside of the rod, and to a point on 
this arm a woven copper wire is attached, by which the 
meter may be raised or lowered. The drum on which the 
wire is wound is attached to the vertical rod. The axis of 
this drum is geared to a train of clockwork, the movement 
of which is controlled by a fan. The meter is allowed to 
fall from a short distance above the surface of the water, 
and the counter is read and the time noted at the instant 
it touches the surface. The meter descends uniformly 
down the rod, and the time at which it reaches the bottom 
of the stream is also noted and the counter is again read. 
From the data thus obtained, the mean velocity in that 
vertical section is ascertained by repeated trials. For 
practical use, the battery, the electrical indicator and the 
rod carrying the meter are placed on a float, which in 
large rivers is anchored, and in small rivers is fastened by 
gye-ropes and poles. By slackening the rope on one side 
and tightening on the other, the float is brought into a new 
position. The rod is then ranged in line by a person on 
the bank, and observations in successive verticals may be 
thus taken. 

93. In a modification of the Harlacher current-meter, a 
worm on the screw-spindle gears into a small toothed 
wheel, which makes one revolution for every hundred revo- 
lutions of the screw. At every revolution of this wheel, 
electrical contact is made, by which a signal is given to an 
observer by the exposure of a coloured disc 

The Peacon current-meter is practically of this form. 
The electro-magnet rings a bell at the observing station, 
and may be geared so as to ring at every revolution or at 
every twenty revolutions, as desired. This meter is not 
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designed to give the mean velocity in a vertical at one 
operation. 

94. The proximity of the verticals in the cross-section of 
a stream at which observations should be taken, depends 
on the limit of accuracy desired. For a stream, say, 
200 feet wide, observations might well be taken every 
10 feet apart, horizontally, and at every i or 2 feet verti- 
cally from the surface, according to the depth — unless the 
mean velocity in each vertical is measured at one operation. 
The fan of the meter must always be submerged when 
taking an observation. During the prt^ress of current- 
meter observations, the level of the surface of the water is 
frequently read on graduated staffs placed at both banks of 
the stream. 

The mean velocity in each vertical line is arrived at, 
either directly or by plotting the vertical curves at each 
position and finding their area, if separate observations are 
taken at different depths. The mean velocity in the whole 
cross-section is found by plotting the mean vertical velocity 
at each point of observation, finding the area of the curve 
thus formed and dividing it by the breadth of the stream. 
This mean velocity is referred to the water-level corre- 
sponding with the time of the observations. The areas of 
the curves may be accurately found by the planimeter, or 
may be calculated by the aid of Simpson's rule. 

A series of observations being made at a certain section 
of the stream, corresponding with surface-levels from the 
lowest dry-weather flow to the highest flood, a curve may 
be plotted giving the rate of dischaige at the various levels 
assumed by the surface of the river. By means of the 
record afforded by an automatic float-gauge, registering 
continuously the varying level of the river, a complete 
statement of the flow may be derived from the curve of 
discharge thus constructed. 
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The variation of velocity measured at points in any 
vertical, may be more than 25 per cent from the average 
velocity in the course of a few seconds. Hence the 
necessity for allowing current meters to run for some 
considerable time during the course of every observation, 
so as to obtain the average motion, 

95. It frequently happens that, owing to the presence 
of silt or floating weeds, or to other considerations, current- 
meters cannot be advantageously employed for gauging 
the flow of streams. The most serviceable method in 
such cases is to observe the run of submerged or nearly 
submerged floats over a measured course of the stream 
unaffected by wind. Such floats may be disks, as " surface- 
floats " ; or rods weighted so as to float vertically in the 
water ; or a combination of the surface-float with a sub- 
surface ball attached to the former by a cord or light 
chain. The results given by the use of a double float are 
vitiated chiefly by three causes : (l) The surface-water 
generally moves either at a greater or less rate than the 
sub-surface weight ;• consequently the course of the latter 
is situated at a less depth than the length of the connecting 
cord would indicate. (2) The same reason causes the 
sub-surface float to travel at either a greater or less rate 
than the water surrounding it. (3) The velocity of the 
lower float is afllected by the action of the current on the 
connecting cord. It results that the efficiency of sub- 
surface floats decreases with the depth, and the mean 
velocity past a vertical, as indicated by it, is greater or less 
than its true value, according as the surface velocity is 
greater or less than the mean. 

Instead of the surface-float, a second ball, weighted to 
float just below the surface, may be employed. The 
velocity v measured by this twin float, is the mean of the 
surface-velocity v, and the velocity Vi, at the depth of 



the sub-surface float. As the two former can be observed, 
the latter is obtained from the equation 

Vd = 2V - V,. 

For surface-floats, disks of wood loaded to float almost 
submerged, provided with a stem to mark their position, 
may be employed. But of all kinds in use, the " rod-float " 
is the most effective and reliable. The form of this float 
extensively used by us, consists of a light wooden rod, 
weighted at one end by a small lead ring (cut off a piece of 
gas-pipe) and provided at the top with a cork float, 
through which it is thrust a few inches. These floats are 
simple and inexpensive, and if care be taken that they 
reach nearly to the bottom of the stream, and acquire a 
steady velocity before their actual " course " is observed, a 
close approximation to the mean vertical velocity may be 
obtained by their use. Colonel A. Cunningham has 
estimated that a rod-float 0'94 of the depth of the stream 
gives the true mean velocity past a given vertical ; and, 
making allowances for the inaccuracies of double floats, his 
experiments on the Ganges Canal confirm this view.* The 
rod-float presents a ready means of arriving at the average 
rate of flow of a stream, by numerous observations at 
points close together in the cross-section. 

96. When a stream is not too deep, and its velocity is 
not very small, Darcy's modification of the Pitot tube is 
sometimes employed for its measurement The original 
tube of Pitot consisted simply of a vertical glass tube with 
a right-angled bend at the bottom presenting the mouth 
of the tube normally to the direction of flow. By 
making the mouth small, the velocity of flow is not inter- 
fered with ; and the height k, to which the water rises 

• • Roorkee Hydraulic EiperimenEi,' p. 346— Roorkee, iSEt, 
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in the tube, is that due to the impact of the water moving 
with the velocity v of the stream. 

That is, A = — ■ 

The chief difficulty afTecting the use of Pitot's tube in 
its simplest form, arises from the inconvenience of reading 
it near to the surface of the water. This objection is 
removed in the Darcy instrument, which consists essentially 
of two Pitot tubes, fixed in planes at right-angles to one 
another, united at the top, and connected with a small 
flexible pipe, provided with a cock. The apparatus is 
clamped to a vertical rod, and is placed in the stream so 
that the mouth of one of the tubes faces the current, and 
that of the other is at right-angles to it The difference in 
height of the water in the two tubes is therefore a measure 
of the velocity of the stream at that point To facilitate 
the reading of this difference, a little air is exhausted from 
the tubes by the flexible pipe, and the cock is closed. This 
causes the level of the water in both tubes to rise propot^ 
tionally to the reduced pressure, but the difference of level 
remains constant Owing to the fluctuation in the velocity 
at all parts of streams, several measurements must always 
be made with the instrument at each point of observation — 
the average of these being taken as the true mean velocity. 
This instrument, however, is not applicable to very small 
velocities of flow, nor can it be used in deep channels. 

97. The hydrodynameter introduced by M. Perrodil 
indicates the velocity of a current by measuring the torsion 
of a wire, produced by the impact of the stream against a 
submerged vane.* The instrument, like the Darcy tube, 
does not require a time observation, and it need only be read 
once at each point — the average torsion of the wire being of 

* Annales des Fonts et Chnuss^s, 1877, p. 467, and 1S80, p. 1 1. 
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course taken ; but its use is fraught with some practical 
disadvantages which preclude its general employment. 

98, Observations have shown that, in any vertical line 
in a stream, the maximum velocity may be situated at the 
surface, or, as is generally the case, somewhat below that 
level, down to ^ths of the depth ; but the mean velocity 
is with little variation situated at ^ths of the depth* 

The curve of velocity in a vertical may be approxi- 
mately represented by a parabola, of which the axis is 
situated horizontally at the position of maximum velocity. 
The curve, however, falls actually inside the parabolic 
ciirve near the surface and near the bed of the stream. 
The effect of wind blowing down stream is to raise the 
position of maximum velocity, and vice versa. 

In any cross-section, the mean velocity in a vertical 
plane generally attains a maximuin value near to the 
middle ; but its exact position is governed by the shape of 
the stream and the contour of its bed at and near to that 
section. The variation in the magnitude of the surface- 
velocity in a cross-section follows, to some extent, that of 
the mean velocity. The fact of the surface-velocity in a 
stream being generally less than the maximum velocity, 
has been explained by the late Dr. James Thomson to be 
due partly to the friction of the atmosphere, but especially 
to the eddying motion of the water — that from the bottom 
being constantly moved towards the surface, where its up- 
ward motion is necessarily stopped-f It consequently tends 
to remain there longer than at other points in the vertical. 
99. In finding roughly the discharge of streams, the 
three following propositions, established from a large 
number of experiments on various rivers and streams, 
may be usefully noticed. 
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(i) To determine the mean velocity in a cross-section, 
from observation of the maximum surface-velocity — Prof, 
von Wagner has proposed, as the result of experiments on 
twenty-four lai^e and small streams, the formula* 
V = o-yo^v^ ■{- o'oojv^'*; 

where f, is the maximum surface-velocity In feet per 
second, and v mean velocity of the entire cross-sectioa 

(2) To find the mean velocity from observation of 
mean velocities In equidistant verticals — since the mean 
velocity in every vertical line is found approximately at 
|ths of the depth, the velocity at this depth may be 
measured by one of the methods described, at a number 
of equidistant points across the streani ; and the mean 
velocity of the entire cross-section may be deduced from 
them. 

(3) To determine the mean velocity from an observation 
of two velocities in each one of a number of equidistant 
verticals, — 

Colonel A. Cunningham found, from the experiments 
previously alluded to, the mean velocity in a vertical line 
to be given by the formula t 

where u is the mean velocity in a vertical, and »(,.,„ h and 
fo-7«9« ^e the velocities at o'sii and o-jSg of the depth 
below the surface. By means of double floats at these two 
points, attached to a surface-float, the mean of these two 
velocities may be found by a single observation. 

loa The flow of water through pipes, whether they be 
mains for town supply, or distributing- or service-pipes 
supplying districts or individual consumers, is gauged by 

* DeuUeht Bmatiluttg, No. Sz, iSSz, p. 4S0. 

t Minutes of Proceedings Init. C.E., voL Ixxi. p. 18. 
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being caused to pass through some fonii of water-meter. 
These instruments may be classed as * positive " and 
"inferential" meters. 

The former measure by displacement, the water being 
caused to flow into and out of chambers of known capacity ; 
and the number of times that each chamber is filled 
is mechanically counted and recorded by automatic gear. 
In the latter class, the water impinges against vanes or 
disks, and the velocity of its motion is indirectly measured 
either by its effect in turning a small turbine or water- 
wheel, the revolutions of which are mechanically counted, 
or by its momentum being used to compress a spring, or 
to move a balanced disk into such a varying position that 
the pressure against it is constant whatever be the velocity 
of the impinging water. In the last mentioned case, the 
position of the disk at any moment approximately indicates 
the velocity of the water. 

loi. The essential characteristics of a perfect water- 
meter are : (l) accurate registration of the quantity of 
water passing through it, whether large or small; (2) 
ability to perform its work without causing a material loss 
of head in the supply-pipe ; (3) cheapness and simplicity ; 
(4) ease of attachment and repair ; (5) freedom from ex- 
cessive wear of the working parts. 

The entire apparatus must be made of such materials 
that corrosion will not interfere with its working. It must 
not give rise to concussion in the supply pipe, must never 
stop the supply, and should occu[^ but little space. It is 
difficult to obtain a meter that complies with all these 
conditions, but it generally happens that some of them are, 
in particular cases, of less importance than the others ; and 
a meter may generally be chosen suitable to the circum- 
stances under which it is to be employed. Positive meters 
may be reciprocating in action or they may be rotary. 
H 2 



Fig. 14. 
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I02. Among the first mentioned type, the Duncan, 
Kennedy, Frost, Schonheyder and Frager meters are often 
employed for high-pressure supplies ; and the Parkinson 
and Tylor meters for low-pressure supplies. The Kent 
meter is a good example of the second type. 

The Duncan meter is practically a double-cylinder 
water-pressure engine having D slide-valves faced with 
lignum vitre. The pistons are provided with cup-leathers. 
This apparatus may be used as a motor, in which case, of 
course, part of the available head 
of water is used in the work. 

103. The Kennedy meter, Fig. 
14, consists of a cylinder provided 
with large ports at the top and 
bottom. Within it works a long 
vulcanite piston, which fits the 
cylinder at its upper and lower 
extremities. In the middle space, 
a ring of indiarubber rolls up and 
down upon the piston as it moves, 
making a water-tight and nearly 
frictionless joint with the cylinder. 
The piston-rod passes through a 
stufiing-box in the cylinder cover, 
and is attached to a rack which 
works a pinion on a horizontal 
shaft. In line with the shaft is 
i-mcH Kennedy Meter, situated a four-way plugcock, con- 
necting the inlet and outlet alter- 
nately with the two ports of the 
cylinder, and it is fitted with a two- 
armed lever. A tumbling-weight which works loosely on 
the shaft is lifted by small arms on the pinion, so as to 
overbalance and fall on the arms of the lever alternately. 
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A, four-way cock ; 

B, pistoo; 

C, coanticg-geai'. 

Salt A. 
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as the piston reaches the upper and lower ends of its 
stroke, thus reversing the connection of the inlet and outlet 
with the two ports. The tumbUng-weight, after striking the 
lever, falls on a buffer which gradually arrests its motion. 

The machine requires occasional attention to prevent 
the moving parts from sticking, and to keep the plug-cock 
in action ; and, in common with other reciprocating direct- 
acting single-cylinder meters, a slight shock in the pipes is 
caused by it at each reversal of the plug-cock. One great 
advantage possessed by this meter, is that the recording 
gear worked from the shaft measures the length of the 
stroke of the piston, and thus 
also the actual volume of water 
displaced by it. By means of 
suitable gearing the apparatus 
records continuously, notwith- 
standing its reciprocating motion. 
The indiarubber ring is found 
to last longer if the cylinder is 
lined with brass. 

104. In the Frost meter, 
Fig. 1$, a piston, provided with 
leathers, works in a brass-lined 
cylinder, the upper and lower 
ends of which communicate with 
ports, on each side of a main 
outlet - port. A horizontal D 
slide-valve, connecting in turn 
each port with the outlet, is 
actuated by two small pistons working in cylinders situated 
one on each side of the valve. An auxiliary vertical slide- 
valve, actuated by tappets on the main piston-rod, admits 
water alternately behind one and the other of the small 
pistons that drive the main horizontal valve, pushing it 
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over at each end of the stroke of the main piston ready 
for the next stroke. The counting-gear is worked from 
the reciprocating piston by the usual train of mechanism. 

105, The Schijnheyder meter consists of a circular cast- 
iron case furnished with inlet- and outlet-pipes, and contains 
three horizontal cylinders set at angles of i20° with one 
another. The three pistons working in these cylinders form 
one piece with a central valve which works on a horizontal 
valve-face containing the inlet- and outlet-ports. In the 
centre of this valve is a circular recess which fits over a 
central vertical roller of a diameter smaller than its own, and 
the spindle of which is attached to the case. Each point 
of the pistons has thus a circular motion, to permit which 
the cylinders have a transverse sliding-motjon controlled 
by rollers. The ebonito valve-face contains three openings 
communicating directly with the interior of the meter-case, 
arranged symmetrically about a central outlet-port which 
communicates with the outlet-pipe. In the valve are three 
openings, also symmetrically arranged, through which the 
water passes from the ports in the valve-face to the cylinders 
and is subsequently exhausted to the outlet-port The 
pistons are furnished with cup-leathers. The counting-gear 
is worked off the circular motion of the pistons. 

106. The Frager meter has two vertical cylinders 
placed side by side. In these cylinders work chambered 
pistons with loose rods passing through them. The loose 
piston-rods, to the tops of which D slide-valves are attached, 
only move as far as is necessary for them to actuate the 
valves. Their travel is efftcted by the upper and lower 
ends of the piston-chambers alternately striking bosses at 
their lower extremities. When either piston has travelled 
nearly to the end of its up-stroke, the back of the chamber 
comes into contact with the boss on the piston-rod and 
forces the valve forward. Similarly, at the end of the down 
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Stroke, the front of the chamber in the piston strikes the 
boss on the piston-rod and withdraws the valve. There are 
three ports under each slide-valve. The upper and lower 
ports in the valve-face above one cylinder communicate 
with the ports of the other cylinder, and the pistons 
reciprocate alternately. The central port leads to the 
outlet Consequently, one end of each cylinder is always 
open to the supply and the other to the outlet A mecha- 
nical counter records the delivery in terms of the number 
of strokes made by the pistons. 

107. For low-pressure supplies, the Parkinson and Tylor 
meters are much used. The former works on the principle 
of the Parkinson wet gas-meter, and is found satisfactory 
in practice. 

The Tylor "bascule" meter consists of a tumbling- 
vessel, divided into two compartments of known capacity, 
rocking on a horizontal axis which may be placed over a 
house-cistern. The supply-pipe delivers into the two com- 
partments alternately. When one is full, the vessel tilts 
over, emptying its contents into the cistern ; and the other 
compartment is simultaneously brought under the supply- 
pipe and begins to fill Automatic gear of the ordinary 
ratchet-and-pawl type, counts and registers the number of 
times each compartment is emptied. A ball-valve cuts off 
the supply of water when the cistern is filled, and puts the 
meter out of action. Lai^e quantities of water may be 
thus measured by being passed through a number of similar 
apertures, the amount passing through one of them being 
measured directly by the meter, and the quantity thus 
registered being multiplied by the number of the orifices 
employed, 

108. The Kent meter. Fig. 16, has a cylindrical working- 
chamber tightly fitting into a cast-iron case through which 
the inlet- and outlet-pipes pass on opposite sides of the 
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working-chamber. This latter is divided by a straight 
vertical diaphragm into two unequal segments, in the larger 
of which a rotating piston works. The smaller segment is 
subdivided into two equal parts, 
into one of which the water is ad- 
mitted and into the other the water 
is delivered after passing through 
the meter. The object of these 
chambers is to allow the water to 
enter and lea\'e by ports on either 
side of the piston. In the larger seg- 
j. j^ ment, at the centre of the circle, a 

A, square aile i P'^^ "^ fixed, upon which a square 

B,pUion; ' axle turns. The piston, which has 

C, working-chamber ; "^ 

D D, inlei-pocts ; E E, straight parallel sides, but is rounded 

oullet ports. , , . , ,, , . . , ,. 

at the ends, is hollowed mside to fit 

accurately over the square axle, on which it slides. It is 
of such a length that when close to the axle at one end, it 
touches the side of the chamber at the other ; and when 
parallel to the diaphragm it Bts closely to it. In this 
position, and touching the sides of the chamber at one end 
of the diaphragm, the port from the inlet-chamber com- 
municates with the space within the piston, and when slid 
along the diaphragm to the other end the outlet-port is in 
communication with it 

The action is as follows : — Starting with the piston lying 
close to the diaphragm at the inlet side, water enters 
between it and the diaphragm and causes the piston to 
rotate through 180° with the square axle, which brings it 
over the exhaust port The water then enters the piston 
through the inlet-ports between the axle and the circular 
end lying close to it, and causes the piston to slide parallel 
to the diaphragm, until it reaches the other end of its stroke, 
which is the position started from. A lever from the axle 
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works the counting apparatus. The piston is of vulcanite 
and the working parts are of delta metal. On the inlet side a 
screen is fixed to catch grit, Sec, as in other positive meters. 

Where a supply of water is laid on through a cistern, 
and the latter is nearly full, a mere dribble of water passes 
through the pipes ; a " positive " meter is then the only 
form which gives correct registration of the quantity of 
water supplied. 

109. Of the " inferential " type, the Siemens, Tylor, Spor- 
ton, Deacon and Venturi water-meters may be referred to. 

There are two forms of the Siemens inferential meter, — 
the English and the German. In the former, the water 
enters a hollow rotating wheel through a central funnel, 
issuing by tangential passages into the casing surrounding 
it, as in a Barker's mill. To prevent excessive speed of 
rotation, vertical blades are attached to the periphery of 
the wheel and act as a brake by 
the resistance of the water — causing ^' 

an approximately constant ratio to 
obtain between the velocity of the 
flow through the meter and the 
rate at which the wheel revolves. 
This form of meter reduces the pres- 
sure considerably, and the orifices 
are apt to become choked with solid 
matter, which interferes with the 
accuracy of registration. 

In the German form of the in- 
strument, Fig. //, these objections Siemens Meter. 
are obviated. It consists of a *» « A- 
gun-metal, brass, or in larger sizes, cast-iron cylindrical 
chamber, in which revolves a fan, consisting of a vertical 
spindle with four plane vanes symmetrically fixed at 
right - angles to it. These vanes almost brush the 
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sides of the chamber. The water from the supply-pipe 
enters tangentially at the periphery of the fan and 
impinges normally against the vanes, setting them in 
motion and revolving with them in the chamber. The 
whirling water next passes into an upper part of the 
chamber above the vanes, where its rotation is checked 
by a diaphragm ; it then flows away through the outlet. 
The number of rotations of the fan is registered by 
recording gear actuated by the spindle at the top of the 
meter, and affords a measure of the water passing through 
it This meter gives correct results except for small 
driblets, such as occur when supply-pipes deliver into 
cisterns through slowly-acting ball-valves. 

In order to prevent small quantities of water from 
passing through a large meter unregistered, a by-pass pipe 
is sometimes placed round the main inlet and outlet, and 
is provided with a meter of smaller size. When the 
velocity falls below a certain point, a weighted throttle- 
valve closes the main inlet, and the water is diverted 
through the auxiliary meter, which is more sensitive to 
small flows. 

I la The Tylor and Sporton meters closely resemble 
the German form of the Siemens instrument. In the 
Tylor meter, the water enters from below almost tan- 
gentially to the vanes of the fans, and so causes the latter 
to rotate: It then passes upwards between radial ribs 
furnished with horizontal projections, which deflect a 
portion of the flow back to the fan. This action is greater 
as the velocity of flow increases, so rendering the meter 
accurate through a considerable range of working. Ver- 
tical corrugations are formed on the case at intervals round 
its circumference, acting as " vortex chambers " and re- 
tarding the speed of the fan as the flow increases. The 
fan is made of phosphor-bronze, and the case of gun-metal, 
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This meter has been made seif-reglsterlng, by recording 
on a strip of paper moved forward by clockwork each 
500 gallons that pass through the meter. 

In the Sporton meter, the water is admitted below the 
fan and caused to support its weight, thus rendering the 
friction of the pivot insignificant This, like the Tylor 
meter, has been made to record automatically its measure- 
ment. To effect this, a drum hung over one of the index- 
spindles of the recording-gear has a vertical reciprocating 
motion imparted to it by clockwork, performing its stroke in 
24 hours. The index-spindle _. ^ 

carries an arm on its upper 
extremity, which is bent over 
so as to approach the outside 
of the drum, upon the paper 
covering of which it traces a 
diagram as it is carried round 
by the rotating spindle. 

1 1 1. The Deacon differen- 
tiating water-meter is suitable 
for measuring either large 
flows of water, or supplies to 
small districts, as applied 
in the waste - water - meter. 
Essentially, it comprises a 
disk suspended in an inverted 
frustum of a hollow cone, 
the lower end of which it 
accurately fits, Fig. 18. At- 
tached to the lower end of 

the cone is a short cylinder Deacon Mctm. 

containing four vanes, the boss ^'*'' ^ 

of which is bored out to form a guide for the spindle of the 
disk. The object aimed at is to steady the motion of the 
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water by causing it to flow over the lip of the cylinder and 
to check any vortex motion before it enters the cone. 
The. water enters from the bottom, flowing from the inlet- 
pipe round the cylinder, and leaves at the top where it 
overflows the lip formed by the upper edge of the cone, 
and so passes to the outlet 

The disk is weighted to the extent necessary to balance 
the pressure due to the velocity of the water past it, and it 
assumes such a position in the cone that, whatever the 
quantity passing may be, the pressure upon it due to the 
velocity of the flow is constant. The disk is supported by 
a wire which passes through the cover of the meter, and 
over a pulley ^ with a small counter-weight to keep it taut, and 
actuates a pencil recording the heights of the disk continu- 
ously upon a diagram carried by a drum, which is rotated 
by clockwork, say, once in 24 hours. For each size of 
meter, the rates corresponding with different heights of 
the disk are ascertained by experiment ; and the diagrams 
are correspondingly ruled to show the rate of flow through 
the meter at every point that can be assumed by the 
pencil in its travel. 

112. The principle of the Venturi meter is worthy of 
attention. 

From the observed reduction of pressure caused by a 
contraction in a pipe, the velocity and thence the rate at 
which the water is delivered through it is inferred as a 
question of hydrodynamics. 

If V is the velocity, and p the pressure in the pipe 
and f' the pressure in the contracted portion ; and if 
A is the area of the pipe, a that of the contracted portion, 
and w the weight of unit volume of water, 
IvAS' 

2^ W 2S VJ 
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thatis, ^_^' = _-j(-j_,j. 

From this it follows that the velocity in the pipe is 
proportional to the square root of the reduction of pressure, 

113. No assumptions have yet been forthcoming to 
form the basis of a satisfactory theory of any but the cases 
of steady motion already referred to (§ 65). In the 
channels of irregular form and surface which are met with 
in practice, the unsteadiness and internal disturbance of 
the flow become often so pronounced as to render direct 
gauging necessary to correct measurement. 

The satisfactory application of gauging-processes is 
dependent in these cases upon the continuity of the 
observations, no less than upon the accuracy of individual 
measurements — the aim being to obtain average velocities 
or pressures. 

Upon these considerations the suitability of instruments 
of all kinds for gauging purposes must be determined. 



CHAPTER III, 
THE COLLECTION OF WATER. 

114. Almost all methods of collecting water for 
purposes of domestic or industrial supply can be sum- 
marised under two heads : — 

(i) The water is obtained from the earth's surface, upon 
which it has fallen in the form of rain ; or (2) it may be 
derived from the sub-soil and rocks, in the course of its 
subsequent passage to the ocean, 

115. (i) In many tropical, and in some European 
countries, rain is collected in tanks as it precipitates, or is 
led otf the roofs of buildings into cisterns, often situated 
underground ; and the water thus preserved frequently 
forms the sole supply for dietetic purposes, as b the case 
in many parts of India. The Spanish Peninsula affords 
examples of the former class of tanks, employed for catching 
rain-water for irrigation purposes ; whilst in Venice may be 
found many underground cisterns, supplied from the roofs 
of houses, and in some instances provided with sand filters, 
through which the water passes to clear-water wells. 

The famous tanks at Aden bear silent testimony to the 
inadequacy of any system of direct collection for ordinary 
water-supply (§ 270). The disadvantage of such sources 
is that, even in countries where the rainfall is heavy, the 
quantity available for the use of each individual is limited 
by the relatively small collecting-area. The quality of the 
water, however, where that which first falls is rejected and 
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the cisterns are properly attended to, may be, under 
favourable circumstances, good ; because it is only subject 
to contamination from the gases and dust of the atmo- 
sphere. 

116. The more generally practised way of collecting 
surface-water is to draw it from lakes or streams, when the 
quantity afforded by the latter is sufficiently constant ; or, 
if it is liable to considerable fluctuations, and is reduced at 
times below the supply required, to impound the flood-waters 
and so equalise the yield at the various seasons. The earth's 
crust, under certain conditions, itself forma the equalising 
reservoir — the water being drawn either from springs or 
shallow wells, or by means of intercepting tunnels or drains 
traversing water-bearing strata. 

117. The considerations involved in the question of 
obtainit^ supplies of water from any sources whatever are : 
First, that it is sufliciently free from organic and mineral 
impurities ; second, that the quantity available may be 
sufficient to satisfy the demands likely to be made upon it 
by the district that is to be supplied ; and third, that it can 
be conveyed from the source selected to the place of 
consumption at a reasonable cost. 

Assuming a supply to be satisfactory, both as regards 
quality and quantity, and that physical circumstances point 
to the feasibility of using the source, the method of col- 
lecting the water in a convenient condition for its subse- 
quent conveyance claims attention. 

Where a river bank consists of sand or gravel, unjointed 
pipes, in the former case covered with gravel, may be laid 
in the bank, so that the water may percolate into them, and 
be thus partially Altered before its admission to the main 
collecting-tank or well. The supply of Oxford is drawn 
from the gravel beds through which the Thames flows, and 
a large district of London is at certain times similarly 
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supplied from Hampton. I^yons, again, derives a supply 
from the Rhone, by shallow wells sunk in the gravel on the 
bank of the river ; and this plan is extensively practised 
both on the Continents of Europe and America. 

1 1 8. When water is taken from a river or stream direct, 
careful selection must be exercised in deciding upon a 
suitable site for the intake-works. A position should be 
chosen at which there is no tendency for the river to 
deposit silt or other detritus ; consequently, either a concave 
bank or a straight reach should be selected, and, if necessary, 
rendered stable by suitable training-works. The river 
Vistula was thus treated at Warsaw for a length of about 
4i miles, in order to render stable the concave shore for an 
intake." 

The intake-chamber is generally situated above the 
level of the river-bed, to prevent its being filled by the 
material rolled along by the current ; but below the dry- 
weather level of the surface of the river, so as to avoid the 
ingress of floating matter. In countries where the whole 
body of the water in a stream is liable to be cooled below 
freezing-point, the latter precaution averts some of the 
dil^culties due to ground-ice. For, when water in such a 
condition comes to rest in the intake-chamber, some of it 
freezes ; but, by drawing the water from a sufficient depth 
below the surface, it may be abstracted continuously under- 
neath the floating ice so formed. The importance of 
providing means to flush out the intake-chamber must not 
be overlooked ; and the inlet should be protected by a 
grating, to prevent the passage of any matter of sensible 
size into the pipes. 

1 19. To districts of supply which are situated sufficiently 
below the intake-works, water is generally conveyed entirely 

• 'Deutsche Vierleliajirsschtift fiir ofTenlliche GcsundheilspB^e,' 1890, 
p. 199. 
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by gravitation, unless high ground intervenes which cannot 
be tunnelled, and renders the resort to pumping necessary 
The latter is the only plan available where the difference of 
level is insufficient to produce the required flow under the 
action of gravity or where the district to be supplied lies 
above the intake ; and, where practicable and a lai^e supply 
is required, generally affords a cheap method of collection 
in first cost. Its adoption, however, generally implies that 
the dry-weather flow of the stream always exceeds the 
required supply, a condition of affairs which, unfortunately, 
seldom occurs when the water is of unimpeachable quality. 
The best surface-water supplies are usually obtained from 
streams of small size, draining comparatively limited catch- 
ment-areas from which sources of pollution can be easily 
excluded. In these cases, storage works (Chapter IV.) 
must be resorted ta 

Stream-valleys affording suitable sites for impouading- 
reservoirs ar^ in this country, happily not uncommon. 
They should present an impervious stratum at no great 
depth below the bottom and sides, and should be free from 
faults, fissures or open joints — features that are oflen diflicult 
of detection, even to a practised eye, and the discovery of 
which should form the object of a careful geological survey 
of the sites. Masonry walls are employed as dams where 
stone is plentiful, and of good quality. In narrow and 
rocky got^es such dams may be arched in plan — the 
sectional area being in that form much reduced; but, with 
foundations situated at considerable depths, or of a soft, 
yielding nature, requiring the pressure thereupon to be 
widely distributed, embankments of earth may be found 
the most suitable (§ 194). 

120, To maintain as far as practicable the purity of 
water falling upon a catchment-area of light surface-soil, a 
system of land-drainage is useful, and reduces the loss from 
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evaporation. In impervious ground, unless it is very steep, 
open ditches are sometimes employed to intercept the water 
and convey it to the reservoir; and these, although less 
beneficial than covered drains, have a similar eFTect in 
reducing deterioration and evaporation of the rain-water. 

I2i. It is sometimes practicable to allow only the clear 
water from the contributing streams, during their normal 
flow, to enter one of the series of reservoirs from which the 
supply is drawn. By an ingenious method, introduced by 
the late Mr. J. F. La Trobe Bateman, the separation of such 
water may be automatically effected. A shoot or flume is 
constructed to carry the stream operated upon almost, 
though not quite, across the channel which, immediately 
below it, is provided to carry the normal dry-weather flow 
of clear water to the reservoir {Fig. ig). In times of flood, 
the increased velocity of the 
'*■■ ^^" stream causes it to leap com- 

pletely across this channel, when 
it flows down a separate water- 
course to other reservoirs, io 
which it may be allowed to settle 
before being used. 

If 1/ be the mean velocity of 
the stream in feet per second, 
when its water begins to be discoloured, h the depth in 
feet from the shoot to the edge of the clear-water channel, 
and d the depth in feet of the flow of the stream in the 
shoot, 

■^^-^•J 2gd, 
and h = -ge\ 

let b denote the horizontal distance, also in feet, from the 
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end of the shoot over which the stream falls to the edge of 

the channel below, so that it may completely leap over this 

channel; 

then ^ = vt, 

therefore d = — JTgd t. 

As the water, in falling, does not assume the curve due 
to the mean velocity of the stream, the value of b thus 
obtained is somewhat small, though not to such an extent 
as to matter in practice. 

122. (2) Where the hydraulic surface over a tract of 
country nearly coincides with that of the earth, but no 
natural depressions exist in which the water may assume 
the form of lakes or streams, a supply may be obtained 
either from springs — if there are such ; or from shallow 
wells, intercepting-tunnels, or drains, by means of which 
the land-water is collected to centres from which it may be 
conveniently drawn. Many, probably most, towns have, at 
an early period of their history, been supplied from shallow 
wells, which have been abandoned as the increased pollu- 
tion due to density of population and other circumstances 
has rendered this course obligatory. 

The growth of London, and of many other towns, was 
at first confined to those districts adjacent to rivers, from 
the gravelly banks of which water could be readily 
obtained. In California there are upwards of 4000 shallow 
artesian wells, from 100 feet to 250 feet in depth, used for 
domestic supply and for irrigation. As, however, districts 
become more densely populated, or highly cultivated, such 
■wells are very liable to contamination ; although, when 
sunk through impervious into water-bearing strata, the 
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dangerous surface-waters may be excluded by steining or- 
lining the wells with brickwork, masonry, or metal tube% 
down to the level of the Impervious strata. 

123. Deep-seated springs, being unaffected by surface- 
pollution, generally form desirable sources of supply, both 
for small districts and on the large scdle. Examples of 
small spring-water supplies are familar to every one, whilst 
London (New River), Rome, Vienna and Frankfort may be 
ated as instances of great cities thus supplied wholly or in 
part The supply of Lancaster is drawn from the Mill- 
stone Grit of the Wyresdale Fells through a system of 
stoneware pipes carried into the springs, and so efficiently 
contrived that the water is not exposed to light until it 
reaches the consumers .• 

124. Instead of numerous shallow wells, intercepting- 
tunnels driven into water-bearing strata are employed in 
many parts of the world. In California, water is thus 
obtained for irrigation purposes, from formations consisting 
of boulders and sand. The town-supplies of Naples and 
of Seville are collected by galleries deep below the surface. 
The supply of Constantinople, ^ain, is augmented by 
means of the open joints of a tunnel through which the 
water percolates into the aqueduct. 

125. Underground galleries constructed parallel to the 
banks of streams or lakes, to intercept the flow of the land- 
water on its passage to such outlets, form a common type 
of collecting-works. The rate of pumping from such 
galleries, if greater than the infiltration of land-water into 
them, induces a reverse flow from the river or lake through 
the intervening strata, of an amount that depends upon the 
extent by which the water-level in the gallery is lowered, 
and upon the porosity of the strata. Thus we have a 
second important class of tunnel-collection, in which the 

• Haniergh, ' Lectures on Water Supply, &c.,' p. 65— Chatham, i88i. 
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works, tenned in this case " filter-galleries," collect but 
little land-water, and serve mainly to abstract surface- 
water from lakes and streams, filtered to a certain extent 
by passing through the intervening ground. 

Toulouse is thus supplied from the river Garonne. A 
good example of such works occurs at Lowell, Mass., 
where the main filter-gallery, situated alongside the river 
Merrimac, is 1300 feet long, 8 feet in width, and the same 
in height The walls are formed of rubble masonry, and 
the roof by a brick arch, the level of which is approximately 
that of the dry-weather flow of the river. The water 
enters the gallery through the floor, which is covered by a 
sheet of coarse gravel, i foot thick. 

The yield of springs is sometimes increased by the 
introduction of a puddled-clay wall, to dieck the passage 
of the land-water at that place, thus forming an artificial 
counterpart of the natural condition illustrated in Fig. i. 

126. A method of interceptiop much practised in 
Holland for collecting water for domestic supply from the 
sand-dunes near the coast, is to intersect the dunes by 
canals, into which the water from the sand drains. The 
fine sand of which the dunes are composed, forms a natural 
reservoir for rain-water ; so that, even during long droughts, 
the water stored in it continues to drain into the canals, 
and the supply is maintained in an inexpensive manner. 
An amount equal to between 30 and $0 per cent of 
the mean rainfall may be collected from these dunes, which 
absorb in a remarkable degree the moisture contained 
in the atmosphere. Instead of open channels, especially 
when the surface of saturation lies low, pipes with open 
joints are frequently laid, surrounded by shells, a modifi- 
cation which, owing to the conduit being closed, prevents 
the development of vegetable and animal life. The water 
thus collected in the pipes ib led to a well, whence it is 
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raised by pumping. Waterworks at the Hague and at 
Amsterdam illustrate this principle. 

On some of the plains of Flanders, where the surface 
of saturation is near the ground-level, instead of canals, 
numerous shallow wells are sunk. The water is led from 
these wells by siphons to a central well, whence it is 
pumped to a service-reservoir. Ejectors are used to 
exhaust the atr from the siphons when required, and the 
water is by this means collected with an expenditure of 
little power, 

127. Pumping from deep wells is, owing of course to 
geological conditions, the most general method of water- 
supply in this country for the smaller towns and villages. 
All water pumped from wells means so much abstracted 
from the drainage system of the district, as an equivalent 
quantity would otherwise have gravitated to the natural 
outlet of the basin. It may be, however, that the water is 
returned after use to the catchment-area from which it is 
taken, in a more or less polluted state, and at a lower level. 

The subject of well-sinking may be conveniently divided 
into two parts : (i) Geological considerations of the most 
suitable sites for wells ; and (2) The methods adopted for 
sinking or boring them. 

128. (i) The choice of a proper place for boring is a 
matter upon which depends the success of the entire 
venture. To determine it, geological features should be 
considered conjointly with the physical configuration of the 
district ; and the dip and strike of the strata, and the 
direction and extent of faults, if any, should be closely 
examined. The most favourable position for a well is in a 
large synclinal basin of high rainfall — the outlier consisting 
of permeable rocks, sand, or gravel, overlying an impervious 
stratum of quaquaversal dip. 

Success or failure in boring frequently depends upon 
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the existence of fissures or faults. In chalk, which holds 
the water it contains so retentively that it can only be 
drawn from it at a slow rate, a bed of ilints or a line of 
fissures presents an extensive surface from which the water 
is yielded comparatively freely. Mountain limestone 
affords another example of this, and if a fissure be cut by 
boring, a good supply may often be obtained from it. 
Permeable strata lowered by faulting so that on the " down- 
throw" side they make contact with impervious beds — if 
the catchment-area is large and other conditions are 
favourable — may be expected to aiiford, in the neighbour- 
hood of the impervious barrier thus formed, a satisfactory 
yield, for a natural underground reser\'oir is there formed. 
Dykes of intrusive igneous rock intersecting permeable 
strata produce the same effect as the faults just mentioned, 
and borings made on the sides nearest the outcrop of the 
strata intersected would most likely be successful ; whereas 
the probability of finding much water on the other sides 
of such dykes would be remote. On the other hand, a 
joint filled with the rocky detritus of the surrounding 
beds, might be best approached by boring on its lower 
side, for it would act as an intercepting drain to the whole 
of the catchment-area whose outcrop is situated on its 
upper side. 

The probable yield of a bore-hole or well can only be 
practically estimated by comparison with similarly situated 
structures ; because, in addition to the rainfall, the percola- 
tion and the absorption, the computation of which alone 
forms a sufficiently difficult problem, the question becomes 
so highly complex by considerations of the amount of water 
leaving the strata by springs and fissures, as to baffle all 
attempts to answer it directly. Where water lies in beds 
situated beneath impervious strata, under a hydrostatic 
pressure greater than that due to the depth of the beds 
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below the ground, a bore>hole carried down to tap them 
produces an artesian well, through which the subterranean 
waters rise naturally to the surface (§ 25). 

The size of bore-holes is of more importance in artesian 
than in ordinary wells whence water is raised by pumping. 
In the former case, however great the available amount of 
water may be, the supply will only be that which the 
excess of the pressure at the bottom of the bore-hole over 
that due to the column of water in it, can force through a 
tube of the length, diameter and roughness of the bore- 
hole, according to ordinary hydraulic laws. Whereas, in 
the latter case, where artificial power is employed, the 
height to which the water naturally rises may be reduced 
by pumping at a greater rate ; and the percolation into 
the bore-hole may be correspondingly increased under the 
additional head thus produced. This is well exemplified 
in the Crenelle and Passy artesian wells, in the Paris basin, 
which pass through the Gault Clay into the Lower Green- 
sand. The former, 1795 feet deep, yielded on its com- 
pletion, in 1841, about 750,000 gallons per day, through a 
7-inch tube. Part of this tube having collapsed, it was 
replaced by one 4 inches in diameter, and the supply 
became reduced to about 200,000 gallons per day. The 
Passy well, 1939 feet deep, and 3 feet 3 inches in diameter, 
yielded on its completion, in 1861, nearly 4,500,000 gallons 
per day ; but owing to gradual obstruction of the bore by 
sand, this quantity fell to 1,300,000 gallons per day.* 

A remarkably successful example of an artesian well f 
is a 4-inch bore-hole at Bourne, Lincolnshire, made in 1856 
through Oolitic strata. At a depth of 92 feet below the 
surface, passii^ through hard compact rock, the boring tool 
suddenly fell 2 feet into a fissure, from which 500,000 gallons 

■ Rome SeiiHlifique, vol. xli. 1888, p. 24I, 

t Minutes of Pioceedings lasl. C E., vol, Ixxv. p. 245. 
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of water per day rose under sufficient pressure to supply 
the town without the application of artificial power. Three 
bore-holes at Wilsthorpe," near to Peterborough, through 
Oolitic strata, each ^ inches in diameter for a depth of 
53 feet 6 inches, of which the last 27 feet is a bed of clay, 
pierce water-bearing rock for a further depth of about 
13 feet, with a diameter of 5 inches. The combined yield 
of the wells exceeds 2,000,000 gallons per day. The bore- 
holes are lined with solid-drawn copper tubes, and at the 
top of each is fixed a valve to regulate the supply and 
prevent waste 

129. Wells and bore-holes in sandstone and other 
comparatively hom<^neous rocks in which percolation is 
uniform, require to be of larger size than is necessary in 
chalk or limestone, where the supply is obtained from 
natural collecting-galleries in the form of beds of flints, 
open joints or fissures ; because the percolation through a 
given area of the rock is determined simply by the dif- 
ferential head at every point. It is therefore usual to 
increase the collecting surface in such wells by driving 
tunnels at the bottom. 

It almost invariably happens that the yield of ordinary 
wells falls off afler pumping has proceeded for some time. 
The water from the so-called cone of depression (§ 27) 
becoming exhausted, the supply has to drain from greater 
distances, and consequently reaches the wells under 
smaller pressure and at a reduced rate. The clogging 
of the porous structure of sandstone or similar rock has 
a further effect in causing the supply to gradually diminish. 
In chalk or limestone the reverse of this may happen. 
For the fissures supplying wells in these formations are apt 
to become enlarged, owing to the solution of the calcareous 
rock by the dissolved carbonic acid contained in the 
* Minutes of Proceedings Inst. C.E., voL d. p. 218, 
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percolating water ; their resistance to percolation is thereby- 
reduced, and the ^o'n through them naturally increases. 

13a The most important water-bearing formations in 
this country are the Chalk; the Lower Greensand, lying 
between the Gault and Wealden Clays of the Cretaceous 
strata ; and the Triassic Sandstone, especially the Bunter 
series. Water is also obtained in considerable quantity 
from the Oolitic, Permian, Millstone Grit and some other 
less important formations. 

131. In the extensive Cretaceous districts of England 
are many wells bored into the Chalk, for general use 
as well as for private supplies — the latter especially in 
the London basin, in which the level of the water has 
been artificially lowered until it is now considerably below 
the mean level, of the river. One cubic foot of chalk can 
absorb 2 gallons of water, whilst one cubic foot of sand- 
stone holds but little over \ gallon. Chalk is, however, 
highly retentive, and in order to obtain a good supply from 
it, some of the numerous beds of flints occurring in the 
upper Chalk must be intersected, or cavities and lines of 
fissures, which form natural reservoirs into which the water 
slowly percolates. 

From the results of experiments and investigations in 
1851, Prof. D. T, Ansted arrived at the conclusion that 
chalk is so absorbent and retentive of moisture that the 
fissures in it tend rather to supply water to the rock than 
to collect any therefrom. Evaporation proceeds rapidly 
from its surface, water being transmitted upwards by 
capillary action to supply the loss. Otherwise, water does 
not pass out from solid chalk by percolation \ and the 
available water in this formation consists only of so much 
as exists in crevices and fissures, by which it is fortunately 
intersected in a remarkable degree." 

■ Ansted, ' Water and Water Supply,' ]). 84— Lundun, i8;8. 
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The Wes| Kent Water Company derives a large supply 
from the Chalk in the neighbourhood of the fault that 
traverses the Deptford district • It has been often observed 
that little water is generally obtained from chalk which is 
buried by a considerable thickness of other strata. This 
has sometimes been attributed to the closing of the fissures 
by the superincumbent pressure. A more probable ex- 
planation is that the carbonic acid contained in solution 
in rain-water, augmented by that derived from decom- 
posing vegetable matter during its passage through the 
soil, becomes combined in the upper strata before the 
water reaches the chalk. There is therefore no agent at 
work forming holes and enlarging fissures in the latter. 
Certainly, if at any previous time the surface of chalk had 
been exposed when newer beds were deposited upon it, 
there would be a tendency to fill up fissures already 
formed in it It is therefore generally stated that the 
outcrop of the Chalk is the most likely place to find water 
by boring. 

The Oolitic rocks are almost as absorbent as the Chalk, 
whilst percolation takes place through them much more 
freely. They would rank among the finest water-bearing 
formations, were it not that the very porosity of their 
structure renders them peculiarly liable to pollution by 
infiltration of surface impurities, f 

1 32. The lower Trias is but little fissured, and the supply 
from wells in it depends on the percolation through the 
rock and along the joints in it The water afforded by it is 
usually of excellent quality, if somewhat hard for ordinary 
consumption ; though where the Triassic marls overlie the 
Bunter sandstone, the water obtained from the formation 

• Colbnni and Maw, ' The Waterworks of London,' p. 67— London, 1867. 
t De Rancc, ' The Watur Supply of England and Wales,' p. 41— London, 
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frequently contains large quantities of gypsum and rock 
salt in solution, and is then unsuitable for domestic supply 
— a cause that has led to the rejection of such water after 
the expense of boring or sinking wells in this formation has 
been incurred. 

1 33. Wells of large diameter sunk through soft earth are 
generally lined with brickwork set in cement, carried upon 
a timber curb which sinks as the excavation proceeds. If 
lined with cast-iron cylinders, the bottom one is provided 
with a cutting-edge of slightly larger diameter than that 
of the cylinder, and the ground may be removed from the 
interior by a grab, or by the ordinary pick-and-sbovel 
process. It is desirable to fix a timber framing, in order 
to guide the cylinders vertically for the first 15 or 20 feet. 
The frictional resistance opposed by the earth to sinking 
may at great depths amount to ^ ton per square foot of 
surface. When the cylinders stick, a small charge of 
dynamite exploded at the bottom will often cause them to 
re-commence their descent. 

134. Wells of considerable depth in rock can now be 
bored more cheaply than they can be sunk in the old way, 
even when so large as 1 5 feet in diameter, A boring of such 
size as this requires, however, a pilot bore-hole about 6 feet in 
diameter to be driven first Two wells of 6 feet diameter 
and 100 feet deep, bored near to Otterboume for the South- 
ampton Waterworks,* form interesting examples of recent 
well-boring by the percussive method in this country. The 
boring-tool employed consisted of a flat wrought-iron cross- 
head, to which three wrought-iron chisels with steel 
points 2 feet broad were attached by cottars, forming a 
trident The two outer chisels were furnished with short 
iron guides formed so as to act as rimers, and were further 
attached to the cross -head by keep-chains in case of 

• Minotea of Proceedings Inst. C.E., vol. nc. p. 33. 
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accident The weight of the tool was i^ ton. The boring- 
rods were of iron, 3 inches square, coupled in lO-foot 
lengths with screwed joints, and were suspended to a 
2-incli lifting-cable with a swivel and shackle, A steam- 
winch was kept running constantly, round the drum of 
which a few turns of the lifting-cable were coiled ; when 
the loose end of the cable was hauled taut the rods were 
raised, and on its being released they dropped instantly. A 
rotary motion was imparted to the rods and boring-tool by 
manual power. 

The miser used was made of |-inch boiler-plate stiffened 
by angle-bars and plates. Each half of the lower portion 
was made tapering with a helical twist, the upper edge of 
one plate being brought nearly vertically over the lower 
edge of the other plate, and between the two a hinged flap 
was hung, to retain the debris when forced into the miser. 
The edge of each plate was furnished with steel dc^-tooth 
cutters and a set of points ; ci^tters were also bolted to it to 
finally rime out the wells. This tool weighed \\ ton, and 
was rotated by manual power. The second of the two wells 
was sunk at an average rate of more than 5 feet per day. 

These wells were bored by Messrs, Le Grand and 
Sutcltffe, who have favoured us with further information as 
to a recent bore-hole executed by the same method at 
New Lodge, Windsor. This boring was commenced with 
a diameter of 7J inches in the expectation that water 
would be obtained from the chalk at a depth of 250 to 
300 feet Failing this, the rock was pierced to a depth of 
1 120 feet, the bore-hole being lined with 3-inch tubes to 
that point and finisbed with a still smaller diameter, to a 
total depth of 1242 feet, in the Lower Greensand. Had it 
been known at the outset that the boring would have to 
be carried to so great a depth, larger diameters would 
have been employed. 
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135. In sinking the shafts of mines, it is a practice on 
the Continent to first bore a well about 6 feet in diameter, 
which is subsequently widened out to the full diameter by 
a tool consisting of an inverted T-shaped forging carrying 
a set of vertical chisels, which diminish in length towards 
the outside so that the detritus falls into the smaller central 
bore-hole. The " shell-pump " employed to lift the debris 
in this work consists of an iron cylinder divided into four 
compartments by transverse partitions, each of which has 
its own valve, and of less diameter than the central pilot- 
hole in which it works. 

Borings of smaller diameter in rock are effected much 
in the same way with a single chisel. If in sand, a shell- 
pump is used ; and a special auger is employed for piercing 
clay. 

136. An important modification of the above method 
of boring b that afforded by the diamond drill, which 
extracts a solid core, and is consequently of great utility 
when it is desired to examine the character of the strata 
bored through. It may be employed for cutting bore- 
holes up to 2 feet in diameter. In the larger sizes, the 
working crown in which the diamonds are set is of wrought- 
steel, about 2 inches thick. This crown is screwed into a 
core-tube which is attached to hollow rods, and the boring 
is effected by the rotary motion of the crown imparted to 
it through the rods by machinery at the surface. The 
diamonds are of the dark amorphous variety (the carbonado 
of Brazil), about the size of small beans. They are brazed 
to steel plugs, which fit into holes drilled in the crown, 
about i^ inch apart. 

The core-tube, to which the crown is screwed, is of 
wrought-iron, 30 feet long ; the rods, made of drawn-steel 
about 3j^ inches in external diameter and |-tnch thick, 
coupled together in s-foot lengths, are connected with a 
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plate at the top of the core-tube. The latter, extending 
upwards 5 feet, is open at the top so as to receive the 
fragments of rock washed up by a stream of water which 
is forced down through the hollow rods, or falling from the 
sides of the bore-hole. The cross-head from which the 
rods are driven slides between the rotating vertical shaft 
and a fixed cast-iron pillar, and the rotary motion 13 
given to the rods by means of a spur-wheel, for which the 
cross-bead forms a supporting pedestal. This gears into 
a spur-wheel sliding over a broad feather-key on the 
vertical shaft below the level of the cross-head, in order to 
allow for the downward motion of the rods. A weight is 
arranged to counterbalance the rods as the boring becomes 
deeper, so that the pressure on the crown does not or- 
dinarily exceed half a ton, depending upon the diameter of 
the tool. The crown rotates at 40 to 200 revolutions per 
minute, according to the rock in which it works. After a 
30-foot length has been drilled, the core-tube and crown 
are lifted to the surface, the crown is unscrewed, and an 
extractor is attached to the core-tube. The rods are raised 
by shear-legs and tackle, and are detached in 40-foot 
lengths. A 20-I.H,P. steam-engine suffices for the work 
under ordinary circumstances. 

Plant such as that described was used by Messrs. 
Docwra & Son, in sinking two borings at Northampton ; • 
the first, a bore-hole 850 feet deep, was sunk in the ex- 
pectation of reaching water-bearing strata of the Triassic 
formation. This formation, however, proved to be absent 
at that place, mountain limestone being encountered. The 
rate of boring was between 6 and 12 feet in twelve hours, 
though a much higher rate may be attained for short 
periods. Simpler forms of the machine are used in 
smaller borings. 

* MinDtes of Proceedings tnsL C.E., vol. Ixxiv. p. 37a 
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137. The method of suspending the boring apparatus ' 
by a rope, which obviates the difficulties inseparable from 
the use of coupled boring-rods, was, after its early intro- 
duction, abandoned owing to the difficulty of boring 
vertically ; but more recently Messrs. Mather & Piatt, of 
Manchester, have succeeded in rendering the method 
practicable. They use a flat hempen rope, { inch thick 
and 4^ inches broad, which is wound round a large drum 
driven by a steam-engine ; in their later practice a round 
rope has been used. On leaving the drum, the rope is 
guided by a pulley so as to lap over another pulley carried 
in jaws at the end of a piston-rod, the piston of which re- 
ciprocates in a vertical steam-cylinder. When the boring- 
tool suspended by this rope has been let down the hole, 
the rope is clamped in position near to the drum, the 
piston being at the bottom of the cylinder. Steam- and 
exhaust-valves, for effecting the reciprocation of the piston, 
are worked by tappets moved by the piston-rod. The 
steam-valve is placed at the bottom of the cylinder and 
the exhaust-valve 6 inches above it, so that there may 
be a cushion of steam under the piston when it descends. 
The valves being actuated thus, an arrangement Js required 
to set the piston in motion. This is effected by a small 
pipe constantly delivering steam through the bottom of 
the cylinder, by means of which the piston is slowly raised 
sufficiently to cause the main steam-valve to open — when 
the piston is driven to the top of the cylinder, raising the 
boring-tool twice the height of its stroke. The exhaust- 
valve is then opened, and the piston descends by its own 
weight, allowing the boring-tool to fall upon the bottom of 
the hole. This tool consists of a wrought-iion bar, to the 
bottom of which is attached a cylindrical block, in which 
steel cutters are inserted and secured by nuts, so that they 
may be easily removed to be sharpened or renewed. 
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Above the block one or more cylindrical iron castings are 
provided to act as guides. 

A definite rotation is given to the tool by two cast-iron 
collars, cottared to the top of the bar. On the lower edge 
of the top collar, and on the upper edge of the bottom one, 
are formed deep ratchet teeth of the same pitch. Between 
these two collars a brush with corresponding ratchet teeth 
on both sides slides on the bar, and is attached to the 
rope, the teeth on its upper side being one-half the pitch in 
advance of those on its lower side. As the tool descends 
the upper teeth of the bush are in contact with the teeth of 
the upper collar, and when the tool reaches the bottom of 
the bore-hole, the bush falls on to the lower collar, causing 
the rope to twist through half the pitch ; when the rope 
ascends, the upper teeth of the bush again engage with 
those of the upper collar, which twists the rope through 
another half pitch. The rope then turns the tool through 
the same angle in untwisting at each complete stroke. 

With this boring-machine about 24 blows per minute 
can be given, and it can be worked by two men, one of 
them attending to the engine and changing the tools, and 
the other emptying the " shell-pump," or apparatus by 
which the comminuted rock is collected and lifted from the 
bottom of the bore-hole. This consists of a cylindrical 
iron barrel, a little smaller in diameter than the bore-hole, 
containing an indiarubber valve at the bottom, and sus- 
pended by a long link from the same rope as that 
employed to carry the boring-tool, after the latter has 
been drawn up to the surface and disconnected. The 
debris enters the shell by the flap-valve at the foot, which 
is loose to facilitate emptying. In use, the pump is 
lowered down the bore-hole by the rope, and is then raised 
and lowered two or three times through the range of the 
working-stroke of the boring-tool, after which it is drawn 
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Up and emptied ; an operation that may be conveniently 
repeated every twenty minutes in this method of boring. 
In traversing beds of clay, a cylindrical grab is sometimes 
used for the larger sized bore-holes. 

A bore-hole at Bootle, Lancashire, 1302 feet deep and 
varying in diameter between 26 inches in the upper and 
20 inches in the lower part, made with this apparatus 
in 1877-78, occupied 17 months in construction. The 
deepest bore-hole yet made by Messrs. Mather & Flatt is 
at Lackenby, near Middlesbrough, 1806 feet deep; the 
diameter varying between 12 and 8 inches. In this and 
in other borings a rate of 40 feet per day has been attained 
in sandstone. In a boring made through chalk at Bushey, 
Herts, in 1885, with one of these machines, the diameter 
being 18 inches in the upper portion and 15 inches for the 
lower 180 feet, the unlined part, 617 feet in depth, was 
bored in 38 working days, including stoppages for repairs 
—an average of 16 feet per day. The greatest depth 
bored in one day was 30 feet.* 

138. In boring through soft strata, to keep the hole 
open ; or to prevent the ingress of surface-water, or loss in 
the case of artesian wells, the bore-hole must be made 
larger than is otherwise necessary ; in order that wrought- 
or cast-iron tubing, generally screwed together with -flush 
joints, may be introduced into it. The bottom tube has a 
sharp cutting-edge of hard steel. The boring and the 
introduction of the tubing proceed simultaneously, except 
during the short time occupied in inserting a new tube. 
When the tubes become earth-bound, a cap is screwed 
on the top one, and they are either driven with a mall, 
or forced down by screw-jacks, in small, or by hydraulic 
jacks in lai^er bore-holes, 

To prevent surface-water, which may find its way down 

* Minntet of Pioceedingi Init. C.E., toL zc- p. it. 
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tlie outside of the tubes, from entering the bore-hole at 
the bottom of the portion thus Hned, a hollow conical plug 
is sometimes forced down to that place. This is designed 
to form a water-tight joint between the tubes and the 
lower, impervious stratum. In small bore-holes, however, 
when it has to be fixed from the top, its eiHcacy is 
doubtful. The best means of preventing this action, in 
wells of such size as to allow of men working inside them, 
is to inject cement grout under pressure round the 
cylinders through holes which are afterwards tapped and 
plugged ; this possesses the further advantage of pre- 
serving the cylinders from decay. 

139. For small supplies, the tube-well forms a useful 
apparatus. It consists of strong wrought-iron pipes from 
I to 2 inches in diameter, screwed t<^ether. The bottom 
pipe terminates in a point, and is perforated with small 
holes. The point is driven into the ground by a falling 
weight, as in pile-driving, and additional lengths of pipe 
are screwed on as it descends. When this kind of well is 
sunk through fine sand, the work may be performed 
expeditiously by forcing water through the tubes at a 
velocity of lO to 15 feet per second. 

14a By the methods described, wells have been bored 
to depths of several thousands of feet The deepest bore- 
hole in the world was made at Schladebach in Prussia, and 
is 5734 feet deep.* The diameter is 11 '2 inches at the 
top, and decreases to i * 25 inch at the bottom. It was 
bored with the diamond drill. The temperature increased 
at the rate of 1° C. for every additional 120 feet in depth. 
A boring 5 inches in diameter and 4500 feet deep, com- 
pleted in 1891, at Wheeling, West Virginia, showed a rise 
of temperature of 1° C. for every 130 feet increase of 

* 'Zeitschiin fiJT du Berg-, Uiittcn- and Saliii«D-wet«n,' to). W(x*ii. 
AbhandloDgeD, p. 17a— Berlin, 1SS9. 

K 2 
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depth,* the rate of increase being rather more rapid at 
the greater depths. These rates of increase of temperature 
with the depth are somewhat less than those observed in 
deep bore-holes in England — the average increment in our 
latitude having been observed to be about l" C. for every 
loo feet in depth.f This question assumes some im- 
portance in respect of water supplies sought by this means 
in the lower formations of the earth's crust ; where tem- 
peratures obtain at which it is generally undesirable to supply 
water for domestic use, or to store it for long periods. 

141. Hitherto we have considered only the means by 
which access is obtained to natural sources of water supply, 
which, in certain cases, can be rendered available for use 
without the resort to any power for purposes of conveyance 
and distribution other than that afforded by the action ot 
gravity. Artificial power and appliances have, however, 
so frequently to be employed to raise water from lakes, 
streams and wells, to elevations from which the supply 
may flow and be distributed by the uniform and con- 
tinuous gravitating impulse of the water, that we proceed 
to discuss them in some detail. Motive power for pumping 
purposes is supplied by steam, by water in motion or 
under pressure, and by the wind ; the importance of the 
first being, however, much greater than the tatter two, 
because it may be rendered available wherever and when- 
ever required. The pumps employed are generally of the 
reciprocating type for high lifts, and of the rotary type for 
low lifts. 

142. The three varieties of the former type of pump 
in most common use are: i, the plunger-pump; 2, the 
bucket-pump; 3, the bucket-and-plunger pump. 

* Report of tlie British Association, 1892, p. t2g. 

t lUmsay, 'Physiol Geology wid Geography of Great Britain,' p. 50— 
London, 1B7S. 
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1. The plunger works through a stuffing-box, and acts 
entirely by displacement. The wear is consequently slight. 
It may be either single- or double-acting, 

2. The bucket-pump is subject to more wear, as the 
bucket must make a water-tight joint with the barrel in 
which it works, containing a valve or valves through which 
all the water passes. This pump is necessarily, in its 
simple form, single-acting. It possesses the advantage of 
having no gland, and may be worked whilst completely 
submerged. 

3. In order to render the bucket-pump double-acting 
the pump-rod is thickened out to form a plunger, occupying 
about half the volume of the working barrel, and passing 
through a stuffing-box. This forms the class of pump in 
most common use. The delivery is continuous on the down 
stroke, as well as on the up-stroke, and, with fewer valves 
than in the double-acting plunger-pump, it may be worked 
at somewhat higher speed than the latter. 

143, Pump-valves are formed by either a number of 
small orifices, furnished with indiarubber or leather flaps, or 
with gun-metal disks ; or they may be of the double- or 
multiple-beat, or the annular-grid types. An example of 
the first mentioned type of valve is formed of indiarubber 
or leather disks backed by gun-metal, sliding on fixed 
vertical spindles, with stops to prevent them from rising too 
high. The gratings on which the valves work are machine- 
faced. In the other variety, the valves are disks of gun- 
metal sliding on spindles, with indiarubber stops or spiral 
springs behind them to assist their closing-action. 

The double-beat valve is so well known as hardly to 
need description here. Its seat has gun-metal, gutta-percha 
or hard wood faces. 

The annular-grid valve has a seat consisting of a 
horizontal gun-metal grating with concentric series of 
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Openings, over which works the valve, formed by a flat 
plate, in which similaT series of concentric apertures are 
arranged so that the solid part of the plate covers the 
openings of the grating. The valve slides on a central 
vertical spindle. In a valve of somewhat similar construc- 
tion, termed the "bee-hive," the perforated metal rings 
forming the valve-seat are separate, and arranged in tiers of 
diminishing diameter, telescope fashion, the valves being 
formed by loose indiarubber disks laid over the several 
grids, and kept in place by the vertical portion of the 
adjacent smaller rings. This type has proved effective and 
durable in practice. 

144. Valves should be designed with seats narrow 
relatively to their apertures, in order that the surface of 
the moving parts exposed to the water when the valves are 
lifted may not be much greater when they are on their 
seats. This prevents the valves from being shot upviolently 
as soon as they are opened, and so avoids the shocks that 
would otherwise occur from that action. The lift of the 
valve should be small, and the total opening should be 
large, opposing little resistance to the passage of the water 
through it The valve will then, after rising, resume its 
seat quickly, and prevent reversal of the current of water, 
and the consequent slip. To avoid the effect of slip, the 
valves in plunger-pumps have sometimes been actuated 
mechanically, but hitherto this modification has not 
received extensive application. 

145. Uniformity in the delivery of pumps is always 
desirable, and is essential when water is pumped directly 
into distribution pipes, without the intervention of a 
reservoir or stand-pipe. It depends primarily upon the 
manner in which the pumps are driven. In a double- 
acting pump it may be ensured by causing the plunger to 
move at a uniform speed ; but if the motion is governed 
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by a fly-wheel, the delivery is nearly harmonic. The 
former condition is effected in pumps of the " Worthington " 
type. In the latter case, the uniformity of delivery depends 
upon the arrangement of the pumps and the phase of their 
motion relatively to each other. 

To reduce pulsation in delivery and variation of the 
pressure in the main, an air-vessel, consisting of a strong 
iron chamber communicating with the delivery-main, forms 
an important accessory to every pumping installation. It 
possesses the further advantage of preventing shocks 
arising from change of momentum of the water put into 
motion or stopped by the opening and closing of the valves. 
To be most effective for this purpose, an air-vessel should 
be situated near to the pump on the delivery-main, and 
connected with the latter by a branch pipe of large diameter. 
If a large mass of water is put into motion at each stroke 
in the suction-pipe, the latter also should be provided with 
a foot-valve, and with an air-vessel to effect a gradual 
arrest of the water and prevent undue impact on the pump- 
valves. A chamber for this purpose is sometimes formed 
round the pump-barrel or the valve-chamber. 

146. Assuming the motion of the pumps to be harmonic, 
the quantity of water delivered through each barrel to any 

point $ of the stroke of the piston is — — - (/ — cos 8 — a) ; 

where L is the length of stroke and A is the area of the 
piston; 0=0 for the first pump-barrel, and 90°, 120° or 
180" for the other barrels, according to the angles which the 
respective cranks make with the first one ; and 6 is an 
angle varying from 0° to 180° 

The rate of pumping in each barrel at any instant 
is therefore 
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and the average rate throughout the stroke is for 

. , - , ^ { AL 
a single>acting pump (a ^ O) j 

2 single-acting pumps (a = 90° or 180°), or for a J AL 

double-acting pump (a = r8o°) | t 

3 single-acting pumps (o = 120°) 1 ^ 

4 single-acting pumps, or for 2 double-acting j zAL 

pumps (a = 90'' and 180°) ( tt 

The maximum excess of the delivery above the mean 
is obtained by finding the points of intersection of 
AL AL 3AL zAL 

y = — ; y = — ; y = ; y = = v, say, 

with y = % sin {B — a), 

—where a = o for the first pump-barrel ; a = 90°, 120°, or 
180° for the others respectively ; and 2 sin {6 — a) de- 
notes the curve resulting from the combination of the 
harmonic curves representing the rates of the several 
pumps — and integrating the expression 

^ = 2 sin (6 — a) — ri 

between the limits of the first and other intersections.* 

The ratio that this excess bears to the total delivery 
per stroke is, in 

a single-acting pump (a = o) 55-0 per cent 

2 single-acting pumps (a = go°) 35-0 „ 

2 single-acting pumps, or a double-acting 1 

pump (a = 180°) y° ' " 

* A graphical solution of this question has been given by the late Mr. W. 
E. Rich, vide Minutes of Proceeding! Inst. C.E., vol. Uiviii. p. 34. 
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4 single-acting pumps, or 2 double-acting 1 
pumps (a = 90° and iSo"^ . . . . j 

3 single or double-acting pumps (a = 120°) 0'3 „ 

147. A simpler, if somewhat less obvious, method of 
arriving at these ratios is aflforded by the following : 

The delivery D up to any point 6 of the stroke of the 

pistons is — S (/ - cos 6- a) ; and the mean delivery 

M up to any point 9 of the stroke of the pistons is 

^ . ^; A- is Z) - J/; and J', is the value of X when 

where a = 0°, 90", or 180°, according to the phase of the 
particular piston considered, 

and m= 1, 2, 3 or 4, according as the pump is of single- 
acting, double-acting, three-throw or 
four-throw type. 

The excess of D above M is given by 

and this has a maximum value when 
S sm p — a = — • 

IT 

E.g. For a three-throw pump, 

2 W 
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This last expression has a maximum value when 

It 
i. e. when 

IT 

Therefore the required ratio 

Max. value of X _ . 
Total delivery per stroke ' 

148. The size of air-vessels for ordinary working is 
arrived at by multiplying the fractions that represent these 
percentages by the delivery per revolution, and dividing by 
the fraction representing the limiting value of the variation 
of pressure in the main. 

For example, for a variation not exceeding jJ^th of the 
average pressure, the above ratios multiplied by the delivery 
per revolution and by JO give the capacity required in the 
several cases. When two or more pumps are employed, it 
is desirable to make the air-vessel large enough to enable 
pumping to be continued without excessive fluctuation of 
pressure in the event of one of the pumps breaking down. 

The ratio of the maximum excess of the delivery over 
the mean delivery with one pump out "of work is, in the 
case of 

2 single-acting pumps (a = 180°) 55 per cent 

3 single-acting pumps (a = 120°) 27 „ 

4 single-acting pumps (o = 90° and 180°) . . 17 „ 

The variation of pressure permitted in the main may 
under such exceptional circumstances be greater than in 
the former case, say twice as much. Therefore to find the 
capacity of the air-vessel required, the reduced delivery 
would be multiplied by these fractions and by 25. 
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149. The supply of air, gradually dissolved in the water, 
is replenished in the iur-vessel, either by a small force-pump 
or by means of a " snifdng valve." This latter ingenious 
device consists of a chamber provided at the top with an 
inlet-valve communicating with the atmosphere, and a pipe 
with a reflux-valve leading into the air-vessel ; also furnished 
at the bottom with a pipe communicating with the space 
between the suction- and delivery-valves of the pump. 
During the suction-stroke, air is drawn into the chamber, 
and during the delivery-stroke it is filled with water from 
the pump-barrel, which expels the air, forcing it into the 
air-vessel. The inlet air-valve and the pipe from the 
chamber to the pump-valves are of such relative size that 
in the suction-stroke the pipe is not emptied of water ; air 
is thus prevented from entering the pump 

1 50. Instead of an air-vessel, an iron or steel stand-pipe 
is often used, in which the water-level oscillates about a 
mean position corresponding with the average pumping- 
head employed. Its height above the most elevated point 
in the district to be supplied is equal to the head necessary 
to force the supply through the distributing- and service- 
pipes. Stand-pipes'are generally situated near the pumps, 
and are designed of such dimensions that the excess of 
delivery in each stroke above the mean may not raise the 
height of the water in them more than corresponds with 
the allowable variation of pressure in the mains. In the 
United States it is a common practice to employ stand- 
pipes of huge dimensions — we do not allude to those which 
may be useful as service-tanks {§ 266) : that at Bloomington, 
Illinois, is 8 feet in diameter and 200 feet high. 

151. It will be observed that, as the flow of the water 
through reciprocating pumps is necessarily discontinuous, 
the speed at which they can be worked depends upon the 
length of the pump-rods, the valve-areas, and the provision 
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made, by air-cushions and otherwise, for absorbing that 
portion of the momentum of the water which is due to 
its varying motion in the suction-pipes and through the 
pumps. 

The fundamental principle of the design of these pumps 
is that the rate at which effective work, measured by the 
water raised, is performed, may approximate closely to the 
power applied to the machines — the ratio of the former to 
the latter quantity is termed the " pump efficiency," The 
causes which tend to diminish the efficiency of reciprocating 
pumps are : the inertia of the water, and the friction of the 
suction- and the delivery-pipes, and of the pump-barrels ; 
resistance at the valves ; the periodic stoppage of the 
motion in the suction-pipe, and slip ; variation of the 
motion in the pump-barrels and delivery-pipe ; and friction 
of the working parts. The first mentioned group of these 
causes are precisely analt^ous to the phenomena presented 
for consideration by the motion of water in a gravitation 
main (§ 318) ; the remainder have been discussed, as far as 
concerns the steps necessary to reduce their effects in 
practice, in §§ 143-150. 

In favourable circumstances, with pumps of any con- 
siderable size, the effective work approaches within 5 per 
cent to the power applied. 

If E is the efficiency of a pump, 

P „ power applied to it in foot-pounds per 

minute, 
V „ volume of water delivered per stroke, 
n „ number of strokes per minute, 
H „ lift in feet from the suction to the point of 

delivery, 
k „ head in feet absorbed by the causes men- 
tioned above, 
and w „ weight in pounds of a cubic foot of water. 



CENTRIFUGAL PUMP. 
P = nV.w{H + k), 
„ nV.wH 



/&. so. 



__ H 
H + h' 

152. When large quantities of water are to be raised 
through a moderate lift, the centrifugal pump is con- 
veniently employed, and, the flow of the water through it 
being continuous, may be driven at a high speed. It may 
be described as essentially a reaction turbine, which, instead 
of being worked by water under pressure, is rotated by 
mechanical power, and lilts a column of water. 

To obtain the best effect, a centrifugal pump must 
work at the definite rate for which it has been designed. 
Any increase or diminution of that rate acts prejudicially 
upon its effiaency. The water 
is drawn through a suction-pipe 
into the centre of a rotating 
wheel, and, in the simplest form 
of the machine, is thence flung 
by centrifugal action into a cir- 
cular chamber from which it 
flows directly to the delivery- 
pipe. In the improved type of 
the pump. Fig. 20, an inner 
chamber, within the pump>case, 
surrounds the wheel ; and the 
water, set in motion by the 
curved vanes of the latter, rotates within the chamber in a 
free vortex. Part of the enei^ of this whirling motion of 
the water is utilised in augmenting the pressure in the pump, 
and its efficiency is correspondingly increased. A foot- 
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valve is sometimes used, so that the pump may be filled 
with water at starting — a plug being provided in the upper 
part of the casing, or in the delivery-pipe, for this purpose. 
Starting may be also efTected by exhausting the air out of 
the casing and the suction-pipe. 

153. Let Q be the quantity of water in cubic feet per 
second that the pump is designed to lift ; H the height of 
the lift in feet ; r^ 6^ are the radius and breadth respec- 
tively of the opening, in feet, at the outlet-circle (i^r'f. n) ; 
»o the radial velocity of flow in feet per second at radius 
''* ; fi, «i, similar quantities at the inlet circle (Fijg". 21) ; 

then Q= 2wrtdt«t, 

neglecting the space occupied by the thickness of the 
vanes. In practice 

»« = o'25y/2g.H, nearly. 

To find the " hydraulic efficiency " {E^ of the pump, 
i.e. the efficiency if all tosses arising from friction are 
neglected : — 

If 7" be the torque acting on the pump ; w, the angular 
velocity of the pump-vanes ; v^ the velocity of whirl per- 
pendicular to the radius at the outlet-surface from the 
vanes (the direction of the flow at the inlet-circle being 
normal to the latter, there is no velocity of whirl there) ; 
w, the weight in pounds of a cubic foot of water ; and Vx 
and V„ the velocities of the pump-vanes at the inlet- and 
outlet-circles respectively ; the work done on the pump is 

Since the velocity of whirl at the inlet from the centre 
is nil, 
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L e. the torque equals the moment of momentum communi- 
cated to the water passing through the pump per second. 
The work done by the pump \s QwH. 



Therefore 



Eh 



QwH 









Fig. tl. 



If {Fig. 21) denotes the 
angle that the tangent to a vane 
at its outer end makes with the 
tangent to the outlet-circle at 
the same point, the former tan- 
gent being in the direction of 
water leaving the vane relatively 
to its motion at that point ; 

Pi, p„, the pressures in pounds per square foot between 
a pair of vanes at their inlet- and outlet-surfaces 
respectively; and 
Ui, Ut, the velocity of the water relatively to that of 
the vanes, at those points ; 




then 



Va= Vq ~ «o COtip, 



(!•) 



gH 



W " 2g 






'S . 
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The derivation of the first term on the right of this 
equation is an application of Bernoulli's theorem (§ 65), 
and the second term expresses the effect of the forced 
rotation of the water.* 

Now f/,» = «,' + K,' 

because the flow is radial at the Inlet circle, 

and f, = tto cosec ^, 



therefore 



In this expression,^-? — —^ the gain of pressure in the 

pump, is equal to /T + — , the lift tc^ether with the head 
required to give the initial motion to the water ; 

therefore H = -^ T ( .) 

or f, = J{2gH-\-u^* cosec" 4>), 



* Since the centiifugftl force of each mull radial crlinder of water of 
lei^h d ria balanced hj the difierence of preHnre d f oa lis ends, and the 
angular velocitj «> a conttant. 



VdV dp 
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If ^ is 90°, and the vanes are consequently straight. 

Taking «,, equal to O'ss fJ^S^' 

E„ = 0-47 ; 
but as is diminished, the value of E^ correspondingly 



154. By the addition of a chamber partially enclosing 
the wheel, additional advantage is derived from the whirling 
motion of the water in a free vortex after it has passed 
through the vanes of the pump, an increased difference of 
pressure between the suction and delivciy of the pump 
being obtained, the amount of which depends principally 
upon the outer radius R of this chamber. In a free 
vortex the total energy along each stream-line is constant, 
and the velocity varies inversely as the radius ;• therefore 
the increased difference of pressure is 

• In ■ free vortei, the toUl ena^ along e«ch circular stream-line b the 
Eame. Therefore, diSerentiatiiig Bemonlli'« equation, we obtain 



and, since the centrifugal force of each snudl radial cylinder of water of 
length dr is equilibrated by the difference of pressure d/ on its ends, 



substituting h 
Integrating 
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which, substituting the value of v, (§ 1 53, (ij ), 

V^ - 2V^u^ cot + »,* cose^ <f> ( _*'t\ 

Adding this to the expression previously obtained for 
H i^ 1 53, (ii.) ), the new value of E^j becomes 

^" ^ ^y^V, - «o cot 0) 

If ^ is 90°, the vanes being straight, 

(.-^.)K,-^:.».- 

*" ^r,- ■ 

and it R = 2 r^ E = 0'8j. As in the former case, when 
is less than 90°, as it generally is in practice, the value of 
E is duly increased. 

This investigation of the "hydraulic efficiency" of 
centrifugal pumps places the consideration of their effici- 
ency on the same basis as that of reciprocating pumps. 
The losses owing to friction have still to be deducted 
from Eff above. Since the motion of the water in centri- 
fugal pumps is continuous, losses corresponding with those 
due to variation of the motion in reciprocating pumps are 
absent 

I S S- The Archimedean-screw pump, Fig. 32, consists of a 
sheet-iron cylinder with a concentric central core. Several 
spirally-wound iron blades traverse the annular space thus 
formed. The ends of the core are carried by journals, not 
shown in the diagram, revolving in pedestals, the lower end 
being immersed in the water to be raised ; the inclination of 
the cylinder, and its length, being regulated by the height 
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of the lift required. The pump is generally driven by spur- 
or bevel-gearing attached to the outer cylinder at its upper 
end, the motive power being furnished by steam, as at the 
Antwerp Waterworks, by water, or by wind. It is inap- 
plicable when the water-level on the delivery side rises 
above the cylinder. 

The following rules for the design of these pumps are 
due to Mr. Wilfred Airy, who has paid special attention to 
this machine. The quicker the spiral, the smaller should 
be the inclination of the machine, in order to produce the 



Fig. SI. 




best effect A quicker spiral will lift more water than a 
slower one at an equal rate of revolution. The blades 
may be conveniently formed of continuous sheets, and in 
that case the machine works to the best advantage when 
placed so that the acute angle made by them with the core 
is downwards ; and this angle varies with the spiral. 

A machine of this description, 3 feet in diameter and 
40 feet long, can deliver 50,000 gallons of water i»er hour, 
with a lift of 20 feet. 

L 2 
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In Holland, this pump is made without an external 
case, consisting merely of a core or axis carrj'ing a spiral 
blade that revolves close to a fixed semi-cylinder of 
masonry or wood. In this form, the leakage between the 
spiral and the envelope is a serious drawback, and the 
pump is inferior to the kind described above. 

156. There are many other forms of lift-pump used for 
irrigation, drainage, and general purposes ; but they are 
frequently neither efficient nor capable of dealing with lai^e 
quantities of water. Among them may be mentioned 
the " tympanum-wheel," 
" Persian wheel, " scoop- 
wheel " and " chain- 
pump." 

The tympanum-wheel. 
Fig. aj, raises water by 
the revolution of its 
curved radial vanes(which 
are closed at the sides 
by a pair of flat plates), 
from the lower part of 
its periphery up to the 
hollow axis on which it revolves. The water, rising as 
it follows the diminishing curvature of the vanes to the 
centre of the wheel, passes through an aperture in the axis 
corresponding successively with holes in the central part of 
the revolving case, and is thence delivered. This machine 
is frequently arranged to be driven by the flow of a stream 
from which it raises water, and then forms a convenient 
and durable, if inefllicient, apparatus. 

The Persian wheel, noria or " bucket-wheel," made up 
to 30 feet in diameter, carries a series of buckets, or 
earthenware pots, upon the circumference, so arranged 
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as to lift wata- from the trough into which they dip at the 
bottom of the wheel, and, by various devices, to empty it 
at or near the top. The buckets are now commonly 
carried on an endless band, as was occasionally the case 
in ancient examples of this apparatus. 

Scoop-wheels, which may be described as breast water- 
wheels caused to revolve backwards, are found, in the 
Fens of England and elsewhere, convenient for adapting 
wind-power to lift water a limited 
height. A wheel 50 feet in dia- 
meter, which is about the lai^est 
size made, will raise water about 
15 feet, with a peripheral speed of 
6 feet per second. They are, 
however, wasteful in action — slip, 
and the leakage between the wheel 
and its side-walls causing a serious 
loss — and are nowadays often dis- 
placed in favour of centrifugal 
pumps driven by steam-power. 

The chain-pump. Fig. 34., con- 
sists of two parallel shoots, with 
wheels at the top and bottom, round 
which an endless chain passes. 
To the chain are attached, at 
intervals of 3 or 4 feet, flat plates which fit closely the 
shoot up which the water is raised. The power is applied 
to the upper wheel, the motion of the chain causing the 
plates to lift a continuous stream of water up tiie rising 
shoot The chief objection to this apparatus consists in 
the number of its joints and working parts, but it is useful 
to pump gritty water or liquid mud. Although not 
economical in action for any but very low lifts, owing to 
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the dead-weight of the apparatus to be moved, it is capable 
of working with a lift of 50 or 60 feet. 

157. Among force-pumps may be noticed the "spiral 
pump," the "pulsometer" and the "hydraulic ram," 

The spiral pump, invented by a Zurich carpenter in the 
middle of the l8th century, is an ingenious apparatus 
that has received but little attention in this country. Its 
employment in irrigation works abroad, and the peculiar 
simplicity of its action, may warrant us in giving a short 
description of it. 

It consbts in its simplest, though least effective, form, 
Fig, 25, of a cylinder or drum, round which is coiled 
a pipe open at one 
^'^- ~^- end, and terminating 

in a hollow journal at 
the other end. Into 
this journal passes, 
through a stuffing- 
box, a pipe that forms 
a rising-main, which is 
furnished with a foot- 
valve. The drum is 
p. gg partly immersed in a 

stream of water, in 
which it is caused to 
revolve by means of 
paddles fixed to one 
end of its axis. As it 
revolves, charges of 

A, inlet ; B, foot-valve ; C, risinemun. ^" ^"*^ ^^'^^'' ^'^^ ^'" 

temately taken in by 

the open end of the pipe, which is trumpet-mouthed, 

and travel along the spiral through the hollow journal into 

the raising-main, up which the air at once escapes. The 
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height to which the water can be forced by this apparatus 
depends upon the diameter of the drum and the number of 
turns in the coil of pipe. As the water advances along 
the spiral, its level on the forward side of the hollows is 
more and more depressed as the air becomes compressed 
to a smaller volume in its advance towards the journal, as 
shown in the diagram, Fig. 26. The pressure in the latter 
is consequently the sum of the differences of level of the 
water in each successive hollow of the spiral. 

The delivery of the pump varies with the relative 
quantities of air and water admitted at each revolution. 
Owing to the volume of each chaise of air diminishing in 
its progress through the coil, the quantity of water in- 
creases from coil to coil, and this increase, if considerable, 
as in the case of 3 machine working near to its maximum 
lifting capacity, is apt to cause momentary derangement of 
the action ; although the foot-valve in the rising-main 
effectually prevents danger from the fall of the column of 
water in the latter. This difficulty is obviated when the 
drum round which the pipe is coiled is made conical, so 
that the quantity of water taken in at the mouth is, with 
the air, sufficient to ffll the smaller coils, notwithstanding 
the decreasing volume of the air. 

The condition of maximum efficiency then occurs when 
the drum is half immersed in the water, so that equal 
volumes of air and water are taken into the pump, and 
when the number of coils is such that the lower surface of 
the water on the forward side of the last hollow is level 
with the bottom of the coil, and its upper surface is level 
with the top of the coil, as illustrated in Fig. 26. 

The lift H of which the machine is capable, is then 
found approximately from the expression 

H=nr, 
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where r is the radius at the small end, and n the number of 
coils in the spiral. 

To find r : 

Let R be the radius of the inlet end, and L the 
atmospheric pressure expressed as head of water, — 

Since the difference of the water-levels in the last coil 
IS 2r and in the first one o, the volume of air in the last 
coil is 

2 irr — irR or ir{3r ~ R). 

And since the volume of the air in the first coil is ir R, 
and the pressure at the inlet is L, and at the outlet H -\- L, 
it follows that 

ir(2r- R) L 

wR ''H + V 

The friction of the apparatus is small, as the drum can 
be floated in the water, so as to bear lightly on its 
journals ; but the intermittent discharge of air, accom- 
panied by a sui^ng of the water in the rising-main, is a 
disadvantage, and is probably m^nly responsible for the 
want of attention experienced by this type of pump. The 
loss of efficiency in the above forms of pumps b chiefly 
due to friction and to slip. 

158. For temporary purposes, the pulsonieter is a most 
useful pump, being driven by steam without the inter- 
vention of mechanism and capable of working suspended 
from a chain or rope in almost any situation. It consists 
of two pear-shaped vessels, inclined towards each other, 
and meeting at the top in a chamber in which a spherical 
ball in unstable equilibrium closes the neck of either one or 
the other vessel. Above the level of this ball-valve the, 
steam-pipe communicates with the chamber. In the 
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bottom of each vessel is a suction-valve, communicating 
with a common suction-pipe to which an mr-vessel is 
connected. Valves from both chambers open also into a 
common delivery-pipe. 

The action is as follows ; the vessels are at starting 
filled with water through plug-holes ; steam is then ad- 
mitted into the valve-chamber, and passes into the vessel 
left open by the ball, forcing the water in it down to the 
level of the deliveryvalve, when a little steam blows 
violently through the water into the delivery-pipe. In- 
stantaneous condensation takes place, and a vacuum is 
consequently formed in the vessel. This causes the ball- 
valve at the top to be forced over, shutting off the steam- 
connection with this vessel, when condensation is com- 
pleted, water meanwhile entering the vessel through the 
suction-valve. The other vessel is now open to the steam- 
supply, and exactly the same cycle of operations takes 
place in it, the action proceeding in the two vessels alter- 
nately, as long as steam is supplied to them. The con- 
sumption of steam in this pump may be greatly reduced 
(though the quantity of water pumped with a pulsometer 
of given size is also reduced) by the addition of a " Grel " 
valve, which causes a secondary cut-off and produces ex- 
pansive use of the steam. 

159. The hydraulic ram employs the momentum of 
some considerable body of water, having a slight fall, to 
elevate a small quantity of it to a comparatively great 
height. This apparatus is shown dia^rammatically in 
Fig. 3j. It consists of a strong main pipe laid at such 
an inclination as is available, and connected at its upper 
extremity with the stream or reservoir whose water is to 
be utilised. Near the lower end of the main pipe, it is 
provided with a waste-valve of large area, opening inwards, 
and at its extremity is a small delivery-valve opening 
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outwards and communicating with an air-vessel, from the 
bottom of which the delivery-pipe ascends to the tank or 
cistern into which the 
a ' ' ' water is to be pumped. 

Between the waste- and 
the deli very- valve is a 
small branch pipe fur- 
nished with a reflux- 
valve at the top, and, 
on the lower side of this, 
with a "snifting-valve," 
or fine orifice the area 
A, main supply-pipe; B, waste-ralve; of which can be varied 
C. delivery-valve; D, smfting-valve ; E, ^ screw-plug. Con- 

nection is made by a 
small tube between the upper side of this reflux-valve and 
the lower side of the delivery-valve. 

When the ram is in action, the main pipe is supplied 
with water, which issues freely through the open waste- 
valve until the velocity of its motion is sufficient to raise 
and close this valve. The body of water then in motion 
in the pipe being quickly arrested, its impulse causes the 
delivery-valve to open and a small quantity of water to be 
forced into the air-vessel Simultaneously, the air in the 
branch pipe is, notwithstanding a small loss through the 
snifting-valve, so compressed as to raise the reflux valve 
momentarily — when a discharge of air takes place through 
the delivery-valve into the air-vessel. The effect of the 
impulse or " ram " of the water having subsided with a 
slight rebound, due to the elastic nature of the resistances 
that have contributed to check its motion, the pressure in 
the main pipe falls, the waste-valve opens again, and the 
water falling in the small branch pipe sucks in a fresh 
charge of air through the snifting-valve. 
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The object of the air-pump arrangement afTorded by 
the branch pipe and the reflux- and snifting-valve, is to 
automatically replenish the main air-vessel — an important 
feature of the apparatus, especially with high lifts. It will 
be readily understood that a machine acting by a series 
of violent impulses must, in any case, be somewhat limited 
in its application ; and this form of pump (the illustration 
s to be regarded as diagrammatical only) is, where used, 
restricted to comparatively small supplies. 

By the introduction of a cylinder and piston, with 
suitable valves, between the working-barrel or main pipe 
of the ram and the delivery pipe, a large stream of impure 
water may be utilised to pump a small quantity of pure 
water from an adjacent source. 

The efficiency of hydraulic rams is affected principally 
by the water necessarily lost through the waste-valves, 
by friction in both the supply- and the delivery-pipes, by 
the resistance at the valves, and by the distention of the 
apparatus under the high pressures that occur when the 
waste-valves close. If H is the height of the upper end 
of the supply-pipe above the waste-valve, h the height at 
which the water is delivered, Q the rate of supply and q 
that of delivery ; and if /Tg, k„ and h^ denote the head lost 
by the resistances in the supply-pipe, delivery-pipe and 
at the waste-valve, respectively, 

e (/f - //.) = J (* + « + (2 - ?) *., 

or Q(H-H,- »,) - gi/i + A,- /i.) ; 



that is, 






In practice, /ii may be expected to be about — 



isfi 
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i6o. The hydraulic-pressure pump. Fig. iS, possesses 
many of the advantages of the hydraulic ram, and is free 
from the objectionably violent action of the latter. By its 
use, a large quantity of water under a small head, flowing 
slowly through a supply-pipe, may be caused to steadily 
^. „„ raise a small portion of the water to 

Qa high level. A vertical cylinder of 
large diameter, open at the top, sup- 
I .=- ports on radial brackets a smaller 

V J cylinder surmounted by a valve 

h opening upwards into an air-vessel 

- "^ The delivery-pipe leads from the 

bottom of the air-vessel in the usual 
way. Through a piston that works 
in the large cylinder, passes a hollow 
piston-rod capable of a small range 
of motion, fitting a hollow plunger 
attached to the main piston, and 
furnished at the top with a ball-valve 
opening upwards. This hollow plun- 
ger works in the small upper cylinder. 
The inlet- and the outlet-valve of the 
main cylinder, situated under its centre, 
are opened and closed by disks on the 
piston-rod. A lateral orifice in the 
latter affords communication between 
the water under pressure in the inlet-pipe and the hollow 
plunger. 

This orifice and the main inlet- or supply-pipe being 
open, the piston is raised, and with it the plunger, forcing 
water with considerable power out of the small upper 
cylinder into the air-vessel and delivery-main, and drawing 
water through the piston-rod into the hollow plunger. 
Near the top of its stroke the piston engages with a collar 
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on the piston-rod, raising the latter so as to close the inlet- 
valve, open the outlet-valve, and simultaneously to cover 
the orifice behind a fixed collar through which the piston- 
rod slides. The main piston then sinks as the water 
beneath it escapes through the outlet-valve, and as it 
descends the piston-rod displaces water from inside the 
plunger into the cylinder above, ready for the next stroke 
of the piston. By duplicating the cylinders, the pump 
may be caused to deliver water both steadily and continue 
ously. 

i6i. A review of the apparatus employed for raising 
water almost necessarily involves reference to steam-engines 
and other prime movers. Although mechanical contrivances 
in detail are outside the scope of this treatise, the general 
conditions of efficiency of certain steam-engines employed 
for pumping, and the methods according to which it is 
estimated, will be discussed briefly. In order to render the 
matter intelligible, the general principles of action of the 
several types of engine will be first sketched ; though 
for a clear comprehension of it, their structure should form 
a subject of special study. 

The expansive working of steam-engines that are used 
to drive pumping-machinery, introduced for economical 
reasons, obviously gives rise to the condition that the 
power applied by the piston at each point of its stroke 
generally differs considerably from that required at the 
same instant to work the pumps, assuming uniformity in 
the delivery of the latter (§ 146). 

There are three methods commonly practised for over- 
coming this, and equalising the efTort exerted upon the 
pump to the resistance of the latter : — 

(1) By the use of an oscillating beam, or a rotating fly- 
wheel, which, by increased momentum during the portion 
of the stroke at which the power developed exceeds that 
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required by the pumps, accumulate energy that is restored 
when the power exerted by the piston falls below the 
average, as in the Comish or the ordinary rotative pump> 
ing-engines. (2) By so arranging the steam-cylinders, and 
linking the pumps together, that, with the momentum of 
the moving parts, the effort of the pistons equals at each 
moment the resistance of the pumps, as in the Davey 
engine. (3) By causing the excess of the effort of the 
pistons in the early part of the stroke either to compress 
air, or to pump water into an accumulator, stand-pipe, or 
pressure-main. The energy thus stored supplements that 
of the steam during the latter part of the stroke of the 
piston, as in the Worthington type of engine. 

162, Of single-cylinder engines, the old Comish beam- 
engine, in which steam is admitted on one side of the piston 
only, is sUU the most economical for the range of expansion 
employed in it. Comish engines are of two kinds : beam 
and direct-acting. In the beam-engine the steam is 
admitted above the piston. The piston-rod is connected 
with one end of a stiff iron or steel beam of considerable 
weight, the pump-rods being attached to the other end. 
The weight of the rods is sufficient to perform the " out- 
doors " or up-stroke of the piston. No fly-wheel is 
employed, and the engine cannot be governed in the 
ordinary way. The steam-, equilibrium- and exhaust-valves 
are double-beat, worked by tappets. The rate of working . 
is governed by a cataract, which regulates the opening of 
the valves." 

163, The direct-acting, or " Bull," engine is constructed 
so that the pump-rods form a prolongation of the piston- 
rod, and the steam is admitted below instead of above the 
piston as in the beam-engine. The arrangement of both 
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engines is such that the steam side of the piston is 
never open to the exhaust; consequently, that part of 
the cylinder and piston is but slightly cooled at each stroke. 
This circumstance accounts for the fact already mentioned, 
that, for the same range of expansion, a Cornish engine is 
more economical than any other single-cylinder type The 
" duty " of a good Comish engine and pump may be 
expected to reach go,COOflOO foot-pounds for one hundred- 
weight of good steam-coal consumed in the boiler-grates.* 

164. Compound engines are either of the " Woolf " type, 
in which the exhaust>steam from the high-pressure passes 
directly into the low-pressure cylinder, or of the " receiver " 
type, in which the high-pressure cylinder is exhausted into 
an intermediate receiver before being used in the low- 
pressure cylinder. 

165. In the rotative beam-engine, which is furnished 
with a fly-wheel driven by a connecting-rod directly from 
one end of the beam to the other end of which the con- 
necting-rods of the two pistons are attached, the points of 
attachment of the latter, the main pump or pumps, the air- 
pump and the circulating pump to the beam may vary 
considerably. An object that must be kept in view, is the 
reduction of the stresses in the beam and of the resultant 
pressure on the gudgeons that.carry it, to a minimum. By 
prolonging the piston-rod of either the high-pressure or the 
low-pressure cylinder through the bottom cover to work a 
pump beneath, the gudgeons may be relieved of consider- 
able pressure, and the stresses in the beam may be reduced. 
A similar result may be effected, though in a less degree, 
by connecting an auxiliary pump with the cylinder side of 
the beam. An "entablature," or horizontal iron frame 

* The dot]' of pumping-engiDiB is eipretsed by the product of the weight 
in ponnds of the water raised by the pumps, into the height in feet to which 
it is lifted, resulting from the consumption of a given quantit; of coal in the 
grates of the boilers that supply the sleam (J 173). 
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supporting the beam, is either built into the walls of the 
house, or is carried by columns. In the latter case, in 
addition to the columns, vertical A-frames are introduced 
beneath the gudgeons to resist the longitudinal thrust. 
This arrangement, whilst increasing the cost of the engines, 
reduces somewhat that of the engine-house. The cylinders 
are bolted directly to the bed-plate, which may span the 
well. 

i66. The beam-engine permits of a long stroke and a 
h^h piston-speed in the steam-cylinders, whilst at the 
same time a shorter stroke and lower speed may be g^ven 
to the pumps ; and in pumping from deep welts it is a 
most serviceable form of engine. It is easily balanced, and 
aifords facilities for working more than one pump from the 
beam. In common with the type of engine to be next 
described, it possesses the advantage that all the bearings 
can be kept tight by adjusting the brasses in a vertical 
direction only. The cylinders and pistons tend in working 
to preserve their circular shape, lubrication acts uniformly 
round their circumference, and they are easily kept free 
from internal moisture. This form of engine may con- 
veniently work up to 25 revolutions per minute, according 
to the length of the pump-rods and the size of the pump- 
valves. 

167, The vertical direct-acting rotative engine may 
frequently be well employed when only one main pump is 
required. The cylinders, compound or triple, are placed 
vertically over one another, their common piston-rod being 
prolonged downwards to work the pump, transmitting the 
steam-pressure directly to the plunger and, by a connecting- 
rod, to the fly-wheel. The number of working parts and 
the weight are thus considerably diminished below those of 
the beam-engine ; and it may be run at a higher speed 
than the latter — to 30 revolutions per minute. The engine- 
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frame is independent of the house, and the area required 
for it is very small. Up to lOO horse-power, there is no 
difficulty in equalising the efifort to the work by means of 
a fly-wheel ; but in larger sizes, a small beam may be 
usefully added, from which the auxiliary pumps are con- 
veniently driven, 

i6S. When the depth of suction admits of the employ- 
ment of a horizontal engine having the pump in line with it, 
the horizontal rotative engine forms the cheapest and sim- 
plest machine of its class. If, however, the use of a horizontal 
engine involves an approach to 30 feet depth of suction, 
it is often unsuitable for the purpose, as this condition is 
disadvantageous to the easy working of large engines. A 
convenient arrangement is afforded by each piston actuating 
a separate crank on the same shaft, having its own main 
pump in line with it An air-pump for the condenser, and 
in certain cases a circulating-pump, are worked from the 
tail-rods of the main pumps. An expansion-valve, adjust- 
able by hand, on the low-pressure cylinder, enables the 
work done upon both pumps to be equalised, a second 
expansion-valve being provided for the high-pressure 
cylinder, and regulated by a governor. 

In raisit^; water from deep wells, vertical pumps are 
frequently worked from horizontal engines by means of 
rocking-levers, at the expense, of course, of some additional 
loss of power in friction. The horizontal engine requires 
little head-room, but considerable floor-space. 

169. The Davey engine is made in various forms. Its 
objects are to use steam expansively whilst doing a con- 
stant amount of work, and, by differential valve^earing, to 
adjust its action to sudden variations of load, should such 
occur. 

The first object is attained as in Cornish engines: (i) 
by taking advantage of the momentum of the pump-rods 
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or, if these are short, that of a moving weight or an oscil- 
lating disk ; or (2) by suitably arranging two sets of vertical 
steam-cylinders, and coupling together, by a rocking-frame, 
the pumps working underneath them. 

The former arrangement is chiefly used in pumping- 
engines that drain mines, where the pump-rods possess con- 
siderable inertia. In the latter arrangement, the rocking- 
frame forms a varying lever by means of which the resist- 
ance of the pumps is caused to admit of a higher degree of 
expansion than would be possible in employing the inertia 
of the pump-plungers alone. The mechanical principles 
alluded to are embodied in simple, compound and triple 
engines. In the compound engines, the cylinders are placed 
horizontally, vertically or inclined to one another, as may be 
required to suit the varying conditions met with in practice. 

In the second form of this engine, the high- and low- 
pressure cylinders form one chamber, the piston of the 
former being connected with that of the latter, which is 
vertically above it, by a trunk of its own diameter. The 
steam-cylinders and pumps are in duplicate, the latter being 
situated below the former and actuated directly by the 
piston-rods, the pump-plungers being connected together 
by means of a rocking-frame. Both pistons being at the 
beginning of their stroke simultaneously, steam is admitted 
under the high-pressure piston, and is, after cut-off, ex- 
panded into the annular space around the trunk in the lower 
part of the other low-pressure cylinder. The up-stroke 
being completed, the steam is transferred to the upper side 
of the low-pressure piston, when the down-stroke is effected 
by a third expansion. The expansion-valves of the steam- 
cylinders are connected by levers with the rocking-frame, 
and the main valves are worked from the piston of an 
auxiliary steam-cylinder, uniformity of motion being ensured 
by a cataract. 



THE WORTHINCTON ENGINE. 163 

The effect of gearing the valves in this manner is that 
if the engines suddenly lose their load, and the pistons 
begin to race, the motion of the expansion-valves soon 
attains the same phase as that communicated to the main 
valves from the uniform movement of the auxiliary piston. 
The steam is consequently cut off earlier in the stroke, and 
the piston-speed is reduced to its normal value. If, on the 
other hand, an additional load is suddenly thrown upon 
the engines, the pistons commence moving more slowly, 
and the motion communicated from the pistons to the 
expansion-valves takes longer to attain the same phase as 
that of the main valves. Consequently the cut-off is 
delayed, and the piston-speed is thus restored to its former 
amount This form of regulation, affecting the cut-off in 
both the high- and low-pressure cylinders, is more reliable 
and rapid in action than that of a governor regulating the 
point of cut-off in the high-pressure cylinder only. 

By a recent arrangement of the differential gear, in 
addition to cutting off steam from both cylinders when the 
engines race, the exhaust-valve from the high-pressure 
cylinder is closed. 

The Davey engine combines the advantage of a high 
rate of expansion with perfect safety in the event of a 
pump breaking down, or of a burst occurring in the delivery- 
main. 

17a The Worthington direct-acting ei^ne possesses 
the great advantage of working with a ratio of expansion 
as high as that of any type of rotative engine, at the same 
time exerting a uniform pressure upon the pump-plunger. 

It consists of two similar engines side by side, the 
motion of one engine actuating the valves of the other. 
Expansion-valves on both the high- and low-pressure 
cylinders are actuated by the engine to which they belong. 
The main valves are of the Corliss type. Two of these on 

M 2 
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the high-pressure cylinders serve for both inlet and 
exhaust The low-pressure cylinders are each provided 
with two inlet- and two exhaust-valves. The ratio of 
expansion is variable by hand. 

The pumps are bolted to the bed-plate, but the steam- 
cylinders are left free to move lengthwise as change of 
temperature may require. The former are worked by the 
piston-rods of the engines, and each pump consists of a 
chamber divided by a transverse partition, in the middle 
of which is a collar, through which a solid plunger works. 
Numerous small inlet- and outlet-valves are formed in the 
chamber-wall, on both sides of the partition. 

At the end of each stroke a pause occurs, to allow the 
pump-valves to close before the commencement of the next 
stroke, by which action " slip " through them is prevented. 
There is no fly-wheel, and the pressure exerted by the 
engines is rendered uniform by means of compensating- 
cylinders in the following manner. The high- and low- 
pressure cylinders are arranged for such an expansion that 
the excess of their combined pressure in the first half of 
the stroke above the mean pressure, is equal to the defect 
in the second half of the stroke below it Two oscillating 
cylinders are placed, facing one another, one on each side 
of the piston-rod, with their trunnions at right-angles to it 
and attached to the main framing. The piston-rods of 
these cylinders are connected with a sleeve on the main 
piston-rod. When the latter is at half-stroke, the com- 
pensating (oscillating) cylinders are at right-angles to it 
During the first half of the stroke of the engines, water is 
forced into an accumulator or against air-pressure by the 
pistons of these cylinders, and the enei^ thus stored is 
given back in the second half of the stroke. The size of 
the compensating-cylinders, and the pressure of the water 
in them, is arranged so that the work done in the first 
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half of the stroke, and returned in the second half, is 
equal to the excess and defect respectively of the combined 
work of the high- and low-pressure cylinders above and 
below the mean, in the first and second halves of the stroke 
of the main piston. For waterworks purposes, the pressure 
in the compensating cylinders may be adjusted by suitable 
devices to the varying head of water against which the 
engines are pumping. 

171. All the engines mentioned are worked with either 
jet- or surface-condensers. It is now a common practice 
in the latter case to allow water from the main pump to 
pass through the condenser. The temperature of the water 
is but slightly raised thereby, and a circulating-pump is 
dispensed with. 

172. The generation of steam for pumping-engines is a 
subject with which we are only incidentally concerned, 
because, in the remarks which we propose to offer on the 
testing of such engines, their efficiency is measured in 
relation to the steam consumed by them, and is thus 
separated from the question of the efficiency of steam- 
generators. If any doubt exists as to the wisdom of this 
course, we commend to the notice of the reader Mr. J. G. 
Mair-Rumley's excellent paper on " The Independent 
Testing of Steam-Engines." * 

173. The efficiency of a steam-eiigine may be defined 
as the ratio which the power developed in its cylinders, 
expressed in thermal units, f bears to the heat supplied to 
the engine. 

To distinguish the efficiency of the engine from that of 
the boiler which supplies it with steam, the number of 
thermal units consumed by the engine must be measured, 

* Minates of Proceedings loat. C.E,, tqI. bu. p, 313. 
t It is ttill customai; iu tbia country to use the Fihienheil scale of tem- 
p«i*tnre in this particalu branch of tcientilic inquirj. 
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as well as the fuel consumed in the boiler-^rates, and com' 
pared with the indicated work of the engine. 

As the total heat contained in a pound of dry steam 
does not vary greatly through the ordinary range of 
pressures, the number of pounds of dry steam required to 
develop one horse-power in the cylinders may be regarded 
as an approximate measure for the comparison of the 
efficiencies of engines.* 

To form this comparison, indicator-diagrams, showing 
the power developed in the cylinders, are taken at intervals 
of \ hour during the period of the trial, the quantity of 
feed-water and its temperature are measured — the boiler- 
pressure being also observed and the fuel burnt being 
weighed. These observations afford the necessary data for 
calculating the number of thermal units communicated to 
the engine for each horse-power developed in the cylinders, 
as well as the evaporative effect of the boiler per pound of 
coal burnt — a method of engine testing which was initiated 
byMr. G. A. Him.t 

174. Where possible, the amount of heat rejected from 
the engine should be ascertained as a check upon the heat 
supplied to it by the boiler, for the heat supplied to an 
engine equals the work done expressed in thermal units, 
t<^ether with the heat rejected. 

Where boilers supply steam to more engines than that 
under test, or for other purposes, and such supplies cannot 
be separated, the measurement of the heat rejected added 



* It need icarcelj be mentioned th^t the mechanical cfficieney of ui engine 
b ihe inverse ratio which its cylinder-power bears to the power developed by 
ita driving-shaft or other motive agent; and that the efficiency of a pnmp 
driven by it, is the inverse ratio borne by this latter quantity to the work done, 
M measured by the product of the water raised into the actual lift of the 

t Him, ' Exposition Analytiqae et Exp^rimentole de la Theorie Mtomique 
de U Chsieur '—Paris, l86i, and later editions. 
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to the indicated work afTords the only means of finding the 
total heat supplied to the engine. 

175. The point of cut-off, and the steam-pressures at 
admission to and exhaust from the cylinders are carefully 
measured and averaged whilst the indicator-diagrams are 
talcen. In a paper read by Mr. A. W. Brightmore in 
1885,* it was shown that the effect of the use of a flexible 
cord to give motion to the drum of the indicator is to 
distort the diagrams. This effect may be avoided by the 
use of a steel wire. To ensure accurate results, the springs 
of the indicator should be carefully tested, both for pressure 
and vacuum, before being used. The areas of indicator 
diagrams are best measured by a planimeter, and the 
average of all those obtained during the trial is taken. 

176. The feed-water to the boilers is measured into 
the tanks from which the boilers are supplied, and the 
quantity of water in the boiler is, at the conclusion of the 
trial, left the same as it was at the beginning. When 
convenient, the water from the steam-main is collected in 
buckets, in order to give an idea of the amount of priming 
that takes place ; but it is generally arranged for this water 
to drain back to the boiler. 

An estimation of the heat rejected in the exhaust is 
more easily arrived at by ascertaining the dischai^e 
from the air-pump than by measuring the amount of the 
injection-water. The former quantity is therefore usually 
measured, and' is best done by causing the water to pass 
through one or more orifices, any variation in the head 
above these being recorded. The calculations applicable 
to the discharge of such orifices (§ 80) should be checked 
by actual experiment if very accurate results are desired ; 
as slight differences in their mechanical finish may exert a 
considerable effect upon their discharge. 

• Minales of Proceedines Inst. C.E,, vol. Ixxxiii. p. la. 
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The weight of the total discharge of water thus found 
is equal to that of the steam passing through the cylinders, 
together with the injection-water. 

177. The heat rejected is equal to the product of the 
weight in pounds of steam passing through the cylinders 
into the number of thermal units due to the temperature 
of the air-pump discharge, and the weight of the injection- 
water multiplied by the number of thermal units due to 
its rise of temperature In the condenser. As the specific 
heat does not vary much between these temperatures, the 
differences in the latter may be taken as the multipliers. 

178. Since the air-pump abstracts air which escapes 
laden with moisture at the temperature of the hot-well, a 
certain amount of heat is lost in this manner and is not 
registered ; however, in carefully conducted experiments, 
the measurement of the heat rejected should coincide with 
the difference between the heat supplied and the work 
done, within at most 5 per cent The heat rejected in the 
exhaust cannot be calculated in the above manner if a 
surface-condeoser is used. 

The steam that condenses in the jackets is collected 
in suitable vessels, the drain-cocks being open as far as 
possible without letting the steam blow through. The 
heat rejected in this manner equals the weight of water 
collected, less the priming-water in the jacket-steam, 
multiplied by the number of thermal units corresponding 
with its temperature. 

The radiation from the cylinders is found by turning 
steam into the jackets and cylinders, when the engines are 
standing, and measuring the condensation in the jackets 
during a period of several hours. The weight of this 
water, multiplied by the latent heat of evaporation at the 
temperature of the steam, equals the heat lost by radiation 
during this time. 

179. It thus appears that the heat supplied to an 
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engine is equal to the weight in pounds of dry steam 
supplied to it, multiplied by the number of thermal units 
added to one pound of dry steam between 32° F. and the 
temperature corresponding with the boiler-pressure. This 
is also equal to the work done in the cylinders of the 
engine expressed in thermal units, together with the heat 
rejected into the condenser above the temperature 32" R, 
the loss of beat due to condensation in the steam-jackets 
and the loss by radiation. 

From these relations, the objects to be sought in an 
investigation of the efKciency of a pumping-engine are at 
once apparent ; and the foregoing outline of the methods 
adopted to determine the several elements of the question 
may, whilst it does not pretend to be exhaustive^ serve 
to place before the reader a concise summary of the 
operations involved in it 

I So. The mechanical efficiency of well-constructed 
engines of the types discussed in the for^[oing sections 
rang^es as high as 90 per cent, and it may be expected 
(§ 151) that an efficiency of 95 per cent should beobtained 
in the pumps driven by them. The " duty " of the entire 
pumping-plant frequently attains 120,000,000 foot-pounds 
to 130,000,000 foot-pounds (water lifted) for each hundred- 
weight of good steam-coal consumed in the boiler-grates. 

181. Besides steam, pumping-engines ar^ under special 
circumstances, driven by power derived from water under 
pressure or in motion under gravity, from the combus- 
tion of gas or oil, and from the wind. 

As explained in § 65, Bernoulli's theorem 

represents the total enei^ along any stream-line, and the 
various forms of hydraulic motors utilise the energy of 
water as expressed by one or more terms of this equation. 
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1S2. When water available for motive purposes exists 
under a head of more than 200 feet, water-pressure engines 
are generally found to be suitable forms of motor, the 
energy being utilised as expressed by the second term of 
the equation ; as is also the case in the hydraulic-pressure 
pump (§ 160). 

Under more moderate heads, turbines afford an eco- 
nomical means of utilising the energy of the water; or, if 
the head does not exceed 50 feet, overshot water-wheels 
may be employed with advantage. Re-action wheels 
utilise the energy of the water in the form expressed by 
the first term of the equation, as do turbines if of the 
" impulse " type {which are most applicable when the 
supply of water is variable) ; and in that given by the first 
and second terms, if of the re-action type. When the 
head does not exceed 6 feet, the best water-motor is 
probably the undershot water-wheel, in which the energy 
of the water is utilised in the forms expressed by the first 
and third terms of the equation — chiefly the former. The 
hydraulic ram, which is at once a pump and a motor, 
utilises the energy of water as expressed by the first term 
of the equation, after having converted it into the form 
expressed by the second term. 

Unfortunately, it happens that a satisfactory source of 
water-power is seldom available in the positions required 
for pumping-works, and we do not propose to further 
discuss the theory or application of this form of motive 
power. 

Gas and other internal-combustion engines are also 
of such inconsiderable importance in this connection, as 
hardly to merit special treatment. 

183, Motive power derived from the wind is extensively 
used in pumping for drainage and irrigation purposes, and 
may sometimes be usefully employed in village water- 
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supply works. In pumpii^ for drainage purposes, owing 
to the sub-soil forming a natural reservoir, wind-power is 
usefully employed to lower the water-level when it happens 
to be available, but for the remainder of the time the 
surface of saturation gradually rises in the ground. When 
employed in connection with the water-supply of small 
districts, unless supplemented by steam or other power, it 
requires storage-tanks to ensure continuance of the supply 
when there is no wind ; and it must generally be regarded 
as an unreliable, if economical, source of power for such an 
important function as that of raising water for domestic 
use. 



CHAPTER IV. 
THE STORAGE OF WATER. 

1S4. In storing water for ordinary purposes of supply 
it generally happens that two somewhat opposite conditions 
have to be satisfied. On the one hand, it is frequently re- 
quired that a fluctuating quantity of water yielded by the 
inconstant sources in nature, shall be so averaged as to 
satisfy the more regular requirements of civil life ; whilst, 
on the other hand, a steady and uniform supply has to be 
adapted to meet the periodic variations of domestic and 
industrial consumption. 

In waterworks that are dependent directly upon rainfall 
collected on comparatively small catchment-areas, provision 
must be made to afford supplies that are to a large extent 
independent of the variable yield of water which is the 
. result of meteorological phenomena — cyclical or erratic ; 
whereas, in those which draw supplies from great rivers or 
lakes, or from the extensive water-bearing formations of 
the earth's crust, such provision has not to be specially 
contemplated, because it is afforded naturally. But either 
class of works is seldom adapted to effect its objects with- 
out some arrangement by which the extreme diurnal varia* 
tion of consumption may be met by a comparatively constant 
delivery of water at or near the place of its distribution. 

185. The first-mentioned requirement is satisfied by the 
formation of " impounding-reservoirs," the office of which is 
to gather the irregular natural yield of surface-water, in 
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order that it may be supplied at a uniform rate ; the second 
is met by the construction of " service-reservoirs," tanks 
and cisterns, from which water is distributed as required by 
the hourly demands of consumers. Another important 
function of storage-reservoirs is to render possible a con- 
stant supply of 'compensation-water (§ 34) to the streams 
affected by the waterworks to whose service they have been 
converted. And it is to be remarked that such streams 
derive no inconsiderable advantage from the mitigation of 
their floods, brought about by the impounding of the water 
required to fill and raise the level of the broad expanse of 
the reservoirs — an action that is operative even when the 
latter are brim-full. 

An efficient and economical reservoir must be capable 
of maintaining a fair balance between the demand for and 
supply of water during any given period of time, and yet 
must not exceed the minimum size necessary to effect this 
object, if such additional size entails increased cost in ccn- 
stnicrion. The capacity of reservoirs is therefore a vital 
and elementary question of every scheme of water-supply. 
Where the requisite data are available, it becomes a mere 
mathematical matter ; although it frequently happens that 
the experience and judgment of the engineer must be 
exercised in the preparation or selection of such data, to an 
extent that can only be fully realised by those who have 
engaged in the operation. 

186. The absolute necessity for an impounding-reservoir, 
as part of a waterworks, arises when the rate of consumption 
during some part of the year is higher than the natural 
yield of the source of supply. The condition to be fulfilled 
is that the surplus water yielded during periods of excessive 
rain or flood shall be retained and utilised to supply such 
natural deficiency in times of drought. How much of this 
surplus is to be thus retained depends entirely upon the 



174 ?Jy£ STORAGE OF WATER. 

exigencies of each particular case. Hence the proper 
capacity for the reservoir is governed by the relation that 
subsists between the natural yield of the source and the 
rate of consumption of the water. The latter of these two 
elements is given by the specified conditions of the water 
supply in question — whether estimated upon the basis 
of population and domestic requirements, or upon that of 
power required, or compensation, or lockage in the case 
of canal-supply, or other disposal of the water for indus- 
trial purposes, as the case may be. 

The former element is directly ascertained by gauging 
the flow of water off the area or in the river under con- 
sideration, or is inferred approximately from the rainfall, 
according to the methods explained in §5 6i, 62. 

187. The office of the impounding-reservoir being, 
broadly speaking, to store up water in times of plenty and 
to dole it out in seasons of deficiency, it might appear that 
the requirements of any particular case would be met by 
making the reservoir of capacity suflicient to ensure the 
maintenance of the usual daily supply during the longest 
drought that experience might lead us to apprehend. 
When, however, it is considered that prolonged periods of 
alternate drought and flood may occur, in which the suc- 
cessive spells of drought, although not individually of 
remarkable duration, may, in the aggregate, far outweigh 
the shorter alternate spells of wet weather, it becomes 
obvious that any single term of dry weather does not form 
a sufficient basis to proceed upon in designing the capacity 
of the reservoir-accommodation. Further, as either the 
whole, or only a part, of the absolute yield of the catch- 
ment-area may be wanted to maintain the supply, it is 
evident that any rules for guidance in this matter must, in 
order to be generally applicable, take into account, not 
only the physical conditions that affect the amount and 
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periodic variations of the yield of water, but also the con- 
ditions under which the supply is to be drawn.* 

188. Empirical formula have been suggested for de- 
termining the storage-capacity required for a given supply 
from a knowledge of the mean rainfall of three consecutive 
dry years, without reference to the rate of supply provided 
or the actual fluctuations of the yield — though probably on 
the assumption that all the available water except that of 
great floods should be stored. The application of such 
formulae must, however, be very limited, or must involve 
re-determination of the constants in order to suit variation 
of either meteorological conditions, or the geological nature 
of the district under consideration, or the rate of supply. 

E. g. an approximate formula for use in this country is 



si mean rainfall of ^ dry years, in incites 

where C is the number of days' storage required. And, in 
this connection, it may be noticed that the actual storage 
provided in the waterworks of Liverpool, Manchester, 
Dublin and Edinburgh differs from the figures deduced 
by this rule between 10 and 30 per cent 

189. The great expense incurred in the formation of 
reservoirs, and the important nature of their duties, renders 
it imperative alike in the interests of economy and sanitary 
efficiency that their storage-capacity should be made the 
subject of careful inquiry as a preliminary step towards 
their design. The most satisfactory data upon which to 
proceed is a long series of measurements of the yield of the 
source in question. In the absence of such data, recourse 
may be had to an estimation of the yield during three con- 
secutive dry years, one of which should be a phenomenally 
dry one. In forming this estimate from rainfall statistics, 
* Compare Ranhine, ' Civil EDginceiing,' lolh edition, p. 700. 



176 THE STORAGE OF WATER. 

it is highly necessary to consider the geological character 
of the district, and how far it may of itself obviate the 
necessity for artificial storage, by equalising the dry- 
weather and wet-weather flow of the streams. It would be 
tedious to enter into a disquisition upon all the various 
observations which, under diflerent circumstances, would 
lend aid to this inquiry. Much follows directly from the 
application of the principles treated in Chapter II. The 
remainder must be left to the practical knowledge gained 
by the engineer in other catchment-areas. 

19a Could both ths yield from the source, and the 
desired supply, be expressed as periodic functions of the 
time, the question would admit of easy algebraical treat- 
ment The generally erratic character of the yield, how- 
ever, renders it more convenient to deal with it by graphic 
analysis. Several processes are in use for this purpose.* 
The following solution of the question was communicated 
in 1891 to the Liverpool Engineering Society ; t — 

Having ascertained the monthly increments of both 
yield and supply during the period under examination — 
expressed either as available rainfall in inches, or as an 
actual quantity of water measured In cubic feet — from the 
addition of these quantities form two series, giving respec- 
tively the total yield and the total desired supply up to 
the end of every month, from the commencement of the 
period. 

Plot these series of figures as ordinates upon a diagram, 
Fig. 2^, using the corresponding time, in months, as abscissae 
plotted along OX, so that the ordinate at any epoch 
measures the total yield, or supply, as the case may be, 
during the period then terminating. 

Through the upper extremities of the two sets of ordi- 

* Minutes of Proceedings Inst. C.E., vol. Ixxi. p. 370. 
t Trans. Liverpool Eng- Soc, toL liii. p. 53. 
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nates, draw two curves O A, OB, which may be termed 
curves of "yield " and "supply," respectively. 

From the construction, it is evident that the inclination 
of either curve to the horizontal axis, at any point, measures 

Fig. 29. 




the rate of increase of the quantity symbolised by the curve 
considered. Where, as at aia^ the "yield" curve runs 
exactly parallel to the "supply" curve, the yield from the 
catchment-area just equals the supply. 

Where, as at 61 b^, ft Cj, the yield curve is more 
highly inclined than the supply curve, the quantity of 
water contributed from the source is in excess of the con- 
sumption ; and, if there be storage-room available, this 
excess may be impounded. Where, as at aj bi, b^ cu the 
inclination of the yield-curve is less than that of the supply- 
curve, the rate of supply exceeds the rate of yield ; and 
the storage -reservoir must be losing water, in order to meet 
the draught on the mains for supply purposes. 

If, now, lines a, m, b^ n, c, g, parallel to the supply-curve, 
be drawn touching the yield-curve at the culminating points 
(points of inflexion) «,, b^, f„ the total amount of such loss 
from the reservoir is at any time measured by the difference 
between the ordinate of the curve OA and that of the 
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parallel curves a%m,b\n, c^q, at the same point; and 
the loss is greatest where this difTerence is found to be 
greatest 

This maxinium difference, which is the object of the 
investigation, can be readily found by simple inspection of 
the diagram, and is Cx n, at the point Ci, in the example 
presented in Fig: zp. The amount of this difference, in 
whatever units it may have been expressed for convenience 
of plotting, is the absolute storage-capacity required to 
balance the yield and supply, in any period similar to the 
one investigated. 

In this example, the quantity is 2Xlo" cubic feet; 
whence, the total supply being 4,500,000 cubic feet per 
annum, the required storage-capacity is 



365 



f B= J62 average days' supply. 



191. The diagram. Fig. zp, shows also the storage- 
capacity required, to utilise to the utmost extent the yield 
during the period considered, at a constant rate of supply — 
an important matter in schemes for the utilisation of water- 
power. 

Suppose the rate of supply to be such that the greatest 
depression nc^ of the curve O A below the tangential lines, 
becomes exactly equal to its greatest altitude c, d above 
the supply-curve. Then the latter attains a higher inclina- 
tion, as indicated by the short dotted length c^ d, and 
either of these equal quantities measures the necessary 
storage-capacity to utilise all the available water in the 
epoch considered. For «c„ being equal to c^d, the reser- 
voir would be, although full at Cj, emptied at ir, ; and no 
greater rate of supply could be maintained, notwithstanding 
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that the a^[r^ate yield A X during the period under 
review exceeds the aggregate supply B X. Hence the 
quantity measured by « c^ or c, d is the storage-capacity 
required to utilise the yield to the fullest extent, at the con- 
stant rate of supply indicated by the dotted supply-curve 
Cx d in the figure. This example may be sufficient to show 
that, although, doubtless, over an indefinitely long period 
of time, the yield and supply from any source might be 
equalised by sufficient storage ; such is by no means neces- 
sarily the case if the period under review be short, i.e. 
provided that a uniform supply is contemplated. 

192. The process described is applicable to the inves- 
tigation of every case of balance between an ascertained 
rate of entry of water into, and issue out of, tanks of all 
kinds, and might be employed to find the proper dimensions 
for service-reservoirs generally. The practical consideration, 
however, that such reservoirs exist not only to regulate 
periodical variations of consumption, but, further, to main- 
tain a reserve of water to meet accidental stoppages of the 
supply from the source — whether these arise from the 
fracture of mains, the break-down of machinery, or the need 
for special cleansing — and that the provision which it is 
prudent to make ag^nst such accidents is usually large in 
comparison with the fiuctuations of consumption, leads 
us to appeal directly to past experience of waterworks 
maintenance in determining the capacity proper to these 
structures. 

The introduction of service-reservoirs into systems of 
water-supply arises from considerations of economy in 
the first place, and security in the second. In order to 
regulate and equalise the hourly and daily variations of 
water-consumption, and to provide against the contingencies 
of accidental stopple of the supply, or its abnormal 
temporary increase due to conflagrations, all works for the 

N 2 



l8o THE STORAGE OF WATER. 

supply of water must be large enough to ensure the main- 
tenance of the maximum supply, and should be duplicated 
to provide against accident, or disuse of the works during 
repairs and cleansing. It is, however, found generally 
the cheaper course to avoid the construction of the very 
large pumping-plant and supply-mains, duplicated for 
safety, which would be necessary to meet the maximum 
demands of consumers during the busy hours of the day or 
week, by the provision, near the centres of distribution, of 
service-reservoirs, into which the average supply from the 
source may be constantly delivered, and from which the 
fluctuating demands of consumption and occasional abnor- 
mal draught may be satisfied. 

For a gravitation supply by a single main, three to six 
days' storage -capacity is desirable in the service-reservoir — 
depending upon the length, accessibility, and size of the 
supply-main. Where the length is short, it may prove 
more economical to duplicate the main than to build a 
reservoir. For a pumping-supply, one or two days' storage 
is generally ample ; and as the pumping-machinery is 
usually in duplicate, less than this amount of storage is 
not infrequently provided. Although, as a safeguard 
against fires, the adoption of the larger quantity is to be 
recommended. 

The sizes of cisterns for house-supply, where it is neces- 
sary to use them, may be arrived at on precisely similar 
lines. To make them too small leads to inconvenience, if 
not, at times, to absolute famine ; whilst, if they are too 
large, the households suffer the risks of the pollution and 
natural deterioration of water, to which storage in small 
quantities upon inhabited premises renders it peculiarly 
liable. 

193. The capacity of a reservoir havii^ been determined, 
the next question in its design turns upon its site and the 
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materials to be employed in constructing it In the selec- 
tion of sites, the engineer naturally chooses positions which, 
whilst sufficiently elevated to ensure the gravitation of the 
water to the district to be supplied, and a proper pressure 
throughout the entire system of distributing-pipes, appear 
to lend themselves to the impounding of the required 
volume of water with the greatest facility and economy of 
construction. The advantages gained in these respects by " 
raising the level of an existing lake, as, for example, in the 
works of tlie Manchester Corporation at Thirlmere, now in 
course of execution, is obvious ; and the formation of Lake 
Vymwy, in North Wales, by the construction of a dam 
across the narrow neck of the ancient glacial outlet from 
the valley, aiTords another example of the art of availing 
oneself of the advantages presented by nature in this 
respect 

The requisite elevation of a reservoir depends upon the 
pressure, or head of water, required by consumers at the 
place of supply, together with the portion lost in conveying 
the water from the reservoir to that point. These impor- 
tant considerations are fully discussed in the chapters on 
"distribution" and "conveyance" of water. 

It need scarcely be observed that all proposed sites of 
reservoirs must be, as a preliminary step, carefully examined 
for the presence of any easily permeable rocks within their 
boundaries, as well as for faults and other dislocations of 
the strata, which might lead to either loss of the water or 
failure of any part of the structures erected to im- 
pound it 

In choosing positions for embankments, dams, or other 
heavy works, the foundations may be first tested by probings 
and borings ; but, before the works are designed, or can be 
correctly estimated as to cost, the ground must be tho- 
roughly proved by sinking trial-pits into it, of size sufficient 
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to admit of close examination of the strata upon which 
building is contemplated. 

A compact rock or clay foundation may be built upon 
without special precautions ; but fissured or permeable beds, 
gravel or alluvium, can only be rendered fit to serve as 
reservoir-floors or as foundations for the heavy works era- 
ployed to impound water, if they are covered by a sufficient 
thickness of impervious material. In cases where permeable 
beds have an outcrop in the otherwise impervious basin of 
a river-valley, the site may be rendered available for a 
reservoir by carrying a puddled-clay or concrete wall across 
the beds in the line of the reservoir-dam — thus preventing 
any dischai^e of water under that structure. In clay foun- 
dations, it is desirable to prove the continuity of the clay 
strata under dams and embankments, by boring down a 
sufficient depth into it at a number of points — such bore- 
holes being afterwards carefully plugged. 

194- The next question of design — that of the materials 
to be used in the construction of reservoirs, is so intimately 
connected with their position, that it not infrequently exer- 
cises a certain amount of influence in determining the latter. 
If clay and earth are available in sufficient quantity in the 
immediate vicinity of the works, it may prove to t>e an 
economical course to impound the water by means of an 
earthen embankment. The absence of earth and an abun- 
dance of rock in the neighbourhood, among other conside- 
rations, sometimes suggest a masonry or concrete dam as 
the most economical — it necessarily is a highly durable — 
kind of structure. Brickwork b often well employed in 
the building of service -reservoirs ; whilst iron and steel are 
generally the most suitable materials to use for small-sized 
and elevated tanks, and slate or iron for house-cisterns. 

195. Having settled the position for a reservoir, the 
entire site should be closely contoured at every foot of 
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elevation, in order to determine the extent of the works 
required to impound the desired quantity of water, the 
variation of water-level corresponding with difierent volumes 
in stock, and the area of the water-surface at every contour, 
when a natural depression in the ground is to be utilised 
for this purpose 

Earthen Embankments. 

196. We proceed to describe in outline the several classes 
of works employed in the storage of water. An earthen 
embankment generally consists of a mound of soil, of trape- 
zoidal section, supporting along its central line a vertical wall 
of impervious material, such as puddled clay or concrete. 
Sometimes the nature of the material available for the 
embankment is itself so fine and retentive, that the central 
wall is rendered unnecessary; but, where it is used, the 
integrity of the entire structure depends primarily upon the 
impermeability of this wall — the duty of the banks on each 
side being to afford lateral support to it, and to resist the 
thrust of the impounded water. 

Well-puddled or tempered clay, if prevented from losing 
the water with which it is combined, forms a peculiarly 
tough, elastic and impervious body, capable of resisting the 
percolation of water under considerable pressures. Clay is 
a hydrated silicate of alumina, containing a variable amount 
of gelatinous or plastic silica. To be suitable for use as 
" puddle," it should be free from sand and vegetable matter, 
and should not contain soft friable stone ; but the presence 
of a certain amount of gravel in it is advantageous, and 
may be necessary. 

The proper thickness for a puddle-wall depends upon 
the head of water to be retained by it, and the quality of 
the puddle. In practice, there is as much variation in the 
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dimensions given to such walls, as there is variety in the 
constitution of different clays. For general guidance, it 
may be regarded a safe rule, with good puddle, to make 
the thickness of the puddle-wall at the base of the embank- 
ment equal to one-third of the depth of the impounded 
water in the reservoir — battering both sides to such an 
angle as will give a minimum thickness of 6 feet of 
puddle at the top of the wall. It is unnecessary to cany 
the puddle-wall above the highest wave-level of the reser- 
voir (5 237), and it is undesirable for it to have anywhere 
a less covering than 3 feet to 4 feet of ordinary earth, to 
protect it from the evaporative influences of sun and wind. 

The puddle-wall must be carried down through the sub- 
soil, to form a water-tight joint with the impervious base of 
the reservoir. It is laid in a trench excavated in the ground, 
the sides of which, frequently battered equally but always 
reversely to the sides of the puddle-wall in the embank- 
ment, aBbrd the requisite lateral support to the material. 

Owing to the comparatively unyielding character of the 
sides of this trench, and to the superior compression and 
consolidation of the puddle as greater depths are attained, 
as well as to the increased resistance opposed by the 
adjacent soil to the passage of water — the reversed batter 
of the puddle-wall below the ground-surface is found to be 
no source of weakness, whilst it is, practically, most con- 
venient. The exact batter required in any particular case, 
is, of course, dependent upon the depth of the trench and 
the permeability of the adjacent earth ; and, in practice, 
the thickness of the wall at the base is seldom found to be 
less than one-half the thickness possessed by it at the 
ground-level. 

197. Cases frequently occur that demand very different 
treatment from the foregoing, in respect of the impervious 
Strata of embankments. The occasional construction of 
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the latter entirely of retentive earth, without any special 
core at all, has been already alluded to. Sometimes the 
impervious core has been formed of an intimate mixture of 
gravel, sand and clay;* occasionally it has been success- 
fully made of peat ; t examples are not uncommon in which 
concrete or rubble-masonry has been used for the purpose, 
whilst, often, a core is dispensed with, and the impervious 
stratum is laid as an apron under the pitching of the inner 
slope of the embankment. Whatever special adaptation of 
form is used in any such impervious sheets of clay or similar 
material introduced into embankments, it is all-important 
to observe the necessity for preserving them in a moist 
condition^-especially in the case of clay-puddle, which, 
once cracked, will never heal naturally. For this reason, 
the interior portion of an embankment is formed of a finer 
material than that constituting the general body of the 
work, specially selected and built up with a view to retain- 
ing in its capillary pores the moisture it derives from the 
atmosphere. 

198. The dimensions of the earthwork on each side of 
the puddle-wall, or other impervious core, in an embank- 
ment, is regulated, in the first place, by the angle at which 
the earth in question will stand, i. e. by its angle of repose. 
With ordinary materials it is a common practice to make 
the slope on the inner or water side, which is saturated with 
water, 3 to 1 ; and that on the outer side 2 to i. But the 
width of every high embankment is dependent upon another 
condition, which is that of the maximum stress to which 
its foundation may be prudently subjected. The batter of 
high embankments is therefore flattened as greater depths 
below the top are attained, benchings being often formed 

* Fanning, 'Hydraulic and Water-supply Engineeting,' p. 34S — New 
York, 1884. 

t Trans. Liverpool Eag. Soc, vol. xi. p. 33. 
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at each place where the slope changes, to prevent the 
violent scour that would otherwise take place on the surface 
of long unbroken slopes during heavy falls of rain. 

The top-breadth of embankments is a very variable 
feature, lying generally between 15 feet and 30 feet, depen- 
dent to some extent upon the roadway accommodation 
desired along them. The height to which the work is 
carried above the highest water-level of the reservoir is 
determined by the exposure of its situation and by its 
size, and is seldom less than 10 feet in structures of any 
considerable magnitude. Figs, jo and js present typical 
embankment sections. 

The frictional resistance to horizontal movement pos- 
sessed by such embankments as are here indicated, is, 
except upon specially slippery foundations, sufficient to 
overcome the horizontal thrust of the water impounded by 
them ; whilst their rigidity in relation to the pressures 
transmitted through them is far too great to permit failure 
through distortion of the work. We do not here allude to 
the great vertical distortion, or settlement, that takes place 
both during and after the construction of embankments ; 
the process of which is supposed to have ceased, or become 
negligible, before they are called upon to sustain their full 
charge 

199. To every reservoir belong two indispensable acces- 
sories — the outlet and the overflow, or " waste-weir," upon 
the design and construction of which depend the utility 
and the security of the entire works. In the formation of 
embankments for impounding- reservoirs, the first step is to 
provide for the passage of the water discharged from the 
catchment-area across the line of the works during their 
construction. This may be done either by building an out- 
let-culvert at a low level first of all, and passing the water 
through it- during the erection of the embankment and 
auxiliary works around it ; or by forming a " by-wash " 
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past the site of the works at a high level, and diverting the 
natural flow of the stream that is to be dammed up into 
this channel at some convenient point higher up the valley 
— the level of the by-wash being generally higher than the 
top of the intended embankment 

The latter plan is usually adopted when the outlet 
from the reservoir is constructed under the embankment. 
The difficulties arising from the association of the rigid 
barrel of the outlet-culvert, of brick, masonry or iron, with 
the yielding inseparable from earthwork and puddle, are so 
considerable as to render the plan of carryingreservoir-outlets 
through such embankments extremely hazardous. Hence 
the practice of constructing such outlets in tunnels through 
solid ground, clear of the embankments, where the stresses 
due to the settlement of great masses of earth are absent, 
and where leakage or failure of the outlet-pipes or culverts 
will not threaten destruction to the whole works, has much 
to commend it ; * although it must be admitted that the 
disturbance of the strata cut through in pursuance of this 
method is a disadvantage, in addition to which the cost in- 
volved by it is considerable. 

Whether carried under the body of the embankment, 
or through the solid ground in its vicinity, the outlet-culvert 
is to be made of sufficient size to permit the free passage of 
the heaviest flood that is to be anticipated as likely to occur 
during the construction of the works. As an approximate 
guide, the following formula may be used, in this country, 
to determine the area of the discharge-culvert or tunnel. 

Area of culvert in square feet 



■'?" . 



where Rm is the mean rainfall in inches. 

* For a discussion or this qoeatloa vide Minute* of Proceedings Inst. C.E., 
vol. lii. pp. 37 it /(?. 
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Tunnelled outlets are lined with the best brickwork or 
masonry in cement — scrupulous care being used to back the 
lining with good concrete so as to form a watertight joint 
all round between the shell of the tunnel and the natural 
ground. An outlet-culvert constructed across the site of 
the embankment itself is likewise built of brick or stone 
bedded upon concrete and covered with either concrete 
or puddled clay — preferably the former — throughout its 
length. 

Its form is properly elliptical in cross-section, the shorter 
axis being horizontal and the eccentricity depending upon 
the nature of the soil in which it is built. Small culverts 
may, however, be made circular with advantage. In or- 
dinary practical cases, ellipses whose axes have the ratio 

horizontal axis 2 
vertical axis j 

will satisfy the requirements of stability ; and, for conve- 
nience of access, the lower third of the section may be 
truncated and closed with a flat inverted arch, Fig, ji. 
The thickness of the wall of the culvert, if built of first-class 
materials, may be approximately estimated from the equa- 
tion - 
'k 



^^\ 



where t is the thickness of the wall in inches, 

b is the smaller diameter of the culvert in feet, 
and h is the height of the superincumbent earth in feet : 
the rule being understood to be merely applicable within 
the limits of ordinary practice. 

20a The culvert, when constructed in a trench cut 
through the ground under the base of the embankment, 
thus obtains considerable lateral support from the natural 
ground ; but has a strong tendency, when loaded with the 
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enormous weight of the superincumbent embankment, to 
settle vertically in the middle of its length, especially 
at the place where it passes through the puddle-wall. 
Serious fractures may be, and unfortunately sometimes are, 
thus produced in it Further, the material composing the 
puddle-wall has itself a tendency to settle, and so to part 
from the lower side of the culvert at this place. 

To meet these difEculties, two methods of construction 
have been employed : 

(1) The culvert is constructed with a " slip-joint," I e. a 
loose vertical joint is introduced over each side of the 
puddle-wall, so as to freely permit of unequal settlement 
there. 

(2) A concrete or masonry pillar is built up from the 
bottom of the puddle-trench to support the culvert ; in 
which, if the ground under the remainder of it is of a 
yielding nature, slip-joints should be introduced as in the 
first case. Neither method is free from objection ; although 
the latter is on many grounds the preferable plan. 

201. When the embankment has been completed, and 
the outlet-culvert is no longer required to convey tlie natural 
dischai^e of the waters to be impounded past the site of 
works under construction, its permanent office is to contain 
the " draw-off-" or " supply "-pipe and the "discharge-" or 
" scour "-pipe, belonging to the reservoir. 

These pipes are usually small in diameter com- 
pared with that of the outlet-culvert, which thus affords 
a useful means of access to them for examination and 
repair. Their actual dimensions are determined according 
to the considerations set forth in §§322, 323. They are 
sometimes passed through a strong brick or masonry 
"stopping," built across the culvert near to its inner end, 
and tied into it so as to form a water-tight diaphragm, that 
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sustains the full pressure of the reservoir ; though, in the 
highest class of works, they are generally carried into a 
tower that is built over the inner end of the culvert, con- 
nection being made between them and the reservoir at 
several points in the tower (§ 245). 

The former construction is illustrated in Fig. 30, which 
gives a typical cross-section of an embankment along the 
line of the outlet-culvert The valves that command the 
"supply-" and "scour"-pipes are situated either in a chamber 
at the outer end of the culvert as shown, or at the bottom 
of a well sunk through the embankment in front of the 
puddle-wall. In both situations they threaten the security 
of the embankment, by permitting the existence of a charge 
of water at high pressure in the pipes under the whole or a 
portion of its width. A grid or screen over the inner end 
of the culvert, prevents the entrance of matter that would 
injure the valves or obstruct the pipes. 

202, Both the inner and outer ends of the culvert are 
terminated by horizontal arches buttressed by strongwing- 
walls, forming respectively a " fore-bay " and " tail-bay," to 
resist the thrust of the embankment at these points during 
its settlement, Fig. ji. The strength required in these 
arches and wing-walls is considerable, and the stability of 
their foundations is of the greatest importance. If they 
are insufficient to sustain the thrust, the culvert is liable to 
be severely strained, and may be fractured by the spreading 
of the embankment during its settlement The foundations 
must therefore be carried down to an unyielding base, and 
there built into it so substantially as to preclude all risk of 
slipping. The invert of the culvert may be carried along 
between the bases of the wing-walls, so as to distribute their 
thrust and at the same time prevent them from closing to- 
gether. The wing-walls, if not spread too wide but carried to 
the toe of the embankment, approximately in the line of the 
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culvert, may be of moderate section. Each of them presents 
a case of a retaining-wall resisting the thrust of earth, the 
upper surface of which is practically level with the top of the 
wall The more severely stressed of the walls are those of 
the fore-bay, which must sustain wet earth. The cross- 
section of the arches of both the fore-bay and the tail-bay 
may be made equal to that of wing-walls of corresponding 
height ; and the entire structure will then be possessed of 
ample longitudinal strength in addition to the transverse 
stability which is actually made the subject of investiga- 
tion. 

203. Retaining- walls are of such importance in water- 
works, being frequently necessary auxiliaries to the struc- 
tures employed in them, that it may be advantageous here 
to briefly consider the case presented in § 202, remarking 
that, with some simple adaptaUons, the same treatment is 
applicable generally, 

In presenting thk investigation, we do not propose to 
assert that it is unexceptionable, or that the last word has 
been said upon the subject ; but a consideration of the 
purely mechanical aspect of the question, imperfect though 
our knowledge may be of the conditions of adhesion and 
friction obtaining in masses of earth, cannot fail to be an 
aid to intelligent design. 

The condition of stability of a retaining-wall the base 
of which is prevented from sliding, is that the moment of 
the overturning couple formed by the thrust of the earth 
behind it into the distance of the centre of pressure from 
the base of the wall, shall be at least equal and opposite to 
the moments of the equilibrating couples of the wall itself. 
These couples are two in number, and comprise : (i) the 
weight of the wall into the distance of Its resultant line of 
action from the toe, or outer extremity of the base of the 
wall ; and (2) the frictional resistance to vertical motion 
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developed by the earth at the back of the wall into the 
breadth of the base." 

A primary assumption is, of course, rigidity of the 
several masses considered, and, consequently, a tendency 
of the wall to rotate about its toe. In determining the 
value of the earth-thrust against the back of the wall, an 
inherent difficulty lies in our ignorance of the coefficients 
of static friction, L e. the tangents of the angles of repose 
in the interior of masses of earth. We therefore resort to 
the customary assumption that the coefficient of static 
friction in the interior of a mass of earth is equal to 
that of similar loose material at the surface — from which 
it follows that the resultant thrust of the earth against the 
wall acts at a point situated at one- 
third of its height above the base. 

Considering a vertical section 
or slice of the wall with the earth 
behind it, one foot in thickness, — 
let k denote the height A B of the 
wall, b the breadth of its base 
O B, p the density of the earth, and 
/I its coefficient of friction {Fig. 33). 

The thrust of the earth against the back of the wall 
may be regarded as due to the pressure of a prism of earth 
of triangular section separated along the line B C, making an 
angle 6 with the vertical B A, from the whole adjacent mass. 

The weight of this prism \& 6z' 4. p — tan 6; call this 

3 

M. 

Then the pressure normal to B C is 3/ sin 0, and the 
pressure parallel UtBC is M cos 0; therefore its resultant 
pressure in a direction parallel to B C is 
JIf (cos - ft sin 6). 
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Let P denote the force required to support the prism of 
earth if applied horizontally, i. e. parallel to B D ; 
Then 

M (cos e~ii sin 0) = P {sin 6-^ p. cos 0). 

Therefore P = - - . - - — - — ^ ; 

sin 9 -^ fi cos 6 ' 

or, substituting the actual value of M in this expression, 

„ . k* sin0{i -ft tan 0) .. . 

From this it is evident that, for a certain value of $, P 
has a maximum value. 

Differentiating (i.) and equating to zero in the ordinary 
way, we obtain 

ft 2 tan ta I — tan' ; 

therefore p, = cot 3 0, 

or = -cot~ ^ fi. 

Hence bisects the angle between the vertical B A and 
the slope of repose of the earth in question, whose coefficient 
of friction is ft ; and the value of thus found indicates 
the size of the prism of earth whose effective thrust against 
the wall is a maximum. 

By assigning to the value ~cot~'fi in equation (i.), 
the value of P is found, and it acts at - , above the point 
B, Pig.jj. By the assumption previously made, ft is the 
coefficient of friction between the earth and the wall ; let 
W denote the weight of the wall, and a the distance of the 
vertical through its c.^. from the toe O; therefore, equating 
moments about O, the conditions of stability require that 

/>-« Wa + P^d. <ii.) 



f^.si. 
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From a solution of this equation, the proper dimensions 
of the wall are arrived at — the top-breadth being first 
chosen such as in practice is found to be consistent with 
durable construction in the situation considered. There 
are two other important factors of stability under the 
assumed circumstances : the first being that the resultant 
of P and W shall cut the base of the wall within the middle 
third of its breadth, which is equivalent to requiring that 
there shall be no tensile stress developed in it ; and l^e 
second being that every horizontal 
joint is possessed of sufficient shear- 
strength to resist the horizontal thrust 
above its plane. These matters are 
more fully considered in relation to 
masonry dams (§§221 £/j^.); and it is 
sufficient to say that compliance with 
these two latter conditions is, in prac- 
tice, generally involved in the observ- 
ance of the rule expressed by equa- 
tion (ii.). 

204. The investigation of the case of "surcharged" 
retaining- walls, which support a slope of earth, Fig, 34., may 
be followed out in a precisely analogous manner, substitut- 
ing the value 

f^ sin cos 

"*(» + *) 

for M in equation (i.) 

205. When a tower is employed to contain the supply- 
and scour-pipes and the valves which form the working 
equipment of the outlet-works of a reservoir, it forms the 
inner abutment of the outlet-culvert The variation of 
detail in the design of such works is dealt with in 
the numerous published descriptions of particular under- 
takings for water-supply. The typical example illustrated in 

O 2 
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Fig. js is adapted to draw the supply from any one of 
three levels in the reservoir, as well as to scour or discharge 
the water from the bottom. 

The supply-pipe is carried into the base of the tower 
within the screens, and draw-off branches, each commanded 
by a separate valve, communicate with a down-pipe outside 
the screens. The scour-pipe passes through the base of 
the tower. The straining-screens are carried in frames that 
can be raised at pleasure to be cleansed — duplicate screens 
taking their places during that operation. 

The tower is founded upon a thick mass of concrete 
and is built of ashlar masonry or brickwork in cement. It 
is circular in plan, of a diameter dependent upon the space 
required for the straining-apparatus and the valves. The 
wall has a minimum thickness of 2 feet, and increases 
i foot in that dimension for every 20 feet in depth below 
the top-water level of the reservoir. 

206. In shallow and comparatively unimportant reser- 
voirs, the supply- and the scour-pipes may, with proper 
precautions, be laid directly under the embankments. In 
such cases, the cost of a less exceptionable form of con- 
struction is sometimes prohibitive ; whilst the risk to the 
pipes from settlement or spreading of the embankment is 
inconsiderable — if built with due attention to its artificial 
consolidation. 

The pipes are of specially strong section to support the 
superincumbent earth ; and are armed at the middle of the 
core of the embankment (whether of puddled clay or other 
impervious material) with circular shields termed puddle- 
plates. Fig. j6, made in segments and bolted tc^ether on 
the pipe at the required place, the joints being filled with 
lead and caulked. The consolidation of the core against 
such a shield is most effective in preventing " creep " of the 
water along the external surface of the pipe. 
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As in the case of culverts, pipes under such embank- 
ments must rest upon a strong homogeneous bed through- 
out their length. If a suitable natural bed does not exist, 
an artificial one may be formed of concrete, so as to prevent 
the irregular settlement of the pipes 
when subjected to the unequally-dis- 
tributed weight of the embankment 
The pipes should run into a small 
biick or masonry fore-bay and tail- 
bay constructed on similar lines to 
those described in the case of culverts 
under high embankments. 

207. An alternative method of 
drawing-oflf and discharging the water 
from a shallow reservoir, avoiding the 
risks attendant upon the existence of 
passages through the body of the embankment, is afforded 
by the adoption of siphon-pipes carried from the inner toe, 
over the top of the puddle-wall, and terminating in a valve- 
well at the toe of the outer slope. Fig. j/. The siphons 
are provided with valves at each end, the supply-siphon 

F^. 37. 
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being further provided with one or two valves at different 
levels ; the inner valves are worked by rods running in 
guides down the slope of the embankment 

The pipes should run under the pitching of the inner, 
and the turf of the outer, slope ; the several draw-off valves 
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and the valve-rod guides being set in blocks of concrete or 
in heavy stones. 

The action of the siphon may be started by exhausting 
the air, and thus charging it with water by suction from its 
inlet-valve ; or by closing all the valves and chaining it 
directly through a cock at the top, then closing the charging- 
cock and opening the inlet- and outlet-valves — when flow 
will take place through the siphon in virtue of the differ- 
ence of pressure at the inlet and outlet. The last-described 
is usually the more expeditious method of starting the 
action ; but a small air-pump should be provided in connec- 
tion with the charging- cock, for the purpose of exhausting 
the air that is disengaged from the water and collects at 
the top of the siphon, reducing its delivery by throttling 
the Sow. 

The tail-bay into which the siphons discharge may be 
formed as a circular well, with an overflow-weir of appro- 
priate size, and an orihce for gauging the compensation ' 
water, if any. By a suitable arrangement of guides, the 
screens or strainers covering the valves may be drawn up 
to be cleansed and be restored to their positions, as 
required from time to time. It is of course essential to the 
complete action of the siphons that the dischai^e-well, or 
tail-bay, be so constructed that the level of the overflow- 
weir be below that of the lowest inlet-valves in the reservoir, 
by the amount of " head " necessary to produce the required 
velocity of flow through the siphons, and to overcome their 
frictional resistance (§ 318). 

The questions of the size, strength and joints of pipes 
suitable for the outlet-works of reservoirs, as well as of the 
valves and other gear, are treated as forming part of the 
subject of the " Conveyance of Water," Chapter VI. 

2o8, In preparing the foundation of a reservoir-embank- 
ment, the entire surface of the natural ground must be 
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divested of grass, roots and mould ; and that portion of it 
which is to bear the impervious core of the embankment 
must be excavated down to a continuous, firm and im- 
permeable bed 

The soundness of this bed is a crucial feature of the 
entire work ; and foundations are seldom found so naturally 
perfect as not to require some artificial treatment in order 
to render them satisfactory for their purpose. The passage 
of water, in however small a stream, across any part of the 
foundation of an embankment, will, if continued, by washing 
away the friable material of which it is composed, inevitably 
increase in quantity and ultimately threaten the ruin of the 
entire work. Hence, in preparing the foundation of the 
core or puddle-wall, pot-holes must tie dug out and re-filled 
with concrete, loose fragments of rock must be removed, 
open joints must be cleared out and plugged with cement, 
and springs must be led away in pipes and afforded free 
egress on the lower side of the embankment, Fig. j2. All 
this work must be performed with extreme care — with the 
consciousness that, whatever tendency the foundation may 
exhibit to yield water when laid open, will be enormously 
accentuated under the pressure of the water impounded in 
the reservoir when full, and that upward pressures are subtle 
and dangerous in an exceptional degree. 

All irregularities of the bottom should be removed. 
Sudden variation of depth, and vertical faces in the founda- 
tion, are apt to produce rending of the structure during its 
settlement — the tendency being for the whole mass to 
coalesce towards its central base. Holes, joints and 
fissures should be made good, as already explained ; rock 
faces should be scarfed back ; and the whole foundation 
prepared so as to be free from horizontal benchings and 
steeply-inclined steps. 

When a sound foundation is only to be met with at a 
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considerable depth below the surface of the ground, the 
work of sinking and of subsequently filling the puddle- 
trench, assumes an important aspect in regard to both the 
cost and the efficiency of the entire work. Hence, the 
prudent course is to spare neither time nor money in 
exploring, and ascertaining by actual trial, the fitness of a 
foundation, before going to the expense of opening it up 
completely. 

209. In the case of the Woodhead reservoir of the 
Manchester Corporation, the actual excavation of the ground 
disclosed a foundation so different from what had been 
expected, that, although an attempt was made to use the 
site first selected, a new embankment had ultimately to 
be constructed in a different position.* At the Yarrow 
reservoir belonging to the Liverpool Corporation, similar 
conditions led to the sinking of the puddle-trench in 
" Turner's Embankment " at great expense, to the depth of 
168 feet below the surface of the ground-f On the other 
hand, it is on record that a proposal to construct a great 
embankment on a site selected after considerable inquiry 
in the Bleasdale district of Lancashire, received a decisive 
check from the evidence of borings which proved that no 
sound bottom existed at 100 feet below the surface.? 

2ia Borings afford valuable aid in indicating generally 
the continuity of ascertained strata ; but too much reliance 
may easily be placed upon their results. They cannot be 
said to be ever thoroughly trustworthy guides, and in wet 
ground are generally misleading. It would be an easy, 
although invidious, task to point to deplorable examples 
of misplaced confidence in the results of borings. Before 
a foundation is accepted, its fitness should be conclusively 

* Batemu, ' Histoiy of tb« Muicbetter Waterwork*,' p. iii. 
t Beloe, ' Hie Liverpool Waterworks,' p. 15— London, 1675. 
} Trans. Uveipool Eng. Soc, vol. i. p. 156. 
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proved by means of trial shafts of such size as to permit 
an examination of the strata traversed to be made by the 
engineer personally. 

211. If the ground is firm enough, the puddte-trench 
may be excavated with its sides sloped to the batter of the 
puddle-wall. Where the ground is unsuitable for this 
method to be pursued, a timbered trench is sunk. The 
construction of timber-work for this purpose in a deep 
trench, requires much practical skill Not only must the 
enormous thrust of the sides be resisted, but the timber 
must be inserted without disturbing the adjacent ground, 
and in such a m*anner as to be readily withdrawn as the 
raising of the puddle-wall proceeds. The best, although 
most costly, plan is to excavate each successive graft of the 
trench between rows of thin sheet-piles driven as the 
excavation proceeds ; putting walings and stretchers in 
as each frame of timber is completed, in the customary 
manner — in>setting the successive rows of sheeting a 
little, to accord with the proposed batter of the puddle- 
walL 

212. The clay from which "puddle" is to be made 
should, during its excavation, be carefully freed from the 
presence of roots and all other vegetable matter; and should 
be spread out and exposed to the weather for as long a 
period as possible, before being used. The action of rain, 
frost and sun is to completely disintegrate the masses of 
clay — a treatment analogous to that of laying land fallow 
in agricultural work. This operation is termed " souring " 
the clay. 

In constructing the puddle-wall, the foundation having 
been first carefully dressed and prepared, the "soured" 
clay is laid in a horizontal layer about nine inches deep on 
the lowest part of the bottom of the trench. A transverse 
grip is cut into it, into which water is poured. A gang of 



PUDDLE - WALL. 203 

labourers working in linecut the clay with "puddle-spades" 
(narrow flat spades with blades 15 inches long), and draw 
it towards them, band by band, across the grip — thus forcing 
the water through it and treading it at the same time. The 
grip must from time to time be replenished with water, the 
amount required varying with the condition of the clay and 
the state of the atmosphere. This operation is termed" 
" cutting " the clay, and is repeated two or three times in 
directions at right-angles, without the further addition of 
water after the desired plastic condition of the mass is 
attained. The clay is added layer by layer and is treated 
in a similar manner, each successive layer being incorporated 
thoroughly with that preceding it — the object of the long 
blades of the puddle-spades being to cut through the 
top layer of clay into that beneath it ; and so, by sufliciently 
working it, to unite the whole into one homogeneous mass. 
In timbered trenches, the timber is withdrawn as the 
puddle-wall is raised, care being used to pack with clay 
any voids disclosed behind it. 

213. When the puddle-wall has been raised to the 
ground-level, the construction of the earthen embankment 
is begun. The inner portion, made of fine, selected mate- 
rial, should be built in layers sloping inwards, punned in 
thin layers, or consolidated by traffic over it in layers not 
exceeding two feet in thickness — the puddle-wall being 
brought up slightly above it, and the greatest care being 
used that, in so doing, earth may not be carried from the 
embankment on to the puddle. The outer, coarser por- 
tions of the embankment eu'e tipped in layers of three feet 
or four feet in thickness, following up the prt^ess of the 
inner portion of the work, the slopes being kept full in 
order to allow for the effect of settlement The embank- 
ment should be raised as far as practicable simultaneously 
from end to end, so that no portion of the surface may 
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exceed nine feet in height above the surface of any other 
portion in course of construction. 

It may be observed that clay or fine earth, although, 
when moist and consolidated, well-adapted to resist the 
percolation of water, is ill suited for the purpose of forming 
an entire embankment, on account of its small angle of 
repose when saturated with water ; hence the necessity for 
the coarser material employed in the construction of the 
exterior portions of embankments. 

214. When the work has completely settled — after a 
lapse of time that depends upon the rate at which the 
embankment has been raised, and the amount of artificial 
consolidation performed upon it during its construction — 
the inner slope is covered with a facing of stone, 15 to 18 
inches deep, hand-pitched upon a layer of small stone 
scabbltngs or gravel. The object of this is to preserve the 
slope from the ravages of vermin and from the destructive 
effects of the wash of the waves, which, in some exposed 
reservoirs, attain considerable magnitude. The outer slope 
is sodded, or sown with grass seeds. Where it is necessary 
to make a road along the top of the embankment, the top- 
breadth should be considerable, the boundary-walls being 
well away from the crests of the slopes. The road should 
be kept in first-rate repair, in order to prevent surface-water 
from finding its way through the embankment to any con- 
siderable extent ; and provision should be made to prevent 
the passage of any extraordinarily heavy traffic along it, 

215. The height to which it is practicable and desirable 
to build embankments of earth is dependent upon many 
considerations of the quality and quantity of materials 
available for the purpose, and of the character of the foun- 
dation. One of the finest examples of such structures in 
this country forms the Upper Barden reservoir of the Brad- 
ford Waterworks, constructed by Mr. A. R. Binnie. This 
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embankment has a height of 125 feet above the bottom of 
the valley. 

216. The second indispensable accessory of a reservoir — 
the " waste-weir " — has for its object the prevention of a rise 
of the surface-level of the impounded water above the top 
of the impervious portion of the embankment. 

By discharging the surplus water due to Boods or other 
sudden increment of the contents of the reservoir, and so 
preventing the over-topping of the embankment, and its 
consequent immediate destruction by the scour of the 
escaping water, the " waste-weir " performs the office of a 
safety-valve, and, as such, demands the greatest attention 
in regard to its design, construction, and subsequent main- 
tenance. It may be safely said that many of the great 
reservoir disasters on record have been due to inadequate 
waste-weir accommodation. 

The dimensions of the waste-weir are determined by 
two factors: (i) the maximum flood discharge; and (2) the 
depth of the stream of water which it is permissible, with 
due regard to economy in construction, t6 pass over the 
crest of the weir. This depth is generally limited to two 
feet as a maximum ; and, with a free dischai^e from the 
crest of the weir, the length for the latter may be ascer- 
tained from the formula 

where / denotes the length of the waste-weir in feet, and 
Q denotes the maximum flood dischai^e of the catchment- 
area in cubic feet per second. 

If, as frequently happens, proper flood^augings of the 
district under consideration are not available, the length of 
the waste-weir may be approximately determined from the 
equation 
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where Rm denotes the mean rainfall in inches, and A denotes 
the number of thousands of acres in the catchment-arex 
Where the proportion of reservoir-capacity to watershed- 
area is considerable, a smaller weir may suffice, owing to 
the balancing effect of the reservoir in retaining floods and 
thus mitigating their intensity. 

217. The waste-weir is constructed, where possible, on 
the natural ground, of heavy masonry set in cement — the 
sill being composed of stones often as much as three feet 
in breadth and four feet in depth, and being provided with 
a concrete apron on its inner face. From the outer face of 
the sill, a flight of stairs between side-walls conveys the 
overflow past the embankment down to the stream or ditch 
that forms the natural artery for the drainage of the dis- 
trict This structure, termed the "waste-water-course," 
must be strongly built upon a concrete foundation, if the 
natural rock cannot be conveniently reached by it. The 
stairs are formed of heavy blocks of stone, the ratio of rise 
to tread being such as to prevent any acceleration of the 
flow beyond that attained by it in falling over the sill of 
the waste-weir. The rise of each stair should not exceed 
two feet ; but the design generally is largely dependent 
upon the nature of the foundation and the materials of 
construction available, 

218. Owing to the strain to which the whole structure 
is subject during floods, and the frequent impossibility of 
effecting any repairs to it for long periods of time, the 
materials and the workmanship alike must be of the most 
substantial character. No temporary or movable parts can 
be safely admitted here. As an illustration of the kind of 
accident that may be confidently expected if these pre- 
cautions are neglected, we may allude to an old experience 
at the Glencorse reservoir of the Edinburgh Waterworks. 
About the year 1850, permission had been obtained to 
raise the waste-weir of this reservoir one foot, so as to 
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increase the storage-capacity. This was effected by the 
addition of a strong ballt of timber to the crest of the weir ; 
and when, twenty years later, the removal of the balk was 
under consideration, it proved on thorough inspection to be 
so unsound that its removal was effected without loss of 
time — to prevent the catastrophe that would assuredly have 
taken place had the balk given way during a heavy flood." 

219. The most effective form of weir for any given 
length and section of crest is arrived at by placing it simply 
at r^ht-angles to the direction of the current approaching 
it. Curved or slanting weirs, placed across a channel with 
a view to provide greater length and consequently less 
depth of over-fall, produce concentration of the current 
towards those parts of the weirs which are furthest up- 
stream — with diminution of the flow at the more remote 
down-stream parts. This is a result that might be expected 
to follow from the fact that the surface-slope towards any 
part of the weir is governed by the distance of its crest 
from the nearest cross-section of the channel where the 
flow is steady and the surface of the water is level. 

220. When the impounding of water by embankments 
or dams affects streams that have considerable value as 
fisheries and spawning-grounds, it is necessary to provide 
for the passage of the fish into the reservoirs. The old 
form of salmon-stair, or ladder, consbting of a series of 
little pools formed as a flight of steps down which water 
flows in a cascade, is suflicient to meet cases of obstruction 
formed by low weirs ; but, applied to high embankments, 
the necessarily flat inclination of such stairs would often 
render their extent inconveniently great To meet this 
objection, flsh-passes, on the lines of the well-known Mac- 
donald fish-way, are found serviceable. Essentially, the 
apparatus consists of a broad shallow troi^h, in which a 

• Vidi ' Report of the Fuliamentair Enquiiy into the St Mary's Loch 
W*ter Scheme for Edinbti^h, 1871.' 
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diaphragm parallel with its bottom runs from end to end 
at mid-depth ; the lower half thus forming a box, which is 
divided by a series of parallel diagonally-placed partitions, 
the spaces between them being connected with the upper 
trough at the ends. A series of half-spiral tubes is thus 
formed, and the water flowing down them and across the 
trough, even if the latter is inclined at a high angle, moves 
slowly in virtue of the small inclination of the tubes, up 
which the fish can readily pass. 

Masonry Dams. 

221. For the sake of presenting a connected account of 
the class of works necessary for an impounding-reservoir, 
we have, in the preceding sections, dealt somewhat fully 
with earthen embankments and the accessories belonging 
thereto ; but, as has already been pointed out (§ 194), such 
structures represent only one type of impounding-works. 

The design of a masonry or concrete dam is not, like 
that of an earthen embankment, dependent largely upon 
the viscosity of the material of which it is constructed. 
The cohesion of the whole body is, if it be well built, so 
great that, assuming the pressures occurring in and trans- 
mitted through the mass of the structure to be everywhere 
less than some pre-arranged quantity, the question of the 
proper shape to be assigned to it might, if the law of its 
elasticity were completely known, be strictly investtg^ated 
as a matter of rigid dynamics. The important questions 
relating to the foundations of dams and the materials and 
workmanship employed in their construction, affect the 
data upon which the design is based, and may be considered 
separately. 

The form to be aimed at is one in which economy of 
material and workmanship is combined with such disposi- 
tion of the parts of the structure that every one of them 
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may be applied to good purpose, in resisting either perco- 
lation or the thrust of the impounded water. Generally, it 
is necessary for the foundation upon which the dam ts 
erected to be strong enough to bear the load imposed upon 
it without yielding, and it is desirable that it should be 
impervious to water. A rock foundation, firm and durable, 
is pre-eminently suitable, as less likely to lead to unequal 
settlement of the structure than a foundation of clay, 
although the latter might be equally impervious, and, when 
consolidated, just as well able to bear the load. Fuller 
reference is made to this subject in §§ 208 and 256. 

222. The complete solution of the question of the 
stability of dams would require a knowledge of molecular 
statics which has not, up to the present time, been forth- 
coming. But, as we shall show, under certain conditions, a 
form of dam may be designed at once strong, stable, and 
economical as to material. 

The hypotheses under which we proceed to seek this 
solution of the question are : (i) that the dam is a homo- 
geneous rigid body,* and (2) that the stresses transmitted 
through such a rigid body are either uniform in intensity, 
or uniformly varying from point to point Under the 
latter hypothesis, the sum of the 
stresses acting in one direction on ^- ^■ 

the line A B, Fig: jS, m a given 
plane, if zero at A, and attaining 
a maximum value, B C, at B, may 
be represented graphically by the 
triangle ABC The resultant of 

these stresses, which may be considered positive here, is 
equal to their sum, and acts at the centre of gravity of 

* He (tudent of engineering will recognise here ona of the miuiy hypo- 
theses that oar ignonuice of the prop«iliei of matter obliges as to adopt pro- 
visionally as bases for investigations. 
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ABC in a direction parallel to any one of them, and tt 
therefore cuts A B at a point distant one-third of its length 
from B, If there is a negative stress at A, whilst that at 
B remains positive, the resultant may be represented as 
the difference of two triangles. 
Fig. S9. A D E, B C E, Fig-.jp, and is posi- 

tive or negative, and cuts A B at 
less than one-third of its length 
/\ \\ \\ from B or A, according as the stress 

-^B at B or at A is numerically the 

greater. If the stresses at both A 
and B are positive, the resultant cuts 
A B at more than one-third of its length from B or from 
A, nearer to the end at which the stress is the greater, and, 
in the case in which those stresses are equal, bisects A B. 

From this it follows that, whether the maximum positive 
stress occurs at A or at B, the essential condition of the 
absence of negative stress in A B is that the resultant of 
all the parallel stresses acting on it shall be numerically 
equal to their sum, and shall not cut it outside of the middle 
third of its length. 

223. Structures of concrete and masonry offer such high 
resistance to compressive stress, and are so variable and 
uncertain in respect of tensile strength, that it is the usual 
practice to rely only upon their resistance to compression in 
estimating their stability. Compressive and tensile stresses 
being regarded as positive and negative respectively, the 
results of the foregoing investigation may be directly applied 
to them. And here it may be worth while to advert 
briefly to the benefits to be derived from refined examina- 
tion into the statics of such bodies as masonry dams. 

In many classes of engineering structures, a study of 
existing types is of itself frequently sufficient to lead to the 
evolution of designs appropriate to given circumstances. 
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But in the case of dams, engineering practice exhibits a want 
of uniformity which must in many cases be ascribed to an 
inadequate conception of the principles that should govern 
their design, no less than to incomplete information as to 
some of the important physical properties of the materials 
of which they are built 

Without doubt, the vastness of the forces to be con- 
tended gainst, and the fearful risks attending rupture or 
other failure of dams, contribute to produce a demand for 
structures whose mere mass may. be viewed with com- 
placency by the public. But, when those massive pro- 
portions are attained at the cost of bringing into action 
excessive stresses in the structure with an unnecessary and 
lavish expenditure of capital, there can be little question 
that the engineer should disregard the popular view and 
follow the guidance of scientific principles, the application 
of which in this branch of construction, was, to the credit of 
French engineering talent, first demonstrated at Fureos 
and the Ban to lead to safe results in practice. 

234. The essential conditions of the strength and stability 
of a dam are : 

(1) The maximum (compressive) stress, in either the 
inner or the outer face of the structure, shall not exceed 
in intensity a safe limit — found in existing works to be 
between 6 tons and 12 tons per square foot. 

(2) There shall be no tensile stress at any part of the 
structure. This involves (§ 222) that, under all conditions 
of loading, the resultant stress shall not in any plane 
vertical section fall without the middle third of the breadth 
of the dam. 

(3) The resistance to shear in any horizontal plane shall 
be greater than the total horizontal thrust of the water at 
the level of the plane considered. 

(4) The structure shall be impervious to water. 

p 2 
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225. Observance of the first two conditions stated in 
§ 224 generally involves the fulfilment of the third. The 
fourth condition is never absolutely complied with ; for 
even the most compact and homogeneous rock is permeable 
in some degree. Still, by skilful selection of the materials 
of construction, and sound workmanship, any sensible 
amount of flotation or " up-lift " of the structure may be 
prevented, by which the important element of its weight 
would be affected. 

It is, further, of the utmost importance that the requisite 
strength and stability of a dam be obtained without ex- 
cessive cost — which generally implies without excess of 
material. Hence, a fifth element of a perfect design is that 
the primary conditions of strength and stability shall be 
fulfilled with that disposition of material which gives the 
smallest cross-sectional area in any vertical plane. 

226. The two classes of dams to which allusion has been 
already made (§ 119) are: Those which are straight in plan 
and depend for their stability upon their power to transmit 
the thrust of the impounded water to the foundation upon 
which they rest (sometimes called " gravity " dams) ; and 
those which, arched in plan, transmit the thrust of the 
water to their abutments on the flanks of the hill-sides 
between which they are usually situated. The latter class 
are generally known as " arched " dams. 

227. The nature of the general problem presented in 
the preceding sections is highly complex, and no complete 
solution of it has yet been given, although the investigations 
of Graeff, Delocre, Rankine and others have resulted in 
more or less close approximation to the truth within certain 
limiting conditions. 

There is, however, one case in which a rigid determina- 
tion of the problem is readily obtained ; and, as a clear 
conception of the statical conditions of the entire question 
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and the general mode of treatment follows from a con- 
sideration of this case, we propose, notwithstanding that it 
cannot be completely realised in practice, to examine it. 

228. Case I. — To find the most economical form of 
section for a dam required to sustain still water up to the 
level of its crest, and to conform to the primary conditions 
of strength and stability. 

Let p denote the density of the masonry referred to that 
of water as unity. 

Using Cartesian co-ordinates x and y in the ordinary 
way, the origin being taken at the crest of the dam, and 
considering a plane vertical section of 
unit thickness : (a) when the reservoir 
is empty, the resultant of the vertical 
forces arising from the weight of the 
structure, is, at any horizontal joint, 
x^yi. Fig- 40, 



pj xdy. 
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Call this W. 

In its limiting position W must 

cut the joint at one-third of its breadth, 1. e. — , from the 

3 
inner proiile of the section. 

{b) When the reservoir is full to the crest, the resultant 
of the weight of the dam and the thrust of the water above 
the same horizontal joint must, in its limiting position, cut 
the joint at two-thirds of its breadth from the inner profile. 

The thrust of the water above the joint considered is 



ydyy 



Let this t)e denoted by P. 
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The line of action of P is horizontal, and is situated at 

a distance ^ above the joint By the triangle of forces 

3 
{Fig. 4.0) 



Pjj'^^^y J 



therefore x^ I xdy = —• I'-; 

But, finding the centre of figure with reference to the axis 

therefore }:L.,r'^Al, from (i.). 

Differentiating, 

2ft ~ 2 ' 



'-y^/l. 



(ii.) 



Hence, the required section is a triangle, the inner side 
being vertical, and the breadth at any given depth is de- 
termined by equation (ii.) as far down as the point where 
the limiting intensity of stress is attained in the outer face 
of the dam. 

229. Such a triangular profile satisfies completely con- 
ditions I and 2, § 224. The thrust of the water being 

<i- w, and the weight of the dam being -ii- w ,Jp above the 
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joint considered, w denoting the weight of a cubic foot of 
water ; condition 3 requires that the coefficient of resistance 

at that joint shall be not less than /{, which is gene- 
rally, although it has not l>een invariably, the case in 
practice. 

Proceeding further, it is desirable to ascertain the depth 
below the crest or top of the dam, to which the triangular 
profile may be extended without causing the occurrence of 
stresses exceeding some prescribed limit of intensity, which 
is known from experience to be permissible in the class of 
masonry dealt with. 

Let s denote this limiting intensity of stress, and let a 
denote the vertical angle of the section, 



's/\ 



p 

Let W denote the total weight of the dam on its base 
at any depth k below the crest ; then, if the reservoir is 
empty, 

and the limiting value of^- is reached when 



that is, when h = (i.) 

pw ' 

230. If the reservoir is full, which is the practical condi- 
tion required, the limiting height k^ of the triangular profile^ 



3i6 THE STORAGE OP WATER. 

Fig. ^/, being that at which the maximum stress-intensity 
s is attained in a projection of the horizontal base on to a 




plane perpendicular to the resultant pressure, is h cos* a ; 



(ii.) 



therefore 


K 


=: COS* a 

pw 

s 






W(p + I) 




Example. 


-Take s 


= lo tons per square 


foot; 




» P 


= 2-25, 




and, consequently, a 


= tan~ ■ — : 
3 






takcH^ 


= i,ton; 
36 





then the foregoing triangular profile may be adopted for a 
dam not exceeding in height 



36^ f 



Referring to equation (ij.) above, the inclined parallel 
forces acting at any joint B C, Fig. ^, are considered to 
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act across a section normal to their direction, through 
which section they are naturally resisted. The Big. indicates 
diagrammatically the action of the individual forces upon 
particles whose faces, normal to the direction of the forces, 
form in the a^regate the section of re- 
sistance. This section is equal to B C ^'€- ■**■ 
multiplied by the cosine of the inclina- _| v,%n,\\n.\ 
tion of the forces to the vertical. Com- 
pare Fig. 41. 

231. Dams which fall within the limit of height thus 
found, may be conveniently termed " low " dams ; whilst 
those in which the maximum stress-intensity occurs tn the 
bas^ may be designated " high " dams. A special method 
of investigation mast be applied to this latter class, the 
profiles of which are affected by the increase of width 
necessary to prevent the intensity of the stress at their 
bases from exceeding the given maximum value s. 

212. The upper portion of the high dam, as far below 

the crest as — -; — . j. {§ 230), assumes the form already 
investigated for the low dam ; but, below that depth, the 
stresses which occur, in relation to the resistance to crushing 
of the masonry, introduce a fresh element into the investi- 
gation of the profiles. The relation of the breadth of the 
dam to its height is now dependent not only on the position 
of the resultant stress, but also upon its amount ; and the 
determination of this latter quantity strictly involves a 
knowledge of the very relation that is sought. In fact, the 
general form and the mass of the dam are indispensable 
data for the calculation of its base. The problem thus 
calls for the application of some method of investigation 
suited to the treatment of indeterminate quantities. 

Graphic methods may be employed, but, although very 
useful as a check upon the results, for fairly accurate work 



ai8 THE STORAGE OF WATER. 

they are somewhat laborious, and involve the difficult and 
oft-repeated operation of finding the centre of gravity of a 
curvilinear area. 

233. Case II. — We are enabled to present a simple, 
practicable solution of the problem, complying with the 
four primary conditions of strength and stability, § 224, by 
introducing the following condition — 

(5) The resultant of the weight of the dam at any hori- 
zontal base and of the water over its inner face, shall cut 
that base at a distance e from its inner face not less than 
one-third of the breadth of the dam in that plane. 

The process of solution is based upon the following 
theorem : — 

If a rigid body rest upon a horizontal surface, the 
distance of the centre of pressure from the extremity 
of the base at which the maximum stress occurs is 



J V -2 J/ 



where b is the length of the base upon which the body rests, 
s is the maximum stress-intensity on the base, 
and S\ is the average stress-intensity on the base. 

This theorem is easily proved, thus : — 

Let y denote the stress occurring at any distance x 
from the extremity of the base : At this extremity the 
stress is j^, and at the other extremity it is ^ f i — s; and 



Let c denote the required distance of the centre of 
pressure from the extremity of the base, then 
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i,, = £:.,J^ = J'^.xd:.- J'/-^i^:^d. 



' l> 3 



'*(^)=K'-i^)- s-^-^- 



234- We now proceed with the investigation. Let W 
denote the total weight of the masonry and the water over 
the inner face of a vertical section of the dam of unit 
thickness ; let P denote the corresponding horizontal thrust 
of the water against the inner face of the dam ; and let R 

denote the resultant pressure on the base. Then P = — h\ 

and R = JW*^P^{Ftg. 43). 




If J is the maximum intensity of stress in the dam, the 
maximum stress-intensity on a horizontal section is 

s cos if = s , — ; 
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the average stress-intensity on £ is 



i 

sbW 



Hence (theorem) « = J (^-s - ^(^ly' + 1") ) 
ondition 5, to be one-third of i 



Pk ihW 

Wb °^(^F■-^/'■)' 



„ iPk<,W + P'^ 

■■ ^ TW ■ 

and, substituting the value — A' for P, 

From this equation, b is readily found with a high 
degree of accuracy, if W be known even approximately. 
A second approximation to b may be easily made if 
required, as W is the only variable on the right of the 
equation for any given value of h at which the breadth b is 
being computed. 

Having found b, the next step ts to ascertain how much 
of it must lie under the inner face of the dam, t.e. within 
the vertical through the crest, in order to bring the incidence 
of the resultant weight of the whole superincumbent mass of 



This is arrived at by equating the moments of the verti- 
cal forces about the point in question, Oi Fig. 44, to zera 

Thus, considering a lamina of unit thickness and of 
depth d, the upper and lower breadths of which are 
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respectively bt and b^. Fig, 44, situated at depths k^ and A, 
below the crest of the dam, let W^ denote the total super- 
incumbent weight on the upper surface of the lamina. 



P^^^^^ytN 



required increment of the breadth under the inner face of 
the dam, due to the addition of the lamina under conside- 
ration. Then the weight of the lamina is 



the distance of its eg. from the vertical axis through Oi is 



the weight of water over the inner face of the lamina is 



the distance of its eg. from Oi is 

3 ' ' 
and the moment of iVa about Oi is 
th -I 



,(^.-..). 
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The condition of equilibrium about Oi of the entire mass 
above the base b-i is expressed by 

^4- 1 

(ii) 

- "^(i. + «(.*. -3'.) - W.{^±^ -..)=„.J 

which is an ordinary quadratic equation for finding Xx ; 
whence the precise value of Wx is fixed. The process of 
calculation may be repeated and applied to lower laminae 
so as to determine values of b^, b^ and so on. 

235. The method described in § 234 is rendered ap- 
plicable to dams of any height, by making the relation of 
e\.Qb,\ 233, such that the value of s in the equation 

where U is the weight of the dam above the base b, 

and f is the distance of its centre of gravity from the 

inner toe, 
does not exceed the prescribed limiting stress-intensity. 

236. In applying the principles of stability thus far 
developed to the design of dams in practice, there are two 
further cireumstances that require consideration : (i) the 
top-breadth of the structure, and (2) the effect of wind- 
pressure on its outer face when the reservoir is empty. 

The top-breadth of a dam is a feature that is governed 
by local conditions. The thin edge shown in Fig. ifj is in 
practice inadmissible, because it could scarcely be built so 
as to be impervious to water, and it would not resist 
wave-action or the thrust of ice. Beyond this, a foot- 
path or carriage-way is almost always required along the 
top of a dam ; and the breadth may therefore be taken as 
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varying necessarily between 5 feet and 10 feet ; and, in 
some cases it is considerably more than this, 

237. Having fixed the top-breadth, the next step is to 
discuss the eflfect of the addition of a triangular mass of 
masonry, such as ABC, 
Fig, 4.5, to the triangular ^' ^' 

section considered in § 228. 

Still assuming the exist- 
ence of hydrostatic pres- 
sure against the inner face 
up to the crest A — for the 
oscillatory waves produced 
in deep reservoirs may be 
assumed to exert approxi- 
mately the hydrostatic pres- 
sure due to their height; 
and, generally, it is unne- 
cessary to carry the body 
of the dam above the level 
of the crests of the largest 
waves in the reservoir, i, e. 
I • 5 J~D -I- (2 ■ s - ij^) feet above top-water level ; • 
where D is the " fetch," or loi^est line of exposure of 
water-surface to wind, expressed in statute miles — it may 
be easily shown that the conditions of stability permit 
both the inner and outer profiles of the section to be 
carried down vertically from the top to the point C, Fig. ^J, 
which is situated at b ^p below B, where b denotes the 
top-breadth A B, and p is, as before, the specific gravity 
of the masonry. The special case of a dam acting as a 
weir and surcharged by water during floods is treated by 
measuring h {§ 229) from the flood water-level and not from 

* Stevenson, ' The Design and Ci>nstnictioii of Harboois,' 3rd edition, 
p. 39 — Edinburgh, 1876. 
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the crest of the dam ; the point of application of P being 
of course slightly affected. The method of calculation is 
similar to that sketched out in the preceding sections. 

238. The addition of the triangular mass of masonry 
ABC causes the centre of vertical pressures of the entire 
section {i. e. a vertical through its eg.) to fall within the 
middle third of any horizontal joint down to a depth below 
the crest equivalent to A D = 2b,J p. Below the point D, 
the vertical through the eg, of the section would fall in 
the inner third of every horizontal joint, that is, nearer 
to the inner face than one-third of the breadth, approach- 
ing that face down to E' F, which is situated at a depth 
j'l b ^ p below the top of the dam.* Proceeding still 
lower, the incidence of the verticals on successive horizontal 
joints, would gradually recede from the face towards the 
middle third of the joints. 

In order to avoid thus violating condition 2. a batter 
is given to the inner profile of the section, of amount 

* This ma; be fbimd thus : 

Denote by C:k/./— the ratio that U borne by the distance ftoro the 
inner face at which the vertical through the eg. of any section cnts the corre- 
sponding joint 01 base, to the total breadth of thai joint- 
Required Che value of h which makes tliis ratio a minimum. 
By takine the moment of the taettAETCB, Fig.4S, about a Tertical 
axis through F, we have 

C- ^^Pi + *' . 



n value of the expression 



vr 
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sufficient to maintain the line of resultant pressures,* reser- 
voir empty, within the middle third of the section, down to a 
point situatedj-/*,,/^ below the crest {E,^/^.^j). Below 
this point the inner profile may be vertical down to a depth 



To find the batter required, 

Let « = E E' (Fig. ^j), the addition to the breadth of 
the dam under the batter D E. Equate the sum of the 
moments of the three triangular areas ABC, A E' F, 
D E' E, about F to the moment of their sum, acting at two- 
thirds of F E from F, about the same point. Hence is 
obtained for the value of n, for use in cases that arise in 
ordinary practice, approximately 
b 

The required batter is, therefore, 
b_ 

i6 ^ I 
i-ibijp iSiJ~p 
The effect of this modification of the elementary triangu- 
lar form of section is to cause the line of resultant pressures, 
reservoir full, to fall slightly within the middle third of any 
given joint or base ; and the section is therefore not strictly 
of the most economical form possible. The defect is slight, 
and may if desired be corrected by a series of approxi- 
mations ; but upon several considerations that will st^gest 
themselves to practical men, the simple and highly econo- 
mical form of section arrived at in the above investigation 
may be accepted without such correction — complying as it 
does with the primary conditions of strength and stability. 

* By " line of resultant pressure* " is meant the tine joining the points 
of incidence of successive resultanti opon corresponding horizontal joints of 
the dun. 
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239. The action of wind-pressure upon the outer face 
of a dam introduces an element into the investigation of 
stability, which should, strictly speaking, be considered 
simultaneously with those of weight and water-pressure. 
The effect of the horizontal component of the wind-pressure 
is to throw the lines of resultant pressures nearer to the 
inner face of the dam, whilst that of its vertical component 
is to increase the intensity of the stresses upon the base. 
The total effect is so slight that it may be neglected in 
every case except that of the " high " dam, reservoir empty. 
Here it would, at a certain point of the inner face, if not 
provided against, violate the fundamental condition (i) — 
by causing the occurrence of stress in that face which would 
exceed the limiting value s. Such an effect is, however, 
provided i^inst by condition 5, § 233, introduced to meet 
the case of hi^h dams. 

How slight a shift of the line of resultant pressures, 
reservoir empty, is caused by a considerable wind-pressure 
acting upon the outer face of a dam, may be seen from the 
following examination of the case, which will probably 
satisfy the reader that the course, frequently adopted in 
practice, of neglecting its consideration, is not unreason- 
able. 

240. Considering the case of a dam of simple trian- 
gular section — the inner face being vertical and the outer 
(inclined) face being exposed to the action of wind-pres- 
sure; and, as the worst case, assuming the reservoir to be 
empty: 

Let p denote the intensity of the wind-pressure against 
a vertical plane ; 
w the unit-weight of water; 

p the s.g. of the masonry ; 

and a the vertical angle of the dam. 

The wind-pressure normal to the outer face is/ cos a ; the 
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total horizontal thrust of the wind down to any depth k 
below the crest of the dam is hpcosa: the total weight of 
masonry in a section of unit-thickness, corresponding with 
this value of k, is 

~^wp tan a. 

The inclination of the resultant of the wind-pressure and 
the weight of the dam to the vertical is 
2 kp COS a 
'""' h^wptana. ' 

which, substituting the value \/- for tana (§ 229), may 



tan~^ -f- — --' 
hw sip 

From this it appears that the batter varies inversely as h. 
Therefore, as the point of application of the resultant wind- 
thrust above any given base, is situated - above that base ; 
the amount by which the line of resultant pressures is 
forced out of the vertical by the thrust of the horizontal 
component of the wind-pressure, is constant at all depths, 

and is 

pcosa 

wjp 

The intensity of the vertical component of the wind- 
pressure is p cos a sin a, and its total amount is, at any 
depth A, 

& pcosa sin a 
cos a 

SB kpsin a. 
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This force acts at the middle of the base, and causes a shift 
in the resultant vertical pressure nearer to the middle of 
the base by an amount 

psina 
jwp' 

Hence the line of resultant pressures is thrown nearer to 
the inner face of the dam by the amount 

p / _ sin a \ 

EXAItlPLE. — l{p = j(S lbs. = — ton per square foot, 
40 

I - 

36 

P = 2-£5\ 

then cosa={, 

6' 

and sin a = — : 

2 

therefore the shift of the line of resultant pressures, reser- 
voir empty, due to the assumed wind-pressure on the outer 
face of the dam is 






i.e. <~ foot 
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241. In illustration of the methods sketched above, we 
propose to add here an example containing a numerical 
solution of the several problems comprised in the process of 
design ; and to supplement it by an outline of the operation 
of applying graphic statics to the case in order to check 
the results obtained by calculation. 

Consider a vertical plane section of the dam, i foot 
thick. 

Let b, the top-breadth, = 10 feet, 
p, the s^. of the masonry, =2 -25, 

w, the weight of a cubic foot of water, <= — ; ton, 

J, the limiting stress-intenMty,««/o tons per square 
foot: 
Then the weight of i cubic foot of the masonry will be 

— ■ X 2- « -5 ton : and, since tan a = \/i , cos a ™ t: ; 
j6 4 16 ' ^ p' 6 

Measuring depths parallel to the vertical axis A L 
through the crest, and breadths to the inner and outer 
profiles from that line. Fig. 46, 

A B = /O feet ; 

A D = ^ X /o X I = JO feet C§ 238^ ; 

DE « /•/ X 70 X 3 = /<i-j feet (§238); 

A L, the limiting height for the low dam, is 



^ V ^ " "^ feet (5 230) ; 
36 "^ 4 



L M = 3 = 7/ feet (§ 228, li.) ; 
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B C = 70 X ' 



15 feet {§ 237) ; 



'16 ' 



PSg.*6. 



E E' = L N = i^ = o-(i foot (§ 238). 

The inner and outer pro- 
files of the dam are then 
formed by joining the points 
thus formed— A DEN, 
A B C M, respectively. 

The total area of the 
section is easily found to 
be 4225 "7 square feet; and 
the total weight upon the 
base N M, including that 
of the water above the 
portion D E of the inner 
profile^ may be taken as 
265 tons. 

243, Proceeding further 
with our illustration, we 
may apply the formulae of 
§ 234 to the investigation 
of a high dam, assuming 
the same data as those of 
the low dam already developed. As these calculations are 
only intended to illustrate the subject, it will be sufficient 
here to ascertain points in the profiles at (bur levels, down 
to that where k = i$o feet below the crest. 

The successive values of k, then, under consideration 
may be thus designated : 

From crest to base of low dam, kt = iii feet 
„ „ 1st lamina, hx = izo „ 

„ „ 2nd „ h, = i30 „ 

„ „ 3rd „ h, = i40 „ 

„ B 4th „ At = 150 „ 
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Corresponding with these values of h, are values of b 
and X, which are respectively the total breadth of base and 
the breadth of that portion of it which lies under the inner 
profile of each successive lamina considered. These 
quantities, corresponding with k^ kx, fhi . . . ^ may be 
conveniently designated by b^ bx, b^. . . ., x^XxtX^. . . ,\ 
and, by a similar notation, the total weight of the vertical 
slice of the dam and the superincumbent water, corre- 
sponding with the successive values of h, may be written 
W^ Wt, W, . . . . 

I St lamina. At the base of the low dam (§ 241) 
W, = 36^ tons, kt = III feet, b^ = 7^*(S feet, x^ = o. 
If the profiles above ^0 be produced down to the level 

Ax = 120 feet, the weight of the trapezoid of masonry thus 

added is 

9 X7/-<JU + 777) 

^ '"' , say 44 tons. 

£ X 10 

Then, as a first approximation, 

IVi = £6s + 44 = 3og tons. 

By equation (i.), \ 234 introducing the proper value of s, 

_ /(/I3y'/ , {i2ot \ 
*' - V 360 V ^ 5184 (jour J 

= Ss's feet 
The next step is to find Xi corresponding with this value 
of ^. 

By equation (ii.), § 234, 

^^ ^ [3 X SS^S - 6806 + 6 {157' i) *i + ^ X 61541 
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that is i'6x^ + ^99'^\ - m = o '< 

therefore ^. = - m + ^:^^oi + iiJS. , 



3-2 



y2 ^ 



The values of b^ and ^i thus found, enable us to obtain 
a closer approximation to the weight of the trapezoid under 
consideration, and to determine the weight of water over- 
lying its inner face : The sum of these two quantities may 
be found to be 47 tons. 

Then a second approximation gives 

ff, = 26^ ^ ^7 = J12 tons. 

Introducing this value of W into equation (i.), § 234, we 
find, as a second approximation, 

*i = ^^- J feet; 

which value of £, is so nearly that previously used in apply- 
ing equation (ii.), § 234, as not to affect the already found 
value Xi = o'pfooL 

Thus we have at the base of the ist lamina below the 
low dam, 

Wi = JI3 tons, Ai = 120 feet, i, = Ss -j feet, ;ir, = o ■ jj foot 

2iid lamina. Proceeding as before, produce the profiles 
immediately above 6^ down to the level ^ = 130 feet; 
the weight of the trapezoid of masonry thus added, together 
with that of the water overlying its inner face, is 



-[..,. i.L»(...,-,,..)]+^ 



J-S 
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Then, as a first approximation, 

Wj =$12 + jj = ^-jo tons. 



Hence b, = J^l^^ij ^ ^J^\ 

= g2 •$ feet. 

Applying equation (ii.), § 234, and introducing these 
values of b^ and W^ we Bnd 

jTj = /'^ feet. 

Correcting the weight of the trapezoid and its super- 
incumbent water for this value of x^ we have as a second 
approximation 

f^> = J'^ + 5? = 37^ tons, 

whence, a reapplication of equation (!.), § 234, gives the 
corrected value 

b^ = 92'4. feet 

Thus, at the base of the 2nd lamina, 
W% = sji tons, Ai = /JO feet, ij = p^'^feet, ar, = /'^foot. 

jr^ lamina. Produce the profiles above b% down to the 
level As = 140 feet 

As a lirst approximation 

If, = j;/ + (S7 = ^^* tons. 

= /o2*<?feet 
By equation (il.), § 234, 

jTs = 1' 4. foot. 
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This introduces no sensible correction in the value of 
Wi ; and we therefore have, without further calculation, at 
the base of the 3rd lamina, 
ffj = 43^ tons, ki = 140 feet, b^ = 102 • 8 feet, x^ = / • ^ foot 



pk lamina. Produce the profiles above b 
level A, =5 1 50 feet 

As a first approximation, 

Wt = 4s8 + 75 = S'i tons. 



down to the 



= 113-3 feet 
By equation (ii,), § 234, 

x^ = 1-4 foot 
Again, no sensible correction is introduced into W4 ; 
and we have at the base of the 4th lamina, 
W4 = 513 tons, A4 = 130 feet ^* = ^13 '3 feet, ;r, =■ / ■ ^ foot 



Summarising these particulars we have : — 







WoihtoT 
Uuoiiry. 


Bceulth meuund 
froni ixii imder 
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fM 
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f«l 
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74-6 
82-3 
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IS 


4 

4 


130 


93-4 


36a 


a-9 


9 


[40 


ioa-8 


424 


4"3 


14 


150 


1133 


493 


5'7 


20 



The section thus calculated is plotted in Fig. 4J. 
* Base of low dam, § 341. 



TYPICAL SECTION OF A HIGH DAM. 335 

243. The situations in which most dams are constructed 
render it necessary for some, often a considerable, portion 
of the structures to be built below the ground-level In 
such cases there must be considered the water-pressure or 



Fig. 47. 




the earth-pressure, according as the ground is, or is not, 
saturated, acting upon the lower portion of the outer face 
of the dam, reservoir full ; and similar pressures upon the 
lower portions of both faces, reservoir empty. Both these 
effects tend to throw the lines of resultant pressures towards 
the middle of the section. The stability of the dam is thus 
improved by an amount that may be readily calculated in 
any particular case, according to the methods discussed in 
§§ 203 and 234 ; it is, however, not usual in practice to 
take advantage of this circumstance to reduce the sections. 
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244. To illustrate the process of investigating graphi- 
cally the stability of these structures, the diagrams Figs. 4.8 
and ^p are added. 

The first proceeding is to separate the section into 
three blocks— in this (illustrative) case by horizontal lines at 
60 feet and 1 1 1 feet below the top, but in ordinary practice 
at intervals of, say, 10 feet in depth. The weights of the 
blocks into which the slice of the dam is thus divided, are, 
respectively, 81 tons, 184 tons and 248 tons — proceeding 
from the top downwards. 

Next, the c^. of each block is found. Fig. 48 illustrates, 
for the middle block, the method adopted ; It consists of 
dividing the trapezoid into two triangles, bisecting their 
common base, C D, joining the opposite angles with the 
point of bisection, trisecting the joining lines at a, b, and 
dividing the line a d at the point c^ in the inverse ratio of 
the heights of the triangles above the base C D. 

The point c^thus found is the centre of gravity of the 
trapezoid in question ; and the centre of gravity of any 
portion of the section of the dam is readily found by 
successive applications of the method — dividing the line 
that joins the centres of gravity of any two component 
parts, in the inverse ratio of the areas of those parts. 

In the diagram of forces, Fig. ^g, o w^, iv, w^ iVt iCg, are 
aet off vertically to represent the weights of the 3 blocks 
together with the water over the inner profile of each of 
them; Px, p^ p^, p^ p^ are set off from o representing to 
the same scale the horizontal thrusts of the water — 50 tons, 
121 tons and 142 tons, respectively, acting against the 
inner faces of the several blocks. 

The lines p^ Wi,/, 'w^,p^ w^, represent, then, in magni- 
tude and direction, the resultant pressures in the dam acting 
upon the bases of the blocks. Verticals are now drawn 
through the centres of gravity of the entire cross-sections 
corresponding with the several values of h — 60 feet. III 
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feet and IJO feet ; also, from the points situated ia these 

verticals at heights - above the corresponding bases, lines 

are drawn parallel to/i ivi,pt w* A «'s. respectively, to cut 
these bases. 

The points in which these two sets of lines cut the 
bases, if joined as indicated by the dotted lines in Fig. ^.J, 
form the lines of resultant pressures, " reservoir full," and 
" reservoir empty." 

It may be seen that, in this case, neither of the lines of 
resultant pressure falls outside of the middle third of the 
section ; nor do the resultant pressures cause a stress 
exceeding 10 tons per square foot at either face. Hence, 
the conditions of strength and stability are satisfactorily 
complied with ; whilst the close adherence of the lines of 
resultant pressures to the boundaries of the middle third of 
the section, indicates that its form is economical in respect 
of the material of which it may be supposed to be con- 
structed. 

245. It will not have escaped notice that investigations 
relating to the stability of dams, must be affected by the 
elastic properties of the masonry of which they are con- 
structed. For the purpose of applying such processes of 
calculation as are practicable, to this case, we have assumed 
a high degree of rigidity in the structure. We do not 
propose for acceptance the view that such rigidity is to be 
looked for in fact, in this or in other materials employed in 
engineering construction. 

The object of the investigation is to arrive simply at an 
accurate determination of a dam-section, under certain pre- 
mised conditions, which accord with those obtaining in 
existing structures of acknowledged strength. Whether, 
as is assumed sometimes, the plasticity of the materials of 
which dams are constructed leads to a yielding of the outer 
portions of their bases, and a consequent occurrence of 



a3» 
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maximum stress at some point considerably removed there- 
from ; or, as may be Imagined from the analogy presented 
by the base-pressures of aggregations of granular materials, 
the outer portions sustain by an arch-iike action the bulk 
of the superincumbent mass, and the resulting pressures 
diminish towards the middle — extended experimental 
knowledge of the internal stresses occurring in masonry, 
alone can form the basis of new laws and lead to advances 
in practice affecting the design of these structures. 



Arched Dams. 

246. The examples of dams which depend for their 
stability upon the transmission of the water-thrust against 
their convex faces to the sides of the valleys which form 
their abutments are not numerous. 

Although many existing dams are curved in plan, 
there are, indeed, only three such structures of any con- 
siderable magnitude having a section insufficient to satisfy 
the primaiy conditions of stability, without taking into 
account the effect of their curvature upon the distribution 
of the stresses transmitted through them. These are : the 
Zola dam,* near Aix, in Provence ; the Sweetwater dam,t 
in San Diego, California ; and the Bear Valley dam,} in 
San Bernardino, California. 

The dimensions of the Californian dams are worthy of 
note : ■ 





Due. 


Hdght. 


R...... 


=X'" 


"S." 


Sweetwater dam .. 
Bear Vallejr dam .. 


iS8g 
1885 


64 


f«t 
S22 

335 


4 


46 

33 



• Ann. dcs Fonts el Chiuasees, 1872, tome 3, p. 456. 
t Trans. Am. Soc. C.E., vol. xix, pp. 201 it uq. 

\ Ibid., pp. 311 el uq. Wilson, 'Irrigation Engineeiing,' p. 264 — New 
York. 1893. 
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The latter is built of coursed rubble masonry, and we 
reproduce its central vertical section in Figs. 50. 

Notwithstanding the fact that this type of dam is gene- 
rally regarded with some disfavour, we propose to investigate 
it briefly ; because, under some circumstances, it may be 
adopted with decided advantage. 

247. Assuming that the thrust of the water, normal to 
the inner (convex) face of an arched dam, is, in every hori- 
zontal lamina of the structure, transmitted to the abutments, 



Figt, so. 



^.Sl. 




Beak Vallby Dam. 
Scale I inch = 60 feet. 
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according to the principle of action of an arch ; the question 
is freed from the composition of that thrust with the vertical 
pressure due to the weight of the masonry. 

Consider any horizontal lamina of unit thickness, situated 
at a depth k below the crest. Figs. 51 (assuming, as before, 
hydrostatic pressure throughout the entire depth) ; then the 
thrust transmitted through the lamina is everywhere per- 
pendicular to the normal pressure of the water ; and the 
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curve of thrust, and therefore the structure in plan, must be 
circular. 

Let R denote the radius of the inner face of the dam, 
and let w denote the weight of unit volume of water : then 
the horizontal thrust is, at every point of the curve, Rkw. 

The breadth of the lamina under consideration must be 
such as to transmit this thrust without exceeding the 
maximum permissible intensity of stress in the masonry in 
any part of the cross-section of the Umina. A difficulty 
arises here from our imperfect knowledge of the internal 
condition of an arch under stress ; but the following method 
of treatment may be employed to obtain results suitable 
for practical application, based upon the hypotheses a^ 
to stress stated in § 222. 

Let r* denote the radius of the outer face of the lamina, 
which is situated at a depth k below the crest : 

Then the ratio maximum stress-intensity .„ ^ „^, 
average stress-mtenstty 
section of the lamina is 

■« + '■*' 

hence, if j, denotes the average intensity of stress in the 
cross-section, whilst s, as before, denotes the maximum 
permissible stress : 

The breadth of the lamina required to transmit the stress 
R/iw is 



* Ranbioe, 'Applied Mechanics,' jlh edition. Art. 273. 
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which, by substituting the above value of Sy, may be 
written 

siH + nY 
But the breadth d {Fig. 5/) of the lamina is 



-.Rs/^^ 



= 4'V-^)- « 



248. Equation (L), § 247, gives the necessary breadth of 
the dam at any given depth k below the crest This varies 
directly as R, and, in ordinary practice, will be found to be 
less than that required for a gravity dam, only when R is 
less than 250 feet — provided that the same maximum 
stress-intensity b adopted tn both cases. Also, as may be 
seen by inspection of the equation, the breadth increases 

with the depth, until, when h ^ — , it becomes equal to 

the radius, and the arched dam is impossible. 

It would appear, therefore, that the use of this type of 
structure must be very limited, unless a higher intensity 
of stress be permitted than that ordinarily contemplated in 
the design of dams. And this is found to be the case in 
practice. There are grounds for considering that the 
limiting stress may, under certain special circumstances, be 
placed higher than is usual in ordinary masonry structures. 
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In the case of the Bear Valley dam alluded to above, it 
may be observed that, writing equation (i.), § 247, 

2k'W 



b{ b\ 



we find that at 48 feet below the crest, where the breadth 
of the dam is 8-5 feet, the maximum stress in the cross- 
section is, according to the dimensions stated. 
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249, It must not be overlooked that fracture of the 
wall from any accidental cause would probably be attended 
by immediate and total collapse ; and any dams exhibiting 
such a high stress-intensity must be regarded as, in any 
event, unsuitable for situations where the sudden release of 
the waters impounded by them would endanger life or 
valuable property, 

For mining, irrigation, and other industrial works, where 
the economy resulting from the adoption of this type of 
dam is frequently an all-important consideration, it is de- 
serving of attention. 

250. A third class of masonry dams may be noticed 
under the designation of " composite dams," that is to say, 
walls which, possessing sufficient strength and stability to 
act as gravity dams, are curved in plan with a view to 
endow them with a further factor of strength from their 
action as horizontal arches. 

Although numerous examples of this class are found in 
practice, it is, when the dams are large, one that does not 
merit commendation. Generally speaking, if the radius of 
the inner face exceeds 500 feet, the operation of arch-thrust 
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would give rise to stresses in the masonry which are not 
warranted by experience. 

The prolonged existence of those examples of arched 
dams of lat^ radius must be ascribed to the fact that, 
owing to the elastic nature of the material used, the arch 
does not act at all — or acts in some unknown degree, 
producing sl^hter stresses than present theories would 
lead us to expect ; or else the dams are existing in a 
condition of internal strain never contemplated by their 
designers. 

251. Turning to existing examples of gravity dams, 
we find that, notwithstanding the attention they have re- 
ceived from engineers during 300 years, these structures 
exhibit a variety of practice so great as to be inexplicable, 
except on the supposition that the mechanics of the subject 
have been often imperfectly realised. To those who desire 
to refer to the history of the question, we commend the 
treatise of Mr. Edward Wegmann,* in which may be found 
diagrams and other information relating to nearly 40 dams 
— including the famous dam of Furens, which, notwith- 
standing the elegance of its proportions, imposes a maximum 
stress of only 6 tons per square foot upon its base ; and 
the more recent Gileppe dam, the section of which exhibits 
a mass of masonry more than double that of the former. 
As examples of more recent practice, Fig. 52 shows the 
section of the Vymwy dam of the Liverpool Waterworks, 
completed in 1889, and Fig.53 illustrates the Tansa dam- 
of the Bombay Waterworks, completed in 1891. The 
former of these, built of " Cyclopean rubble " masonry, in 
Portland cement, develops a maximum intensity of stress 
amounting to 8-7 tons per square foot ; although it should 
be observed that, under the conditions ordinarily prevailing, 

* Wegmaon, 'The Design and Canstiuclion of Masonry Dtms ' — New 
Yorlt, 1388, 

R 2 
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the maximum stress-intensity does not exceed ^-(i tons per 
square foot.* 

The Tansa dam, Fig. 53, is constructed of rubble 
masonry in hydraulic lime. Its maximum stress-intensity ts 
7-5 tons per square foot — occurring in the outer toe, reser- 
voir full. This dam does not strictly comply with the pri- 
mary condition (2) ; inasmuch as the line of resultant 
pressures, reservoir empty, falls outside_the middle third of 

Fig. 5t. 



Vybnwv Dam. Scale i inch = 60 feet. 

the section between the base and 60 feet below the crest — 
whence may be inferred the occurrence of tensile stress in 
the outer face of that portion of the dam. In section it 
occupies a mean position between that of the Vymwy dam 
and the Stony Creek dam of the Geelong Waterworks, 
erected in 1873, Fig. 54.. This last-mentioned work is 
built of concrete ; it is arched in plan with a radius of 
• 'Report otMr. G. F. Deacon as to the Vjmwy Dara' — Liverpool, 1885. 
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300 feet at the crest; the top-breadth is only 2^ feet, 
although the structure itself, like that at the Vymwy, per- 
forms the office of waste-weir, being coped with heavy 
stones." 

252. The Stony Creek dam is, however, only about one- 
half the height of the Tansa dam — the length of exposure 
or " fetch " being about half a mile. In both these particu- 
lars it much resembles the dam of the Abbeystead (com- 
pensation) reservoir of the Lancaster Waterworks,! com- 

Fig. S3. I^g. 54. 



Tansa Dau. Scale 1 inch = 60 feet 

pleted in 1880 by Mr, James Mansergh. The Abbeystead 
dam affords an early, if not the earliest, example of this 
kind of work erected in Great Britain. Its top-breadth is 
yif feet ; and it may be observed that, in the account of 
the Stony Creek dam referred to, the author of the paper 
prudently suggests that a greater top-breadth than 2i^-feet 
would be desirable in other similar structures. 

Attention is directed to this matter, as there is at 

• Minates of ProceedingE InsL C.E., vol. Ivi. pp. 113 and 114. 
t Ibid., vol. Ixviii. pp. 263 tt stq. 
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present no generally accepted rule for the top-breadth of a 
dam. It has been sometimes proposed that this feature 
should vary with the height of the structure ; • and cases 
have occurred where it has been settled merely by appear- 
ances. It should be governed by the local circumstances 
of " fetch," and the road-way requirements. Its importance 
is more considerable than might at first sight appear, 
because certain notions of symmetry, which frequently 
form an element in the design of these structures, are 
affected by the dimensions assigned to the feature in 
question, which thus indirectly governs the proportions of 
the entire work. 

253. The Tytam dam at Hong Kong.t built of concrete 
with ashlar faces, is 120 feet high, and presents the uncom- 
mon feature of a stepped outer profile, the steps being 
10 feet in height. This dam and the aqueduct works 
in connection with it, visited by us shortly before their 
completion, form an ornament to the colony, and present 
some important constructional features due to Sir Robert 
Rawlinson. 

254. The section of the Feriyar dam, Madras, illus- 
trated in Fig. 5S> '^ interesting, as affording one of the 
most recent examples of design in this class of work, and 
showing a peculiarity in the form of the upper portion, 
which it shares with a few other dams, notably the Furens. 
It is now in course of construction in hydraulic lime con- 
crete, gauged five of aggregate to one of the matrix, under 
circumstances of exceptional difficulty in regard to the 
heavy floods in the river that traverses its site. The limiting 
stress-intensity proposed in the design is stated to have 
been 8 tons per square foot.} Here, again, the primary 

" Minutes of PtoceeilinEi lint. C.E., vol. bcxir. p. iSs. 
t Ibid., vol. c p. 24B. 

% Engineering, vol. liv. p. 654; Buckley, ' IriigatioD Works in India,' 
London, 1893. 
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conditions of strength and stability are not adhered to ; 
and, in the case " reservoir empty," the resultant weight of 
the dam falls as much as two feet beyond the middle third 
of the base, thus inducing tensile stress in the masoniy at 

Fig. SB. 



Feriyas Dam. Scale i inch = 60 Tcet, 

the lower part of the outer face. A slightly different dis- 
position of the material would have obviated this, without 
increase of section, 

255. In this connection we may mention that the 
empirical formulae for determining the profiles of masonry 
dams, proposed in 1 874 by Sir Guilford L, Molesworth," are 
the only concise equations with which we are acquainted 
applicable to this subject, involving rigid compliance with 

* Rooricee Proiessional Papers, Nov. 1874, pp. 394 tl leq. 
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the primaty conditions of stability. The element of the 
specific gravity of the masonry as a factor of the expressions 
is, however, omitted from them. These equations are, 
linear measurements being in feet : 



" = 7-5^/% 



0.) 

and B = ^, (»•) 

10 

Where x denotes depths below the top of the dam ; 

y denotes ordinates to the outer face from a vertical 

through the crest ; 
s denotes ordinates to the inner face from the same 

vertical ; 
and P denotes the maximum stress-intensity in lbs. per 

square foot. 
y has, as a minimum, the value o'6x. 

The value of P, above, applies to the vertical component 
of the actual resultant pressure. The difficulties to which 
the use of this component gives rise, are met in a certain 
degree by gradually diminishing the values assigned to P 
in the lower part of the dam, as the inclination of the 
resultant to the vertical increases. Thus, for very high 
dams, a decrement of the limiting stress-intensity is intro- 
duced by writing equation (i.) 



""T^s/tij-. 
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A rule Is also given for finding the top-breadth of a 
dam, thus ; 
Let k denote the total height of the dam ; 

j8 denote the value oty at the base ; 

and a denote the value of v at - below the top : 
4 



CONSTSUCTION OF DAMS. 149 

then the proper top-breadth is proposed to be 

256. The construction of the vast masses of masonry 
or concrete of which dams are formed, is an art that 
requires the exercise of judgment in the selection of the 
materials used, close attention to their preparation, and 
watchfulness during the process of building. The question 
as to whether concrete or rubble masonry is, in any given 
case, the preferable building material, must largely depend 
tipon the character of the rock available. The great tensile 
strength of Portland cement causes it to be in high favour 
as a matrix; but it is not entirely unexceptionable. Where 
a dam abuts, as is frequently the case, upon steep hill-sides, 
the rapid variation in height tends to produce an unequal 
settlement in the masonry or concrete as the structure is 
gradually r^sed This settlement is resisted by the shear 
of the material transmitted from the comparatively un- 
yielding rock abutmenta It is not improbable that action 
of this kind has produced some of the fractures that have 
too often occurred in such dams. If this be so, it points 
to the prudence of building in a slow-setting hydraulic 
lime, thereby permitting free settlement of the mass before 
it sets rigidly. Otherwise it would appear that the dam 
should be so designed that the intensity of the stresses in 
high sections may be less than that at the same levels in 
lower sections of the structure ; and consequently, that the 
strain at all parts may tend to vary inversely as the height 
of the dam at those places. 

* By btrodudng the tsIum of ■ and ti, u detemused by equation (L), 
into thii expr«»iioii, it redtica to — . 

It ihonld be noticed that dami in India may be attained to be free from 
the thrnst of ic« against their crestt, a factor which In United Stalet practice 
pottcssct considerable importance. 
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The rapid settlement during construction of large 
masses of concrete, which may be regarded as bearing, 
beam-like, upon their extremities, must give rise to condi- 
tions of internal shearing-stress of indeterminate amount 
In concrete work, such settlement is much reduced by the 
introduction of lai^e blocks of stone and boulders into the 
work — a practice that possesses the advantages of adding 
to the coherence of the entire work, and, generally, of effect- 
ing some economy in its cost. 

It is highly important for the work to be homogeneous 
in composition and free from plane Joints. Similar pre- 
cautions to those used in the case of earthen embank- 
ments, must be taken to avoid the sealing of springs in 
the foundations ; and facility of escape at the outer face 
of the dam should be afforded to water percolating the 
mass. 

257. The building of rubble masoniy is an art that is 
hardly amenable to literary treatment The all-important 
subject of the manufacture and laying of concrete in 
engineering structures for hydraulic works, is too wide to 
be fully dealt with here ; and we abstain from presenting 
an inadequate description of the numerous manipulative 
processes necessary for the production of good concrete-' 
work, believing that a serviceable knowledge of the matter 
can be best gained by observation. The most important 
of the points to be observed are 1 the cement is to be 
thoroughly slaked by aeration before use ; the material 
composing the a^regate is to be clean, and of such dimen- 
sions that it may form, with the cement, a compact con- 
glomerate : the concrete is not to be re-assorted afler the 
completion of the mixing process, as happens if it is either 
tipped into place from too great an elevation, or is unduly 
" punned " or beaten with a view to consolidate it ; the 
quantity of water added in mixing the concrete is to be not 
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only that required for the hydration of the cement, but, in 
addition, sufficient to meet the loss by evaporation and by 
absorption into the materials and the adjacent bodies. The 
last-mentioned point is, perhaps, the most difficult of observ- 
ance. It is undoubtedly improper to over-water concrete ; 
but at the same time, the practice of the testing-room must 
not be carried on to works, where a different set of condi- 
tions obtains. To obtain successful results, the ratio of 
water to cement must, in the manufacture of concrete for 
hydraulic work, be considerably higher than that employed 
in the production of cement briquettes of high tensile 
resistance. The same remark applies to cement mortar for 
masonry and brickwork. Finally, a condition of perfect 
quiescence must be ensured, in order that a mass of concrete 
may set well. In foundation work especially, it is far better 
for concrete to be actually laid in water, than for the water 
to be drawn away through or underneath the mass during 
the process of setting, as is sometimes done by heavy 
pumping. Although the best results may be obtained from 
concrete set in air, the damage wrought by the percolation 
of water through it before it has set, and the consequent 
removal of part of the cement, is irreparable. 

258. After all possible care has been exercised in the 
selection and the mixture of the materials that compose 
mortar, and in the laying of masonry, the question as to 
what stress it is permissible to impose upon a structure 
built of these materials is still far from being satisfactorily 
answered. The pressure required to crush small blocks of 
good concrete maybe found to be as much as 150 tons 
per square foot, and it might be thence inferred that a stress- 
intensity of 25 tons per square foot could be safely assigned 
to a mass of that material, On the other hand, experiment 
points to some diminution of the resistance to crushing 
offered by similar blocks of mortar and concrete, according 
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as their diameters increase ; *■ and it is probable ttiat, as a 
rule, small selected samples of materials are comparatively 
so free from defects of composition as to yield relatively 
higher results under stress than do large samples of 
similar figure. This, it is well known, was the origin of 
the fictitious strengths attributed by the earlier experi- 
menters to wooden beams — their results being derived 
from tests of small, straight-grained, seasoned bars of 
timber ; and caution must be used in applying to practical 
cases the results of laboratory crushing-tests of small cubes 
of stone and concrete, especially when they fail to indi- 
cate the point at which deformation of the samples first 
occurs. 

Some valuable determinations of the resistance to 
crushing of concrete prisms cut out of the Vymwy dam, 
were made by Messrs. Da^dd Kircaldy and Son in 1S85, 
the lowest result obtained being 181 tons per square footf 
Among walls for impounding water, the Almanza dam, in 
Albacete, Spain, a structure of ancient date, bears a calcu- 
lated intensity of stress equal to 12 tons per square foot ; 
but a lower stress is observed in most modern dams. Still, 
with good materials and workmanship, there does not seem 
to be any reason why this, or even a somewhat higher 
stress should not be adopted with perfect safety. 

259. In two respects a masoniy dam possesses a dis- 
tinct advantage over an earthen embankment : (i) It can 
form its own outlet, (2) the waste-weir works may be safely 
carried through the body of the structure. The dimensions 
of both the outlet and the waste-weir are determined by 
the same considerations as those treated in % 199, 216. 

The top of the dam may be rounded to form the waste- 

* GUlmoTC, 'Notes on the ComptetdTe Resutance of Fieestones, &c' 
—New York, 1888. 

t 'Report on the Vyniwy Muouiy Dmh,' bjr Major-General Sir Andiew 
Cluke— Liverpool, 1S86. 
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weir, like that of the Vyrnwy, a proper apron being 
formed at the outer toe, to receive and check the velocity 
of the overflow ; or the weirs may be formed at the ends, 
supplemented by stepped waste-water courses carried down 
the hill-sides. 

The scour-valves may be placed in a culvert through 
the lower part of the dam, and be manipulated from a 
chamber overhead, and the draw-off valves may be situated 
in a stand-pipe or tower within the reservoir. 

26a Among the important details connected with the 
completion of every lai^e reservoir, is the protection of the 
banks in the neighbourhood of the (varying) water-line, 
from the erosive action of waves, by stone-pitching or by 
mattresses. Another important point is, especially in the 
case of reservoirs formed in valleys into which the tributary 
streams discharge with high velocity, to cut off such tri- 
butaries by means of rubble or timber screens, above the 
level of the reservoir, so as to form catch-pits to intercept 
the detritus borne down by torrents, and to prevent it from 
entering the reservoir, to the diminution of its capacity and 
the detriment of the impounded water. Such catch-pits 
are cleaned out from time to time, the intercepted material 
being formed into a spoil-bank in some convenient and 
out-of-the-way situation. 

Service-Reservoirs. 

261. The requisite capacity of a service-reservoir de- 
pends upon the variation in the rate of daily consumption 
of water in the district supplied through the reservoir, and 
upon the length of time during which it is deemed prudent 
that the water-service should be independent of the supply 
from the main source, to meet cases of accident, failure or 
abnormal draught (§§ 190-192). 
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Elevated situations in the immediate vicinity of the 
districts to be supplied, are naturally chosen, if such occur 
and are available for the purpose, as sites for service- 
reservoirs. It was formerly considered unnecessary to roof 
these reservoirs, which were often constructed as open pits, 
half sunk and half embanked, and pitched with stone over 
their inner slopes. Many examples of this kind remain in 
use at the present day. For the supply of water to towns, 
however, experience has taught the superiority of covered 
reservoirs — excluding dust, and preventing the development 
of vegetable and animal life in the water, which is due to 
the action of heat and light 

The subject of the present practice in regard to the 
construction of service-reservoirs has been so exhaustively 
treated in an article published by the Institution of Civil 
Engineers,* that we cannot do better than refer the reader 
to that paper, and to the subsequent discussion thereupon. 

262. The ordinary type consists of concrete walls and 
floor, backed by l foot to 3 feet of puddled clay according 
to the depth of the reservoir ; the walls, where they rise 
above the level of the natural ground, being supported by 
embankments oi* earth. 

The earthen backing behind the walls, and the thrust of 
the floor and roof inside the reservoir, permit the employ- 
ment of sections considerably lighter than would be re- 
quired to resist the hydrostatic pressure of the full reservoir, 
or the unbalanced external pressure, acting upon simple 
walls ; but in retentive soils, where heavy pressures may 
be expected, the walls and floor must be duly increased in 
thickness — a system of drains being first laid underneath 
the floor, so as to prevent the accumulation of land-water 
there, and consequent "up-lift" A series of brick or con- 
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Crete arches carried on brick or iron pillars springing from 
the floor, support an earthen covering some 2 feet or 3 feet 
in thickness, Fig. §6. 

Fig. SB. 



It need scarcely be said that every service-reservoir or 
tank should, in addition to inlet- and outlet-pipes (the 
former provided with an automatic cut-off valve, and if 
necessary with a reflux-valve (§ 3S5), be furnished with a 
scour-pipe and with an overflow having a discharging 
capacity at least equal to the delivery of the inlet-pipe. 

263. As a detail in the execution of such works, it 
should be observed that where a heavy wall united to a 
broad floor is built upon puddle or other plastic material, it 
is desirable to build the walls to a considerable height 
before joining the floor to them. By this plan, the risk of 
fracture of the floor is reduced. Where puddle is used, 
all steps or footings at the back of a wall should be bevelled 
so that, in settling, the puddle may slide off them and not 
crack at the angle. 

Fig. jrf shows a section of a service-reservoir wall of a 
type which has been used by us with satisfactory results. 
The puddled floor is prepared for the reception of the 
concrete by a paving of large shingle or similar material 
pressed into the soft surface as soon as the requisite thick- 
ness is laid. The various precautions mentioned in § 212 
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must be observed in the preparation of the puddle ; and 
where it is carried up in a thin sheet behind a wall, it is 
desirable to arrange the work so as to lay it as continuously 
as possible — thus avoiding many of the failures that occur 
from the occurrence of dry and dirty joints in puddle-walls. 
An important point in laying scour- or outlet-pipes through 
the base of a high wall, especially if this is backed by 
puddle, is to pass the pipes through ports left in the walls 
during construction, so that they may be free to move — the 
ports being subsequently plugged with cement around the 
pipes after all settlement of puddle, concrete, or masonry 
has ceased. 

In rendering service-reservoirs water-tight, good results 
have been frequently obtained from an asphalt sheet, 
J inch to I inch thick, run whilst hot over the floor, and 
either into a cavity left in the walls, or laid upon the latter 
in successive coats by the brush. Precaution must of course 
be taken to prevent the occurrence of bad joints in the 
asphalt, which would happen if one coat were laid upon 
a cold under-layer. 

264. Tanks, elevated considerably above the ground, 
are frequently employed to maintain steadily the pressure 
in the service-mains and distributing-pipes of a district 
under supply. Such tanks are generally constructed of 
iron, and rest upon brick or stone towers, or, more seldom, 
upon iron columns braced together by lattice - work. 
Formerly, cast- or wrought-iron tanks of rectangular form, 
stayed internally, were supported on girders, but more 
modem structures consist of steel boiler-plate cylinders, 
resting upon a concrete or brick foundation — the bottom 
being formed of either metal carried on girders or arches 
or, in cases where elevation of the tank above the ground- 
level is unnecessary, brickwork or concrete rendered with 
asphalt. The principal difficulty attending the construe- 
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tion of such tanks arises at the junction of the sides and 
floor — especially when these are made of different materials. 
Here a rigid joint is inadmissible, owing to the distortion 
that arises in the tank from changes of temperature ; whilst 
water-tightness under considerable pressure is often re- 
quired. A form of joint which has much to recommend it, 
and has given good results in practice, is illustrated in 
Pig- 57' 

Fig. 57. 



A, shell of tank ([ron) ; B, sheet-lead roll ; C, floor of Uok (bricli) ; 

D D, asphalt. 

Scale I inch = i foot 

265. By far the most novel and interesting type of 
service-reservoir — combining strength, economy and ele- 
gance — is presented by the spherical-bottomed tank, which, 
requiring neither internal stays nor supporting-girders, may 
be built upon a tower or upon a simple curb supported by 
columns or piers at any desired elevation. A section of 
a tank of this kind is shown in Fig. 38. 

The central shaft contains a ladder or spiral stair, by 
which access is aflbrded to the top, and thence to the 
interior of the tank. The inlet- and overflow-pipes arc 
shown on either side of the shaft, and are provided with 

• Proc Roy. Sot of N.S.W., vol. xiv, p. 158, 
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expansion- joints, glands and packing, to meet the changes 
in the sag of the spherical bottom and expansion and 
contraction of the pipes. The valves are situated at the 
feet of these pipes. Sometimes, both inlet- and outlet-pipes 
are provided, to promote circulation of the water through 
the tank. The roof is double, with a view to secure 
equability of temperature, and is carried on radial steel 
principals. In hot climates the shell of the tank may 
advantageously be surrounded by wood-lagging, a few 
inches distant from it. The suitability of this form of 
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Fig. S9. 




Scale I inch s: 20 Tect 



Scale ( inch c i foot. 



reservoir for extremely cold climates is questionable. 
Among examples that are worthy of notice, are that at the 
Lynn Waterworks and that at Norton in Cheshire, belong- 
ing to the Liverpool Waterworks, The former, 26 feet in 
diameter and containing 55,000 gallons, constructed by 
Messrs. Easton & Anderson, of Erith, in 1875, is one of 
the earliest examples of the type in England ; the latter, 
the latest example, is 76 feet in diameter and has a capacity 
of 600,000 gallons. 

The calculations of the strength of this form of tank 
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are of a simple character. For the thickness of the cylin- 
drical shell, at k feet below the top, we have 
Rkw I _ 
12.S 4.' 
where / is the required thickness in inches at h feet below 
the top ; 
R is the radius of the tank in feet ; 
s is the working-stress of the metal in tons per square 
inch; 
and w is the weight of i cubic foot of water expressed as 

a fraction of a ton, i. e. = — . 
36 

The thickness for the spherical bottom is arrived at by the 
application of the well-known theorem that the intensity of 
the tension in a spherical shell is one-half of that due to 
equal fluid-pressure within a cylindrical shell of the same 
radius.* Hence, using the same notation and putting r 
for the radius of the spherical bottom in feet, we have, 
treating the weight of metal as its equivalent head of water, 

rkw I 

24..S ^ 4 

The bottom plates have to be specially shaped in dies, 
but this introduces no insurmountable difficulty. Riveted 
lap-joints for the circular seams, and butt-joints and strips 
for the radial seams, are found to answer well for both 
the bottom and sides. The interior surface of the tank 
may be rendered with either Portland cement or asphalt, 
the seams being first carefully caulked, and the plates 
freed from dust and dirt. The outside seams should also 
be carefully set up. One of the most important features 
of this type of tank is the compression-ring to which 
the bottom is attached. A form of section which pos- 
sesses many advantages for this ring is shown in Fig. jp. 

• Rankine, 'Applied Mechanics,' gth edition, Art, 272. 
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In it the rivets are, as far as possible, in shear, and the 
attachment of the bottom plates to the compression- 
ring presents little difficulty. The tangent at the edge of 
the spherical bottom passes through, if produced, the centre 
of gravity of the compression-ring, the latter being carried 
on the cast-iron curb, or bed-plate, by means of short iron 
rockers, shaped so as to lift the ring slightly in rolling, and 
tending to regain their normal position — a necessary pro- 
vision against horizontal movements of the tank due to 
changes of temperature. The bed-plate must be capable 
of resisting the thrust so induced, 

266. In the United States, it is a common practice to 
form service-reservoirs of high cylindrical tanks of large 
diameter. As an example, that at Savannah, in Georgia, 
is 30 feet in diameter and 57 feet high, constructed of iron 
boiler-plate, and is carried by iron girders upon a brick tower 
50 feet in height* Many tanks of still greater height rest 
^mply upon a prepared foundation on the ground. 

Where such height is necessary, the upper portion only 
of the tank can be regarded as effective for the general 
purposes of a service-reservoir, and the lower portion may 
be conceived to act as a supporting column, operating 
through the medium of the circumferential tension in the 
shell, and providing, of course, in particular cases, a useful 
reserve of low-pressure water. There are doubtless good 
reasons for the popularity of this design in some localities 
abroad ; but it cannot be proposed as a suitable form of 
service-reservoir for erection in this country. 

267. We will now allude briefly to the subject of the 
storage of water on a small scale in houses. For manu- 
facturing purposes, convenience and cost determine the 
position, size and material of internal cisterns and tanks. 
But when water has to be stored in cisterns, to be subse- 

• ' Reports on the Wfttei-power of the UnLted State* '— Wwhii^on, 1887. 
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quently used for domestic purposes — which is often the 
case, even with constant supply ; owing to the excessive 
draught upon the service-pipes during the busiest hours of 
the day — the matter demands earnest attention. Too 
frequently house-cisterns are so large in relation to the 
domestic consumption, that the water they contain cannot, 
under the ordinary conditions of use, be entirely changed 
for many hours, perhaps days. They are commonly situated 
so near to the roof and the hot-water apparatus, and in a 
chamber so devoid of facilities for its ventilation, that the 
water contained in them is never cold when it is required 
for use ; and, in addition to this, they are often lined with 
some corrosive and poisonous metal. 

Such a system of storing water for domestic purposes 
cannot fail to be injurious to the health of the consumers ; 
and, by it, the benefits of a pure and cool water supply; 
derived perhaps at great cost from some distant source, are, 
at the very latest stage, often largely annulled. 

House-cisterns should be of such dimensions as to hold 
only 24 hours' supply of water. They should be constructed 
of slate or of galvanised iron, and should be situated in an 
airy chamber, not too near the roof, and as far as is con- 
venient from the hot water supply cistern or other heating- 
apparatus. Finally, they should be provided with ventilating 
covers and with plugs at the bottom, to permit of their 
being properly cleansed and scoured out from time to time. 
The circumstances that affect the purity of water under 
storage will be more fully considered as part of the general 
question of puriiication. 



CHAPTER V. 
THE PURIFICATION OP WATER. 

268. Water, collected in the condition in which it 
occurs in nature, with the exception of that derived from 
springs and wells, must always be subjected to some 
treatment before it can be pronounced fit for domestic and 
industrial use ; and even spring- and well-water, although 
generally free from organic pollution, is often impregnated 
with mineral solutions that injuriously affect its quality. 
The term " purification " here means the operation of 
rendering any natural water fit for distribution through 
mains and service-pipes to meet the requirements of con- 
sumers. This does not invariably mean improvement of 
the chemical purity of the water, although such is generally 
the case ; in fact, purification, in the sense in which the 
waterworks engineer understands it, so far from being re- 
stricted to the removal of constituents foreign to chemically 
pure water, involves sometimes the addition of substances 
to it, in order to improve its dietetic properties, or to 
reduce Its corrosive action _upon the vessels in which it is 
contained. 

Such a course has been taken, for example, at Dessau 
in Anhalt, where the water supply is very soft, containing 
much carbonic acid in solution, and was found to dissolve 
lead from the interior of the service-pipes in dangerous 
quantity. By the addition of powdered carbonate of lime, 
the excess of carbonic acid has been removed from the 
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water, and its solvent action in the formation of lead 
carbonate prevented. 

269. The impurities contained in water occur either as 
floating on its surface, in suspension, or in solution ; and 
the removal of foreign matter ia the first and second of 
these conditions, and to some extent also in the third, 
constitutes the purification that water most commonly 
undergoes. 

(i) Floating matter may be removed by means of an 
overflow from a reservoir or other convenient chamber, 
whence such bodies are carried away by the escaping 
water ; or they may be strained out of the water by 
causing it to pass through gratings or wire gauze. 

(2) Matter in suspension, if not too minute, may be 
strained out by wire gauze ; or, if of specific gravity 
higher than unity, it may be permitted to precipitate 
naturally by ensuring to the water a sufficient period of 
quiescence. All storage-reservoirs produce this very useful 
secondary effect upon their contents. Fish and other 
inhabitants of streams and ponds assist actively to absorb 
suspended organic matter, and to a certain extent also, that 
which floats upon the surface. Water that carries silt is 
clarified by natural subsidence in ponds, or by flow through 
shallow tanks at a rate slow enough to permit of the depo- 
sition of the solids upon the floors. If the silt is in a state 
of exceedingly fine division, its settlement is hastened by 
producing an artificial precipitate in the water. Thus, if 
turbid water contains bicarbonate of lime in solution, the 
addition of either cake-alum* or lime produces a heavy 
precipitate that rapidly carries the silt down with it to the 
bottom. The addition of the former compound causes a 
chemical action of double decomposition, resulting in the 
formation of aluminium hydrate which falls as a precipitate, 
* Aluminium sulphate, not true slum. 
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of carbonic acid which escapes, and of calcium sulphate 
which remains dissolved in the water, thus, 

3H,0 + sCaCO, . CO, + Al^sSO* 
= Al, (HO), + 6C0j + sCaSO*. 

The action when the latter compound is added is to 
produce a precipitate of calcium carbonate, thus, 

CaCOs ■ COa + CaO = 2CaC0» 

as in Clark's " softening " process (§ 307). 

In both cases, the sudden formation and settlement of 
the precipitate carries suspended silt down with it, and 
exercises a marlced clarifying effect upon the turbid 
water. 

After removing by subsidence such matters as readily 
settle, it is the usual practice to further purify water by 
filtration, which, in addition to removing turbidity, greatly 
reduces the quantity of micro-organisms present 

(3) Water may be freed from some substances in 
solution by aeration, or exposure to the action of the 
atmosphere — the rapidity of the operation being greatly 
promoted by agitation : e. g. if water containing dissolved 
sulphuretted hydrogen be caused to flow along an open 
channel the gas escapes ; similar treatment applied to a 
more common impurity, carbonate of lime in solution, 
causes carbonic acid to be evolved and carbonate of lime 
to be deposited as a precipitate in the channel. As an- 
other special example, the water-supply of KSnigsberg" is 
notably rich in iron compounds, chiefly ferrous carbonate 
dissolved in excess of carbonic acid, which have been 
found to be favourable to the growth of crenothrix — an 

* Deulacbe Vierteljalirsschrift Tiir otTcQtIiche Gesimdheitspflege, 18S8, 
P- 339- 
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organism that is capable of rapid development even in 
dark situations — advantage was here taken of the fact that 
the line of the main is intersected by an ancient water- 
course, into which the water is turned and permitted to flow 
down for a length of about five miles. The result is that 
carbonic acid escapes, ferric oxide is deposited in the 
channel, and the water issues at the lower end clear and 
bright, its tendency to promote oi^anic growth being 
altc^ether lost. 

270. On shipboard, and to a limited extent on the sea- 
coast, in certain places where other sources of supply are 
wanting or inadequate, as at Aden, distillation of sea-water 
is resorted to as a means of ridding it of the excessive 
quantity of salts that render it unfit for domestic use. A 
good example of this process at Iquique, Peru, has been 
described by Mr. C. M. Johnson, R,N.* 

The plant comprises a series of five cylindrical 
generators, a Root multitubular boiler and a surface- 
condenser, and is capable of supplying about 45,000 
gallons of distilled water per day. There are two nests 
of wrought-iron tubes running through each generator 
placed on either side of the centre line. The steam from 
the boiler, at 140 lbs, pressure per square inch, enters the 
tubes of the first generator, causing the sea-water in it to 
evaporate. Part of the steam thus generated is led 
through the tubes of the second generator, heating the 
brine in it, and so on throughout the whole series. From 
the generators the bulk of the vapour is conducted through 
the surface-condenser into a fresh-water tank. When the 
brine becomes by this process concentrated to about three 
times the density of sea-water, it is discharged, part of its 
heat being abstracted by causing it to circulate about the 
feed-pipes of the boiler and generators. 

* Minutes of Pioceediugs IntL C.E., vol Ixivii. p. 344. 
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The removal of compounds that are truly hydrated, or 
in chemical combination with water, hardly comes within 
the province of the engineer. 

271. We proceed to consider in more detail the opera- 
tion of purifying water for domestic and industrial purposes, 
and to notice the apparatus necessary in each particular 
case. The several important processes may be summarised 
as those of settlement, straining, filtration and precipitation. 
It seldom happens that all of these prcKesses are applied 
to any one water, but only such as are most applicable to 
the individual case. 

272. When surface-water is collected into a storage- 
reservoir or river-water is pumped into a tank, the sub- 
sidence of matter in suspension, if heavier than water, 
commences as soon as any portion of the water attains such 
a state of quiescence that the velocity of its internal whirls 
and eddies is no longer sufficient to buoy up the material 
in question. Floating bodies are partially removed by the 
overflow of the reservoir. As may be naturally inferred, 
all the conditions that conduce to stillness in the body of 
the water, favour such clarification ; whilst on the other 
hand, commotion has an advantage in promoting puri6- 
cation by aeration. 

As the internal whirls and eddies in the water die out, 
the suspended matter, if of sensible size, very soon falls to 
the bottom. But if it be in an extremely fine state of 
division, so that the ratio of the amount of surface of each 
individual particle to its volume is large, its downward 
velocity is very slow, and the resistance to its motion then 
varies as the velocity instead of with some higher power 
of it 

That is to say, 
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where v is the downward velocity at the time / and ^ is a 
constant 

Then log -^^ — kt, V being the velocity when ^ « o. 



Integrating, s= -j(/-e-*')* 

V 
This equation shows that if / = 00 , f = j ; i. e. in an 

infinite time such a particle only settles a finite distance 

V 
equal to -j- From this it follows that water containing 

suspended matter of impalpable fineness would never clear 
by settlement 

273. The draw-off works of a reservoir or the intake 
works of a river supply should be placed in such a 
situation as to command the clearest water. This ne- 
cessitates their being removed from places where the 
entrance or confluence of streams causes commotion in 
the water, or where the nature of the beach is such that 
a turbid condition is liable to be produced by the action 
of the waves upon it Before leaving the reservoir or 
entering the pump-well, as the case may be, previous to 
filtration water is passed through strainers of copper or 
brass wire gauze. The size of the mesh employed varies 
according to the impurities dealt with. That of the 
Glasgow Waterworks is ^ inch ; that of the Vartry works, 
Dublin, is ^ inch, whilst that introduced on the new 
Liverpool Waterworks at Vyrnwy has 100 wires per lineal 
inch. For cleansing fine gauze strainers, some special 
process must be applied, such as the action of jets of water 
impinging on their inner surface. The straining-chamber 
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is constructed either in the reservoir or river as a tower, 
or as a well in the adjacent ground. It is frequently 
circular in plan, the strainers being arranged in polygonal 
form concentric with the well ; the inlet then communicates 
with the annular space thus formed, and the clear-water 
outlet is within the polygon formed by the strainers — 
sometimes, however, these latter are arranged as a dia- 
phragm across the well, but, for large works, less effectively. 
The wire g^uze supported by strong netting of large mesh, 
is stretched across the strainer-frames, which are best made 
of timber, as a galvanic action is liable to be set up 
between the copper gauze and iron. The frames, rec- 
tangular in shape, are made of a size convenient for being 
lifted and are in duplicate, balanced, sliding in . vertical 
guides, and actuated by a rack and pinion arrangement 
or by mnch and chain situated overhead. By this means, 
one set of strainers is always in action whilst the duplicate 
set is being cleansed. 

Straining and settlement, agents of puriiication in 
almost every waterworks, were formerly the only processes 
adopted for the treatment of the Thames water used for 
the supply of London ; until the increased demand ne- 
cessitated the introduction of more expeditious methods, 
and our wider knowledge led us to insist upon more 
active measures being taken to purify water derived from 
notoriously polluted sources. Filtration, which is in the 
present day deemed to afford the best practical means 
of purifying water, whether polluted by the presence 
of inorganic or oi^anic substances, is however greatly 
assisted and accelerated by the previous application of 
the processes of straining and settlement ; and whilst it 
is cheaper to remove very fine suspended matter by 
filtration than by these processes, they afford in com- 
bination with filtration a more economical course of 
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treatment than the latter alone. For, whilst the cost of 
constructing settling - ponds of sufficient size to permit 
the complete clarification of turbid water, would be fre- 
quently prohibitive ; the rate at which filtration can be 
eiTectively performed is much increased, and the cost 
consequently reduced, by the removal of the grosser sus- 
pended matter in settling-ponds, as a preliminary step ; 
and, as will be seen later (§ 292), the " life " of a filter, i. e. 
the period during which it can work without attention to the 
filtering medium, is the all-important factor of the cost of 
filtration. 

274. In order to prevent the development of micro- 
organisms of nearly every kind in water, it is desirable 
that water should not stand in settling-ponds exposed to 
atmospheric influences too long ; for, whilst a goodly 
number of microphytes are carried down by the falling 
sediment, they soon begin to disperse again through clear 
water and to multiply under the favourable conditions that 
generally obtain in such ponds. There are two methods 
of settlement in use — the intermittent and the continuous 
— and the design of settling-ponds depends upon which 
of the two it is proposed to adopt In the first-named 
system, the pond is filled and when the suspended particles 
are precipitated, the clear water is drawn off to a depth 
depending upon the length of time allotted to the action, 
and the degree of clarification aimed at In order to 
maintain the delivery at a somewhat uniform rate, draw- 
off valves are advantageously situated at different levels 
and opened successively from the top as subsidence pro- 
ceeds. By intermittent settlement, however, the time 
occupied in filling is partially wasted owing to the 
commotion caused thereby, and to a certain extent that 
occupied in emptying. Also, it is necessary, in this 
system, to situate the lowest draw-off valve of the settling- 
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pond at a higher level than that of the water-surface in the 
filters, which is sometimes inconvenient and almost always 
expensive. 

275. Both of these objections are absent from ' the 
continuous-flow method, by which the top-water level is 
but little higher than that of the filters and filling proceeds 
simultaneously with the delivery from the outlet. One 
important aim of this system is to continually draw off the 
water that has been longest in the pond. In order to 
attain this end, experience shows that it is desirable to 
divide the settling ponds by diaphragm walls into longi- 
tudinal galleries about 6 yards wide, the depth being 
between 2 yards and 3 yards. A special feature of certain 
continuous-flow settling-ponds built at Frankfort and other 
places by Mr. W. H, Lindley, is a vertical diaphragm 
termed the " immersion-plate," sliding in grooves situated 
near to the outlet end, dividing the ponds into two parts. 
The plate is a little less in height than the depth of the 
water. In summer, the river-water which forms the supply 
is warmer than that in the pond, and, afler entering, sinks 
as it gradually cools ; the immersion-plate is then lifted so 
that its upper edge stands above the surface ; consequently, 
the water from the neighbourhood of the bottom of the 
pond, which has been longest in it, is always being drawn 
off" under the plate. In winter, on the other hand, the 
river-water is cooler than the pond-water, and consequently 
sinks to the bottom immediately it is admitted ; the 
immersion plate is therefore depressed, and the upper 
layers of water, which have been in the longest, are 
continuously dischai^ed over it. 

Between 15 and 20 hours are generally occupied in 
clarifying the water by this means, the longitudinal 
velocity being between -^ inch and ^ inch per second ; whilst 
at Frankfort only six hours are occupied in removing 
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90 per cent of the total suspended solids. The rate of 
working settling-ponds depends upon the degree of tur- 
bidity of the water dealt with, and also upon the fineness 
and specific gravity of the sediment The water-supply of 
Yokohama carries in flood time a lai^e quantity of heavy 
silt that settles so rapidly that clarification takes place at 
the rate of i foot vertically in 80 minutes when perfect 
quiescence is attained ; and the How through the settling 
pond takes place at a velocity of \ inch per second. Not- 
withstanding the extra cost incurred in construction, the 
advantages attached to covered settling-ponds render the 
type worthy of consideration. Firstly, in covered ponds 
the water is protected from the action of the wind, and 
precipitation consequently proceeds more rapidly; secondly, 
the water is prevented from freezing in them in winter ; 
and thirdly, the darkness and superior coolness are in- 
imical to the development of alga and other green plants 
which furnish food to animals, fungi and bacteria. 

276. The construction of settling-ponds is such a simple 
matter that it scarcely calls for more than passing mention. 
The cheapest form is a sunk tank with sloping sides, the 
banks being formed with the spoil from the excavation of 
the floor. The inside of the pond may be lined with 
6 inches or 9 inches of concrete, the floor being sloped 
longitudinally at about i in 30 and laterally, to a central 
longitudinal drain, at the same rate. The semi-fluid 
sludge is then readily scoured off when the tank is not 
working, by means of a sludge-valve outlet at the lower 
end of the longitudinal drain. Circumstances will determine 
modifications of construction which it is unnecessary to 
deal with here — the general features as to draw-off valves, 
overflows, roofing, &c., being executed much on the same 
lines as those of service-reservoirs (§ 262), but the tanks are 
of much lighter construction, because shallower. 
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Of course, in cases where the water is unusually clear at 
the source, it is most properly merely strained and filtered 
without settlement. 

277. Filtration takes place both naturally and artificially. 
The greatest and also the most efficient filters are the perme- 
able strata of the earth's crust whence our spring waters are 
derived (§ 131). The water that percolates into both shallow 
and deep wells and all underground collecting-galleries is 
filtered during its passage through the rocks and sub-soil, to 
an extent that depends upon the compactness of the strata 
traversed and their freedom from faults and open beds and 
joints. In many cases the supplies to wells or collecting- 
chambers gradually decrease as the pores of the superin- 
cumbent formation become choked with the mud and other 
matters strained out of the water in its passage. 

In the case of a deep well, such decrease is usually slow ; 
for the water is filtered long before it arrives in the 
immediate vicinity of the well ; and the wide area from 
which the supply is drawn renders any effect from this 
cause insensible, and the decrease ordinarily observed is 
due to other circumstances (5 129), An exception to the 
rule may, however, occur where water in its passage to a 
well, percolates beds containing very soluble substances, 
and, after becoming impregnated with them, partially re- 
deposits them in the pores of the rock around the well. 

The most suitable situation for a collecting-galleiy is 
parallel to the shore of a lake or river, on the side to which 
the principal subterranean drainage takes place. In such 
a position the gallery intercepts land-water percolating 
towards the lake or river, and naturally filtered through the 
earth. If not drawn from the collecting-gallery or well 
faster than it is supplied through the land, naturally-filtered 
sub-soil water is collected {§ 125). If, however, as is generally 
practised, the draught from the gallery exceeds this limit, 
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water is drawn into it from the adjacent lake or river 
supposed to be at a higher level than the gallery-floor, and 
is, if the situation of the works is well chosen, effectively 
filtered in its passage through the intervening ground. 
When water is thus derived from rivers, if the strata con- 
stituting their beds are fairly compact, the mud filtered out 
is caught on the surface and is continually washed away by 
the current — thus a natural self-cleansing filter is established, 
A lake filter-gallery is without this advantage. 

The quantity of water that may be derived in fairly 
pure condition from such collecting-galleries, can only be 
estimated approximately by trial borings and pumping : 
excessive draught means certain deterioration of the quality 
of the supply. The construction of filter-galleries is treated 
in § 125, and it is only necessary to point out the desira- 
bility of excluding surface-water by impervious sides and 
roof of rubble or other building-material, and of drawing 
the supply through the floor only. 

When a portion of an aqueduct consists of tunnels, a 
considerable augmentation of the supply often takes place 
at these points, by the addition to the flow of the ground- 
water that drains into them. This, and the methods of 
collecting water by means of open canals or drain-pipes 
with open Joints (§ 1 26), laid at a distance below the surface 
and surrounded by gravel or shells, afford other examples 
of natural filtration into artificial channels. 

278. Notwithstanding its clearness and apparent purity, 
it is generally advisable that water collected from catchment- 
areas or pumped out of rivers should be artificially filtered 
before being used. Sand-filtration is the process usually 
adopted, although it is not infrequently supplemented by 
other methods of treatment. Water is filtered through sand 
by either allowing it to percolate downwards under gravity, 
or forcing it upwards through a bed of the material, which 
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varies in different works between i foot and 6 feet in 
thickness. Such a range in the depth of the filtering layer 
may well call for comment, and would not be found were 
the action of this process of purification always clearly 
understood. 

The system of downward filtration is that almost always 
practised, on account of the great facilities it affords for 
the cleansing of the filters— a proceeding that is greatly 
expedited if means are provided for forcing filtered water 
upwards through the sand at such a time ; this provision 
is most desirable, as filter-basins should always be charged 
in this manner. 

We may here observe that in every system of purifi- 
cation and especially in that of sand-filtration, the mainten- 
ance and cleansing of the apparatus employed is at once 
the most necessary and costly part of the entire proceed- 
ing; and true economy of design consists in devising the 
works so that their maintenance and the labour involved in 
their daily working may be as light as is consistent with 
efficiency. 

A sand filter consists essentially of a water-tight basin 
containing a number of layers of the filtering material, with 
arrangements for admitting water above the top-layer and 
for drawing it off when filtered from underneath the bottom- 
layer, 

279. There are two ways of forming the basin, the most 
suitable plan in any particular case depending upon the 
position and the nature of the foundation. Generally, the 
construction of filter-basins is very similar to that of service- 
reservoirs (5 262) and settling-ponds (§ 276) ; and we there- 
fore merely recapitulate here the leading features of this 
class of work. If the filter is sunk below the ground-level, 
provision should be carefully made for draining away land- 
water from the outside, at any rate down to the level of the 
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floor of the basin. If the ground in which it is constructed 
is of the nature of clay or Rnc sand which keeps moist 
by the capillary elevation of water from beneath, the basin 
is constructed by laying on the bottom and sides of an 
appropriately-formed excavation, a continuous sheet of 
well-tempered clay-puddle deposited and worked in the 
usual manner (§ 212). The floor and sides are built upon 
and against the puddle, of concrete, brickwork, or masonry, 
but need not be absolutely impervious, as indeed they 
seldom can be, for the puddle will prevent all leakage if 
properly laid. Where the basin is in cutting, the puddle 
behind the side-walls is supported by the solid ground ; 
but where it is above the ground-level, the puddle must be 
backed with an embankment of earth sufficiently strong 
to resist the pressure of water due to the head inside the 
basin. The side-walls must be designed of ample strength 
to support the lateral pressure of the puddle and earth 
behind them. Owing to the comparatively small head of 
water to the pressure of which filter-basins are exposed, and 
the consequent slightness of the walls and floors, there are 
one or two points in the construction of these latter that 
call for special attention. In these long thin walls the 
upper portion may be so far affected by temperature as 
to expand considerably more than the lower portion, and 
may exhibit a tendency to arch itself upon the latter and to 
form horizontal cracks along the least adherent joints of 
the concrete. Gaps, also, must be studiously avoided in 
long walls, as liable to cause the development of horizontal 
cracks through actual shearing of the concrete by the 
lateral expansion of the walls into such gaps. Similarly, 
during construction, the floor of a filter-basin is apt to 
expand into the gap formed by the recessed main drain, if 
that form is used, and thus to produce fracture of the drain. 
These difficulties, however, only arise during the construc- 

T 2 
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tion of the works. In hot weather, the walls may be kept 
in good order by screening them from the sun ; and, as 
soon as the last concrete is laid upon the floor, a few inches 
of water should be tun over it, the great thermal capacity 
of the water effectively guarding the concrete against 
excessive variation of temperature. 

If the basin is completely sunk below the ground, the 
sides are sometimes formed by battering the excavation to 
the requisite angle of repose of the earth and wet puddle, 
and covering the slopes so formed with squared stone 
pitching, closely packed by hand on the top of the puddle 
and not less than a foot in thickness. This construction, 
however, is better adapted to settling-ponds than to filter- 
basins. Of course, if the foundations happen to be in good 
clay no puddle is required for any of the sunken portion of 
the work. 

280. During the long periods that sometimes elapse 
when filter-basins are run off for renewal of the sand, 
where the ground is very dry, puddle is liable to develop 
cracks which subsequently give rise to serious leaks. In 
such situations it is desirable to avoid the use of puddle 
and to buitd the basins of strong concrete or brickwork 
or a combination of these, and to trust to the quality of 
this work to secure practical impermeability. The thick- 
ness of the floors may in such cases be made between 
I foot and ij foot, and that of the walls not less than 2 feet, 
but these latter must be designed of sufficient section to 
withstand the thrust of earth from without (§ 203). 

To prevent overflow during the process of charging the 
basins with water and regulating their rate of working, an 
overflow-pipe or weir may be provided at the top-water level ; 
but the same result is frequently attained by situating the 
overflow as a branch on the inlet-pipe before it entei-s the 
basin, or at the distributing-well from which a series of 
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filters are supplied, if there is one. It is convenient to fix 
a sccur-pipe commanded by a valve at the level of the 
surface of the sand, for use during the cleansing of the bed, 
and this pipe may well be taken by a branch off the over- 
flow-pipe. A second scour-pipe for completely emptying 
the basin, drawing from the lowest point of the outlet-drain, 
may be provided as either a branch off the overflow-pipe or 
off the outlet-pipe described below, as may be most con- 
venient. The sand employed for filtering should be heavy, 
of coarse rather than fine granular nature, with sharp 
arrises, and of ^ inch average diameter. No sand of 
uniform granular size occurs in nature, and the attrition 
experienced by filtering-sand rounds its arrises and gradu- 
ally comminutes it, until it is borne away in the washing 
process and lost. This waste has to be continually made 
good, and is a source of considerable expense in the 
working of sand filters. With such material, the effective 
straining of impurities out of the water takes place quite 
near the surface ; and although, to a certain extent, 
oxidation of organic nitrites or ammonia may proceed 
during the passage of the water through the filter, it may 
be stated that generally a layer of sand 2 feet in thickness 
forms as effective a filtering medium as any greater 
thickness. The sand is carried on a thinner layer of fine 
gravel, which in turn rests upon one of coarser gravch 
beneath which is either a bed of rubble-stone forming a 
collecting stratum, or a network of small drains connected 
with one or more channels forming the main outlet-drains. 
Figs. 60 and 63. Such channels are frequently recessed in 
the floors of the basins : but in order to avoid breaking the 
continuity of the floors the main collecting- or outlet-drains 
are sometimes formed as small arched culverts resting upon 
the floor, and pierced with holes, near the bottom, through 
which the water enters. If the drains as thus constructed 
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project into the filtering-layer, their upper part must be 
built water-tight, in order to prevent partially-filtered water 
from entering them, due to the rate of filtration in their 
neighbourhood being increased after the filter has been 
cleansed, by the diminished thickness of sand and conse- 
quent resistance. From the ends of the main collecting- 
drains farthest removed from the outlet, small pipes are 
carried up inside the walls, communicating with the atmos- 
phere immediately under the copings, for the purpose of 
facilitating the escape of air from the drains during 
charging of the filter. No pipes should be carried directly 
through the layer of filtering material. 

The inlet to the filter is arranged to deliver the yet 
unfiltered water at the level of the filtering-surface, the 
sand in the immediate neighbourhood being preserved from 
disturbance by stone pitching or flags set round the mouth 
of the inlet-pipe ; or, sometimes, the latter enters a small 
chamber built in the wall of the filter-basin, and from which 
the water overflows a metal or stone sill on to the sand. 
The depth of the water over this sill is kept steady by 
regulating a valve on the inlet-pipe, so that the quantity of 
water delivered to the filter may be maintained approxi- 
mately constant. The water entering the filter may be 
conveniently and accurately gauged by a water-meter of 
the inferential recording type placed on the inlet-pipe. 
The Deacon meter (§ 1 1 1) is a very suitable appliance for 
use under such conditions. Sometimes, instead of the 
supply being measured at the inlet, the dischai^e is 
measured at the outlet of a filter ; but the former method 
is preferable, as the measurement can be there effected 
under a constant head. 

281. The necessity for adjusting the inlet-valves con- 
tinually, to maintain a constant delivery to filters, is 
avoided when the unfiltered water is supplied direct from 
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reservoirs or settling-ponds, situated at an elevation 
sufficient to produce the required flow, and of sufficient 
area to prevent the surface-level from being materially 
affiscted by variation in the supply from the sources. This 
is a convenient arrangement in pumping-works, where the 
reservoir, in addition to providing the necessary balance 
between the irregularities of pumping which frequently 
occur, is constructed so as to perform eiFectively the work 
of a settling-pond. But, it must be observed, that such 
a reservoir by no means fulfils the complete function of a 
service-reservoir (§ 192), which must be provided, even in 
such a case, between the filters and the consumers. 

The constant delivery to, and discharge from filters is 
necessitated by considerations of economy in the construc- 
tion and maintenance of works for purification, in which it 
is essential that the rate of working contemplated shall be 
the average obtaining in the season of maximum supply ; 
and the equalisation of this average to the fluctuations in 
the demands of consumption, must evidently be effected 
after purification has taken place. 

282. The outlet-pipe. Fig: 60, is taken from the end of 
the main collecting-drain, and is provided with a stop-valve, 
and frequently with a small vertical branch on the filter 
side of this valve, containing a float by means of which 
may be ascertained the " head " under which the filter is 
working at any time, i. e. the difference in level between 
the water-surfaces in the basin and the vertical pipe. As 
the Alter becomes fouled through the interception and 
retention, on the surface and in the interstices of the sand, 
of the impurities carried by the water, the head necessary 
to maintain its discharge constant increases gradually, and 
the valve on the outlet-pipe has to be correspondingly 
opened, in order to ensure this increase of head by reduc- 
ing the pressure in the outlet For, it may be here 
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mentioned that, although not the invariable practice, it is 
best on every account to secure increased head by this 
means, and not by raising the water-level in the basin. 
The head is seldom, in good practice, allowed to exceed 
2 feet as a maximum, depending upon the filtering medium. 
Before any such head as this is attained, it may be usually 

Fig. ea 
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regarded as evidence that the sand needs to be cleaned, or 
its surface improved by the removal of the top-film. 

A plan of controlling and regulating the filtering " head," 
superior to that of employing a throttle-valve on the out- 
let-pipe, is to carry the latter into a small well, which may 
form the converging point of the outlets of the entire series 
of filter-basins if at the same level. In this well, the outlet- 
pipes are turned up vertically, and provided with telescopic 
joints actuated by screws and hand-wheels overhead ; and 
here the upper portions of the telescopic pipes are de- 
pressed, as occasion requires, to maintain constant dis- 
charge from the filters by increasing the head as the 
sand becomes fouled and its resistance to percolation of 
the water increases. This is illustrated in Fi^. 6i. 

By a still more refined method, this regulation is per- 
formed automatically. Thus, at Warsaw, the discharge 
from the filter passes through an outlet-well, in which the 
clear-water supply-pipe is turned up vertically and enclosed 
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by a cylindrical telescopic can suspended from a float, and 
pierced by a number of holes near to its upper edge. 
Whatever, then, may be the water-level in the outlet- 
well, the can maintains the same position relative to that 
level, and the clear-water discharge through the holes is 
constant, notwithstanding the in- 
creased head under which the filter ^' 
is being worked. At length, when 
the head has so far increased that 
the depressed water-level of the 
outlet-well brings the holes in the 
can below the up-turned edge of 
the clear-water supply-pipe — a 
condition previously arranged in 
accordance with the intended maxi- „ , . ^ 

Seal* t inch = 10 feet 
mum working "head ' for the filter 

— the discharge practically ceases, indicating that the sand 

requires attention. A form of apparatus somewhat similar 

to an ordinary reducing-valve, has been also applied to this 

purpose. 

Figs. 62 show a general plan and section of the Yoko- 
hama filters, which were designed to treat 1,250,000 gallons 
per day, and were constructed in 1887, 

283. From the filter-outlet or outlet-well, the clear 
water is conducted into a " clear-water tank," which should 
not be less than 15 feet deep, and is preferably roofed, as 
light and warmth are congenial to confervoid growth ; and 
near large towns the presence of atmospheric impurities 
renders this course essential. The elevation of this tank 
should be such that its top-water level may be so far below 
that of the filter-basin, as to allow for the maximum 
filtering-head, together with that required for conveyance 
of the water from the outlet of the latter to it : and, if the 
distance between the two is small, the water in the clear- 
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water tank may be often arranged to stand, when full, at a 
higher level than the sand in the filter : this is a most 
serviceable arrangement in respect of charging the filter 
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with clear water from below, after it has been emptied for 
cleansing purposes, whenever it can be adopted. 

Where the filters are situated near to the place of dis- 
tribution, the clear-water tank may be built lai^e enough 
to act as a service-reservoir ; but if otherwise, it may be 
quite small, built tike a balancing-tank on a gravitation 
main (§ 357), to contain 2 hours' flow, or thereabouts, of 
the clear water discharged into it from the filters. 

Where a series of filter-basins are situated at different 
levels, they cannot conveniently dischai^e through one 
outlet-well, but must each be independently provided with 
an outlet-well, or be throttled at the outlet-valves so as to 
produce constant discharge through each. The former is 
the twtter system, especially when the regulation is per- 
formed automatically ; as the manipulation of the several 
siuice-valves is apt to prove both expensive and inefficient 
in practice 

284. Having described the construction of the filter- 
basin and its appurtenances, we proceed to discuss the 
preparation of the actual Bttering-bed ; because the con- 
sideration of this matter, although an essential preliminary 
to the design of the size and form of the basin and the 
arrangement of the collecting-drains, is in practice the last 
that claims attention, and further leads directly to the 
highly-important subject of the working of this system of 
water-pu ri ficatton. 

In the first place, it will be readily understood that a 
desideratum of effective filtration, is the utmost attainable 
uniformity in the percolation of the water through every 
part of the filter. It is, however, impossible to cause the 
filtration throughout the whole area of a filter to be abso- 
lutely uniform, for the following reason : — 

Assuming the resistance of the sand and gravel to be 
everywhere the same, if the percolation throughout the 
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entire filter were perfectly uniform, the hydrostatic pressure 
in the drains underneath the filtering-material would be 
everywhere constant, and there could therefore be no flow 
through them. 

In order that there may be flow through the drains, the 
pressure in them must decrease towards the outlet ; and, in 
order to make the vertical flow through the sand as uniform 
as possible, the pressure at successive points along a drain 
towards its outlet should decrease uniformly. From this it 
follows that, since the pressure in the drains is less as the 
outlet is approached, the rate of filtration is greatest near to 
that point, and decreases with the distance away from it. 

Therefore, in order to equalise the rate of filtration at 
all parts of the filter as far as possible : (i) the length of 
the drains should be small ; (2) their area should be lat^e ; 
(3) they should be numerous ; (4) the size of the main 
drains should be increased in accordance with the number 
of sub-drains discharging into them ; (5) the thickness of 
the sand should be considerable ; and (6) it should be fine 
in its granular structure. 

The first three of these conditions would evidently 
reduce the fall in pressure between the remotest point of 
the drains and the outlet to a minimum. The fourth 
condition involves the fall in pressure being uniform. The 
fifth and sixth conditions, by increasing the resistance to 
the percolation of water through the sand, cause the re- 
tarding influence of the drains to be small in comparison ; 
consequently, notwithstanding the varying pressure in the 
drains at different places, the flow of water through the 
sand would tend to uniformity. 

From these considerations it appears that, with fixed 
dimensions of drains, filtration is generally more uniform 
in a small filter than in a large one ; also, that it is more 
uniform the greater the thickness of the sand. 
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When, however, the drains are properly proportioned 
and arranged, the rise of pressure in them from the outlet 
to their remote parts is trifling in amount. The chief loss 
of head occurs as the water passes through the sand and 
the impurities which collect on its surface. But if the 
drains are too few and too small, it is possible that an 
unduly large part of the filtration may take place through 
that portion of the filter nearest to the outlet. 

285. In filters in which the collecting- drains are formed 
of gravel or rubble this result undoubtedly obtains, to an 
extent depending on the size of the interstices of the 
material. The area of the drains in such cases does not 
increase with the increased quantity of water to be con- 
veyed through them. Taking into consideration both cost 
of construction and economy of working, about 30,000 
square feet is the best superficial area for filter-basins, 
when a laig;e quantity of water has to be dealt with. Of 
course, if the total requisite filtering-area be less than this, 
it is necessary to proportion the size of the basin ac- 
cordingly — building two filters of the required area in 
order that one may be cleaned and aerated when required, 
without interfering with the continuity of the clear-water 
supply. A square filter is economical in construction, 
because its perimeter is less than that of any other rect- 
angular figure of equal area ; but when hollow-brick 
drains are employed, it is desirable that filters should be 
oblong — the outlet being at the middle of one of the 
shorter sides — as the length of the collecting-drains is thus 
shortened and regularity of filtration is promoted. A 
filter, 200 feet by 150 feet on the floor, is of economical 
and serviceable proportions. When, from considerations 
of cheapness, broken stones or gravel are adopted for the 
primary collecting-drains of a filter, the friction caused by 
them may be compensated by the provision of drains to 
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larger number, in order to render the flow through the 
sand at different parts as uniform as possible. In such a 
case, for a filter 200 feet by 150 feet, four collecting-drains 
may be provided, into which the water from the gravel 
primarily enters. A main drain runs up the centre of the 
filter to intercept the water from the collecting-drains, but 
that out of the gravel does not directly drain into it. In 
order to make the loss of head in the main drain as small 
as possible and so to reduce the difference of pressure at 
the ends of the collecting-drains, the outlet should be in 
the middle of the longer side. The area of the collecting- 
drains may be i square foot, and that of the main central 
drain such as to ensure uniform loss of pressure proceeding 
along it towards the outlet, I e. in the formula (g 66) 



i would be constant 
Now, 



Assuming the drain to be square, of area A and side d, 
A =tP, 

d. 

also M = -, 

4 

therefore Q '^ ^^ 

Denoting by rfi, rfj, d^, d^, the dimension of the side of 
the main drain after it leaves each of the four collecting- 
drains, respectively, 

then rfi = 2* ; (/» = 4' ; 'J's = 6* ; and d^ = 8* 
foot foot feet feet 

= 1-32; =1-74; =2-05; = 2-30. 
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Of course, in practice, the dimensions actually em- 
ployed would be the nearest to those found, that the 
materials used to build the drain would work to. If in 
concrete, the exact size is easily observed. 

With this arrangement, the pressure in the main drain 
decreases uniformly towards the outlet, and there will 
therefore be a greater filtering-head near to the outlet than 
away from it. 

286. A superior plan is to make the primary collecting- 
drains of bricks on edge covered with bricks on their sides, 
or, still better, of hollow perforated bricks laid dry, through 
which the water can flow with as little resistance as it 
experiences in the main drains, as the following calculation 
shows : Taking a filter of the same size as that previously 
considered — 200 feet by 150 feet, and supposing that it 
filters 10 feet of water vertically per day, i. e. 3-5 cubic 
feet per second ; suppose the main drain, 2 feet square and 
200 feet long, running along the middle of the filter, 
collects all the water and conveys it to the outlet ; the 

velocity at the end of the drain is -^ or 0-88 foot per 

4 
second. Denoting by x the distance of any point from the 
commencement of the drain, by v the velocity at that 
point, by k the loss of head to that point, and by d the 
side of the drain, 



»-V^xjf; 



^A_._»^ _ (p ■ 004.4)'' X* 
dx c^d ^ ■ 
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Int^rating, 



J-^^*,J"(£:£^f«l'x.-^,; 



Therefore the loss of head, 



2C' 3 



= ^3< 



feet. 



Instead of the main drain 2 feet square, suppose 
hollow bricks 4^ inches square with a 2^-inch round hole in 
each of them, laid end to end lengthwise along the filter- 
basin floor, and let the water flow through these instead of 
through a main drain. There would be across the filter 
ISO X r3J< 3 _ ^^ ^f jjjg^ ^j^^j^ . ^j^g jj^^ through each 

would be '^-^ cubic feet : and the velocity at the lower 
end of each would be ^ ^ ■- = o'26 feet per second. 



Therefore -^ = -^, 

0'20 200 



: O ■ 0013 X. 



Now, V=C \/ 0'2 



therefore d h ^'^^l^SlS^AjL. 

Therefore the loss of head, 
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If the hollow bricks are placed side to side with a small 
space between them, the area of flow is still further in- 
creased. That is to say, the loss of head which occurs in 
forcing the water along a central main drain is about equal 
to the head that would force the same quantity of water 
through hollow-brick drains of the kind assumed. 

To summarise the requirements for causing the filtering- 
head all over a filter to be as constant as possible, both the 
primary and the main collecting-drains should be short ; 
and no water should be led away from the point where the 
last collecting-drain joins the main drain by a primary 
drain and brought towards it by a collecting-drain ; also, 
collecting-drains present no advantage in conveyance over 
perforated brick drains. 

After all the water has been collected into the main 
drain, from that point it 
should be built water- ^'s- 63. 

tight The head required 
to convey the water to 
the outlet from that point 
does not affect the uni- 
formity of filtration. 

287. The arrangement 
indicated in fig: 6j is 
designed to cause the 
leastpracticable difference 
of pressure in the drains ; 
the water flows through 
primary hollow - brick 
drains from both ends to 
a central transverse col- 
lecting-drain. The main drain being built water-tight, the 
loss of head in conveying the water through it does not 
affect the uniformity of action of the filter. 
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The loss of head in the 25-mch drains, from the above 



the collecting-drain is 



calculation, is -~ = —^ feet; and the loss of head i 



_3 'S-S 
3^ «" 

Hence the maximum difference of head with this ar- 
rangement of drains is i-j— feet, or about ^-inch ; with 

the central drain previously referred to, the difference of 
head, is about J-inch. It is therefore evident that, by 
properly designing the drains, the loss of head from this 
cause is insignificant compared with the total head re- 
quired to work the filter, which varies between 2 inches 
and 2 feet in good practice. In other words, the sand, 
and especially the impurities which collect on its surface 
and in its upper interstices, offer practically the whole of 
the resistance ; and it may be said that, with properly 
designed drains, the head is uniform over the whole area 
of a filter. 

288. Filter-drains are made of either of the two forms 
shown in Figs. 64 and 65. 

The forms shown in Fig. 65 possess the great advantage 
of not breaking the continuity of the filter-basin floor. 

At the end of each collecting-drain the air-pipes 
previously alluded to are placed to permit the free escape 
of air from the drains whilst the filter is being charged with 
water, and to preserve the sand from being disturbed by 
air-" blows." 
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289. The rate at which percolation of the water through 
a filter may be permitted to take place concurrently with 
efficient purification is a question of the utmost importance ; 
for upon this depends the filtering-area required and the 
consequent cost of the works both as regards construction 
and maintenance 

Fs^ 64 
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Scale I inch 

The greater the rate of filtration, the smaller the area 
required — in exact inverse ratio. It is at once clear that 
this rate must much depend upon the condition of the 
water to be treated ; but means are taken by precipitation 
processes, accelerated, if need be, by such methods as those 
alluded to in S 269, to so far clarify water that, as a matter 
of actual practice, the rate may be between 8 feet and 
12 feet per 24 hours. 

Variations from this rule are to be found under special 
circumstances ; but that expresses generally the vertical 
movement of ordinary water through a sand filter. Hence 
the actual filtering-area required for 1,000,000 gallons per 
24 hours, lies between 1 3,ooo square feet and 20,000 square 
feet. For such rates of filtration, a thickness of 2 feet 
of sand suflices. The sand employed should be angular 
and free from dust ; its sharp facets will then extract the 
finer particles of mud out of the water as it slowly per- 

U 2 
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colates through the bed ; but the principal part of the 
straining-process is effected by the layer of fine sediment 
and organic scum which soon forms on the surface of the 
sand when the filter is put into work. The layers of 
gravel, usually about 6 inches thick, under-lying the sand 
and graduated of successively coarser quality, are intro- 
duced to prevent the finer materials of the bed from finding 
their way down into the filter-drains. 

The normal depth of water over the surface of the sand 
should be merely sufficient to prevent it from being 
disturbed by the formation of ice in winter, and from being 
fouled by organic growths at other seasons — observing also 
that the surface of the clear-water tank may be often 
advantageously kept above the level of the filtering-sand. 
Where filters are roofed, the two former considerations 
cease to have weight \ bu^ in any case, 2 feet may be 
taken as the minimum depth of water over the sand in this 
country. 

It seems ridiculous to have to state that this depth of 
water has not necessarily any efTect upon the rate of 
filtration, which is entirely dependent upon the difference 
of the water-levels in the filter-basin and in the outlet-well, 
and the cleanliness of the sand and the size and arrange- 
ment of the drains ; we only do so because incorrect views 
on this subject sometimes find currency, and lead to 
improper work. The rate of filtration is, as explained in 
§ 282, most properly governed at the outlet - well — the 
greatest permissible head being about 2 feet 6 inches ; 
beyond which, the water may be expected to cease per- 
colating uniformly through the filter. 

290. In English and Continental practice, the area of 
filters for large supplies varies between 2000 square yards 
and 8000 square yards. Economy of construction is 
doubtless attained by relatively large filter-basins ; but the 
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more potent factor of cost of maintenance — facility in 
cleansing, and the fact that at least one bed must be 
constantly out of action for this purpose, imposes a limit 
beyond which it ceases to be economical to increase the 
area of filter-basins. This limit is about 3500 square 
yards. It is a matter of considerable importance in 
designing a set of filters to arrange the basins so that the 
sand, as it becomes fouled, may be readily removed, washed 
and replaced. To reduce as far as possible carriage of the 
sand, the washing- machinery is sometimes placed within 
the basin itself: but the obvious drawback to this arrange- 
ment — that the filter has to be kept out of action whilst 
any portion of the sand is washed — is sufllicient to prevent 
its general adoption. A better plan is to centralise the 
entire sand-washing machinery in one place, and to arrange 
the filter-basins symmetrically about it The Lake Tegel 
filters of the Berlin waterworks, for example, are situated 
radially round such a space. 

291. It has been already noticed {% 284) that there is 
always an absence of perfect uniformity throughout a filter 
of the rate at which percolation through the sand proceeds, 
due to the diminished pressure in the drains as the outlet 
is approached. With a well-designed system of drains, 
however, this want of equality at different parts of the 
basin rapidly disappears as the filtering-head, in working, 
increases ; the loss of head in the drains should always be 
but a small fraction of that due to the motion of the water 
through the sand ; and when the latter is foul, that fraction 
becomes insensibly small. 

The " life " of a filler is, of course, determined by the 
quality of the water treated, and may be found to vary 
between a week and two months. As soon as the head is 
observed to have attained the maximum prescribed limit, 
the basin is completely emptied of water, in order to give 
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the sand an opportunity of becoming aerated, and a 
stratum of about one inch in thickness is removed from 
the surface of the layer of sand in it. The same method of 
proceeding is employed each time that the filter requires 
to be cleaned, until the layer of sand is reduced to a 
thickness of i foot. When this occurs, all the sand that is 
discoloured, generally extending to a depth of about \ foot, 
is removed, and the remaining thickness is then ploughed 
and furrowed in order to aerate it, and so to oxidise and 
destroy any small quantity of organic matter that may 
have been carried down into it After this has been 
effected, the sand is made up to its original thickness 
by the addition of clean washed sand. 

When the filter is ready for use, it should be filled from 
below with filtered water, which should be allowed to run 
away for a time off the surface of the sand. In com- 
mencing work again the rate of percolation should at first 
be exceedingly slow, and should be very gradually increased 
during a period of several days, until the normal rate of 
working is attained, and the water first filtered should be run 
to waste. The reason for these latter precautions is that 
the mud which is at first deposited on the facets of the sand, 
is readily detached, until after a thin scum has been formed 
on the surface, which then becomes the chief agent in 
straining out and collecting the fine matter that is sus- 
pended in the water. 

292. This method of starting a filter is in effect equiva- 
lent to admitting muddy water upon the sand, and then 
letting the mud settle, with the outlet-valves closed ; after 
which the filter may be considered ready to start work. 
By this means, a very thin layer of a filtering medium is 
formed far finer than ordinary sand, and capable of 
arresting even the minutest micro-organisms in its inter- 
stices. If the filter-basins are at the same level as the 
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clear-water tank, the latter must be lowered considerably 
in order to empty any of the basins for cleaning purposes ; 
and, to charge a cleaned filter from below with filtered 
water, the level of the clear-water tank must be high. 
There are thus difficulties both ways. But if the clear- 
water tank is also the service-reservoir, advantage may be 
taken of the increased consumption during the day and 
the decrease during the night, to effect these results. 

In 10 working hours, a layer of sand \ inch thick can 
be removed from an area of about 3000 square yards by 20 
men. In 4 working days of 10 hours each, the same number 
of men can scrape off the discoloured sand, when the thick- 
ness of the layer has become reduced to the minimum 
allowed, furrow the remainder, and re-fill the basin with 
clean washed sand. Before washing the sand that has 
been taken off a filter, it is well to expose it as long as 
convenient to the action of the atmosphere in order to 
allow oi^anic matter in it to oxidise. 

A method of prolonging the life of a filter, before 
removing the top layer of sand for washing, especially in 
the summer-time when a confervoid scum is apt to form on 
the surface of the sand, is to run off the water from the 
basin and let the layer of mud dry in the sun, then to 
break it up with rakes and wash it away by a stream of 
water over the surface of the sand, and down the sluice-way 
that is situated at that level. 

293. The ratio of reserve area required to the total 
filtering-area depends upon the number of filters. It 
varies from about i to 7 where there are numerous filters, 
to about 1 to 3, in cases where there are fewer. Of course, 
in the case of very small filtering-areas, where only two 
basins are constructed, it must be I to 2. 

As an illustration, take the case of 7 filters, each 
needing to be cleaned once a-week ; one filter would then 
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have to be cleaned every day, and the reserve area required 
would be about 14 per cent. 

Upon the approach of the hottest season of the year, it 
is desirable to have the layer of sand made up to its full 
thickness, in order that, during the period in which the' 
filters are most severely taxed, it may not be necessary to 
replace the sand, as this takes much longer than merely 
scraping and removing its upper surface. 

294. As a matter of economy in working and mainten- 
ance, filter-basins situated near to a town, or in a country 
subject to extreme variation of temperature, should be 
covered. 

By this means, the absorption of noxious gases and 
impregnation with soot is largely prevented, and a more 
uniform temperature is maintained in the water ; although, 
to attain the latter result, it is necessary to have, in addition 
to the roof, a covering of at least 2J feet of earth. By the 
exclusion of light and the avoidance of high temperature, 
the development of alga is prevented ; consequently, the 
filter requires cleaning less frequently than it otherwise 
does. Again, in a country subject to severe winters, if the 
filter-basins are open, there must be provided a sufficient 
total filtering-area to avoid the necessity for cleansing the 
sand during the cold season ; since, if the ice is removed 
from an open filter, and the basin is emptied during the pre- 
valence of frost, the surface of the sand is at once frozen, 
and the whole apparatus is thereby rendered useless. 

Thick ice must always be kept broken round the sides 
of filter-basins, as of all other such tanks, in order to 
prevent the serious injury to the walls that would other- 
wise be done by the great lateral thrust of the solid ice- 
sheets. The chief draw-back to covered filters is the want 
of continuity of the layer of sand caused by the columns 
that carry the roof. If these pillars are of rough brickwork 
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or concrete, the only point to be urged against them is the 
difficulty of laying the sand evenly about them '; but when 
they are of iron, there is an additional disadvantage 
resulting from the tendency of the water to " creep," 
improperly filtered, between the sand and the smooth skin 
of the columns. This action may, however, be much 
reduced by the attachment of a collar, or diaphragm, to 
every column placed at about the level of the middle of the 
minimum layer of sand allowed in working. 

The advantages of covered over open tilter-basins, in 
point of efficiency of purification, cannot be said to have 
been, up to the present time, clearly demonstrated ; and 
are probably dependent upon the particular class of water 
treated. On the other hand, the advantages alluded to 
above are sufficient to warrant the use of covered basins in 
many waterworks — their cost being, roughly, 50 per cent 
in excess of that of open basins of equal area. 

29S- Although in nearly all modern waterworks, the ar- 
rangement of sand filter-beds indicated in § 2S0 is followed, 
such is not invariably the case. Sometimes, the sand rests 
on but a single layer of fine gravel carried by a dry-brick 
floor ; the water being introduced into the bottom of the 
basin, is forced upwards through the filter, and flows off 
the surface of the sand into the clear-water tank. It is 
considered that, by this system, the particles strained out 
of the water do not penetrate so far into the sand as they 
do in downward-filtration systems ; it offers certain facilities 
for cleansing by reversed flow of the water, the inlet being 
closed and a scour-valve in the bottom of the basin being 
opened ; but its chief merit, according to our view, is 
that it permits of the clear water being conveniently 
stored over the filter, in cases where the filtering-he«d is 
derived from a main under pressure and economy of space 
is necessary. 
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296. Sand, although generally sufficient, is not always 
alone effective in completely removing certain very finely- 
divided matter from water. Turbid water that cannot be 
clarified by filtration through sand, may, however, be 
effectively treated by passing it through powdered cinders 
or charcoal. Thus, the water of the river Plate, which 
proved intractable by sand-filtration, was satisfactorily dealt 
with at Buenos Ayres, by passing it through a filter in 
which a 3-inch layer of powdered cinders was superposed 
upon I foot of sand — the rate of filtration through this 
medium being as high as 19 feet per 24 hours. The effect 
thus obtained is partly chemical, but is so largely me- 
chanical that the filter may be properly considered here, as 
one in which a highly porous but more comminuted 
material than ordinary sand is the operative medium of 
clarification. 

297. As has been already pointed out the arrangements 
for the regular cleansing of filters, occupy a position quite 
as important as the construction of the works. The 
structural features to facilitate this operation have already 
been touched upon ; and we now proceed to describe 
briefly the processes in ordinary use for washing the fouled 
sand that is periodically removed from the filter-beds, as 
required by the exigencies of the condition of the water 
under treatment and its immediate influence upon the 
filtering-head. 

A very rudimentary method, still in use to a certain 
extent, is to stir the sand about in a box, into which water 
enters at the bottom, overflowing at the top and carrying 
the light foul matters away with it 

Another rough method is to wash the sand down a 
series of shoots by streams of clean water. At the bottom 
of each shoot is a wire-gauze screen through which the 
water escapes with its burden of dirt, the sand being raked 
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into the upper end of the next shoot, and so on successively 
through the whole series. 

By a modification of the above methods, giving more 
satisfactory results, the dirty sand is placed in a box with 
a perforated false bottom, through which water is forced 
upwards and overflows at the top. The sand is stirred 
about by means of a horizontal revolving screw, which first 
turns in one direction until it has piled the sand up at one 
end of the box, and is then reversed, carrying the sand 
back again. These reversals are continued until the sand 
is clean. The method is open to the objection that it is 
not continuous in feed and delivery and is therefore costly 
in attendance. 

An effective means of sand-washing is afforded by the 
revolving-drum process. The drum made of boiler-plate, 
10 feet or 15 feet in length, generally cylindrical, but some- 
times conical, is about 3 feet in diameter, and inclined at 
about I in 25 to the horizontal. It is fitted inside with a 
continuous or broken projecting spiral formed of angle-iron, 
making 9 to 12 complete turns in the total length. A jet 
of water is introduced at the upper end of the drum, or is 
supplied through perforations in the hollow shaft that 
forms its axis. The sand is supplied from a hopper at the 
lower end of the drum, and, as the latter rotates on its axis, 
is carried along towards its upper end by means of the 
angle-iron spiral, meeting the stream of water, which is 
cleaner the nearer the sand gets to the upper end of the 
drum. The machine is rotated at the rate of 6 or 7 
revolutions per minute, delivering the washed sand con- 
tinuously from its upper end. To obtain full advantage of 
the water, the sand is first loaded into a box, through the 
bottom of which the water dischai^ed from the cylinder, 
enters. Thence the sand is lifted into the supply-hopper 
by means of a bucket- or band-elevator. By this machine. 
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between 3 and 4 cubic yards of sand may be washed 
per hour; the water used being about 2500 gallons per 
hour. 

Each drum requires about i'5 horse-power to drive it. 
If the sand is very fine in quality, or extremely dirty, either 
a longer drum must be used, or a second may be added to 
work in conjunction with the first. 

The number of bacteria present in foul sand may be 
reduced as much as 99 per cent, by such washing, if 
properly performed. An indifferent modification of the 
apparatus is that in which the drum is fixed, and the axle, 
armed with radial propeller-blades, revolves and carries the 
sand forward with it against the stream of water. 

The cost of washing sand may be greatly reduced when 
motive-power for the washer can be obtained from the 
pressure in the inlet-pipes or from other hydraulic sources, 
instead of steam-power. It must, however, not be over- 
looked, that, under some special circumstances, as at 
Amsterdam, it may be cheaper to procure new sand than 
to employ washing-processes in cleansing that which has 
become fouled. 

298. Although we have, thus far, considered only sand 
as the medium of filtration on the large scale, it is because 
we have endeavoured to deal with the subject by con- 
sidering the methods of purification in order — beginning 
with the simpler and passing to the more complex pro- 
Waters that contain not only silt, but considerable 
organic impurity also, in suspension or solution, are gene- 
rally treated by being filtered through, or otherwise brought 
into close contact with, a granulated oxide of iron which 
has been reduced from a higher oxide ; or with metallic 
iron that has been reduced from an oxide, and is thereby 
rendered in such a condition that it readily attracts oxy- 
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gen to its surface or occludes it within its mass. The two 
well-known typical substances of this class are Spencer's 
"magnetic carbide" and Bischofs "spongy iron"; both 
of which, although in the present day already somewhat 
antiquated in name, are essentially the prototypes of 
various purifying agents now used under some other 
designation, 

Spencer's " magnetic carbide " is magnetic oxide of 
iron (FcjO^) in combination with carbon, and is prepared 
by roasting haematite iron ore with granulated charcoal at 
a dull red heat for a period of 12 to 16 hours. It is used 
in filters in a layer between 3 inches and 12 inches thick, 
according to the degree of impurity of the water under treat- 
ment ; the grosser matter in suspension being filtered out by 
a 12-inch layer of sand above the magnetic carbide. The 
most important application of this medium of purification, 
is the well-known one at the Wakefield waterworks, where 
the impure water of the river Calder was purified with 
considerable success by its means. 

Bischof's " spongy iron " is iron that has been reduced 
from the ore without undergoing complete fusion. It was 
first used on the large scale in 1880, at the Antwerp water- 
works, to purify the supply derived from the river Nethe. 
The water was filtered through a bed consisting of a layer 
of spongy iron and gravel 3 feet thick, overlaid by 2 feet 
of sand, the normal rate of working being 22 feet verti- 
cally per 24 hours. The filtrate was subsequently aerated, 
filtered through sand to deprive it of ferric oxide, and was 
then passed into the clear-water tanks. This treatment 
exercised a marked effect in reducing the organic nitrogen 
and the ammonia present in the river-water, in addition to 
the suspended impurities as in an ordinary sand filter. 

299. Thus far, the process seemed to be most satis- 
factory ; experience, however, soon showed that the very 
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activity of the filtering medium was a serious obstacle to 
its continued efficiency ; for, besides the film of intercepted 
mud on the surface of the filters, a second deposit took 
place in the iron layer of the bed, consisting principally 
of salts of lime and magnesia and organic impurities. 
These deposits clogged the filters, and the diflScutties 
resulting therefrom led to an improved method of em- 
ploying iron in the purification of water being devised by 
Dr. William Anderson. 

The apparatus, Figs. 66, consists of a hollow cylinder 
made of |-inch steel plate, which is carried by hollow 

Figs. 66. 




trunnions revolving in pedestal bearings at each end of 
the cylinder, with inlet- and outlet -pipes through which the 
water under treatment enters and leaves the cylinder- 
trunnions through stuffing-boxes, A rotary motion is 
given to the cylinder by means of a pinion geared into a 
cast-iron toothed wheel surrounding one end of the cy- 
linder. The cylinder has five rows of short curved shelves 
fixed parallel to the axis of the cylinder, arranged in steps 
at equal intervals apart ; whilst in the place of a sixth row 
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of shelves, is a number of square plates pivoted on spindles 
passing through the shell of the cylinder, and capable of 
being adjusted to any desired angle with the axis of the 
cylinder from the outside. Iron in a finely-divided state, 
sufficient to occupy one-tenth part of the cylinder, is intro- 
duced through a hand-hole ; and, during the revolution of 
the apparatus, by means of the curved shelves, the iron is 
carried up to the top of the cylinder, and thence is showered 
down through the water ; the object of the sixth row of 
flat shelves being to throw the iron back towards the inlet- 
end of the cylinder, and so to counteract the forward 
motion given to it by the current of water. A distributing- 
plate facing the inlet, prevents the water from forming a 
stream along the axis of the cylinder. An inverted bell- 
mouth on the inner end of the outlet-pipe prevents the 
finer particles of iron from being washed away. An air- 
cock at the top of the cylinder permits the escape of air 
during the process of charging, and also of that disengaged 
from the water during work. Care must be used to prevent 
as far as possible the ingress of air into the cylinder 
through the supply-pipe. The apparatus is made in 
various sizes — a cylinder 20 feet long and 5 feet in 
diameter. Fig. 66, requiring less than i horse-power to 
drive it, being capable of treating i,ooo,cxxj gallons per 
24 hours, allowing all the water to be in contact with the 
iron for 3^ minutes. If the water is very foul, the period 
of contact may be increased to 5 minutes or more, the rate 
of flow through the cylinder being controlled by a sluice- 
valve on the inlet-pipe. The water leaves the purifier 
charged with protosalts of iron, and is aerated either by 
flowing over weirs or by forcing air through it ; the ferrous 
salts by this means become oxidised, the carbonic acid 
escapes, and the resulting ferric oxide is removed either by 
precipitation in settling-ponds, and subsequent filtration 
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through sand at the rate of about I foot vertically per 
hour, or by the latter process alone. 

The form of iron used in the cylinder depends upon 
local circumstances. Cast-iron borings are often employed 
— their loss in weight being at the rate of about \ grain 
per gallon of water treated. Cast-iron balls or small 
" burrs " from punching-machines, though frequently more 
expensive than the former, lose only about \ grain per 
gallon of water." The particles of iron should not exceed 
\ inch in diameter in any case. Its action in the purifier 
is one of reduction, the subsequent oxidation of the ferrous 
salt being dependent upon the efficiency of the process of 
aeration adopted. In addition to the water being softened 
and clarified, the objectionable organic impurities con- 
tained in it are precipitated with the ferric oxide, and 
only a very small portion of them is able to pass the upper 
surface of the filter. This method of purification has 
proved generally so effective and economical, that its 
extended employment may be expected in many cases 
where the water-supply is of questionable origin. 

300. Iron may be also employed in this manner to 
remove from water certain earthy acids, such as crenic t 
and apocrenic acids, produced by the oxidation of decaying 
vegetable matter. These are frequently present in peaty 
water, and in water that has percolated through a consi- 
derable depth of vegetable mould ; and, owing to their 
property of combining with such metals as calcium, 
magnesium and iron, they exercise a prejudicial influence 
on the animal constitution. 

The effect of iron upon these acids is first to cause the 
formation of neutral salts soluble in water ; by exposure 

* Devontbire, ' Three Years' Experience of Waler-purificRtiun by rnuns 
of Iron '^London, 1888. 

t ( K|jt"Ii a ■well') so lenned because ihey are often found in well water. 



HOUSEHOLD FILTER. 305 

to the atmosphere, in a second stage, insoluble basic salts 
of iron are formed, and may be abstracted from the water 
by the ordinary method of settlement The process of 
aeration and subsequent filtration through sand frees the 
water from any excess of iron that may have been added, 
in precisely the same manner as that already described 
in connection with the Antwerp filters and Anderson's 
revolving purifiers. 

301. The desiderata of a good household filter are ; — A 
coarse strainer that can be easily cleansed from the 
grosser impurities that it daily intercepts ; a porous but 
compact mass of filtering- material, that is easily removable 
but still makes a water-tight joint with the sides of the filter- 
frame ; a slow rate of percolation through this material 

The simplest and most efficient filter may be thus 
constructed, Fig. 6y. The 
vertical box or vessel that ^^- *''• 

contains the apparatus is 
separated into three com- 
partments by two internal 
projecting collars. Into the 
upper of these fits a frame 
covered with fine wire gauze 
and surrounded by an india- 
rubber band, so as to form a 
close joint with the collar. 
A block of charcoal, a few 
inches thick, is set in a S 1 
similar frame and sits in the (^14^ I 
lower collar. Both frames tfy.^." 

are provided with rings by 
means of which they may be 
easily lifted out when required. The efficiency of the 
apparatus depends entirely upon the care bestowed upon 
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its periodical cleansing. The stiainer should be removed 
and washed daily, and the charcoal slab should be re- 
roasted, or replaced by a new piece, at least once a-month. 
If, before filtration, the water is boiled for half-an-hour, the 
best possible result will be attained. A neglected filter 
becomes an incubator for microphytes, liable to damage 
good water if passed through it 

302. The principal effect of filtration through sand is to 
remove all suspended solids from the water. Nearly the 
whole of this matter is retained at or near the surface of 
the sand ; although some of the minuter particles are 
attracted by and adhere to the facets of the grains that lie 
immediately below the surface. A secondary effect, that 
takes place after the filter has been working for some little 
time, is to remove many of the micro-organisms from the 
water by means of the thin film or sheet of scum that 
collects on the surface of the sand — hence the advisability 
of running the first portion of the filtrate to waste if the 
best results are required, and of increasing the rate very 
gradually up to the normal, when a filter is first brought 
into operation. There is also frequently a slight beneficial 
action of the oxygen occluded in the interstices of the mass 
of sand, upon the organic impurities dissolved in the water. 

This action is more vigorous when the filtering medium 
consists in part, or wholly, of carbon, which is an expensive 
but most valuable substance for use in small filters. 

Treatment with iron, however, affords the best 
practicable means of abstracting the dissolved organic 
impurities from water ; and besides the reduction of 
nitrogenous matter and ammonia effected thereby, the 
process leads to such a destruction of the bacteria present 
that its use must be commended, wherever there exists 
suspicion that the water-supply may be a vehicle for the 
conveyance and propagation of pathogenic organisms. 
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Whilst thus alluding to the iron-treatnient as a con- 
venient practical means of sterilising water, it may be 
not out of place to describe briefly the nature of the 
evidence that is adduced when the purity of water is 
questioned on biological grounds. 

303. The method of examination is that known as 
Koch's. 

A certain volume, usually I cubic centimetre, of the 
water in question is operated upon thus : It is Brst mixed 
with a sterile, nutritive liquid, such as extract of meat, and 
sufficient gelatine is added to cause the mixture to set in a 
few minutes when poured over a glass plate and kept cool. 
The plate is then placed under a glass cover and exposed 
for some days to a constant temperature between 70° F, 
and 80° F. At the end of 4 or j days " colonies " of 
bacteria are developed of such dimensions as to be easily 
counted with the aid of a microscope; Further than this 
the determination of the species present is, to a certain 
extent, practicable ; and, the rapid strides now being made 
in this department of scientific enquiry, suggest the 
approach of a time when every important water-supply for 
dietetic purposes may be continually under inspection ; 
in order that the processes of purification in use may be 
modified as occasion requires from time to time, and 
adapted to deal with the various forms of impurity that 
claim treatment at different times. 

Such water-examination, to be productive of really 
beneficial results, must be continuous, and form part of the 
routine work of the department. It cannot prudently be 
regarded as a mere preliminary test of the quality of the 
source of supply, to be applied once for all. 

304. We now proceed to ■ the consideration, in more 
detail, of purification by the removal of impurities in 
solution from water. 

X 2 
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As a particular case, the removal of dissolved iron from 
the KOnigsberg water-supply has been already noticed 
C§ 269). The ground-water of the North German Plains b 
frequently found to be highly impregnated with iron saltSj 
from 90 per cent, of which it is expeditiously freed by a 
simple process of aeration. The water is caused to fall in 
a fine spray upon the surface of a mass of coke broken 
into pieces of about 3 inches in diameter. Ferric oxide is 
deposited on the coke, and the water, after being passed 
rapidly through' a coarse sand filter, is found to be satis- 
factorily purified. 

In this, as in some other important processes of puri- 
fication, the expulsion of an excess of carbonic acid from 
the water, is the primary means by which the desired 
result is attained. Indeed, it may be said that the oxida- 
tion of nitrogenous organic matter in filters adapted to 
produce that result, is the only other method in extensive 
use, by which impurities are removed from solution in water. 

The absorption, in a convenient form, of an excess of 
carbonic acid, forms the principle of tlie important process 
of " softening" water. 

Spring-water, well-water, and that obtained from streams 
flowing through calcareous formations, even if comparatively 
free from suspended impurities, often contain dissolved 
mineral matter in considerable quantity, consisting of 
carbonates of lime, magnesia, iron and manganese, held 
in solution by an excess of carbonic acid, sulphates of 
calcium and magnesium, also alkaline carbonates, chlorides, 
sulphates and silicates. 

The salts of lime and magnesia occur most commonly, 
and their presence is said to impart " hardness " to water, 
the amount of which property is of the gravest consequence 
in water used for dietetic purposes, as well as regards its 
economical value for industrial use. Carbonates of lime 
and magnesia are almost insoluble in pure water, but if 
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it contains carbonic acid soluble bicarbonates are formed. 
Spring-water, and that drawn from deep wells, generally 
contains carbonic acid derived from the large stores of that 
substance which exist deep down in the earth-crust, where, 
owing to the great pressure, it is readily dissolved by the 
water. 

305. In order to form a numerical estimate of "hard- 
ness " advantage is taken of the fact, that in the presence 
of salts of lime or magnesia, soap added to water does not 
form a lather, but curdles, owing to the production of 
insoluble lime and magnesia salts of the stearic acids in the 
soap. The method of measurement generally practised is 
that due to Dr. Thomas Clark, of Aberdeen. A standard 
solution of soap is made in the following manner:— Water 
of a known degree of hardness is prepared by first adding 
soap to one gallon of distilled water, until it froths on 
being well shaken, and then dissolving in it one grain of 
carbonate of lime. Instead of the gallon and grain it is 
in practice generally convenient to employ as measures 
70 cubic centimetres and i milligram of the substances 
respectively. To render the carbonate soluble it is treated 
with hydrochloric acid, the solution being subsequently 
evaporated to dryness so as to get rid of the excess of 
acid ; thus the calcium carbonate is converted into neutral 
calcium chloride. When this has been dissolved in the 
water, there is present the equivalent of i grain of car- 
bonate of lime per gallon of water. 

A solution of pure Castile soap in dilute alcohol is then 
prepared, of which an ascertained measure is neutralised 
by the addition of a certain chosen volume, say 70 cc. of 
the above prepared water. The point of neutralisation is 
indicated by the formation of a creamy froth when the 
mixtnre is violently shaken. 

The hardness of any water may be then denoted by 
the number of the above measures of the standard soap- 
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solution that must be added to a volume of the water 
equal to that already chosen, 70 cc, in order to produce the 
formation of froth after the mixture has been shaken, 
then 

Number of measures of snap — i = degree of hardness. 

The unit is subtracted because one measure of soap- 
solution is required to make the given volume of distilled 
water froth after shaking. 

306. When hardness is due to the presence of car- 
bonates of lime or magnesia, it is termed "temporary," 
because those salts are only kept In solution by the 
adventitious presence of carbonic acid. But when due to 
calcium or magnesium sulphates, chlorides or nitrates, 
hardness is called " permanent " because owing to their 
solubility, the latter compounds are most difficult of 
separation from water. In all cases, whatever particular 
salts may be the cause of either kind of hardness, its 
degree is estimated in the manner explained above ; and, 
in this country, is expressed as so many "degrees on 
Clark's scale." 

Temporary hardness may be removed by aeration, by 
boilingt or by Clark's process of adding milk of lime to 
the water : — 

(i) By exposure to the atmosphere in cascades, or by 
other ways of promoting agitation, the loosely-combined 
carbonic acid escapes and the almost insoluble carbonate 
of lime is precipitated. 

(2) By boiling the water precisely the same effect as 
that just described is produced. 

(3) By adding milk of lime the additional molecule of 
carbonic acid is abstracted from the bicarbonate, and 
combines with the lime to form carbonate, thus — 

CaCO^COi + CaO = zCaCO^ (i.) 

MgCO^ . COt + CaO = MgCOi + CaCO^ . (ii.) 
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Permanent hardness. — The sulphates cannot be easily 
removed, but the inconvenience arising from their deposit 
in boilers may be avoided, by converting them into the 
extremely soluble sulphate of soda, which does not pre- 
cipitate even when highly concentrated, and whose pre- 
sence, therefore, does not preclude the use of water 
containing it for steam-generating purposes. This result 
is effected by adding a small quantity of soda to the 
water, thereby causing an exchange of acid between the 
calcium sulphate and the sodium carbonate ; calcium 
carbonate being precipitated and sodium sulphate re- 
maining in solution, thus — 

CaSO^ -J- Na^CO^ = CaCO, + Na,SOt. 

A little alum is added to expedite the precipitation of 
any suspended matter and of the carbonate of lime. 

The quantity of lime necessary to soften a given water 
of known temporary hardness, is readily estimated from 
equation (i.) : above e. g. 70,000 gallons of water, the tem- 
porary hardness of which is 10", would require - — '- — — - ^^ 
' ' yooo X 2^ 

= $6 lbs. of lime added to it, to effect softening. In 
practice, a certain additional quantity of lime would be 
added, to cover loss by waste in manipulation, &c. 

As an example of the removal of permanent hardness, 
the water-softening works of the Taff Vale Railway 
Company, at Penarth Dock Station, near Cardiff, • treats 
50,000 gallons of water per day, the reduction of total 
hardness being from 18" to 6°, with a consumption of 
1 12 lbs. of lime, 25 lbs, of soda, and 5 lbs. of alum. 

Water is ordinarily called " hard " when it possesses 
more than 5° of hardness. By the application of Clark's 
softening-process, the total hardness of water may often be 
* Minates of Proceedings In^t. C.E., vol. xcvEi. p 3133. 
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reduced by as much as 15°; the residual or " permanent ' ' 
hardness consisting of sulphates and other soluble salts 
that are exceedingly difficult of removal. 

307. In Clark's process the cream of lime produced by 
agitating the lime with a small quantity of water in a 
mixer or churn, is caused to enter settling-ponds along 
with the hard water ; here the deposition of calcium car- 
bonate takes place, and, after the necessary interval of time, 
the clear water is decanted. 

A valuable accessory, especially applicable to settling- 
ponds in which a chemically-produced precipitate is dealt 
with, is a decanting-pipe, which consists generally of a pipe 
pivoted at its lower end, below the 
^' ' lowest draw-off level, so that its 

other end is capable of a consi- 
derable range of vertical motion, 
and furnished with a strainer and 
a float to keep the inlet at a de- 
finite depth below the surface of 
the water in the pond. Fig. 68. 
The use of this apparatus for the 
draw-off, ensures the clearest water 
being decanted during the entire period of emptying the 
pond. 

The cost of settling-ponds is in a great measure avoided 
by Mr. J. H. Porter's modified process, in which the 
settlement takes place in a high cylindrical vessel, pro- 
vided with sector-shaped shelves, arranged so as to catch 
the sediment as it falls, and to allow as little of it as 
possible to reach the bottom, Fig. 6p. The milk of lime, 
and if necessary, the soda and alum solutions also, are 
admitted with the hard water at the bottom of the cylinder, 
and the chemical action proceeds and much of the pre- 
cipitate settles as the water rises through it, A tank 
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20 feet high and 7 feet in diameter has been found capable 
of thus treating 30,000 gallons per 24 hours. 

When the shelves require to be cleaned, a vertical shaft 
in the axis of the cylinder, armed with paddles fixed 
horizontally just above the level of the several shelves, is 
caused to revolve. The paddles sweep the sediment into 
the water which is then run to waste. When the available 
space is so limited that the employment of settling-ponds 
Fis- 09. 
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Scaled 

in the final stage of the process is out of the question, 
filter-presses, of the kind now so commonly used in sewage- 
disposal works, are introduced instead, to effect complete 
clarification of the water after it has been softened ; 
such filter-presses are, however, much relieved if there 
is provided a small depositing-tank into which the water 
and the softening substance may enter after mixture, 
before passing to the filters. 
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The filter-press, originally invented by Mr. J. H. Porter, 
consists essentially of a number of parallel cast-iron plates 
and of rings arranged alternately in a strong frame, being 
carried by their projecting shoulders on a pair of horizontal 
rods. Fig. yo. Each plate is channelled circumferentially 
and radially on both faces, and the channels are connected 
with the outlet- or clear-water pipe, that is generally 
formed by a series of holes In the plates and rings, which 
Fig. 70. 




can be forced into closed contact by means of a screw at 
one end of the frame. 

The feed-pipe is forn^ed by a similar scries of holes 
connected with each of tl^e rings. Over each plate, and, 
therefore, hanging betwecri the plates and rings, filtering- 
cloths of stout twilled cotton, having holes in them cor- 
responding with the feed- jand clear-water openings, are 
placed. The softened wa'jcr is fed through the filters 
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under a pressure of two or three atmospheres, a pneumatic 
pressure-pump being often used for the purpose ; the 
carbonate of lime is retained in the ring-spaces, and the 
clear water passes off through the cloths and along the 
channelled faces of the plates, into the outiet-pipe. When 
the rings become filled with sediment, the screw is slackened 
and they are cleaned out. The cloths, especially after 
being in use for some time, become efficient filtering media, 
and as much as 30 gallons of water per hour per square 
foot of their active surfaces may be passed through them 
with good results. Many additions to and modifications of 
the Porter filter-press have been made for treating sewage. 

308. Both lai^e and small supplies of water are 
satisfactorily dealt with according to these methods, and 
the practice of softening is one that is daily gaining 
ground. Sundry specially-contrived forms of softening- 
apparatus and ingredients are in use, but they hardly 
merit description here as their principle of action is essen- 
tially that already indicated. 

Beyond the immediate value attaching to water de- 
prived by this means of an excess of the salts that produce 
hardness, a condition which for industrial purposes is 
generally desirable and often absolutely necessary, its 
quality as a dietetic is much improved by this, as by 
other processes in which a heavy but finely-divided pre- 
cipitate is developed in the water. Indeed, it has been 
stated by Dr. Percy Frankland* that the application of 
these processes of softening water may effect biological 
purification to such an extent that the number of micro- 
organisms present in water may, with care in manipulation, 
be reduced by 98 per cent. 

309. Next in importance to purifying water, is the 
question of maintaining the condition of purity arrived at, 

* MiDUtcB of Proceedings Imt. C.E,, vol. Ixxxt. p. aio. 
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duriiifj the interval of time that must necessarily elapse 
between its treatment and its supply to consumers. 

It seems obvious that the shorter this interval the 
better ; and hence we have a strong argument in favour of 
locating purification-works as near to centres of distribution 
as may be convenient; notwithstanding the economical 
advantage to be derived from passing only pure water 
through long supply-mains, which rather gives weight to 
the situation of such works nearer to the intake or source 
of the supply. It is important that naturally-filtered 
ground-water should be protected from the light until it 
is supplied to the consumers. With surface-water, this 
appears to be of less consequence ; but it is in the highest 
degree essential for every kind of water intended for 
dietetic use, to be maintained at a low and equable tem- 
perature after it has been brought into a pure condition. 
We will not here anticipate the question of the storage of 
water in house-cisterns, and its consequent deterioration. 
A certain amount of unavoidable oi^anic development 
takes place in the service-pipes of distribution systems, 
favoured by the presence of iron ; and the only available 
safe-guard against the consequences of such pollution 
consists in the employment and proper maintenance of 
domestic filters. Experience of their management in 
ordinary households is, perhaps, hardly favourable to their 
more extended use ; but, if properly constructed and 
systematically attended to, they may be safely advocated. 



CHAPTER VI. 

THE CONVEYANCE OF WATER. 

310. The construction of aqueducts has in every age 
formed an attractive object for the exercise of the 
hydraulic engineer's art And, although the Imperial 
monuments reared by Caligula and Claudius In the 
Campagna* do not appeal to the observer's eye more 
forcibly than do some modem structures designed for 
similar purposes — our advance in the mechanical |^arts 
enables us now to frequently substitute comparatively cheap 
siphons of iron, hidden underground, for the imposing but 
costly colonnades of the ancients ; whilst, by the accurate 
observance of hydraulic laws, we adjust the dimensions 
and declivity of every portion of our aqueducts to the 
conditions which the physical circumstances of the locality 
impose. 

311. The cheapest type of aqueduct is a trench or ditch 
cut in the earth, following the contour of the ground with 
a proper declivity. Such a channel, rendered water-tight, 
if need be, with clay-puddle, may satisfy the requirements 
of a conduit for the supply of water for industrial purposes 
— that is, where no shorter route, traversed by a more 
expensive aqueduct, offers advantages in point of economy. 
The conditions are, however, totally different in the con- 
veyance of water for domestic use, which, once collected, 
must be strictly preserved from all contaminating influ- 
ences. Conduits for this purpose must be impervious, 

• Farker, ' The Aqueducts of Rome,'— Oxford, 1876. 
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and should be covered. An aqueduct pursuing the con- 
tour of the natural ground is doubtless cheaply con- 
structed ; but its course may be so circuitous as to 
deprive it of advantage over a tunnel following a shorter 
line ; although the latter is generally the most expensive 
kind of work for the conveyance of water. In every 
case, the alignment of the route to be taken, and the 
class of works most suitable to that route, can only be 
satisfactorily arrived at by due consideration of an ex- 
haustive survey of the locality, made for the purposes of 
the special object in view. Precipitate selection of routes, 
and hasty decision as to the types of aqueduct to be 
employed, are characteristic of immature hydraulicians, 
and form a fruitful source of wasteful expenditure of 
money. The three principal classes of aqueduct are: — 
artifical channels or conduits, pipes, and tunnels ; and 
there are few works of magnitude that do not comprise a 
combination of all of these types. 

When the available fall is limited, it may be desirable 
to employ a conduit of considerable cross-sectional area, 
which, in general, may be constructed along the hill-sides 
with a far less inclination than that necessary for a pipe of 
equal cost and capacity for conveying water. Circuitous 
routes may be avoided by crossing valleys with pipe 
siphons, or by piercing hills with tunnels, according to 
circumstances. The combination of these and other struc- 
tures appropriate to any given aqueduct route, so as to form 
an efficient and economical system, constitutes the work of 
the engineer ; who must, therefore, unite a knowledge of 
hydraulics to experience of that class of construction, 

312. It has been already explained (§ 66) that the 
flow of water under the action of gravity is determined by 
the Chezy formula 

V = c ,Jm i ; 
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where v is the mean velocity of the stream, 

m is the hydraulic mean depth of the stream, 
* is the sine of the surface-declivity of the stream, 
and ^ is a coefficient. 

If the surface-declivity is constant, it appears from the 
above expression, that the greater the hydraulic mean 
depth, the more favourable will be the conditions of flow. 
Geometry teaches that the figure which possesses the 
greatest area for given perimeter, is the circle ; hence, 
remembering that 

Hydraulic m,a« d^tk - -^S' "/Jf^2_„ 
Perimeter of channel 

a circle would seem to be the best form of channel to 
convey a stream of water entirely filling it. Under the 
same conditions of full flow, a semicircular channel 
uncovered at the top, possesses equal advantages to the 
circular channel of the same diameter, in point of maximum 
hydraulic mean depth for the amount of material required 
to form it. 

A circular channel flowing not quite full, has, however, 
a delivering capacity greater than that possessed by the 
same channel flowing full. Using the notation of § 66 ; 
let A denote the area of the stream in the circular 
channel ; 
p „ „ perimeter of that portion of the chan- 

nel bounding the stream, termed its 
" wetted perimeter " ; 
Q „ „ the actual delivery or quantity of water 

conveyed by the channel at a given 
time. 



We have, then, 



Q = vA 
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VI 



i being assumed constant. 



When the channel i 



not flowing full, let 6 be the angle 
subtended at the centre of the 
circle, whose radius is r, by 
the upper surface of the stream, 
Fig. 7/ ; 
Then 



^=^ 1 A=~{2^^eJrsin&), 




and 



p = r{2w -6); 



substituting these values of A 
and / in the expression for 

Q, above, it is evident that Q has a maximum value 

when 

(^ TT — g + sin &f 



is a maximum. By| the ordinary rule for maxima and 
minima, this is found to occur when Q = 5i°'8. 

Hence, the maximum delivery of a circular culvert or 
pipe of radius r, not under pressure, occurs when the depth 
of the stream, in the middle, is 

r(/ -^ cos 25° 54^) 



313. Not only in channels of circular section, but in all 
other forms, there is a certain depth of flow at which the 
quantity of water conveyed is a maximum, assuming the 
hydraulic gradient to be parallel to the axis of the stream. 
Owing to practical considerations, it is generally necessary 
to contemplate the occurrence of full flow under pressure 
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in channels, at such times as their maximum conveying 
capacity is required to be exercised ; and, under these 
circumstances, the circular form of conduit is the best 
possible. 

This condition, however, is seldom found in practice to 
obtain constantly. Indeed, in one class of conduits, viz. 
sewers, the fluctuations in the volume of flow are so great 
that it becomes necessary, in order to secure efficiency of 
working at all times, to so design the section of the channel 
as to give a greater hydraulic mean depth when the flow 
. happens to be small, than that which would be afforded by 
a circular section of the diameter required to convey the 
maximum flow when running full. This suggests for con- 
sideration the form of section to be assigned to a channel 
in order that there may be maintained in it a constant 
mean velocity for varying depths of stream, the surface- 
declivity being constant. Such a condition must be of 
some consequence, if it can be realised satisfactorily in 
practice, in all channels that are subject to a variable flow ; 
but, in the case of sewers, in which the burden of solid 
matter held in suspension is lat^e, it is highly important 
for the velocity to be fairly maintained when the flow is 
small and the surface-level of the stream correspondingly 
low. 

314. With a given surface-declivity, the mean velocity 
of a stream varies as the square root of the hydraulic mean 
depth ; and it is therefore evident that, if such a form be 
given to the channel that its hydraulic mean depth is 
constant at all levels of the water-surface, the mean velocity 
will also be constant under all conditions of flow, assuming, 
of course, that the value of the co-efficient c (S 312) does 
not sensibly alter ; which, under ordinary conditions, may 
be allowed. 
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The fundamental equation 

. A 
■ /' 

A_ «^ 



may be written, since « = - 



0-) 



Taking the axis of Y vertically through the middle of 
the cross-section of the stream, Fig. J2, and considering 
the half on the right of the figure. 

Fig. IS. 




^J-- 



"^ i-/V' + (g)'^-' + °A.- 



Differentiating, and writing t for -5-., (i.) above, 



^. 



'-1^ Jk^3?-I 



t dy 
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and the curve is perpendicular to the axis of X at the 
point A. 

Integrating, therefore, between the values r and x, 



f-'^'n 



dx 



JH'x' - I ' 



and x=/j(," + ,-■"). (lu) 

From equation (il>, values of x, corresponding with all 
values of yi, may be found ; also the figure is symmetrical 
about the axis of Y. 

For example, to find the cross-section of a brick 

I 

i. constant 

mean velocity of 3 feet per second may obtain in it, what- 
ever be the depth of the stream : taking dimensions in 
feet, 

.1 r 10,000 

let c = 700 ; then x = = o'^4 ; 



When^ « o, X >= - = i-jj foot 

„ y= f, x= I-J5 „ 

„ y =i 2, X = 3'zo feet 

., ^-J. *= 6-30 „ 

The curve ABC, Fig. 72, represents the profile thus 
calculated ; and if, from the point S in the axis of Y, 
where the abscissa S 6 = 2 O A, an inverted semicircle of 

V 2 
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at and above B Bi will satisfy the required condition — the 
level B B, being, in this case, that of the lowest flow con- 
templated. 

315. Although it possesses some features of interest 
such a cross-section for a sewer could hardly be realised 
in practice : nor would there be, under ordinary circum- 
stances, any advantage in adopting it ; because far higher 
velocities may be permitted without risk of injury to the 
walls, than can be ordinarily secured for a shallow flow in 
the invert of the channel. Consequently, in practice, the 
invert is formed to a small radius, so as to secure a good 




j^o-B,c-a(Jr*r) 



hydraulic mean depth relatively to the minimum flow con- 
templated, whilst the upper portion of the sewer is made 
wider, so as to accommodate the maximum delivery. 

In this way originated the ordinary oval section, Fig. 7J ; 
the general form of which possesses several practical advan- 
tages over the circular section. One of the most important 
of these is the facility of access for repairs aflbrded by it 
It must be observed that the typical section illustrated in 
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Fig. J3, although almost always adopted, is in reality only 
rationally applicable to one particular relation between 
maximum and minimum delivery for any given sewer. A 
strict observance of the principles which led to its design 
originally, would require the diameters of the upper and 
lower inscribed circles, as well as the distance between their 
centres, to be determined by the local circumstances of the 
sewage-flow. Various economical reasons make it desirable 
however, to observe a similarity of section throughout any 
one system of sewers. 

316. For ordinary aqueducts, one of the simple forms of 
section shown in Figs. 74., y$ and y6, are generally employed. 




Irrigation aqueducts are usually of trapezoidal section — the 
best form being one in which the sides are tangential to a 
circle the centre of which is situated in the water-line. If 
constructed of concrete, the semicircular form may be 
conveniently adopted. 

The calculation of the dimensions and fall required for 
such channels to convey a given supply of water is a simple 
matter. 

For example, consider a channel of the semi-hexagonal 
form illustrated" in Fig, 7^. If r is the radius of the 
inscribed semicircle, the area of the semi-hexagon is nj^r*, 
the wetted perimeter of the full channel is 3 t/j r, and the 
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hydraulic mean depth is therefore the same as for the 

semicircle. 

Let V denote the mean velodty of the stream, which^ 
for masonry or brickwork channels, may be 4 feet or 5 feet 
per second, but for concrete should not exceed 3 feet and 
for earth l ■ 5 foot per second. Let Q denote the delivery 
of the stream in cubic feet per second, and let c be the 
coefficient proper to the case (§ 67). 

The required sectional area of the stream is 

from which r is found. 

To find the surface-declivity ; 



V = cijmi, andm = — . 



c'r 



That is i = -5 — x j^^o feet per mile. 

317. It frequently happens that the ground which has 
to be traversed by the conduit limits the surface declivity of 
the stream, and we require the dimensions of the channel, 
which, with that declivity, will convey the desired supply 
of water. Since the hydraulic mean depth of the channel, 
which is a factor of the value of c appropriate to this case 
in the fundamental equation, is unknown, the question 
cannot be solved directly. The following example will 
show the method of treating this case, more clearly than a 
general explanation of it 

Example. — Required the dimensions of a rubble masonry 
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channel to convey 2 cubic feet of water per second, the 
maximum available declivity being ^^j^, and the geo- 
metrical form of the cross-section being a semi-hexagon. 

Let the desired mean velocity in the channel be i foot 
per second, whence A is found to be 2 feet Assume a 
value of (T, — say, 8a 

By(..),S3.4. ^-=-4-55^ 

substituting the above value of A, 

128 _ 



r = 1-48 ioQX., 



Introducing this value of m into the equation § 6j, ' 
obtain, see Table of values of c. 



Hence, as a second approximation, 

Therefore the radius of the inscribed circle of the 
required channel is, for practical purposes, i • 5 foot 

318, The foregoing considerations are in general equally 
applicable to all kinds of aqueducts — whether open channels, 
pipes, tunnels or culverts. Every aqueduct must be designed 
to suit the hydraulic gradient that obtains naturally between 
its extremities. This gradient, in all ordinary practice, 
comprises two principal elements: (l) the head of water 
employed initially at the commencement of the aqueduct, 
to produce the required mean velocity of flow in it ; and 
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(2) the head employed in overcoming the frictional resist- 
ance opposed by the surface of the channel in contact with 
the stream to the motion of the latter, throughout its entire 
length. 

In the study of the pure science of hydrauh'cs, a third 
element is considered : viz. the head lost at the entrance of 
the conduit by those internal motions of the water which 
result in the formation of vena contracta. In good practice 
such loss is rendered insensible by the employment of 
curved or trumpet-mouthed inlets, and need not be con- 
sidered here. 

Both of the former elements are important, especially 
where a considerable portion of the total head is ap- 
plied to give motion to the 
water, at points of the aque- 
E^^Tj^ J duct at which its flow has 

[ ^^ — ^t>w^y h^ca checked or temporarily 

L I,.. .7^^3=^ stopped by the interference 

of wells or weirs. 

If h denotes the total fall in an aqueduct of length I, 
K the head required to produce the initial velocity v, and 
A" that necessary to overcome the frictional retardation of 
the flow, throughout its entire length, Fig. 77 : The decli- 
vity or hydraulic inclination is 

h_-Ji_ 



(i) 
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Let n be the number of times that the flow is started 

from a condition of rest, in the length / considered ; then 



; 4. nc^m (ii-) 



This expression (ii,), into which the value of c appropriate 
to the circumstances, (§ 68) is introduced, is generally 
applicable to all kin^s of aqueduct, of which the length, 
total available fall, and form of the cross-section are 
known. 

319. In addition to the simple ditch cut in the earth, 
puddle-lined, or it may be hand-pitched with stone, as 
required by circumstances, and the various more or less 
elaborate structures of masonry, brickwork or concrete, 
conduits are, in some special cases, constructed of iron, 
e. g, the Pont-Cysylltau near Ruabon, built by Telford in 
1803, or of timber, as is a common practice in the United 
States at the present day. Some of the timber " flumes," 
or troughs, used for irrigation purposes in that country, are 
of extraordinary magnitude, one of the high-level trestle- 
work conduits of the Platte Canal measuring 1000 feet in 
length, and 30 feet by 7 feet in cross-section. These 
flumes are frequently carried for great distances upon 
shelves or bench ings cut in the hi 11 -sides — a form of 
construction which is found, where timber is plentiful, to 
be cheaper than stone- or concrete-lined ditches. It is 
desirable for a long aqueduct to have sluice-doors, with 
waste-weirs on their up-stream sides, at intervals through- 
out its length, so that, in the event of accident, or need 
arising to examine any section of the work, the water may 
be cut off" above that portion and run to waste over a weir 
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into some convenient water-course. A simple Iron or 
wooden shutter, sliding in vertical grooves, and actuated 
by a rack and pinion, forms an effective sluice for ordinary 
conduits. Lai^e sluices for use in rivers and canals 
require a very different kind of construction, but are 
hardly within the scope of this work. 

32a Although aqueducts such as those alluded to in 
the preceding sections, frequently afford favourable means 
for the conveyance of water, as witness the conduits on the 
line of the Glasgow water-supply from Loch Katrine, and 
that contouring the hill-sides of Grasmere and Rydal on 
the route of the Thirlmere water-supply to Manchester, 
now under construction ; by far the most generally ser- 
viceable means of conveyance, if circumstances permit its 
adoption, is the iron pipe. Being competent to withstand 
high internal pressure, a strong iron pipe may pursue a 
direct line across the country, following the natural un- 
dulation of the ground, provided that it nowhere rises 
above the hydraulic gradient. In this country, water- 
mains are usually made of cast-iron ; but, abroad, the 
exigencies of bad roads and indifferent means of locomotion 
frequently cause the introduction of wrought-iron or steel 
tubes. Pipes of the last-mentioned materials, although of 
less weight, are more expensive in substance and work- 
manship than those made of cast-iron, and, usually, but 
little gain in point of cost can result from their employment. 
They cannot be laid in positions where they may be 
subject to the passage of heavy weights over them, and 
they must, if carried above ground, be shielded from sun 
and frost by timber or earthen covering. On the other 
hand, the rigidity of cast-iron pipes allows of their being 
laid underground, where atmospheric influences cannot 
affect them, and, where opportunities offer, cast-iron mains 
may be thus carried along the public highways. This is 
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sometimes an important advantage, because by it, many 
questions of damage and severance, incidental to tlie 
construction of a pipe-line through private property, are 
avoided. 

32 1. Where large supplies of water have to be conveyed 
the question arises whether one large main, or two or more 
of smaller size, should be used. If the question were one 
of prime cost only, it would generally be decided in favour 
of the former plan. With a given inclination, the delivery 
of pipes varies approximately as the fifth power of the 
square root of the diameters, whereas the weight and 
consequently the cost of the main varies as the square of 
the diameter. Hence, the delivery, which varies simply as 
the total cost, when a number of similar mains are employed, 
bears a higher relation to the cost when a single large main, 
of convey I ng-capacity equal to the aggregate of these latter, 
is used. Other questions, such as the damage resulting 
from the bursting of a lai^e main, the size and strength of 
the vfdves required, and the inconvenience arising from 
temporary cessation of the supply during repairs to any 
part of the pipe or apparatus, exercise in an important 
degree the judgment of an engineer in deciding this matter. 
Cast-iron mains of 50, and even 60 inches diameter have 
been successfully manufactured and used under pressure ; 
but present practice does not favour the employment of 
mains much exceeding 40 inches in diameter for ordinary 
purposes. 

In deciding what size of pipe to adopt, the important 
question generally arises — what capacity should the pipe 
have, in order to meet future increased demands for water 
to a suitable extent, without laying an inequitable burden 
of cost upon the present undertakers of the works ? It Is 
evident that the answer to this question must be largely 
given by individual opinion ; but it is clear that the 
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accumulated interest of any capital outlay upon such parts 
of the works as are only partially used during a long period 
of time, should not exceed the cost of equivalent additional 
new works when the need for their actual employment 
arises. In great water-supplies it is customary to lay a 
series of mains side by side, at such times as the increasing 
demand for water requires it ; but for small supplies, the 
propriety of this course must depend to a considerable 
extent upon the length of the main in question and other 
practical and fiscal conditions. 

322. When the daily rate of supply to be provided fur 
is known, and the route of the plpe-Une has been selected, 
the design of a main is a simple matter. The velocity 
permissible in the lai^est class of pipes is about 3 feet per 
second ; though, for very short lengths of pipe, this may be 
considerably exceeded. In service-pipes of 2 inches or 3 
inches, a mean velocity of 10 feet per second may be allowed 
if proper precautions are taken to prevent sudden arrest of 
the motion. Between these limits, the velocity may be 
safely taken varying inversely as the square root of the 
diameter of the pipe. 

To find the diameter or the declivity of a main when 
either of them is given : Let v denote the mean velocity in 
the pipe ; divide 4 times the supply, reduced to cubic ftet 
per second, by tr v, — then the square root of this quantity 
gives the diameter of the pipe in feet 

Thus, if Q denotes the supply in cubic feet per second, 
and D „ the diameter of the pipe in feet, 

n ^ 






INCtmATION OF MAINS. 333 

As the hydraulic mean depth of a pipe flowing full ig 
— , we obtain, by transposition of the fundamental equation 
V = c »Jm i (the values of c being those given in § 72) : — 
D = . for new iron pipes, fi.) 

JOOO t r c • \ / 



and D = --. for rusted iron pipes ; (ii.) 

{\.a) 

1 pipes. (it a) 

From these equations, the required diameter of the pipe, 
or the hydraulic inclination, as the case may be, can be 
found. In this calculation, it is necessary to observe that 
engineers have generally to contemplate the conveying- 
capacity of mains when it has become reduced by fouling 
and incrustation, to which, notwithstanding all precautions, 
every iron pipe is in the course of time liable. 

It is desirable therefore to use the expressions (ii.) and 
(ii. a), and, further, to increase the diameters assigned 
by calculation to pipes, by an allowance for incrustation. 
The amount of this allowance depends lai^ely upon the 
quality of the water to be conveyed, and is, of course, equal 
to the incrustation that it is in contemplation to permit, 
before scraping or otherwise cleaning the mains. This 
precaution, too often neglected — especially in small pipes, 
which are naturally subject to a vastly more rapid relative 
diminution of area from this cause, than are those of larger 
diameter — will prevent much of the disappointment that is 
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sometimes experienced in small waterworks designed by 
unskilful persons. 

It should be almost unnecessary to point out, that the 
probable future demand for water must receive the. most 
earnest attention, when the diameter and declivity of a 
supply-main are under consideration ; for the 'carrying- 
capacity of a water-pipe, unlike that of a railway or a road, 
cannot, when once laid to meet certain definite require- 
ments, ever be safely augmented by increasing the velocity 
of transit, even where facilities for effecting this occur. 
The matter is one upon which no sound judgment can be 
formed without experience. 

323. The thickness of a water-pipe, regarded as a thin 
cylindrical shell, to resist internal pressure, is arrived at 
thus: 

Let / denote the intensity of the internal pressure to 
which it is exposed, 
s „ „ working load of the metal, 

t „ „ required thickness ; 



then 



•.t£ 



where i? is the diameter of the pipe ; or, denoting by ui the 
weight of unit-volume of water, and by A the total head on 
the pipe in question, 

AwD _ 

2S 

If, as is customary, t is measured In inches, D and A in 
feet, TV in tons, and s in tons per square inch ; — 
AD 



2 X 12 X 36 X s 

kp 

"864. s' 
But if the value of t thus found by (i.) for any pipe, 
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less than a certain amount, shown by experience to be 
necessary for the production of a sound casting and the 
preservation of rigidity under the usage to which the pipe 
is subjected in work — especially the external pressure 
brought to bear upon it by the earth when it is laid — its 
thickness is increased up to that amount, which may h>e 
determined by the empirical rule 

2 

Example. — If a cast-iron pipe, 3 feet in diameter, under 
a head of 250 feet of water, is I inch in thickness, the 
additional thickness t of metal required to enable it to with- 
stand a head of 300 feet, would be — assuming a working 
strength of i ton per square inch in the iron — 



that is, the pipe would have to be made i ' 17 inch thick. 

Owing to the practical impossibility of obtaining 
perfectly cylindrical and concentric pipe-barrels, it is 
proper to add to the thickness found above an amount 
varying from -^^ inch for small pipes to \ inch for those of 
larger size — this being the maximum deviation from the 
specified thickness to be permitted in manufacture. 

Every portion of a main under pressure must be calcu- 
lated with respect to the maximum pressure that it will 
have to sustain, in order to attain an economical result. 
The pipes comprised in a long main are grouped in classes, 
and generally vary by \ inch to -^ inch in thickness — by 
the results of the calculations. 

The external diameter in each class is constant 
throughout, and the " steps " in the thickness of the barrel 
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are effected by varying its internal diameter. By this 
plan, equality of the joints is secured, with a uniform size 
of socket ; and the number of " taper-pipe " specials is 
reduced. If the main possesses a wide range in the 
thickness of the pipe-barrels, a taper-pipe should be intro- 
duced at every fourth step, in order to avoid too great 
variation of the internal diameter. In connection with this 
part of the subject, it may be remarked that no little 
attention is required in the practical operation of laying 
the main, to ensure the proper position of each class of 
pipes being duly observed. 

324. In the supply of high-pressure water for hydraulic 
power, the forces dealt with are so considerable — frequently 
pressures exceeding 700 lbs, per square inch — that the 
thickness of the pipes employed bears a high ratio to the 
diameter, and the barrel cannot be treated as a thin shell 
in computing its strength. 

Analysis of the conditions obtaining in a thick hollow 

cylinder subject to internal fluid-pressure leads to the 

equation 

^ ^ jg' 4. r« . 

ft R* - r"' 

where R, r, are the outer and inner radii, respectively, 

p^ is the maximum hoop-tension, say, one-eighth of 

the ultimate tenacity of the metal, 
ft is the radial pressure on the inner surface of the 
cylinder ; 

therefore R = r a/^IS . (L) 

From (i.) r, /„ and ft being known, R is found ; and 
from this {R — r), the thickness of the barrel of the pipe, is 
determined. 

• Rankine, ' Applied Mechanics,' 9th edition, Art. 273. 
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Thus, ,^rUP^>-,\. 



(ii.) 

Example. — Taking dimensions in inches, and stresses in 
lbs. per square inch, a high-pressure main, 6 inches in 
diameter, worked at 600 lbs. per square inch, must have — 
assuming as the maximum workii^ stress in the metal, 
2200 lbs. per square inch — a thickness of 



si J'- °°'^^r -')">■ 96 inch: 

-^ \ V 2200 — 600 / ' 

Adding the amount necessary tu cover defects of figure 
in casting, the pipe-barrel should be i inch thick. 

325. In the conveyance of water for power purposes, it 
is important, at the outset, to know how far the mechanical 
efficiency of the apparatus to be employed for the trans- 
mission of power, whether electric, pneumatic or of any 
other kind, is greater or less than that of the aqueduct in 
which the water is to be conveyed. In other words, will 
less head be absorbed in conveying the water, or in trans- 
mitting the corresponding power in the form of electric, 
pneumatic or other enei^ ? The answer to this question 
must influence in an important degree, the situation of the 
works where the transformation from water-power to the 
desired form of energy, is effected — whether near to the 
source of supply, or at the place where the power is to be 
utilised, if these are some distance apart 

With r^^rd to the size of pipe to be used (we do not 
here speak of the transmission of hydraulic power from a 
generating-station throughout a district of supply) to con- 
vey water from a natural source of supply to a place where 
its potential energy is to be converted into, say, electric 
current, the question arises, is it cheaper to employ a large 
pipe and a comparatively low pressure or a smaller high- 
pressure main conveying equal energy ? 



338 THE CONVEYANCE OF WATER. 

Approximately (§ 323) the wdght of a pipe, and there- 
fore its cost, varies as its diameter and the pressure to 
which it is subjected ; then, for a given expenditure upon 
a pipe, the pressure under which it may be worked varies 
inversely as its diameter. 

Its capacity for conveying water with a given loss of 
head varies as its (diameter)*. 

The water-power that can be conveyed by it is the 

product of its conveying-capacity and the pressure, and 

therefore varies as 

diametet^ ,,. , ,. 

-7; = {diameter)*- 

diameter 

From this it appears that the water-power that can 
be conveyed by a main varies at a higher rate than its 
diameter, ceteris paribus ; and, theref9re, where the effi- 
ciency of the water-motors is no greater at high than at 
low pressures, it is economical to convey water at low 
pressure with a correspondingly large diameter of pipe — 
assuming that the quantity of water available is such as to 
permit this disposition of the matter, within the limits 
imposed by the mechanical conditions that govern the 
efficiency of water-motors. 

The case is, however, entirely different for the distribu- 
tion of hydraulic power from a pumping-station tlirough- 
out a neighbouring district Here the cost of the deve- 
lopment of the power is so considerable in relation to that 
of its conveyance, as to affect in an important degree 
the question of the most suitable pressure for the water- 
mains. The experience of the great hydraulic-power 
installations of London and Liverpool is sufficient to prove 
that the high-pressure system is absolutely the best under 
such circumstances. 

326. The joints of cast-iron pipes are formed in several 
ways: 
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Figs. y8 and yg show ordinary forms of "lead " joint — 
the annular space between the spigot of one pipe and the 
socket or " faucet " of its fellow, into which it is introduced 
to a depth of about 4 inches, containing a ring of lead 
tightly caulked in round the face. The lead-space is 
slightly coned towards the face of the joint "Turned- 
and-bored" joints are illustrated in Figs. 80 and 81 — the 
joint being formed by the adhesion of the turned surface 
of the spigot of one pipe against the bored interior of the 
socket of the next one. The prototype of this joint is 
Fig. 78. Fig. 79. Fig. SO. F^. 81. 



ll I 1 




Scale.. 

to be found in the ancient wooden water-pipes made of 
tree-trunks pointed at one end to a spigot-shape and bored 
out — the bore being enlarged to form a faucet at the other 
end. Large numbers of such pipes are still used in districts 
where economy recommends them before other considera- 
tions. For example, in Detroit, Mich., 87 miles of these 
timber pipes might have been found a few years ago, some 
of them laid so recently as 1880.' 

Figs. 82 and Sj give " flange "-joints ; the actual joint 
being formed by the close meeting of the planed fillets 

• Report OD the Wxer-Power of Ihe U.S.— Washington, 1887. 
Z 2 



340 



THE CONVEYANCE OF WATER. 




Fig. 84. 



i^ inch wide that project about about \ inch beyond the 
flanges, and are drawn tc^ether by the tension of the bolts. 
The fillets are sometimes omitted, and the faces of the 
flanges are planed right across. 

The joint. Fig. 84., has proved effective in high-pressure 
of a form introduced a few years ago 
by Mr, E. B. Ellington, 
which has successfully 
overcome the difficulties 
attending the application 
of great pressure in draw- 
ing the flanges together. 

The actual joint is 
formed by the indiarubber 
ring which is forced into 
the recess on the extre- 
mity of one pipe by the fillet on the extremity of that next 
to it 

Flexible pipe-joints are alluded to in § 345. 
The depth of " lead " joints depends upon the pressure 
to which they are to be subjected ; but the lead ring is 
seldom less than 2 inches, or more than 2\ inches broad, 
and has a thickness of \ inch. The thickness may, how- 
ever, range up to \ inch in wide-socket pipes, employed 
sometimes for laying mains round curves. The total depth 
of the socket is about as much again as that of the lead 
in the joint ; the space behind which is filled with either 
spun-yam or lead-wire, jammed hard against the back of 
the socket before the molten lead is poured into the joint. 

Large pipes are sometimes furnished with half a dozen 
equidistant lugs cast on the back of the sockets, inside, to 
provide a bearing for the spigots of those following them ; 
but these lugs have generally to be hand-dressed, or cut off' 
altogether when the pipes are working round a curve. 
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Still, they are useful in preventing, to a certain extent, the 
sockets from being burst by the application of too much 
force in driving the spigots home. The foregoing remarks 
apply both to ordinary straight pipes and to the numerous 
special pipes : Bends, collars, branches, taper-pipes, double- 
socket, double-spigot, flange-and-socket, and all pipes neces- 
sary for the introduction of valves and other appurtenances 
of water-mains. 

Straight pipes are usually, if less than i foot in internal 
diameter, cast in 9-foot lengths ; above that size they are 
cast in 12-foot lengths. Special pipes may, with advant^e, 
be made one-half of these lengths. 

327. In the best English practice, pipes are made of 
mine-pig iron, re-melted in a cupola, and are cast vertically, 
socket downwards, if they are of spigot-and-socket type, 
with a head of I foot of metal which is afterwards cut off 
in the lathe. In planing the flanges of those pipes that 
possess them, care must be taken that the faces are truly at 
right-angles to the axis of the pipe. The usual require- 
ments for the production of sound castings are to be 
specified in contracts for manufacturing them. Their cylin- 
drical shape is proved by rolling them on an iron gauntree, 
and their straightness and concentric figure by callipers 
and straight-edges. The spigots and sockets are tested as 
to dimensions and form by circular steel template-rings. 

328. The tests applied to metal used for the manu- 
facture of castHron pipes are various, and are not always 
consistent with one another : one proof of strength which 
has been applied to many thousands of tons of iron for 
pipes within our experience, with satisfactory results, is 
that a bar of metal, 40 inches long, 2 inches deep, and 
I inch wide, the weight of which must not exceed 21 lbs., 
shall, when supported on edge at points 36 inches apart, 
sustain a load of 3000 lbs. applied at the middle of its 
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bearing for i hour, and shall under this load deflect at least 
\ inch at the middle. An additional test of tensile strength, 
which has much to recommend it, is that a bar of the metal, 
8 inches long and i inch square in section, shall sustain a 
load of 8 tons (tensile stress) for i hour. As an alternative, 
the transverse stress may be slightly reduced and the 
longitudinal test be somewhat increased. After they have 
been examined, the pipes are proved with oil in a testing- 
machine, Fig. 85. 

The ordinary form of this apparatus consists of two 
vertical iron shields, between which the pipe is placed 
horizontally and in one of which is an inlet for the oil 
furnished with a pressure gauge. One of the shields is 



Fig. ts. 




fixed and the other is movable, the latter being forced 
against the pipe by either hydraulic- or screw-pressure — the 
joints being made with leather or indianibber rings. The 
pipe is then fully charged with oil, and the proof-pressure, 
which is generally double the working-pressure, is applied 
by a force-pump and is maintained for 2 or 3 minutes — 
the barrel of the pipe being meanwhile repeatedly struck 
with a light hammer and closely examined for any trace of 
leak^e. If proved sound, the pipe is at once re-heated in 
a stove to a temperature of 600° F., and is then dipped 
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into a solution of pitch, asphalt, resin and linseed oil, at 
a temperature of 300° F^ in accordance with the process 
invented by the late Dr. Angus Smith of Aberdeen. The 
film of varnish thus laid on, rapidly hardens, and is, if 
applied to clean metal, possessed of remarkably adhesive 
and durable properties — preserving the iron from corrosion 
for many years. But if, as too frequently happens, the 
castings are exposed to the atmosphere before being coated, 
and so become oxidised, the whole process is useless and 
might as well be dispensed with. Coating pipes with gas- 
tar or other similar substances is also a futile operation. 

329. With regard to wrought-iron or steel pipes, the 
smaller sizes are drawn or welded, and 
those of larger diameter are riveted. ^'S- **■ ^k- s?. 
The joints are flanged and bolted, 
jammed spigot - and - socket - wise, or 
collared with single or double lead- 
joints, Figs, 86, 87. 

The joints illustrated in these figures 
possess the advantage of allowing for 
the natural expansion and contraction 
of the main ; and it may be observed 
that, where flanged, or turned and scale i inch = i foot, 
bored, or any other rigid joints are 
used for a cast-iron main, it Is desirable to make, say, every 
tenth joint of lead on this account 

A preservative coating, consisting of Stockholm tar and 
red lead, may be advantageously applied to wrought-iron 
and steel pipes, which must, however, be scraped perfectly 
clean before being thus varnished. The mixture is pre- 
pared by adding red lead to the heated tar, stirring it well 
until it contains as much as is consistent with the fluidity 
necessary for its easy application with a paint-brush. A 
wash of Portland cement forms a cheaper coating, and is 
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found to answer fairly well. After the pipes have been 
coated and dried, they are weighed — their weights atTording 
an important check upon the section of the metal in the 
barrels. It is customary to specify a minimum weight 
for every class of pipe, in addition to the specification of 
the normal thickness and permitted deviation therefrom 
(§ 3^3) > ^^'^ ^ maximum weight, beyond which any excess 
of metal is not paid for, 

330. The most minute attention must be paid to the 
manufacture of water-pipes, during every stage of their 
progress from the foundry to the trench in which they are 
finally laid. Without regular and intelligent ^inspection, 
good results are unattainable. After the pipes have left the 
manufacturer's hands, they are often exposed to severe 
vibration and to rough usage, in the course of their transit 
to the works. Blows or pressure are apt to produce fine 
cracks in the skin of the metal, which are frequently so 
minute as to escape observation ; but which will be to a 
certainty developed by vibration or by variation of tem- 
perature, and may lead to fracture of the pipes in which 
they occur, when the latter are exposed to the water- 
pressure. Striking the castings with a hammer, when 
slung in the chains over the trench, will not indicate the 
presence of cracks that only extend slightly below the 
surface of the metal. We have repeatedly observed such 
small cracks extend right through strong hooped sockets 
by the expansion due to the mere warmth arising from the 
process of "running" the lead joint. 

As a precaution against fracture of the spigots, which 
are the weakest portion of pipes, during transit, wrought- 
iron rings are often shrunk on them ; and these have in our 
experience proved effective — especially in cases of the 
carriage of pipes by sea, where, from the rolling of vessels, 
they are exposed to greater risks of damage than in 
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perhaps any other kind of transit In large pipes, wrought- 
iron hoops are sometimes shrunk on the sockets, to add 
strength to enable them to withstand the somewhat severe 
tensile stress caused in them by the caulking of the joint. 

Nothing, however, short of expert inspection at the 
trench-side, and rigid adherence to the rule of not passing 
a single flaw, can be relied upon to ensure a sound main. 
It is not too much to say that, were this practice invariably 
adhered to, the " prevention of waste " would play a much 
less important part in the maintenance of waterworks than 
is the case at present 

When pipes are fractured at the ends, they may be cut 
to shorter lengths, and so rendered serviceable. They are 
best cut by forming a chase round them with a diamond- 
pointed chisel, and then driving, simultaneously, sharp 
steel wedges through the barrel at three equidistant points 
in its circumference. By this method, the pipe is separated 
into two parts with a clean cut following the line of the 
chase. 

In some cases, single small air-holes may be drilled 
out, and if the barrel appears to be otherwise sound, a 
thread may be formed in the hole, when a brass or gun- 
metal plug is inserted. Such patching as this -is only 
permissible with the express sanction of the engineer, and 
under his inspection ; and, in any case, the pipes so treated 
should be subsequently proved under pressure before use. 

Cast - iron pipes are manufactured of sizes varying 
between the maximum limit of, say, 50 inches in diameter 
down to a minimum of about l^ inch. Owing, however, to 
the difficulties of varnishing small pipes internally, and 
the rapid diminution of their area with but little corrosion, 
such pipes of less diameter than 3 inches cannot be recom- 
mended for use in ordinary cases. 

331. The subject of house-service pipes demands a 
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brief notice. The material of which they are made is 
either wrought iron or lead — ^the former kind being the 
stronger and cheaper, but the latter the more durable, 
because less liable to rapid corrosion. They are generally 
specified to be of a certain weight per lineal yard ; de- 
pending upon their diameter and the pressure to which 
they will be exposed in use. 

The following table indicates the ruling practice. 

Weights of Pipis fok House- Service. 
Drawn WrougM-iraii Fifes. 





DiuBctorof 
Bore. 
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3* lbs- 
si .. 
7 » 
9 •> 
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ISO feet 
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300 feet 


Slbs. 


1 „ 




6 .. 


„ 


7 .. 




■' 


7 ., 

8 „ 
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9 >. 


ti.. 


'■ 


14 ., 

iS „ 


'■ 


IS ,. 
36 „ 



332. The joints of iron service-pipes are best formed by 
short couplings, threaded internally and screwed over the 
ends of the pipes to be united. The thread on the pipe- 
ends is cut so as to leave them slightly conical ; so that 
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when they are forced hard into the couph'ng, with a 
smearing of red lead on them, a tight joint is ensured. 

There are several kinds of joints suitable for lead pipes. 
The wiped solder joint is perhaps the most reliable. To 
form this, the end of one of the pipes is widened with a 
turn-pin, so as to allow the introduction of the filed down 
end of the other pipe, to which it is to be united. Hot 
solder is then poured on to the joint, and, whilst in a pasty 
condition, is wiped around it with a cloth or wisp of tow. 
This manipulation requires the skill of an experienced 
plumber. 

Fig. S8. Fig. 89. 




Another plan, which demands less skill, is to widen 
the ends of the two pipes so as to receive a short brass 
ferrule. The joint is then enclosed in an iron mould, 
and hot solder is run in until the space round the ferrule 
between the ends of the pipes is completely filled with 
metal fused into the lead of the pipes. The mould is then 
removed, and a clean, strong, but inflexible joint, Fi£: 88, 
results. 

The ordinary " union " joint. Fig. 89, hardly requires 
description. The ends of the pipe, slightly up-set, are 
drawn tightly together with a leather washer between them 
by screwing up the nut 

333. For small aqueducts, stoneware pipes are often 
found useful, especially for conduits that follow the contour 
of the gjround with a slight fall ; they can only sustain light 



34* THE CONVEYANCE OF WATER. 

pressures. By employing them, a watercourse may be 
formed that is both cheap and free from all risk of pollu- 
tion, and is superior to open ditches or conduits, inasmuch 
as it may be siphoned across small depressions in the 
ground — thus frequently effecting considerable saving in 
distance and in fall. Such an aqueduct must, however, be 
always kept running freely ; or it must be provided with 
balancing-tanks (S 357) at such intervals as may be neces- 
sary to prevent the occurrence, at any point, of a hydro- 
static pressure greater than that due to about 20 feet head 
of water. 

Stoneware pipes for this work are made from finely- 
ground clay, washed, tempered and pugged, and baked to 
formed a tough, vitreous, homogeneous mass. They must 
be perfectly straight, true in circular section, uniform in 
thickness, and ought to exhibit a finely-glazed surface free 
from cracks and other flaws. 

The joints are generally of the ordinary spigot-and- 
socket form, and are made by forcing stiff Portland cement 
mortar hard into the annular spaces between the sockets 
and corresponding spigots, when the pipes are laid. It is 
essential that the cement be used in a stiff pasty condition 
and be well rammed into the joints. Soft mortar merely 
applied with the trowel does not give a satisfactory result. 

During the process of jointing, care must be used to 
prevent any cement that may be forced past the back of 
the sockets, from being left in the pipes ; where it would 
form a serious obstruction to the flow of the water, and 
would probably become the nucleus of a complete stoppage 
in the future. 

It is only by unremitting attention to such details of 
execution as this, that aqueducts can be made to fulfil in 
practice the conditions contemplated in their design ; and 
a systematic consideration of the special operations be- 
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lon^ng to this class of work, is quite as important as 
the elaboration of the hydraulic principles involved in it. 

334. The construction of those aqueducts that are mere 
channels lined with clay, concrete, brick or stone, is a 
matter that requires the exercise of so little special art as 
to render it superfluous to dwell thereon in a treatise pre- 
tending to discuss operations belonging peculiarly to 
hydraulic engineering. Even timber, and iron or steel 
conduits, seldom involve in their construction any features 
distinct from those met with in every-day mechanical work. 
The building-materials used for this purpose must not be 
porous, friable, or liable to erosion by the action of the 
atmosphere or of running water to any considerable extent ; 
and, in all mason-work, hydraulic lime or cement must be 
employed. 

The formation of aqueducts may involve the erection 
of such vast structures as that which carries the Marseilles 
canal across the valley of the river Arc, at Roquefavour ; 
but it cannot be said that there is anything attaching par- 
ticularly to waterworks construction in any part of that 
magnificent pile of masonry, beyond the channel it sup- 
ports. Again, the piercing of aqueduct-tunnels differs in 
no respect from tunnelling for any other engineering pur- 
pose ; except that the inverts, up to the water-line, must 
be rendered impervious to moisture, and must be of the 
proper section for the efficient conveyance of the water 
through them. 

Both tunnels and conduits must of course follow the 
hydraulic gradient, which, in the case of uniform flow, tra- 
verses the surface of the current ; angles and sharp curves 
in the route should be avoided ; and, in the case of un- 
lined tunnels, a sufficient increment of sectional area should 
be provided, to counteract the great retardation of flow 
caused by the ragged surface of the rock ; waste-weirs and 
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sluices are placed at the entrances of tunnels and of long 
culverts, as well as at the upper ends of siphons and at 
other convenient places along the line of aqueduct (§ 319). 
The work Involved in all this is generally of a simple 
character, common to almost every class of engineering 
building. 

335. But when we turn to the wider subject of the con- 
veyance of water under pressure in metal pipes ; there is 
much to be said that is specially applicable to that matter. 
The assembling, laying and jointing of the pipes and their 
accessories which are comprised in a large water-main, is a 
work that requires great labour and considerable manipu- 
lative skill And when these operations are conducted in 
a rough country, where roads, if they exist, are often un- 
serviceable, the work may well rank in point of difficulty 
with other classes of constructive engineering which pro- 
duce a more imposing result. 

The weight of 3 single cast-iron pipe, 40 inches in 
diameter, ranges between 2\ tons and 5 tons ; and these 
heavy but fragile masses of iron have to be conveyed with 
the utmost care, oflen for long distances across hilly 
country, to their final destination. Where roads are avail- 
able, they are used as far as possible — the pipes being 
carried by specially contrived vehicles from the railway- 
station or the wharf to the nearest point of the pipe-line. 
If the roads are smooth and level, and the loads are not 
too heavy, two-wheeled " whims," from the arched axles of 
which the pipe is suspended in sling-chains, are found 
useful. A loading crane is thereby dispensed with — the 
pipes being raised in the slings off the ground by means of 
capstan-headed screws working in the crown of the arched 
axles of the whims, and being lowered again by the 
same means at the place of their deposit. 

For heavy pipes, a four-wheeled carriage is the best. 
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and few contrivances for transporting pipes by road, serve 
the object better than a short timber-carriage, upon the 
raised bolsters of which the pipe rests in blocks hollowed 
to fit the curvature of its barrel. For crossing soft ground, 
broad-wheeled vehicles are necessary ; but even with these, 
the ground alongside of a pipe-trench becomes so cut up 
that, in wet weather, it would often be impassable for any 
ordinary wheeled conveyance. On this account, a tramway 
is not infrequently laid beside the pipe-track, along which 
the pipes and other materials are expeditiously trans- 
ported on trolleys, with a minimum haulage-effort More- 
over, this tramway may also carry the crane that is em- 
ployed for laying the pipes in the trench — a method found 
to answer well in practice. A 3-foot gauge tramway, of 
30-lbs. or 40-lb3. flat-footed rails spiked to wooden sleepers 
will answer for the heavier classes of pipes ; whilst a light 
1 8-inch tramway, on the DecauviUe or some similar 
system, suits smaller sizes of main, less than, say, 2 feet in 
diameter. 

336. In describing briefly the operations of pipe-laying, 
we allude particularly to mains of lai^e diameter ; but the 
description, with slight modification, is equally applicable 
to all classes of pipes. 

The pipe-trench is excavated with vertical sides to such 
a depth as will give a minimum cover, in this country, of 
24 feet of earth over the main, when laid, and of such a 
width as to allow 6 inches or g inches clearance between 
the pipes and the sides of the trench. 

For lead-jointed or flanged pipes, chambers are exca- 
vated opposite every joint, in order to facilitate the work of 
" setting " or screwing up. These joint-holes are recessed 
10 inches to 12 inches into the sides and bottom of the 
trench. Care must be taken to set them out from the 
actual net measurements of the pipes about to be laid ; 
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otherwise the apparently insignificant difTerences in the 
lengths, are found to produce, in the aggregate, a con- 
siderable error in worlc ; and the joint-holes, if excavated 
in wrong positions, have to be either extended or re- 
cut This cannot be done without seriously impairing the 
soundness of the pipe-beds. In wet, or otherwise bad 
ground, where close timbering is required, it is well to ex- 
cavate the entire trench of sufficient width to allow the 
jointers to work in it. Where the excavation is in rock, 
the trench should be sunk sufficiently low to admit of a 
6-inch bed of earth being laid on the bottom for the pipes 
to rest upon. In soft or bo^jy ground, the main must be 
supported upon piles or piers carried down far enough to 
obtain a solid bearing. The bottom of the trench must be 
set out and carefully dressed to the proper proiile of the 
pipe-line, so that the pipes may rest upon a fair bed 
throughout their bearing, without packing. Joint-holes are 
not required for tumed-and-t>ored pipes — a decided ad- 
vantage, for they are always troublesome to construct, 
and they interfere with the bedding of the main. 

337. The operation of laying the pipes in the trench is 
accomplished by either sheer-legs or travelling cranes. 
When the former apparatus is employed, the pipe to be 
laid is rolled upon a couple of timber balks laid across the 
pipe-trench ; the shear-legs, one pair of which are united 
together and carry a double-purchase winch, are straddled 
across the trench and pipe ; a sling-chain is passed round 
the pipe-barrel and attached to overhead chain-tackle 
carried by the legs and worked from the winch. The pipe 
is then raised, its soundness is tested, and it is lowered 
into position in the trench — the spigot being directed by 
the pipe-layer into the socket of the last-laid pipe — being 
first of all, however, used as a "ram " or " mall " to gently 
force it home into the one that precedes it. In this opera- 
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tion care must be exercised to avoid splitting sockets or 
doing other injury ; for which reason a plank is interposed 
between the swinging pipe and the socket of the one that is 
to be driven. The spigot of one pipe should not be forced 
so far into that preceding it, as to bear hard against the 
back of its socket Copper or lead distance-strips should 
be inserted in order to prevent such an occurrence, being 
removed before the joints are made. 

When laying a turned-and-bored main, the pipes are 
generally driven home with a swinging wooden mall 

Where a tramway is laid alongside the pipe-trench, 
a steam travelling-crane, using one of the tramway rails 
and a temporary rail set to a wider gauge, may be em- 
ployed for pipe-laying with advantage. The labour of 
rolling the pipes and moving the balks is saved by the 
jibbing-action of the crane, and the speed of working is 
greatly accelerated., Even where a tramway is not laid, a 
few lengths of metals secured to cross-sleepers may carry 
a locomotive crane, which, moving its own road forward 
in sections, will be found to save time, labour and ex- 
pense. In hilly and rough country, such a machine, weigh- 
ing, perhaps, 12 tons or 15 tons, may prove sometimes to 
be a troublesome piece of apparatus to move about ; 
and it should therefore be designed with a view to its 
being readily dismantled and re-erected when occasion 
requires it 

In laying small pipes, it is usual to joint a number to- 
gether on the side of the trench, and then, passing slings 
under them — carefully avoiding any deflection at the joints 
— to lift and place them in the trench by manual labour. 
This saves the expense of making many joint-holes, and 
ensures better work than can be easily obtained in the 
inconvenient positions required for caulking joints in small 
trenches. 
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As soon as the pipes are laid and adjusted to their po' 
sitions, they are firmly held by being packed with a little 
earth on each side of the barrels, and are then ready to be 
jointed. 

338. In making a lead joint, the first operation is to 
force two or three laps of spun-yam or soft lead wire to the 
back of the annular space between the spigot and faucet — 
a uniform thickness being maintained by steel wedges 
driven into the joint where necessary and kept there until 
the resistance of the yam or lead wire holds the spigot in 
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place. If lead wire is used, it permits the adoption of a 
shallower socket than does yam — thereby reducing the 
weight of metal in the pipe. 

The yarning-iron, Figs, po, is marked to indicate when 
the proper depth for the lead joint is obtained. The face 
of the joint is then closed by an iron or steel rii^, Fig. (fi, 
hinged at the bottom and drawn together at the top, within 
4 inches, by a set-screw, and formed so as to leave a tri- 
angular space all round its inner edge. The ring is greased 
and made tight against the pipe by clay luting round its 
edges — the open space at the top being formed into a 
small cup by a piece of clay. The lead-pot, containing 
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a sufficient quantity of molten lead, is then set on a saddle 
placed across the pipe, and is tilted by the handles on the 
ends of its trunnions so as to pour the molten metal into 
the cup, whence it flows into and around the joint, com- 
pletely filling it The ring may be then removed and the 
joint is ready to be " caulked " or " set up." In order to 
avoid the occurrence of air-holes and other flaws in the 
joint, both the spigot and the socket must be perfectly dry 
and clean, and the " running " or pouring of the lead must 
be rapid and continuous. With a view to facilitate the 
complete escape of air during this process, a small hole has 
sometimes been drilled through the back of every socket — a 
precaution involving some practical difficulties in laying 
the pipes, and, according to our experience, unnecessary. 
It is, however, desirable that the pipes should not be laid 
with the sockets facing down-hi1l on gradients steeper than 
I in 24 ; and the best practice is, wherever possible, to lay 
up-hill from the scour-valves (§ 351). 

The lead used must be pure, but not too soft. Highly 
de-silverised lead may often be improved for use in joints 
by the addition of a little tin to harden it. The tempera- 
ture of the molten metal requires attention ; if too cold, it 
may fail to run round the joint, and if too hot, it is apt to 
set hard and become liable to fracture under the application 
of the caulking-set 

After the jointing-ring has been removed, the " git," 01 
solid contents of the cup into which the lead is poured, is 
cut oiTwith a sharp chisel ; with which tool also, the edge 
of the lead fillet left by the jointing-ring is gently loosened 
from the pipe-barrel. The jointer then proceeds to caulk 
the lead into the joint, in three successive operations, with 
an equal number of properly-proportioned " sets," Fig. jjj. 

339. The caulking-sets should be J inch, -^^ inch, and 
\ inch thick at the face, respectively, and \ inch or I inch 

2 A 2 
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broad, according to the size of the pipes they are used 
upon. They are directed by the jointer, and are struck 
with a double-handed hammer of 5 lbs, wdght by his 
mate. Each stage of the caulking-operation should be 
proceeded with continuously round the joint ; the surplus 
of the fillet of lead which is not forced into it, being gradu- 
ally squeezed up in a complete ring, until it is sheared 
away from it by the sharp edge of the inner periphery of 
the socket With small pipes, a clay rope may be sub- 
stituted for the jointing-ring, and the caulking is usually 
performed entirely by the jointer with a single-handed 
hammer. During the process of jointing, and subsequently 
until the pipes are covered with earth, they should be 
screened from powerful solar rays, which are apt to produce 
distortion and drawing of the joints, especially in the case 
of mains of large diameter, 

340- The quantity of lead used in forming joints is 
very variable, with a tendency to excess unless strict 
supervision is exercised over the work. As it forms an 
important item in the cost of mains we give the under- 
mentioned weights of lead joints, 2^ inches deep, ascertained 
by weighing lai^e numbers of them of ordinary thickness : 

Ditmeter of pipe ., 36 iochei. 18 iDchea. 9 inches. 4 bches. 
Leadin thejoiat .. solbs. 31 ll>s. lolbt. 5 Ibi. 

Much, of course, depends upon the thickness assigned 
to the joints and the accuracy observed in casting the 
pipes ; but these weights may serve to indicate what is 
found in ordinary practice, 

341. Two methods of uniting adjacent lengths of main 
may be noticed : (i) by the insertion of one or two double- 
spigot pipes, Figs, ^j, cut so that the spigots may be about 
6 inches apart, with a colIar-joinL The collar, or " thimble " 
as it is sometimes termed, is passed on to the first-laid 
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spigot, and is subsequently slid over the opening, when a 
lead joint is made at each end of it (2) A method that is 
only applicable to small pipes, is to cut the spigot end of 
the last pipe to be laid to such a length that it will just fit 
in its place ; then to raise several pipes on each side of the 
junction into an arch-form, so as to allow of the introduc- 
tion of the middle spigot into its corresponding socket ; 
after which the pipes are again lowered on to their beds 
and the union is completed by the jointers. 

F^. 93. 



342. The joints of tumed-and-bored pipes are very 
simply made. The socket of the last-laid pipe is heated, 
generally by a fire-basket suspended within it, to a tempera- 
ture of about 250° F. ; the turned portion of the spigot 
of the pipe to be next laid, is brushed over with hot asphalt 
or with cement, a few laps of twine being sometimes added, 
and is thrust into the hot socket and driven firmly home 
by a few blows from the swinging mall. 

343. Flange-joints, if accurately machine-faced, are 
made with red-lead putty, a fine strand of hemp laid once 
or twice round the joint being sometimes a serviceable 
addition to it, and are drawn firmly and evenly t<^ether 
by the bolts and nuts. An excellent joint, requiring less 
accuracy of workmanship than the former, may, if the 
flanges are planed right across, be made by inserting a 
canvas disk, properly formed for the bolts to pass through 
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it and soaked in a thick mixture of red lead and boiled oil, 
between the meeting faces, which are then duly drawn up. 
Unplaned flanged joints may be made with a complete 
ring of f-inch lead-wire inserted within the line of the bolt- 
holes and squeezed flat between the Ranges by the pressure 
of the bolts. 

344- The final operation of fiUing-in the pipe-trench is 
more important than might appear at ifirst sight The 
excavated earth is restored and carefully packed in thin 
layers under the pipe, in such a manner as to afford it a 
firm bearing throughout its length. The upper part of 
the trench is then filled, and well trodden or "punned" 
with beaters during that operation — the surface being re- 
stored as nearly as may be to its original condition ; for 
which purpose the mould or road-material, as the case may 
be, is preserved separately at the time of excavation. 

In dealing with mains that are lighter than the water 
they displace, care must be used to ensure a dry trench 
whilst the pipes are being laid, and the filling-in must 
proceed down-hill, so as not to impound water in any part 
of the pipe-trench. A pipe, 40 inches in diameter and 
I inch thick weighs 46 cwt., and displaces 66 cwt of water. 
If closed at the ends and immersed in water, or even in 
semi-fiuid earth (slurry), every 12-feet length would need 
to be loaded with at least I ton to prevent it from floating. 
This is precisely the condition of a portion of an empty 
water-main, when the pipe-trench has been filled-in at two 
points and water is impounded between them. 

345. Tumed-and-bored joints produce an inflexible 
main. Where lead-jointed pipe-lines follow a slight curve, 
ordinary straight pipes may be used ; but the permissible 
curvature is limited by the depth of their sockets and the 
thickness of the joints. Lead joints properly coned or 
swelled in section, Figs. 78, yg, will permit without failure, 
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a slight curvature of the main to take place after it has 
been completed, such as that which sometimes arises from 
unequal settlement of the pipe-beds. This does not, 
however, apply when the curvature is considerable. In 
situations where the curvature of a main is considerable, 
irregular, and liable to alteration, special flexible-jointed 
pipes are introduced. Figs. ^4. and pj illustrate two kinds 

Fig. 94. 




Scale I inch = i fooL 



f f these joints ; the former has been used on several works 
in passing mains through soft ground, and the latter was 
recently employed successfully in crossing the bed of the 
river Mersey. 

In large mains, the normal thickness of joint may be 
taken at -^ inch, and the minimum at -^ inch — the depth 
of the socket being 5 inches. The maximum deviation of 
one pipe from the axial line of its fellow is, therefore, 

-y-T- = ^ inch in S inches. Fig. ptf, i. e, O" 3 foot in a 12-feet 

pipe. The chords of the curve round which the pipes are 

laid with this deviation, are 12 feet long; and the curve 

is therefore circular, and its diameter B C, Fig. j>7, is 

A O.AAx _ 12 X 24 _ ^ 

AS o-j 



= ff6o feet. 
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The minimum radius at which ordinary straight pipes 
maj-, under the conditions above stated, be laid, is then 
480 feet. If a curve of less radius than this must be 
followed, shorter lengths, or specially-curved pipes are used 
in good work ; although it is notorious that straight pipes 
are often forced round curves to which they are quite 
inapplicable, with the inevitable result of bad joints. 



F^, S6, 



Fig. 97. 




346. Bend-pipes are specified according to the situation 
they are designed to occupy, as ofcertain radius and length, 
or of certain angular deviation — the latter description beii^ 
generally applied to those bends of small radius which are 
often required in pipe-lines that follow highways and other 
narrow routes. When a main is charged with water there 
must always be a certain hydrostatic pressure tending to 
force the joints of a bend. This pressure is the resultant of 
two equal forces acting normally to the planes of the joints 
under consideration, and of amount equal to the product 
of the sectional area of the pipe into the hydrostatic 
pressure. 

For example, in a iS-inch main, the static thrust on a 
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fo'-bend, acting in the direction of its middle radius, is, if 
the pressure be, say, 200 lbs. per square inch, 

Z X 176 X COS 60° X 200 

= 35,200 lbs. 

It is evident that this pressure, exc«ding 15 tons, must 
be opposed by some artificial resistance superior to that 
afforded by the rigidity of the joints and the soft earth- 
filling of the pipe-trench. The bend is consequently 
backed by a mass of concrete, bearing solidly against the 
side of the trench, which effectually prevents the joints 
from being drawn by a forward movement of the pipe. 

In addition to hydrostatic 
pressure, bends are subject 
to a radial thrust, due to the 
motionof water through them . 
Its amount is in general small, 
as the following investigation 
indicates : 

Consider the case of steady 
laminar flow through a circu- 
lar bend of radius r and sec- 
tional area A, the angle at 
the centre of which is Q, Fig. ffS. 

Let V, as usual, denote the velocity of the flow of any 
stream-line, and w the weight of unit-volume of water. 
The resistance to the impact of the water upon an ele- 
mentary ring of the pipe situated at a distance r 4, from 
A along the bend (<ft being a variable angle), in a direction 
parallel to the line O A, which bisects the angle $, measured 
by its centrifugal force, is 




Awi^rdA , 
i-cos^. 
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The total resultant thrust exerted upon the bend in the 
direction A, is 






COS d^ , 



This may be of importance in a short pumptng-main 
where it forms a sensible fraction of the entire pressure 
dealt with ; but is, in mains of considerable length, so 
much less than the head lost by friction when the water is 
in motion that it may be neglected as a practical con- 
sideration. 

It may be pointed out that the foregoing considerations, 
whilst showing generally the state of affairs under the 
conditions assumed, arenot entirely satisfactory. Further, 
no rational data exist by which the head lost at bends may 
be computed precisely. There is no doubt that the eddies 
caused by the radial pressures developed in the flow round 
a pipe-bend, or a bend in any kind of aqueduct, do absorb 
hydraulic energy to a certain extent ; but from observation 
and experience we do not consider that the head so lost at 
a single bend of even small radius is in general a sensible 
quantity. 

347. The effects of impact arising from the sudden 
arrest of the motion of the column of water conveyed in a 
long main, are well worthy of consideration, and might be 
expected to influence, in an important degree, the design of 
pipes. The momentum thus lost by the water is expended 
partly in distending the main and partly in effecting com- 
pression of its own bulk.* Here again, we must confess 

* The diflicnlly of Mpanting the compressioii of wtitet from that of the 
vessel conluniog it, forms aa obstacle to its precise determination. For 
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our inability to state in statical measure the amount of tlie 
forces thus developed, from a knowledge of the facts as 
they are ordinarily ascertained. Expressions, indeed, have 
been put forward, derived by certain mathematical pro- 
cesses, pretending to give the force of impact, or " water- 
ram " as it is sometimes called, resulting from the rapid 
closing of a valve on a long water-maia But, as a matter 
of fact, such forces can only be expressed in statical 
measure if the time-rate of the process of arrest is accu- 
rately known ; and this infinitesimal element being, from 
the circumstances of the case, impossible to observe — 
the problem is not amenable to mathematical treatment. 
A better notion of what may be expected to occur can 
be derived from considering the results of some actual 
experience. 

In 1884, Mr. E. B. Weston described a series of 
elaborate experiments made by him at Providence, R.I., 
to determine the increase of pressure in a water-pipe con- 
sequent upon the rapid checking of the Row through it" 
The trials were conducted upon a length of 30 yards of 
6-inch pipe, branching off a 24-inch main, followed by 
22 yards of 4 inch, i yard of zj-inch, 2 yards of i^-inch 
and 2 yards of i-inch pipe. The water was caused to flow 
through this system of piping, its mean velocity in each 
section being computed from the measured delivery; and 
the flow was then checked by closing an outlet-tap 
provided for the purpose — an operation that occupied o*i6 
second. The water-pressures developed by thus abruptly 

practical pnipotes, the compressibility of water, as deteirnbed by eiperimeDts 
in wbich ihe envelope was of copper, majr be staled. It is 0*000047709 
(approximately riin) P" stan^ajd atmosphere (760 mm.). 

Regnanll, 'Relation des experiences eatrepristfs pour determiner lei 
principales lens et let doon^es numeriques qni entient dans le calcul des 
machines k vapeur,' tome i. p. 455 — Paris, 1847. 

* Tram. American Soc C.E., vol. xlv. p. 338. 
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Stopping the current, were measured by a Richards steam- 
indicator, which wa^ tested both before and after use. The 
following are sufficient to exemplify the results obtained : 
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In an experiment published by Mr. A. R. Binnie, in 
1887," a j-inch pipe 114 feet long branching offa supply- 
main was furnished at the end with a plug-cock, the efTective 
waterway of which was O' 152 square inch. 

The following pressures were indicated by gauges ; 



Cock not open .. 
„ shut qnicldj 



These pressures are astonishing, but although highly 
suggestive, we cannot, in the absence of a statement of the 
velocities, deduce exact rules from them. 

Mr, Weston's experiments point to two definite con- 
clusions : (1) that the pressures due to hydraulic impact 
vary as a lower power than the square of the velocity ; 
(2) tha^ with the same velocity the intensity of pressure 
developed is higher in large than in small pipes. Although 

• ' Lectures on Water-Sapply'—ChWham. 
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the data here presented are insufficient to lead to the con- 
struction of a general law applicable to the subject, it is 
evident by analogy from all these observations, that, under 
similar circumstances, exceedingly heavy blows might be 
expected in large mains ; and that the ample margin of 
strength adopted for water-pipes is entirely justified by the 
extraordinary pressures that may be anticipated to occur 
sometimes in practice. 

In order to avoid water-ram in targe pipes, when it is 
necessary to stop the flow, a valve is shut as near to the 
upper end of the works as may be, consistently with its 
situation being such that no portion of the main on its 
lower side is above the level of the reservoir next below it. 
Moreover, all valves are constructed so that rapid closing 
is impossible ; and, as a further safe-guard, relief-valves 
(§ 354) are placed in proper positions upon the main. 

348. In constructing a pipe-siphon across a steep- 
sided valley, the inclination of the main may be so high, 
that its natural adhesion to the ground bscoraes insufficient 
to prevent a considerable longitudinal stress from being 
transmitted from pipe to pipe, to the risk of fracturing the 
sockets. This stress may be so great as to make it advis- 
able to support some of the pipes in such a manner as to 
transmit the thrust they receive from those above them, 
directly to the ground. Where the work is in rock, this 
may be effected by building the sockets of such pipes into 
a solid mass of concrete, keyed into the walls and floor of 
the pipe-trench. But if the sides of the valley do not lend 
themselves to this method of tying down the pipes, masonry 
or concrete anchors are built at some depth below the 
surface of the ground ; and through them are passed steel 
rods, attached at one end to trunnions cast on the pipes 
to be supported, and at the other end made fast by cotters 
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to iron plates bearing against the anchors. In any svch 
case, brackets inside the sockets are necessary, and must be 
dressed to provide an even bearing for the spigot that rests 
upon them. A bearing-ring of hard lead is sometimes 
inserted between the brackets and the spigot 

349, When pipes are laid through deep trenches, the 
great vertical load imposed by the settlement of the earth, 
and the slight lateral support to the barrel that can be 
afforded by the Rllcd-in earth, must be noticed. This does 
not apply to cases of tubes carried through semi-fluid earth 
which transmits a considerable lateral pressure, and does 
" not produce the distorting effects that are caused by a load 
of dry earth. A cast-iron pipe, 40 inches in diameter and 
I inch thick, laid in a hard-bottomed trench filled-in with 
dry material, will not carry more than 12 feet depth of 
earth without distorting, no matter how well the barrel 
may be supported by ordinary earth-packing at the sides. 
With twice that depth of superincumbent soil, the distor- 
tion of such pipes has, within our experience, amounted 
to as much as | inch of vertical diminution and hori- 
zontal increase of diameter — an amount that approaches 
the maximum distortion tlie pipes can suffer without 
fracture. 

No reliable rule can be given for designing the dimen- 
sions of pipes under conditions like these. A judgment 
based upon the observed effects of similar phenomena is 
the most trustworthy guide. 

From the foregoing allusions to one or two of the 
practical difficulties that beset the construction of a water- 
main, we pass to a brief review of the auxiliary apparatus 
employed therein. 

350. A water-pipe, following the natural undulation of 
the country it traverses, must be provided at every summit 
with means for the escape of air that is enclosed in it 
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previous to its being chared, and is continually disei^aged 
from the water. 

If this provision were omitted, charging fully would be 
almost impossible; and, even if accomplished, the summit- 
portion of the main, a b. Fig. ff, would gradually become 
filled with air — the point i being situated at such a level 
with respect to the reservoir B, that the pneumatic pressure 
there would be sufficient to cause a certain definite flow of 
water through the lower part of the pipe into the reservoir 
B — that water being supplied by overflow at the summit a. 

F^. 99. 



The precise amount of the flow is determined by an 
imaginary hydraulic gradient from A to the point a, where 
a at = 6^1 is the head of water equivalent to the pneumatic 
pressure obtaining at the summit of the main. 

Serious diminution of the flow would take place long 
before the extreme condition illustrated by the digram 
^'£'- 99' was reached ; but the action may be entirely 
prevented by inserting an air-valve at C, which will permit 
the escape of air, though not that of water, out of the main. 
Fig, 100 shows a type of automatic air-valve in common 
use. An indianibber ball rests in the position indicated, if 
there is air in the pipe, and remains there until all of it has 
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escaped through the small orifice above it. As soon as the 
water which has expelled the air, completely occupies its 
place, the ball floats and is pressed against a dished seat, 
thus closing the orifice. There are other valves in use for 
this purpose, though none, perhaps. 
Fig. 100. simpler and more effective. The india- 

rubber balls require to be renewed from 
time to time. 

The size of the orifices in air-valves 
is an important feature. If they are 
too large, the escape of air during the 
process of charging the main, may be 
so rapid as to give rise to dangerous 
Scale A. concussion of the water in the pipes ; 

whereas, if they are very small, the 
charging, after the main has been emptied at any time for 
repair, may be unduly prolonged. Their diameters gene- 
rally range between j^ inch and | inch. 

It is useful to have a gun-metal screw-plug of compara- 
tively large diameter in the flanged cover of the valve ; this 



is being charged and 
ins to issue through the 
in that case, conveniently 



may be taken out whilst the main 
is replaced as soon as water begin 
hole. The automatic valve may, i 
have a fine orifice, for regulating the subsequent discharge 
of air disengaged from the water during ordinary working. 
The air-valve casting is attached to the flange of the 
special branch-pipe ; a plug-cock being inserted between 
the two, in order that the water may be shut off the air- 
valve when it is necessary to open it for inspection or 
repair. As mains are in general laid up-hill, two sections 
ordinarily meet at a summit, where an air-valve special is 
introduced and union of the two is effected by means of a 
double-spigot pipe and collar, as illustrated in the lower of 
Figs. 93. 



SCOUR-VALVE. 369 

351. At the bottom of every hollow in the water-main, 
a scour-valve should be provided, both for scouring out, 
when necessary, the sediment that is invariably deposited 
at those points, and for emptying the main. As a general 
rule, the scour-valve may be made with a diameter one- 
fourth part of that of the main it serves. In construction it 
is similar to the stop-valves described hereafter. It is 
generally necessary to lay a few lengths of pipe from the 
scour-valves to convey the flush of water into the nearest 
available water-course ; and, sometimes, these waste-pipes 
are of considerable length. The 
flanged branch to which the ^- ^'"■ 

scour-valve is bolted forma, like 
the air-valve branch, part of a 
special pipe. In this case, how- 
ever, the special is a double- 
socket pipe ; from which as a 
starting-point, the main] is laid 
in opposite directions. Fig. loi 
illustrates diagrammatically a 
scour-valve attached to a main by 
a flanged bend. 

The bolts connecting such bends and the scour-valve 
to the main pip^ must be designed to sustain tension 
equal to the pressure in the main upon the area of the 
scour-branch. 

Sometimes, and very conveniently in the case of small 
pipes, the branch is brought tangentially from the bottom 
of the main ; so as to empty it completely, and, at the 
same time, to keep the level of the waste-pipe as high as 
possible. 

Another plan by which depth may be saved, is to 
incline the branch at about 30' with the vertical, adding a 
eo'-bend to bring the scourvalve and waste-pipe horizontal. 
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This is often of importance in flat country, where the 
absence of a water-course at a convenient level, though it 
may not prevent the scouring of the main under pressure, 
makes it sometimes necessary to empty the lower portion 
of it, when required, by pumping. 

352. At certain points along the pipe-line, stop-valves 
are placed to regulate the rate of supply, and so that the 
sections of main between them may be isolated for repair. 
The former object is best effected 
Fig. loa. as near as possible to the outlet of any 

portion of the main, i. e. where it 
delivers into a reservoir; but for the 
latter purpose, such stop-valves are 
conveniently situated at depressions 
in the pipe-line, and are provided in 
every case with a scour-valve on 
each side of them. The mechanical 
details of these valves are not within 
the scope of this treatise; but a 
general idea of the apparatus is pre- 
sented by J^ig^. 102, which illustrates 
an ordinary type of double-faced 
valve. The shutter is actuated by 
a powerful screw of fine pitch. All 
the working parts, faces, glands and 
Scale A- bearings are of gun-metal. It is cus- 

tomary to reduce the area of the water- 
way of stop- valves upon large mains considerably below that 
of the pipes commanded by them — the diminished thrust 
against the valve-shutter when closed, and the consequent 
ease of opening it, being gained without sensible loss of 
enei^ in the main when the valve is fully open, such as 
would result from an enlargement of the area of the pipe. 
A small rider-valve is also provided, which being opened 
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before, and closed after, the main valve, renders the manipu- 
lation of the latter comparatively easy ; its effect being to 
prevent excessive difference of pressure upon the two faces 
of the main shutter when the flow is checked, and to 
chaise and equalise the pressure in a section that has been 
emptied, when it is required to put the pipe in train with 
that on the other side of the stop-valve. 

Fig. zoj shows a view of a 44-inch stop-valve with three 
shutters, made for the Liverpool waterworks. In this 

Fig. 103. 



Sole A- 

valve, the middle shutter closes the rider-valve artd is much 
smaller than those on either side of it 

The fracture of mains that have been working for some 
time, is almost invariably due to hasty closing of stop- or 
sluice-valves. And the necessity for operating them very 
gradually, particularly towards the end of their stroke, 
cannot be too forcibly impressed upon those whose duty it 
is to manipulate them. 

3 B 2 
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353. Automatic stop-valves are provided where serious 
dama^ or inconvenience would attend the discharge of 
water due to accidental fracture of the main. 

They are placed, if it is feasible, under comparatively 
light pressure — being often situated a little below the 
hydraulic gradient, on the vei^ of deep depressions in the 
pipe-line, where serious fractures are chiefly to be appre- 
hended. Fig. 104. shows in outline the ordinary form of 
these valves. A pendulum, dotted in the Fig,, carries a 
small disk within the pipe, normal to its axis, and is 
balanced by a weight and adjusted so as to hang vertically 
when the velocity in the main is normal Should it, 
however, increase abnormally, as it would in the event of a 
fracture on the lower side of the valve, the additional 
pressure of the water against the disk deflects the pen- 
dulum, releasing, by a trigger-action, a heavy weight which 
closes 'the main throttle-valve (the outline of which is 
dotted in the flgure) by a chain passing round the periphery 
of the valve-wheel. The rate at which the blade of the 
throttle-valve closes, is governed by a cataract-action ; and, 
in a tai^e main, the operation should occupy not less than 
15 minutes — the latter part of it being effected at a gradu- 
ally diminishing rate. 

This is ensured by automatic throttling of the cataract 
supply-pipe, which takes place through the medium of a 
cam and lever as the main valve closes. A force-pump is 
provided for the purpose of setting the valve in position, 
by means of which also it may be worked through a small 
range occasionally to prevent it from sticking. All the 
working parts and bearings of the apparatus are gun- 
metal. 

354. On the upper side of the main, in front of the self- 
closing valve, an equilibrium relief- valve. Fig. 104, is 
placed. 
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This valva is kept closed against the normal pressure 
of the main by a powerful helical spring loaded with a 



weight. The inertia of the weight and the stiffness of 
the spring prevent the valve from lifting under ordinary 
conditions; but any sudden increase of pressure in the 
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main lifts the valve, compressing the spring, the inertia 
of which is slight, and permits the escape of a little water, 
thus relieving the pipes from concussion. By the so-called 
" equilibrium " method of suspension, a considerable area of 
dischai^e around the large valve-disk is afforded by a slight 
lift of the latter ; and the action of the valve, being 
dependent upon the difference of the areas of the upper 
and lower disks, may be made very sensitive under the 
highest pressures. 

This form of safety-valve forms an important adjunct to 
any apparatus the action of which may give rise to rapid 
arrest of the motion of the water in a main. 

The need for automatic throttle-valves of the kind 
described is sometimes avoided, by arranging that one 
walks-man shall be always on duty in the neighbourhood of 
a stop-valve, upon which a pressure-recorder is fixed. In 
the event of the main bursting, the pressure-recorder falls 
and rings a bell, attracting the attention of the walks-man, 
who closes the stop-valve with due caution. 

355. In addition to machinery for preventing water 
from running to waste in the normal direction of flow — the 
effect of which would ordinarily be to merely cause the 
waste to take place by over-flow at the service-reservoir or 
balancing-tank next above it — apparatus is provided to 
automatically cut off the supply to such reservoirs when 
the over-flow level is attained by the water in them, A 
simple self-closing valve in common use for this purpose is 
illustrated in Fig, 105, On the up-tumed inlet-pipe is bolted 
an iron cylinder having a number of vertical equidistant 
slots in it. Inside the cylinder slides a hollow trunk or 
thimble, in which are holes corresponding in position with 
the vertical slots, the lower part being plain so as to cover 
the slots when it is raised sufficiently. 

A vertical spindle attaches the thimble to a float. 
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When the reservoir is empty, and until the water rises up 
to the stop that supports the float under those conditions, 
the thimble is in its lowest position and the valve is full 
open ; but as the water-level rises higher, the float is lifted, 
and with it the thimble, until, at the top-water or over-flow 
level, the valve is completely shut 

Further, to provide against the discharge of water 
backwards through the main, in the event of fracture 
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Fig. 106. 
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occurring in a siphon below the level of the reservoir into 
which it delivers, or at some other place where a leak 
might establish a reverse flow in the main and lead to the 
loss of a large quantity of water, " re-flux " valves are 
introduced at such points as the inlets to reservoirs or 
towards the " delivery " sides of deep depressions in the 
pipe-line, which may be regarded as offering a certain 
menace to the works in the respect mentioned. The reflux- 
valve, Fig: rod, consists simply of a bulb-shaped pipe, 
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across which there is a strong diaphragm perforated by 
valve-openings, the collective area of which equals that of 
the ordinary pipe. These openings are furnished with 
flap-valves lifting in the direction of normal flow, which 
automatically close in the event of reversal of the current 
in the pipe. 

Absolute water-tightness is not essential in these valves, 
but strength and durability are of the highest importance ; 
it is therefore desirable to make the flaps and the valve- 
seats entirely of gun-metal. 

356. Man-hote pipes, or hatch-boxes, the access-holes 
being furnished with covers secured by bolts and nuts. 
Fig. loy, are provided at intervals on all mains ; suitable 
situations for them being on each side of stop-valves and 
at sharp bends. 

Fig. 107. 



Scale ^. 

The hatch-ways must be of suflicicnt size to permit 
the introduction and withdrawal of pipe-scrapers (§ 381) 
through them. In large mains, the hatch-box illustrated 
in the figure is replaced by a short cylinder, connected 
at each end to the main pipe by means of collars that are 
bolted together and can be readily removed when requisite. 
Main valves and manhole-pipes should be set in brick or 
masonry chambers, covered either with a flag or with a 
locked iron surface-box. 

357. The last accessory to a gravitation-main which we 
propose to describe here, is the system of " balancing 
tanks " and " relieving-reservoirs." 
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The operation of the former, analogous to that of stand- 
pipes on pumping-mains (§ 150), is to permit the main- 
tenance of a definite maximum head of water on the 
section of the main upon its lower, or outlet, side — whilst 
preventing any increase of that head, by discharging 
surplus water received into it, through a waste-pipe or over 
a weir, as the case may be. Suppose, for example, that a 
supply of water is derived from a source situated at an 
elevation of 500 feet above the place of distribution, and a 
head of 250 feet is required for the purposes of that dis- 
tribution ; whilst a 25o-foot head is absorbed by friction in 
the supply-main under normal conditions of flow. In order 
to avoid the expense of unnecessarily heavy pipes, and the 
conUngcnt disadvantages of the inordinately high pressure 
to which the distribution-system of pipes would be subject 
when there was little or no draught of water from them ; 
a " balancing-tank " provided with an overflow would be 
placed at an elevation of 250 feet. This tank would both 
act as a service-reservoir if one were needed there, and 
would, by discharging surplus supply from the source until 
such time as all the valves were properly regulated, 
prevent any increase of head beyond the assigned limit of 
250 feet on the lower portion of the main and the 
dbtribution-pipes. 

The " relieving-reservoir," the effect of which is ana- 
logous to that of a reducing-valve (§ 362) in a distribution- 
system, is applied where the available head on a main is 
so greatly in excess of that required for the conveyance 
and distribution of the supply, that it is desirable to cause 
a rupture of the flow, either by a cataract or by throttling 
the main at its inlet into the reservoir. The relieving- 
reservoir is in the latter case, in effect, a balancing-tank 
with the inlet-valve partly closed. The question may 
naturally arise, why not design the main above the 
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reservoir of such dimensions as to absorb the surplus head 
by friction in pipes of smaller diameter, and therefore of 
less cost ? 

One reason for this is that the diameter of a main is 
limited by the (generally small) permissible velocity of 
flow through it; and, further, circumstances may arise in 
which the hydraulic gradient must, from the configuration 
of the ground between the points of supply and delivery of 
a main, be considerably less than would be ordinarily 
inferred from the difference in level of those points — and 
the lower part of the main would not run full, unless the 
inlet to the reservoir were throttled. 

The dimensions and style of construction of such tanks 
and reservoirs vary with the magnitude of the supply and 
local conditions. They may be small brick or concrete 
wells, iron or steel tanks, or walled or embanked reservoirs. 
The general principles of their design and construction are 
identical with those applicable to the several classes of 
reservoir treated under " the storage of water," Chapter IV. 

358. In concluding this chapter, we will allude to one 
or two of the many special works incidental to the con- 
struction of aqueducts of considerable magnitude. 

Railways are crossed overhead or underneath according 
to their situation in deep cutting or otherwise. Where a 
main is carried overhead, and the span does not exceed 
30 or 40 feet, cast-iron flanged pipes may be used, forming 
a girder and an aqueduct combined ; but if the span is 
larger, up to, say, 100 feet for a 42-inch main, a riveted 
steel or iron tube is to be preferred. In either case, the 
pipe springs otT saddles resting upon brick or masonry 
piers, A slight upward camber is frequently given to 
such self-supporting built tubes ; but experience shows 
that it is not necessary to introduce the arch-action into 
them. 



RAILfVAY- AND XIVER-CROSSINCS. 379 

An expansion-joint is provided at one end if the pipe 
exceeds 50 feet in length ; and, unless of very lai^e diameter, 
it is lapped with felt or other non-conducting material 
surrounded by wood-lagging, as a protection against frost 

Mains laid under a railway are generally carried through 
a brick or masonry culvert, of sufficient size to admit of 
access for inspection and repair; so that fracture of the 
pipes may not endanger the stability of the line. When 
the aqueduct consists of a culvert at such a place, it may, 
nevertheless, be carried under the railway by a pipe within 
a culvert ; by which means certain risks attending settle- 
ment or other distortion of brick or masonry watercourses 
may be avoided, and inspection of the works is facili- 
tated. 

A stop-valve should be inserted at each side of the 
crossing, with a scour-vatve between them so that the pipe 
may be isolated and emptied rapidly if necessary. Crossings 
of canals and rivulets are similarly dealt with ; except that, 
when these are of insignificant size, the main is frequently 
laid in a trench excavated in their beds, and is protected by 
an apron of concrete over them extending a few yards on 
each side of the pipe-line. 

359. An idea of the magnitude and difficulty of the 
works sometimes necessary where lat^e rivers are crossed, 
may be conveyed by an account of the recently-completed 
aqueduct-crossing of the river Mersey, in connection with 
the new Vyrnwy water-supply to Liverpool. This aque- 
duct-tunnel is built of cast iron, as also are the shafts. 
Its length from centre to centre of the shafts is 800 
feet, and the depths of the shafts to the invert-level on 
the Cheshire and Lancashire shores of the river are 46 feet 
and 52 feet respectively. The external diameter of the 
tunnel is 10 feet and that of the shafts is 10 feet 9 inches, 
widened at the bottom to 1 5 feet. The fall in the tunnel 
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from the Cheshire to the Lancashire shaft is 6 feet, and a 
sump is provided at its lower end. 

The minimum height of the river-bed above the tunnel 
is 20 feet. 

The shafts are built of flanged cast-iron rings, 4 feet deep, 
varying in thickness between 1 inch and -i\\ inch down to 
the widened-out part, which is built of smaller segments. 

The tunnel is built of rings in segments 18 inches long. 
In each ring are 10 segments, 3 feet by i foot 6 inches and 
i^^ inches thick, weighing 4 cwt. each, and a key-segment 
I foot by I foot 6 inches, weighing l cwt The shafts were 
sunk by weighting the cylinders and excavating with a 
grab in the ordinary way. The strata through which 
the tunnel was driven consisted of layers of clay, sand and 
gravel of ever-varying thickness. The driving of the tunnel 
was effected, under air-pressure of about 20 lbs. per square 
inch, by means of a shield which surrounded the segmental 
rings, leaving a space of j inch clear all round them. This 
space was filled with clay as the shield advanced, in order 
to prevent escape of the compressed air. The shield was 
provided with a steel cutting-edge armed with teeth. At a 
distance of 2 feet 6 inches from the cutting-edge, a dia- 
phragm was inserted across the shield, the lower middle 
portion of which was removed. Behind this lower portion of 
the diaphragm and attached to it round the edges, was fixed 
a pocket, open at the top, in which the workmen stood to 
excavate the material that was traversed by the shield. 

The lip of the pocket was 6 inches above the centre of 
ihe shield. It thus formed a water-trap, so that, in case the 
water should come into it, the pressure of the air in the 
tunnel would prevent it from rising higher than the level of 
the centre of shield. 

Round the diaphragm and close to the skin of the shield, 
were Bxed 10 hydraulic rams 7 inches in diameter, working 
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up to 2SOO lbs. per square inch ; which, abutting on the 
ring of the tunnel last fixed, were employed to force the 
shield forward a sufficient distance, 18 inches, for the next 
ring to be built in. The shield was long enough when so 
pushed forward to lap over the last segment built. 

As a rule, the ground under the influence of the air- 
pressure was diy, and the men excavated it standing either 
in the pocket or, when it was very firm, in front of the 
diaphragm. In the former case, the pressure was kept on 
the rams continuously, and, as each spadeful of material 
was removed, the shield gradually crept forward ; in the 
latter case, the pressure was not put on the rams until 18 
inches of material had been excavated in front of the 
diaphragm ; after which the shield was driven forward into 
the space so prepared. The next ring of segments was 
then fixed ready for the excavation to be resumed as before. 
Under favourable circumstances, S rings of segments were 
fixed in a day of zo hours. The spaces between the flanges 
of the segments were caulked with Portland cement. 
Through the tunnel, for the first instalment of the supply, a 
steel pipe 32 inches in diameter was laid, carried on green- 
heart beams in the tunnel and supported by trunnions 
resting upon girders in the shafts. Hydraulic pumps were 
furnished for the sump at the bottom of the Lancashire 
shaft, worked by water from the main pipe, to deal with 
any leakage that may occur in the tunnel and shafta* 

* Foe ■ fdller account of the tunDelling operations, vidi British Asioc 
Report, 189a, p. 531. 



CHAPTER VII. 

THE DISTRIBUTION OF WATER. 

360. Among the numerous requirements for the efficient 
distribution oi water, are primarily : — Due appropriation of 
the total quantity supplied among the consumers, according 
to their needs ; the maintenance of sufficient pressure at 
the places where the water is delivered, to meet the objects 
of its use, whether for trade, power, or domestic purposes ; 
and rapidity of circulation through the pipes of the entire 
supply -system. 

361. The first step, then, in planning the distribution of 
water, is to ascertain precisely the quantity likely to be, in 
the future, required by consumers at every point of the 
district to be supplied. The anticipated future demand at 
any point exercises an important influence upon the dimen- 
sions of and situations assigned to the pipes l^d for present 
requirements in its vicinity. The rate at which tlie demand 
for water appears likely to increase, must determine to what 
extent it is prudent to anticipate the future, by burying 
pipes of larger size and greater cost than those absolutely 
required at the present time ; and how far the future may 
be left to provide for its own needs, (Compare % 321.) 

Although it is customary to speak of the average daily 
supply as a definite quantity of water, which is a highly 
important figure in respect of the annual provision from the 
source of supply ; it is necessary, in designing a distribution- 
system, to consider the variation to which the consumption 
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of water is subject, with a view to provide for the maxi- 
mum demand whenever it may occur. Such variation 
naturally depends upon local circumstances, such as those 
of climate, custom and trade. In the first place, the daily 
demand during the hottest part of the summer differs, in 
this country, between 20 and 40 per cent, from the average 
daily supply. And, in the second place, the draught upon 
the service-pipes is ordinarily twice as great during the 
middle portion of the day as the average over 24 hours. 
These differences are greater, the less the waste of water 
from leakage and other preventible causes. Further, the 
fractures of water-pipes and fittings that occur during 
severe frost, and the exigencies of conflagrations, make it 
desirable to provide an ample margin of capacity in the 
service-mains, especially those of manufacturing and of 
densely-populated districts. 

It appears, therefore, that the distribution-system should 
be planned to be capable of supplying water at a rate equal 
to at least three times that of the average daily supply of 
the whole year. The subject of the estimation of the indi- 
vidual demand for water is alluded to in § 392, hereafter. 
In this country it is not infrequently assumed to be about 
25 gallons per head per day (average) for great manu- 
facturing districts, and somewhat less for other places ; but 
it is well-known that a considerable portion of such a supply 
as this cannot be used to minister to the personal needs of 
the consumers. 

362. Having determined the maximum rate at which 
the supply is to be delivered at every point in a given 
district, the second step is to so adjust the sizes of all the 
distributing-mains, that this delivery may take place with- 
out undue loss of head by friction in the pipes, and other 
disadvantages contingent upon excessive velocity of the 
flow through them. 
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Many towns are situated in localities of such configura- 
tion that the head of water necessary to supply their most 
elevated parts would cause an unnecessary and, in some 
respects, disadvantageous pressure in districts at lower 
levels. In such cases, the plan usually adopted is to 
separate the whole area of supply into zones lying at 
successively lower levels, carrying independent systems of 
distributing-pipes branching off the main through each 
of the zones thus laid out. By this arrangement, the pipes 
in each zone of supply would experience a higher hydro- 
static pressure than those of a superior zone, and little 
benefit would result from the arrangement, were not means 
taken to reduce the pressure in the service-main at every 
step from a higher to a lower zone. 

The apparatus employed for this 
^- ^'^- purpose is the " reducing-valve," 

which is introduced upon th? main 
immediately above the system of 
distributing-pipes which it is intended 
to relieve from excessive pressure. 

Fig. 108 illustrates diagramma- 
tically a form of the apparatus em- 
ployed on the Liverpool waterworks 
for mains of moderate size. It consists 
essentially of an equilibrium- valve 
opening downwards, through which 
the water flows at a rate determined 
by the opening of the valve and 
the difference of pressure between its 
inlet and outlet sides. The valve- 
spindle passes through a small cylin- 
der and is provided with a piston fitting the latter closely, 
communication being established between it and the outlet 
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side of the equilibrium-valve by a small hole in the top of the 
valve-case which forms the bottom of the cylinder. The 
spindle is carried still higher and is loaded with a weight 
W such that 

W=Ap\ 

where A is the areaof the small piston, and/ is the pressure 
per unit area which it is desired to maintain on the outlet- 
side of the reducing-valve. If this pressure increases above 
the assigned value, the piston, and with it the spindle and 
weight, is raised and the main valve is throttled — the 
pressure consequently tends to regain its normal condition. 
If, on the other hand, the pressure diminishes, the piston 
falls and the valve opens — permitting water to pass more 
freely and with less frictional diminution of the head or 
pressure on the inlet-side. In order to throw the valve out 
of action altogether in the event of fire occurring, when 
reduction of pressure in the service-main might be a serious 
draw-back or, at any rate, might well be dispensed with, a 
second hole leading from the under-side of the small piston 
is closed by a valve, the spindle of which is struck by the 
weight of the main valve if the latter descends abnormally. 

The position of the spindle of this secondary valve 
having been adjusted properly, if a fire-hydrant is opened 
on the outlet side of the main valve, the extraordinary 
depression thus produced in the latter causes the weight to 
strike and open the secondary valve — putting the under- 
side of the small piston into direct communication with the 
atmosphere, when the unsupported valve drops and opens 
to its fullest extent. This device is due to Mr. G. F. 
Deacon. 

363. The question of the sizes and strength of pipes 
has been dealt with in Chapter VI. ; and it is only 

2 C 
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necessary here to point out that a considerable mai^in of 
strength must be allowed in the case of pipes into which 
water is delivered directly from pumps — especially those of 
the Cornish type (§ 162). 

In calculating the loss of head in distributing- and 
service-pipes, the following investigation based upon an 
assumption of regular and uniform abstraction of the water 
by consumers throughout the entire length of a given pipe, 
has been employed by us, and may be found useful : 
Suppose that in a certain length of clean pipe, L, water 
is drawn off uniformly throughout that length, through a 
large number of service-pipes. If Q is the quantity of 
water which enters the length L per second, and P is the 
quantity which flows out at the end of that length, then 
q, the quantity passing any point, distant / from the begin- 
ning, in one second, is 

Q-(Q-P)'-,; 



=/.' Tftl^ (2- - - e (e - /■) ;^ + (C - Pf'~). 

Hence, the loss of head, h, throughout the entire length 
of the pipe, is 
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If no water flows out of the end of the pipe, P = o, and 
the loss of head is 

5550 d^' 

A similar investigation applies to rusted pipes, (iv.) § 72. 

364. It is often advantageous to lay the primary mains 
from the service-reservoir or pumps, as the case may be, in 
duplicate, by which plan the supply is not interrupted 
during cleansing or repairs of the pipes. The branch 
(distributing) pipes are then connected with both mains. 

Sometimes a duplicate or " rider " main is laid to convey 
water from the service-reservoir to a distant point, without 
the loss of pressure which is inseparable from the use of 
any but very large service-pipes during the busy hours of 
the day. In extensive districts, duplication of the mains, 
which might be otherwise desirable, is avoided by the 
provision of subsidiary service-tanks, situated in elevated 
positions or upon towers, at suitable points. The main 
pipes deliver into these tanks, whence the district pipes 
draw their water according to the demands upon them. 
The principles that regulate the sizes of service-reservoirs 
are discussed in § 192. The relative cost will generally 
determine the particular arrangement to be adopted. 
Isolated houses situated at high levels, and at the ex- 
tremities of the distribution-system, have often to rely upon 
such supply as they can obtain from the service-pipes 
during the night time, when the draught is generally slight 
and the pressure consequently high. Where circumstances 
warrant it, an auxiliary pumping-cngine is sometimes 
erected to raise water to houses so situated from the 
nearest point to which the service-reservoir delivers it by 
gravitation in sufficient quantity. By this arrangement the 
evils of a precarious and intermittent supply of water may 
be to some extent mitigated. 

2 C 2 
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365. The pipes ordinarily used for the distribution of 
domestic supply in this country, are cast-iron, of either the 
lead-jointed or the turned-and-bored type (§ 326). The 
latter possess the advantage of being readily and cheaply 
laid ; but should have interspersed among them at regular 
intervals, not less than 10 per cent of pipes with lead 
joints, to allow for movement of the mains due to tempera- 
ture and to settlement of the ground. They are, in this 
country, usually laid at least 2 feet 6 inches below the 
surface of the ground ; and their position is determined ac- 
cording to some definite rule —so that they may be easily 
found at any time, without the necessity for extensive ex- 
ploration of the streets or roads under which they pass. 

Branch distributing-pipes leading directly off the m^n, 
or even secondary pipes when the latter are of large size< 
are provided with stop-valves at the junctions, in order that 
when repairs or extensions are necessary, the area from 
which the water is shut off may be as restricted as possible. 
In arranging the ramification of service-pipes, it is impor- 
tant, whilst providing means for isolating each of the groups 
of pipes into which the entire system of distribution is sub- 
divided, to connect one with another in such a manner as 
to secure free circulation of the water everywhere under 
normal working-conditions. This is desirable in order to 
prevent stagnation and consequent deterioration of the 
water at any point ; as well as to provide a copious supply 
under the highest possible pressure in the event of fires oc- 
curring at a considerable distance from any of the main 
pipes. 

Where the waste-water-meter system (§ 390) is used, 
the sub-divisions of the distribution-system may be arranged 
to contain 2000 to 3000 consumers. At the place where 
the distributing-main for such a district branches off the 
primary main, a stop-valve is furnished on the former 
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pipe, situated a few yards distant from the branch. A 
by-pass pipe is conveniently laid to connect branches from 
the distributing-main on either side of this stop-valve ; and 
in the circuit of this by-pass the meter is introduced — stop- 
valves being often inserted on either side of it so that it 
may be examined internally, or removed, without interfering 
with the supply. 

When the valve on the distributii^-main is closed, the 
entire supply to the district is caused to pass through the 
meter. In addition to the stop-valve commanding each 
such sub-division on the main pipe, it is well to control the 
supply to every 500 or 1000 consumers by a subordinate 
valve ; so as to be able to still further localise the incon- 
veniences that arise from cessation of supply during repairs 
and extensions of the water-service. 

366. There are three forms of apparatus by which 
water is ordinarily drawn from the service-pipes for use : 
Hydrants, street-fountains, and house-service pipes. 

The three principal types of hydrant are (l) stopcock 
hydrants, (2) screw-down loose-valve hydrants, and (3) 
ball-hydrants. 

(1) The stop-coclc hydrant. Fig. log, is sufHciently ex- 
plained by the diagram. It is a convenient form for use 
as a scour-hydrant at the dead-end of a service-pipe, 

(2) The second type of hydrant generally consists of a 
valve with a single face which is forced against its seat by 
the pressure of the water. The valve slides loosely on the 
nut through which the spindle works so as to allow this. 

(3) The third class, Fig. no, consists of a vulcanite or 
indiarubber ball, held up by the pressure of the water in the 
service-pipe against a leather washer which surrounds an 
orifice in the top of the pipe. Over this orifice is attached 
by a bayonet-joint, when it is required to be used, a stand- 
pipe with connections for fire-hose at its upper end. Down 
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the centre of the stand-pipe passes a rod, screwed through 
a fixed giiide near the bottom, by means of which the 
ball may be depressed and the water be drawn from the 
pipe. 

This hydrant possesses the advantages of simplicity 

F,K. m. F'i-. ll'h 




and cheapness ; a draw-back to its use is that the balls are 
liable to be squeezed out of shape, and leakage is apt to 
occur in consequence. 

In all three types, the screwed connections for the fire- 
or street-watering-hose are protected by caps when not in 



Fig. 111. 



STREET-FOUNTAINS. 391 

For filling watering-carts, a high curved pipe termed a 
" swan-neck " is attached to the hydrant, instead of the 
ordinary short stand-pipe illustrated in Fig. no; or it may 
be attached to a special watering-stand-post protected by 
a cast-iron case; The valves of such stand-posts are best 
situated below the ground beyond the reach of frost; and 
a cock should be provided to completely empty the pipe. 

For fire-service, hydrants are placed on the mains at 
intervals between 50 yards and 100 yards apart ; but in the 
neighbourhood of important buildings and docks they may 
be much closer t<^ether, and are often put inside houses 
on stair-cases or in other con- 
venient and accessible situa- 
tions. 

367. Street - fountains for 
domestic supply, Fig. in, are 
provided with self-closing stop- 
taps. Otherwise they may lead 
to great waste of water. The 
closing is effected either by a 
quick - threaded screw - down 
valve weighted or forced upon 
its seat by a spring, or by some 
similar simple device. Concus- 
sion in the pipes leading to the 
fountain may be prevented by 
employing a valve with a small 
orifice ; and, if the pressure is 
high, adding an air-pipe to 
that supplying the fountain on 
the inlet side of the valve, so 
as to act as an air-vessel in cushioning the ram of the 
water when the valve is shut 

368. House-service pipes are usually of lead with wiped 
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joints, although wrought-iron pipes are sometimes used for 
introducing the supply through the outer wall of the house. 
The sizes and weights of small lead and iron pipes are 
given in § 331. They are connected with the service-main 
by brass ferrules screwed into it, Fig. m- The nozzle of 
the ferrule is furnished with an ordi- 
^™ nary union joint, although some- 

times this is discarded in favour of 
a wiped joint 

369. In order to avoid the 
necessity for cutting off the supply 

„ , . of water in the service-main whilst 

Scale A- 

ferrules are inserted, the operation 

Ls frequently conducted under the full pressure of the main. 
One machine for this work. Fig. iij, consists of a 
chamber with a horizontal 
^s- ^^■'- revolving cover, in which 

are two passages provided 
with stufiing-boxes equidis- 
tant from the centre of re- 
volution. By means of an 
indiarubber ring, a water- 
tight joint is made between 
the lower edge of the 
chamber and the service- 
pipe that is being operated 
upon. A combined drill and 
tap is introduced through 
one of the stuffing-boxes in 
the cover and a ferrule 



Scale Vi. 



through the other- A hole is drilled through the barrel of 
the pipe, and tapped ; the cover is then revolved so as to 
bring the ferrule over the hole thus made, into which it is 
screwed. 
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The chamber and the rest of the apparatus can then be 
removed. The ferrule employed for this purpose, has, 
in addition to the ordinary right-angled branch, a vertical 
hole throughout its length, into which, before the ferrule is 
inserted, a plug is screwed from the top so far down as to 
close the branch. When the house-connection has been 
completed, this plug is withdrawn as far as is necessar>' to 
permit free passage of the water through the ferrule. 

Another method of effecting this operation, due to 
Mr. Oswald Brown, consists in first drilling and tapping a 

Fig. 114. 




hole nearly through the service-pip^ and screwing in a 
ferrule of similar form to that last-described except that 
the branch instead of the top is plugged. A drill is 
inserted through a temporary stuffing-box on the ferrule, 
the hole in the pipe-barrel is completed, the drill is with- 
drawn nearly to the top, and the side-plug is screwed up. 
The drill may then be re-placed by a long screw plug, the 
plug in the branch being taken out and the house-connec- 
tion completed as in the method previously described. 

370. When a service-pipe of too great size to admit 
the employment of a ferrule, or a branch-pipe has to be 
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connected with a main of such dimensions that it is 
practicable to cut a large enough hole into it without 
injury, a saddle-branch, Fig. 114, is fixed upon the main. 

This consists of a short segment of pipe with a flanged 
or socketed branch of the required size and shape. The 
hole is cut in the position required. A flat indiarubber or 
gutta-percha ring is placed between the saddle and the 
main pipe, and the former is fixed either by studs through 
the saddle tapped into the pipe, or by two wrought-iron 
straps terminating in screws, which pass round the pipe 
and through holes in flanges formed upon the lower edges 
of the saddle, Fig. 1 14. 

371. At every junction of a house- or trade-service-pipe 
with the main, a stop-cock. Fig. 11^, is fixed ; and its 
position with respect to some 
Fig. lis. permanent object such as a 

painted mark upon a neighbour- 
ing wall is carefully measured 
and recorded. This precaution 
should be observed, too, in the 
case of every hydrant and valve 
in the distribution system. An 
indication of the positions occu- 
pied is frequently given by a 
* '^' painted figure at each point, and 

is most useful. 
Cast-iron surface-boxes with hinged and locked lids 
are used to cover, whilst rendering accessible, hydrants, 
valves and stop-cocks. They are supported quite inde- 
pendently of the apparatus they cover, in order that the 
latter may not be affected by any superincumbent weight. 
They are made as small as is consistent with faulity for 
putting the key on a valve or attaching the stand-pipe to a 
hydrant. Their shape is such as' to accommodate the 
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packing of road-metal, of whatever kind may be in use 
around them. 

3?2. For domestic supply, a pipe | inch to \ inch in 
diameter is sufficient, except for houses of the largest class. 
The pipe is led into the house and up to a cistern, covered 
to exclude light and dust and placed in an accessible and 
cool place protected from frost. A cistern for use under 
constant supply, by which is meant that the supply is 
always available, at full pressure, to the consumers, is 
situated above the level of the hot-water and cold-water 
taps : at least one of the latter and any other cistern- 
supplies are connected with the feed-pipe to the cistern. 
In intermittent supply (§ 376 posi) also at least one tap 
should be connected with the feed-pipe on its way up, 
in order that water for dietetic purposes may be obtained 
without passing through the cistern. 

The capacity of the latter must be to a certain extent 
dependent upon the character of the water-supply ; but in 
no case ought it to be necessary to store more than 
24 hours' supply in any dwelling house supplied from a 
public source. 

The cisterns are often made of wood lined with sheet- 
lead weighing S lbs. per square foot ; but iron or slate 
cisterns are far superior. Each one should be provided 
with a ball-tap not submei^ed when it has completely shut 
off the water. The level of the water in the cistern should 
then be 3 inches below the overflow-level. The overflow- 
pipe should be brought to a conspicuous place outside the 
building, to act as a warning pipe; but it must not dis- 
chai^e over any ashpit or near any other source of pollution. 
For hot-water supply, a pipe is taken from the bottom 
of a small auxiliary cold-water cistern, provided sometimes 
with a check-valve to prevent hot water from rising into 
the latter. 
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Id intermittent supply, the various cold water taps 
and flush-cisterns would be connected to this pipe. It is 
introduced into the hot-water cistern at the bottom. The 
hot-water pipe is taken out of the top of the hot-water 
cistern, and supplies all hot - water pipes on its way 
upwards. Its open end is bent over the top of the 
auxiliary cold-water cistern, so that it is impossible for 
a greater pressure to obtain in the hot-water pipes than 
that due to their height of water, and damage from 
overflow is prevented. The size of the hot-water cistern 
depends upon the quantity required at one tim& To 
heat the water in ordinary houses, a small wrought-iron 
or copper boiler is generally fixed at the back of the 
kitchen range. A pipe from the top of this boiler enters 
the hot-water cistern near the top, and a pipe from the 
bottom of the latter enters the boiler near the bottom.' 
A constant circulation of water is maintained between the 
two when the boiler is heated. 

373. A flushing-cistern for a water-closet or urinal, 
should be fixed at least 4 feet 6 inches above the latter 
with a i^ inch down-pipe. The cistern should be capable 
of giving a flush of 2 gallons in 15 seconds through the 
down-pipe into the basin. It may be of either the double- 
valve or the siphon type. 

The former consists of two chambers connected together 
at the bottom by a passage which is closed in one chamber by 
a weighted valve with an india-rubber or leather washer ; 
in the other chamber the weighted valve closes the outlet 
to the down-pipe. The water flows into the first chamber 
through a ball-cock and fills the second chamber, the 
supply being shut off by the ball-cock, when both are 
full of water. The spindles from the valves are furnished 
with slots in which work pins projecting from arms at- 
tached to the same axis. These are so arranged that 
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it is impossible for both valves to be either on or off 
their seats simultaneously. When not in use, the valve in 
the first chamber is off its seat, whilst that in the second 
chamber closes the flush-pipe. In action, the valve in the 
first chamber is depressed so as to cover the opening 
connecting the two chambers, whilst the valve in the 
second chamber is simultaneously lifted off the opening to 
the flush-pipe and that chamber dischai^s its contents. 
The reverse action of the valves is then automatically 
effected by counter-poise, the water runs from the first into 
the second chamber, and the ball-cock opens and again fills 
both of them. 

The siphon-cistern, Fig. Ii6, consists of a single 
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chamber, in 'which the water-level is regulated by a ball- 
cock. It should be capable of holding 2 to 3 gallons of 
water. The down-pipe through which the flush is delivered 
is bent into the cistern below the water-line, and then 
widens out to form a cylindrical chamber, in diameter 
about four times that of the pipe. This chamber, at the 
foot of which is a piston capable of moving upwards, 
reaches to the bottom of the cistern. When the piston 
rests on its seat, water can enter the chamber through an 
orifice immediately above the piston. When it is lifted, the 
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Upper bend of the down-pipe is filled by water from the 
chamber and the cistern is siphoned empty. Of course, 
as soon as the water-level begins to fall, the ball-cock that 
supplies the cistern opens ; but the quantity of water which 
enters the latter during the 1 5 seconds occupied in empty- 
ing it is very small. 

A ball-valve generally consists of a nozzle at the end 
of a supply-pipe, closed by an india-rubber or leather 
washer mounted in a metallic plug, which slides backwards 
and forwards in a cylindrical guide projecting from the 
nozzle. The plug is actuated by a lever from a copper 
ball-fioat, which forces the plug against the nozzle as it is 
borne up by the rising water, and stops the How at 3 inches 
below the overflow-level. Ball-valves for household-supply 
are ^ inch to ^ inch in diameter, according to the pressure, 
and are made of hard brass. 

374. When the supply is taken from a house-cistern, 
plug-cocks may be used ; but when- 
Fig. 117. gygf water is drawn direct from 

the service-pipes, screw-down bib- 
cocks, made of brass or gun-metal 
with gun-metal spindles, must be 
used (Fig. nj)- The valve is 
sometimes attached to a small 
spindle which works loosely in a 
socket in the screw, so that the 
g , ^ — ** water-pressure holds the valve up 
when the cock is open. When the 
screw is turned to shut down the valve, the leather washer 
is pressed home, but is not rotated after reaching its seat 
The valves of cocks buried in the ground work loosely 
on the spindles, but cannot become detached from them ; 
so that when the upper portion of the cock is hfted out 
for repairs, the valve docs not fall away. Instead of 
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leather, rotating metal washers are employed with good 
results, as in the tap Invented by Lord Kelvin. 

375. Hitherto, we have tacitly assumed the existence 
of two main conditions of supply — the maintenance of 
constant pressure in the service-pipes with unrestricted 
access by the consumers to the water therein, and free use 
of the water for all domestic purposes, without the restric- 
tion indirectly exercised by a system of payment according 
to the quantity used. 

In some towns in America, the colonies and on the 
Continent, water is supplied to the consumers entirely by 
measure. 

Paris, Vienna and Berlin are examples of cities thus 
supplied. In the last mentioned the whole supply is 
delivered through the Siemens' meters (S 109). In Berlin 
and Vienna the houses are built in flats, and average 67 
persons per house, each supplied by a separate service-pipe 
and meter. There is an absence of house-cisterns in 
Berlin, and the city is otherwise peculiarly adapted to 
receive a meter-supply. 

It is to the general advantage of the whole body of 
water-consumers in any given district, that the service be 
efficient in every portion of it. Waste of water, and the 
concussion caused in the pipes by the rapid closing of taps, 
are not only adverse to the interests of the individuals at 
fault and to the Water Authority, but aflect also in some 
d^ree all the consumers of the district in which such 
mischief occurs. Hence an important duty of a Water 
Authority is to exercise due supervision over all the appa- 
ratus and fittings used in connection with a public domestic 
water-supply. None should be allowed to be employed, 
except such as are structurally efficient and have been 
found capable of sustaining proper proof-tests. 

With regard to the soundness of the plumbing, and 
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Other work, in connection with the water-service, a great 
deal may be done by the registration of all plumbers who 
agree to conform to the waterworks regulations, in return 
for the privilege of having their names advertised on the 
printed forms of regulations, and in some of the official 
notifications to householders. Such regulations stipulate 
that all new fittings shall before use be tested and stamped 
by an ofBcial testing-officer, and that new work, before 
being covered up, must be examined by an authorised 
representative of the Water Authority. 

376. When no efficient steps are taken to prevent 
waste from defective fittings and pipes, an " intermittent " 
system of supply is sometimes adopted — the water being 
shut ofT the houses during a lai^e portion of the day. 
This prevents the loss from leakage during that time, 
though at the expense of rendering the water unavailable 
for legitimate use, and in case of fire. Now that methods 
of detecting and preventing waste are so well understood, 
this plan of reducing it should never be resorted to. In 
fact no cause other than unavoidable deficiency in the 
supply, is a sufficient reason for adopting it. 

The intermittent system of supply necessitates the 
introduction of large cisterns (§ 267) which are seldom 
kept properly clean; and in the poorer class of houses, 
they cannot of^en be so placed as to be easily accessible 
and kept cool, whilst they are often subject to the influences 
of an impure atmosphere. In the poorest districts, where 
the water is obtained from fountains, it has to be drawn 
and left standing for many hours in crowded rooms. 
These sources of pollution, together with the increased 
temperature, however unimpeachable the quality of the 
water in the distributing mains, cause its quality to be in 
many cases much deteriorated before it is used. When 
the water is turned off, under such conditions, the pipes 
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partially empty through leaks and fractures at the lower 
levels ; whilst sewer-gases or objectionable liquids are 
often sucked in at other parts of the system — causing the 
water, when the pipes are re-charged, to be tainted. 

377. It is, in sea-coast towns, often found convenient 
and economical to provide a low-pressure supplementary 
supply of sea-water for road-watering, sewer-flushing, bath- 
ing and other purposes. ' If circumstances admit of it, an 
effective and cheap fire-service may also be thus furnished. 
In districts situated near to great rivers, the waters of 
which are deemed to be unwholesome for dietetic use, and 
so far removed from sources of pure supply as to render 
the cost of the latter considerable, the question of duplicate 
supply becomes important. It is well known that the 
personal consumption of water for culinary and drinking 
purposes, is a small fraction of the total demand ; and it 
would frequently appear to be an economical course to 
procure merely the needful supply of the purest water for 
this service, and to furnish a secondary supply of cheaper 
water for washing, trade and public purposes. Apart, 
however, from the difficulty and intricacy necessarily in- 
volved in such a dual system of water-supply, the question 
must always arise in such a case — will the classes who are 
most benefited by an excellent supply of water, use the 
necessary discretion and c£ire in discriminating between 
the proper and the improper employment of the two 
supplies ? 

Where it is available, the most satisfactory system is, 
undoubtedly, to supply only water of unexceptionable 
quality, and to economise by the avoidance of its i 
and waste. 



CHAPTER VIII. 
THE MAINTENANCE OF WATERWORKS. 

378 Every scheme of water- lupply, whether for 
industrial purposes or to meet domestic wants, involves, at 
the moment of its completion, the question — ^how is the 
supply procured to be satisfactorily maintained ? Although 
this subject is, as a matter of convenience, treated after 
that of the construction of the works ; it forms, in effect, a 
vital element of the initial consideration bestowed upon 
every such undertaking. The capitalised cost of the 
outlay incurred in maintaining the efficient operation of the 
system of supply which is to be adopted, and in the 
necessary repairs to the works, must be duly considered at 
the outset ; and, in a comparison of several rival schemes, 
the prime cost of construction of the works must be 
regarded as only one of the factors that are to determine 
their relative merits. Experience of both the actual 
construction and the maintenance of waterworks, can 
alone afford the data necessary to the formation of a sound 
judgment hereupon, or warrant an engineer in exercising 
preference in favour of any particular project 

379. No matter how excellently waterworks may have 
been originally built, the unceasing operations of atmo- 
spheric agents, and the wear and tear of machinery, 
demand continual renovation of the works. The more 
continuous such repairs are, the slighter is their character. 
Allusion in detail to the subject of renewals and repairs. 
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could scarcely amount to more than a recapitulation of the 
methods of construction already described, and an essay 
upon numerous items of mechanical arts that are outside 
the scope of this treatise. 

All appliances such as sluices, valves, hydrants, aircocks, 
street-fountains, meters, &c, must be subject to constant 
inspection by qualified mechanics, and any derangement 
in them repaired as soon as discovered ; otherwise the 
mechanism, exposed to the unfavourable conditions that 
obtain in ordinary waterworks practice, will not long 
continue to perform the duties assigned to it All valves 
should be occasionally worked through a portion of their 
stroke, in order to prevent them from sticking fast 

The care - and attention demanded by pumping- 
machincry of all kinds does not need enforcement here. 

Exposed metal-work must be scraped and painted 
r^ularly. It is of importance that a sufficient stock of 
both ordinary and special pipes and of other apparatus be 
kept at convenient places along the line of a supply-main 
as well as in the districts supplied ; in order that there 
may be as little loss of time as possible in effecting repairs 
when breakages occur. On all long lines of aqueduct, it is 
usual to provide for the daily inspection of the pipe-line 
by " walks-men," whose business it is to perambulate the 
several sections of the route assigned to them, to attend 
to the valves, and to give immediate notice to the engineer 
of failure in or accident to the portion of the works under 
their chaise. Fractured pipes when found are cut out 
(§ 330). or their joints, if of lead, are melted out by fire — 
a method that is, however, not easily applicable to lat^ 
mjuns. New pipes, when inserted, arc linked in with the 
old work by collar-joints (§ 341). 

The periodical cleansing of reservoirs, tanks and cis- 
terns, and the frequent flushing of pipes by scour-valves 

3 D 2 
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and hydrants, are operations that need no special com- 
mendation to those who appreciate the highest possible 
standard of purity in water-supply. 

380. There is one cleansing-process applied to water- 
mains which calls for special notice. The corrosion of iron 
pipes and the measures taken to prevent, or rather to 
delay the commencement of, this action, have been already 
alluded to (§ 328). Such corrosion arises from the action of 
water upon the metal ; and, as might be expected, is found 
to proceed more rapidly in pipes in which there is a con- 
tinuous and rapid flow than in those wherein the water is 
comparatively stagnant In pipes that are not protected 
by a proper preservative coating, corrosion begins at once 
to affect the entire surface, and attacks the metal vigor- 
ously ; but in well-protected pipes, the action may be long 
deferred — the most minute bare places, however, affording 
situations for the development of nodules of rust, which, if 
numerous, gradually burst oiT the intermediate coating and 
coalesce. The rust thus formed consists principally of 
ferric oxide associated with considerable amounts of 
organic and of siliceous matter — the ferric oxide being 
produced by the formation of ferrous carbonate and its 
subsequent solution in carbonic acid. Hence it is, that 
soft water which naturally carries much free carbonic acid 
derived from the atmosphere, is peculiarly destructive to 
pipes and other apparatus made of iron. 

This internal corrosion is always a source of some 
trouble, and if not anticipated at the outset and properly 
provided against, leads to " furrii^; " of the pipes, with the 
concomitant inconveniences of reduced supply of water and 
diminished pressure in the mains, and sometimes to the 
expense of early renewing this portion of the works. 

381. Rust may be detached from the metal by the 
application of heat ; but, in practice, the course generally 
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adopted for the cleansing of corroded mains is one of the 
following : — 

(i) The pipe is severed at intervals, and the rust is cut 
out of it by a tool of the shape shown in Fig. 118. 

This consists of a steel bar 3 feet or 4 feet in length 
with a cutting point at the turned-up end, which is forced 
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against the pipe-barrel by a spring riveted to it at one end 
and bearing against the opposite side of the barrel. The 
handle is formed of sections of tube of convenient length, 
screwed or otherwise strongly coupled together. 

This cutter is worked forwards and backwards by hand, 
being gradually turned so as to traverse the whole internal 
surface of the pipe. A flush of water is employed to wash 
the detached rust and scale down to the end of the length of 
pipe operated upon ; and it is then raised out of the pipe- 
trench by a chain- or a bucket-pump {§ 156). The cleans- 
ing of bends by this method presents much difEculty ; and 
it is only applicable to small pipes. 

(2) By another process, the detachment of the rust is 
effected automatically by a tool driven along the main 
by water-pressure. A common form of the apparatus 
employed for the purpose is illustrated in Fig, iig. It 
consists of four or more barbed steel cutters, carried by 
' stiff springs which are bolted to an iron bar about 3 feet or 
4 feet in length. One end of the bar is attached by a 
universal joint to a piston or disk of diameter somewhat 
less than that of the pipe to be operated upon. The other 
end is similarly attached to a ring of the same diameter. 
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The piston is faced with a leather or india-rubber washer to 
make a joint with the pipe-barreL Rings for the attach- 
ment of cords or chains, to assist or control the motion of 
the machine, as is frequently found necessary in dealing 
with foul pipes of less diameter than 9 inches, or to effect 
its withdrawal, are provided at each end. 
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When used, it is introduced into any given section of 
the pipe through a man-hole or hatch-way, and the cover 
is bolted on. The stop-valve at the dbtant end of the 
section in question is shut, the main is charged,' and one 
of the lower intermediate scour-valves is opened. The 
pressure upon the piston of the machine moves it along, 
the cutters scaling off the rust, which is washed down the 
pipe and discharged through the scour-valve. The rate of 
motion is governed by the manipulation of the latter. It 
is generally advisable to pass the tool twice through each 
section of the main which is treated. Other useful forms 
of this apparatus are often employed, in some of which a 
helical motion of the cutters is obtained with a ^ew to 
accomplish the cleansing as uniformly as possible and 
by a single operation. Sharp bends naturally introduce 
difficulties in the application of this process, and attempts 
to pass round them are liable to result in jamming the tool 
fast, and the consequent trouble oi cutting it out of the 
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An interesting account of some work with these 
machines, by Mr. H. P. Boulnois, may be referred to * 

383. So far, we have alluded only to the comparatively 
simple operations of repairii^ and maintaining in good 
condition the apparatus comprised in a waterworks system. 
But, in the management of every such undertaking, by far 
the most difficult task that falls to the lot of the engineer, 
is that of detecting existing imperfections in works either 
hidden undei^round or otherwise not easily accessible to 
inspection, and of preventing their continuance. The 
history of many waterworks undertakings may be sum- 
marised thus : Ample provision for the needs of the 
consumers at the outset, without limitation of the quantity 
used by any individual ; gradually increased consumption 
due to the more lavish use of water, the growth of popula- 
tion and the expansion of trade, and the development of 
unseen leakage from the mains and service-pipes ; restric- 
tion by the Authority, of the hours of supply — at first 
exercised as a means of husbanding its resources, but 
subsequently used as the only alternative to immediate 
famine ; inconvenience to trade and injury to the health of 
the consumers ; finally, rigorous suppression of the waste 
and misuse of water, and the inception of new works to 
augment the supply to meet the necessities of the case. 

383. When the consumption of water ou^rows the 
available supply, there can be little question as to the 
propriety and prudence, as there certainly is no doubt 
about the effectiveness, of economising water by simply 
reducing the number of hours during which it is supplied. 
This plan, however, involves in the first place the some- 
what illogical course of treating alike the legitimate us^ 
misuse and leakage of water ; and, whilst suppressing 
somewhat the evidence of the evil, it does nothing to 
* Report oa Clcuuing the Rmng-tnaint of Exetn — Exet«r, 18S3. 
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remedy it. Beyond this, it has an objectionable result that 
has been already alluded to (§ 376), but is so important as 
to warrant some reiteration. 

384. During the hours when the water is cut off, the 
distributing-mains are emptied by the consumers ; and 
the partial vacuum thus caused in them cannot fail to suck 
in through fractures and imperfect joints a daily charge of 
subsoil impurities, which, at any rate, have little chance of 
entering the most leaky water-pipe if it is under constant 
high pressure. 

Moreover, it must be borne in mind that the poorer 
classes of consumers have seldom proper utensils available 
for storing water drawn from the mains during the hours of 
intermittent supply, to be used for their domestic needs 
during the remainder of the 24 hours ; and all classes suffer 
in various degrees from the use of water stored in dwelling- 
houses at high temperatures. The hardships and insanitary 
conditions which result from intermittent domestic water- 
service have been so often pointed out, that we will not 
labour to re-prove them here ; but will premise that 
constant service is only to be departed from when circum- 
stances compel the adoption of such a course, 

385. In order, then, to control the proper use of water 
and to prevent leakage from pipes, taps smd cisterns, the 
engineer must adopt and pursue some definite method of 
enquiry, to ascertain where waste of water exists. And, 
having localised such waste, he must, if it occurs upon 
private premises, be provided with special powers for 
dealing with the matter in a somewhat more expeditious 
manner than he would by ordinary law be warranted in. 

Parliamentary powers are almost invariably bestowed 
upon Waterworks Authorities, to authorise them to take 
proper measures for the prevention and the suppression of 
misuse and waste of water, and penalties may generally be 
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exacted from persons who offend in this respect. By far 
the simplest and most expeditious process employed by 
Water Authorities, for enforcing the observance of their 
regulations upon recalcitrant consumers, is, however, to cut 
off the supply of water from such persons ; and the legality 
of this course is generally recognised." 

386. As 3 matter of public policy, it is, nevertheless, a 
questionable proceeding. The persons whose neglect or 
lawlessness leads to open rupture of their relations with 
the Water Authority are generally precisely those whose 
indifference to the use of water, as well as to all other sani- 
tary observances, constitutes a standing menace to the 
health of the community in which they reside. It is surely 
undesirable to restrict the ability of such persons to use 
water for legitimate purposes, as a consequence of the 
means taken to prevent them from using it improperly. 

387. Defective house-fittings and carelessness on the 
part of consumers are by no means the only causes of 
waste of water. Sometimes considerable leaks, generally 
indicated by local reduction of pressure, occur in the service- 
pipes. If the latter are l^d in gravel, the water may 
readily escape through it unnoticed, and find its way into 
some of the deeper sewers. If the pipes are laid in clay, 
any escape of water generally rises directly to the surface, 
that being the line of least resistance ; but, in the case of 
pipes under streets, covered by strong impervious pave- 
ment, this increased resistance is apt to cause the water to 
find a passage into the basements of adjacent buildings or 
into the sewers. In order to ascertain the position of such 
leaks, holes may be bored in the ground with an auger, 
and the relative levels at which the water stands in the 
holes noted. The hole in which the water rises highest 
is nearest to the leak. By boring more holes In the 

* Waterworks CIuum ContolidalioD Acts, 1847 and 1363, 
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direction indicated, the position of the leak may be 
approximately determined. 

388. The most direct method of ascertsuning the 
existence of domestic waste of water is to frequently 
inspect the consumers' pipes and fittings. This proceeding 
is, however, not only very costly and highly objectionable 
to the majority of householders ; but its efficiency depends 
upon the zeal, honesty and other personal qualifications of 
the inspector. Beyond this, however, it affords little or no 
indication of the waste resulting from underground or other 
hidden leaks in the distributing-mains and service-pipes. 

389. A better plan, which early commended itself to 
those who paid attention to this subject, is to ascertain by 
an int^p^ting water-meter, the total quantities of water 
consumed in some prescribed period by several divisions of 
a district under supply. Thence, by comparison of the 
figures with respect to the population of the several 
dividons, the location of centres of waste may be inferred. 

By such a method applied at Gla^ow in 1S72, imper- 
fections of pipes and fittings were disclosed, the repair of 
which, when effected, reduced the consumption of water in 
three experimental districts, from 60 gallons, 45 gallons, and 
jy gallons per head per day, to 38 gallons, 20 gallons, and 
50 gallons per head per day, respectively* 

390. The further development of this plan, and the 
invention of a meter that furnishes a continuous record of 
the rate at which water passes through it, has resulted in a 
most elegant system of detecting waste ; which has not 
failed, when properly applied, to conduce to the efHcient 
and economical maintenance of waterworks in every part of 
the world. 

The originator of what is known as the waste-water- 
meter system is Mr. G. F. Deacon, who first introduced it 
* Minntn of Proceedings Init. C.K, voL Uvi p. 344. 
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at Liverpool in 1873-75- The meter has been already 
described (§ 1 1 1), and we are now only concerned with its 
application for the detection of waste. 

It is assumed that the reticulation of the mains and 
service-pipes belonging to a given waterworks, and the 
disposition of the stop-valves, are in general accordance 
with the outline of a good distribution system, as sketched 
in 5 365. Any desired district then may, by suitably 
manipulating the valves that command it, be so far isolated 
from all others around it, that the supply of water to its 
service-pipes is derived entirely from one main. The supply 
is caused at that place to pass through a waste-water-meter 
fixed on a by-pass pipe in the manner explained in \ 365. 

If, under these circumstances, the meter -diagrams 
indicate, during some portion of the night or the small 
hours of the morning, that a considerable steady con- 
sumption of water appears to be taking place in a district 
where there is no apparent reason for it at such a time — • 
suspicion is at once aroused. It may be reasonably con- 
jectured that such apparent consumption of water in, for 
example, an ordinary residential district, must be lai^ly 
due to leakage from distributing- or service-pipes or to 
waste from fittings such as taps and cisterns. 

The diagram illustrating such a condition of things is 
of the type shown by the fine line in Fig. 120* which 
indicates the consumption (at the rate of 54 gallons per 
head per day) of water during 24 hours in a small Midland 
town of 2800 inhabitants on a first application of the 
method of waste-detection described. The waste-inspectors 
are thereupon instructed to examine the district for waste. 
The examination takes place at night The inspectors 
first sound in turn the outside stop-cocks of all the premises 
supplied through the meter, using the valve-keys as 

* Furnished bj th« courtesy of Mr. William Hope, of LiTCcpooL 
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stethoscopes. Every stop-cock through which water is 
beard to pass, is shut down and marked, and the time 
is noted. If, after closing the stop-cocks, the sound con- 
tinues to be heard, it may be inferred that leakage is 
taking place in the distributing-mains, and the ground is 
carefully sounded along the line of these pipes until a place 
is found where the noise attains a maximum. An explo- 
ration of the pipes at that place on the following day will 
probably disclose the existence of a leak arising from a 
fractured pipe or ferrule. The main stop-valve com- 
manding the entire district is next closed for a few 
minutes only, the zero-line of the diagram being thereby 
verified and the condition of the distributing-mains 
■ between the house-service stop-cocks and the meter being 
shown. Finally, all the previously-closed stop-cocks are 
re-opened, to restore the service throughout the district 

On the following day, the chief waste-inspector ex- 
amines, by comparison with the indications of the meter- 
diagram before him, the extent and accuracy of the work 
that has been done, as recorded in the night-inspectors' 
report-books. Thence he Is able to ascertain the locality 
of the several leaks that may have been found to exist, 
and to form an idea of their extent. Instructions are then 
issued for the vbitation of those premises only upon which 
waste has been proved, and for the necessary repairs to be 
made to pipes and fittings. By such means "the work 
of many days' inefficient house-to-house inspection is effici- 
ently performed in one."* For purposes of comparison, a 
normal meter-diagram from the same district as that to 
which the fine line, Fig. 120, refers, taken some time after 
the application of the system and consequent repairs, is 
superposed upon the diagram, and is shown by the heavy 
line in the same Fig. 

* Joainal of Ui« Sociely oi Arti, 19th May, iSSl. 
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This latter line may serve the further instructive pur- 
pose of showing the normal diurnal variation in the rate of 
consumption of water in such districts as that referred to. 
The supply in this case works out to i8 gallons per head 
per day. 

391. Among methods of reducing waste otherwise than 
by limiting the hours of water-supply, that of regulating 
the pressure in each district by means of the reducing- 
valve (§ 362) may be noticed. This is, of course, far 
inferior to the plan described in the foregoii^ section; 
because it merely mitigates the action of the evil, without 
attacking its origin. 

392. The subject of the use and misuse of water, apart 
from that of waste arising from defective pipes, cisterns 
and taps, is intimately connected with the climatic con- 
ditions and geolc^cal formation of any given locality, and 
with the habits of the residents. Hence, on this account, 
analt^es between the requirements of widely separated 
districts are frequently imperfect, and each one must be 
studied on its peculiar merits. The demands of trade and 
of shipping are variable but highly important factors in 
fixing the proper amount of a water-supply ; whilst, owing 
to the difficulty of assessing with accuracy the population 
of a given district at any stated time, and to the want of 
uniformity in the method adopted to measure the water 
supplied by the various waterworks, such statistics as are 
available can only be regarded as approximately correct, 
and cannot be made a basis for exact calculation. 

393. Whilst, however, discountenancing hasty generali- 
sation from mere statistical data, as to the requisite amount 
of water to be provided in any given case ; we think it may 
be instructive to present here a summary of the particulars 
of the water-supply of a few towns in Great Britain — pre- 
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senting a considerable range in point of size and industrial 
and commercial character. 



Statement of WATBK-strppLV of Certain Towns in Gkkat Butaiw.* 



^S- ^'iSr 



London 

Manchester 
Glugow .. 
liveipool .. 

Pint>inghfiTn 
Bndfoid .. 
Edinbtugh 
Notdncluuii 
Brighton.. 
St. Helen's 
Bath .. .. 
Torquay .. 
Chester .. 
Exeter 
ScaiboTongh 
Leamington 



Rivers, springs 

and w<^ 
Catchment 

Catchment and 

Weill. 
Riven and wellt. 



Well* 
Springi. 
Springs. 
River. 

Springs and ir 
Wells. 



394. For the sake of contrasting with the foregoing 
supplies, those of other waterworks systems differing con- 
siderably from them, we append similar information with 
regard to a few principal towns in the United States, and 
some towns of less size situated in the State of Mas- 
sachusetts. The latter are selected because they are well 

• ReportofRoy. CommisMoo(i89i) on the Water^sapply of the Metropolis 
—London, 1893. Hastings, 'Waterworks StatisUcs '—London, 189a. De 
Ranee, ' The Water-supply of England and Wales '—London, 1881. 
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authenticated, show a considerable range in size, and belong 
to a State that has exhibited a notable solicitude for sanitary 
progress. 



Su^[r!n 
pen>] nUom 



NevVoric 

Pliil><ldpbi& 

Chicago 

Botton, Cocbitnate Worlu 
„ MTitic Works .. 

St Louis „ 

WtuMngton 

Worceiler, Hms. .. 
LoweU „ .... 
Cambridge ,, 
FaU River , 

Lawi 
Sprii 
Holjokc 



87s. ■> 
380,0 



Lake. 



Catdiment. 

RiTcr. 

Lake and RItct. 

Lake. 

Catchment 

River. 

Catchment 



395. A question that afTects in an important degree the 
maintenance and management of waterworks, is that of 
the sale of the water to the consumers. 

For irrigation, power and other industrial purposes, it 
appears to be generally conceded that a sale of water by 
measure is the most just and convenient way of gathering 

• ' Reports on the Water-supply of the United States' — Washington, 1887. 
'Examinations of tlie Water-Supplies and Inland Waters ofMassachuselts' 
— Boiton, 1890, ' Manual of American Waterworks ' — New York, 189a 

t It must be borne in mind that the U.S. gallon, which is the unit employed 
in American statistics, is equivalent to o' 830 Imperial gallon. 
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the revenue from the consumers. But in the case of 
domestic supply in this country, it is otherwise. 

Even where waterworks are not in the hands of com- 
panies seeking to make profits upon money invested in the 
undertakings, it is considered indispensable that the revenue 
derived from the consumers for their use of the water should 
meet the daily working-expenses, the interest upon the 
capital outlay, and the requirements of a depreciation or 
redemption fund. 

Apart from questions as to the absolute propriety of 
various kinds of assessment — which not unnaturally accord 
with the views of individuals, in proportion to the relief they 
appear capable of affording to individual rating — there is 
the debatable point, whether the revenue should be derived 
by a method of taxation at all, or should be obtained from 
a sale of the water by measure. The l^islature of this 
country has shown itself consistently opposed to the latter 
method, in so far as it affects the domestic consumption of 
water. 

On the one hand, it is probably impossible to contrive 
any system of taxation whatever, no matter how ingenious 
it be, the incidence of which shall fall with perfect equity, 
day by day, upon the same individuals. On the other 
hand, the difficulties Inseparable from attempts to measure 
domestic water-supplies with extreme accuracy have not 
been entirely overcome. Further, if the approximation to 
the truth given by some water-meters were deemed satis- 
factory, the cost of introducing such a system into towns 
in this country would be often prohibitive. 

396. Assuming the staff-charges in a town supplied by 
water-meters to be no heavier than those in a rated town 
of equal size — a supposition that probably errs in favour of 
the former system — consider the cost of the introduction 
and maintenance of the apparatus employed : A reliable 

2 E 
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water-meter suitable for an ordinary house can hardly be 
procured and fixed for less than 3/. ; and the cost of 
keeping it in good order, or the charge for depreciation, 
may be safely taken at 4;. per annum — which, capitalised 
at 4 per cent, per annum is 5/. In order, therefore, 
to apply the system of supply by measure, the capital 
expenditure on any given waterworks would have to be 
burdened with a charge of 8/. per house, in respect of 
the mere collection of the revenue. 

Beyond this, there is a strong feeling in this country in 
favour of encouraging the unstinted use of pure water by all 
classes of the community ; and that practice would probably { 

suffer a considerable check, if water for domestic use were I 

sold by measure. 1 

397. Like that of many other undertaking's, the suc- 
cessful management of waterworks depends largely upon 
the personal qualifications of the administrative officers. 
But, although good administration of laws that are of even 
inilifferent quality, may result satisfactorily; there can be 
no doubt that the intelligent application of a well-devised 
code may, in such special and artificial circumstances as we 
are now concerned with, result more favourably still. One 
of the last duties of the executive engineer is generally to 
frame regulations for the future maintenance of the works 
he has constructed. 

This may, therefore, be deemed an appropriate place to 
introduce an outline of the general provisions of waterworks 
regulations that have been tested by prolonged practice and 
are found to answer well : 

(1) Every house or tenement supplied shall be provided 
with a separate service-pipe laid at a depth not less than 
2 J feet below the surface of the ground. 

(2) Each service-pipe shall be, unless otherwise especially 
agreed upon, made of lead (of the weights stated, in an 
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appendix to the regulations, to be appropriate to its size 
and the pressure that it will be subject to). It shall be 
attached to the service-main in the street by a brass 
ferrule screwed into the iron pipe and fixed by the Water 
Authority. The service-pipe shall be furnished with a stop- 
cock set in a cast-iron box situated outside the premises 
supplied. 

(3) The joints of the lead service-pipe shall be of the 
kind known as " wiped " joints. 

(4) A cistern of a capacity of not less than 25 gallons 
must be provided for every domestic supply. Such cisterns 
should be of iron or slate, although wood lined with sheet- 
lead weighing not less than 5 lbs. per square foot is some- 
times permitted. 

(5) Each cistern shall be provided with a ball-tap that 
has been duly tested and proved water-tight under a pres- 
sure of 300 lbs. per square inch ; with an overflow dischat^- 
ing through the wall of the house in such a position as to 
be easily observed without ; and with a ground-brass valve 
at the bottom, dischar^ng in a similar conspicuous position. 

(6) Boilers, water-closets and urinals shall be in every 
case supplied from separate dstems. Cisterns attached to 
water-closets and urinals shall be capable of dischai^ng 
2 gallons of water in each complete flushing-operation in 
1 5 seconds. 

Experience has shown that a most fruitful source of 
the misuse of water lies in defective flushing-apparatus. 
It is essential that flushing-tanks or -cisterns be con- 
structed of the dimensions appropriate to the objects they 
are to serve ; and that they be so arranged as to ensure 
the rapid dischai^e of their entire contents without further 
draught upon the source that supplies them, until that 
operation has been completed. Flushing-apparatus of 
this kind is described in S 373. 

2 E 2 
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(7) Every bath shall be furnished with a water-tight 
ground outlet-plug, firmly attached to it by a chaia 

(8) Every street-fountain or stand-post shall be pro- 
vided with self-closing apparatus incapable of being shut 
suddenly. 

(9) All taps shall be of the screw-down type, incapable 
of being closed suddenly. 

(10) Air-vessels of approved dimensions shall be pro- 
vided in connection with any water-engines that may be 
actuated by the direct pressure from the mains. 

(ii) In cases where a supply is given by meter, the 
measuring-apparatus shall be provided and fixed by the 
Water Authority. 

{12) All pipes, taps and other fittings used in con- 
nection with a supply of water to any premises shall be 
similar to samples to be submitted to, tested and approved 
by, the Water Authority, whose stamp shall be thereupon 
impressed upon such articles. 

398. The forgoing r^ulations are not to be regarded 
as either complete in themselves, or as in any sense ex- 
haustive of the numerous conditions which must, in prac- 
tice, be imposed upon systems of water-supply. They arc 
intended to be merely suggestive of the main lines to be 
followed in drawing up such a code of rules ; with special 
reference to a few important practical details, attentioa to 
which is absolutely essential to the maintenance of an 
efficient domestic water-service. General rules are strictly 
applicable to circumstances between which a close analogy 
is found to subsist. The complete statement of the best 
conditions of supply in any given case, can only be arrived 
at after due consideration of all the features peculiar to it. 
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Francis, formula for rectangtilar 
notch, 7S 
hydraulic experiments, 75 
Frost water-meter, 104 
Fteley and Stearns, hydraulic experi- 
ments, 75 



Gauge, float-, 79 

hook-, 83 

reclangular- notch, 74 

V -notch, 78 
Gla^ow, hardness of water at, 28 
Graphical investigation of dam, 244 
Grel valve for pulsometer, 158 
Gypsey-race, 30 

Hakdhess of water, Clark's scale, 



Hardness of water, temporary, 306 

Hailacher conent-meter, 9> 

Hatch-box, 356 

Hawksley, 1'., dedication to, v. 

Head on filters, a8a 

Heat rejected by stewn-engine, 176 

Him, G. A., method of engine test- 

Honzoiitaj engine, 168 
House-lilter, 301 

-cislerns, construction of, 267 

Humidity, absolute, 38 
determination of, 39 
diurnal variation of, 40 
relative, 38 

Hydrants, 360 

Hydraulic mean depth, 66 
inclination or grudient, 18 
-power, generation of, 325 
-power, pipe* for transmission of, 

^'^ <_ 

-pressure pumps, itio 



theories of Euler and Lftgrange, 



Imuersion-PIATE, in settling-pond, 
of de- 



Impounding-re 
sign, 187 
computation of storage, 190 
contouring site of, 195 
formula (or storage, 18S 
foundations of, 193 
maaimuDi capacity of, 191 
necessity for, 186 
purpose of, iS; 

storage-capacity of, l8g 
India, bigh rainfall in, 43 
Indicator - diagrams — cords and 

springs, 175 
Inlet of filter-bisin, 380 
Intake- works, I18 

Intermitteot water-supply, evils of, 
384,386 
origin of. 383 
V. constant supply, 376, 383- 
386 
Iron, action of, in purification, 399, 
300 
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Iron u an impuritj in water, 1 
efTecU ol, on water, 302 
Teaoval of, from water, 



JoHTr, collar., 329, 341 
flange-, yxS 
flexible, 345 
-holes, 336 

lead, 338 

qnalily of lead nsed in, 338 
quanlil; of lead used ir "" 
tumed-and- bored, 342 

Kbnnsdv water- TDcter, 103 
Kent water-meter, 108 
Koch's microbe cnltnre, 303 
Konigsberg, water - punficati 
269 



340 



Iageange, hrdrodynamic theory of, 

64 
Lampe, C. J- H., formula for flow in 

pipes, 71 
Lawes, J., expenments on erapora- 

tion, 57 
Lead joints of cast'iron pipes, 320 
Leslie, J., expeiiments on evapora- 
tion, S7 
experiments on now in pipes, 72 
Lindley, W. H,, scti ling-ponds at 

Frankfort, 275 
liveipool, average daily supply of, 

.3?? 



Mansergh, J., Lancaster water- 
supply from springs, 123 
Mather and Flatt's boring-gear, 137 
Mean rainfall, definition o^ 46 
Mersey, crossing of Vymwy aqne- 

duct, 35S 
Meter (/« alie Current-meter, Water- 
payment for water by, in Berlin 

.and Vienna, 375 
-system, cost of, 396 
waste-water. Deacon's system, 
390 
Microbe cnltore, Koch's method, 

303 
Molesworth, G. L., empirical formula 

for dams, 255 
Multiple-beat pump-valve, 143 



XiTKOGEN, organic, in water, 7 
Noria, 156 

Notcb-gauge, drowned, formula for, 
77 

rectangular, 74 

V, 78 

velocit; of approach, 77 

Oolitic rocks, water-supply fiooi. 



Oiince-gauge, 

of head for, ei 
cocBicienis for, So 
formula for free, 80 
formula for submerged, 81 

Ontlet-culvcit, consiniction of, : 
filter-basin, 281 
-|>ipe, 106 

size of, '199 
thickness of, 199 
tunnelled, 199 



Maintenakcb of waterworks, 379 

regulations for, 397 

Mair-Rnmley, J. G-, mdependent 

engine-tests, 171 

hydraulic experiments, 82 

Mancbester, average daily supply to. 



39» 



7 at, 18 



hardn 

storage of water 
Manhole-pipe, 356 
Mansergh, J., Abbejstead dam, 252 



Percolation, 17 
loss by, iS 
observations on, 57 

Parkinson water-meter, 107 

Ferrodil bydrodynameter, 97 

Peraian wheel, 156 

Pipe-aqueduct, advantages of, 310 
-bend, thrust in, 346 
cast-iron, fractures in, 320 

Pipes, cast-iron, joints of, 326 
cast-iron, manufacture of, 327 
cast-iion, preservative coating 
for, 328 
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Pipes, CMt-iroi], testing metal of, 328 
clasiificatioii or, 323 
cutting, 330 
diameter of, 332 
diitortion uf, by prenure, 349 
economical size of main, 3a I 
flange-, joiou of, 343 
fleiible joint! for, 345 
formulte for thickness of, 313 
fouling of iron, 3S0 

inspection of, 330 
-Uying, 336. 337 
-lajping round curvea, 345 
lead joints of, 332 
on incUaeS, anchOTs for, 348 
praving. undei presiure, 318 
service-, weights of, 331 
tingle or multipie main, 321 
steel, pteserv»tive coaling for, 

3*9 
scraping, ; 



. 333 

stoneware, joints of, 333 
strength of, 313 
transport of heavy, 335 
-trench, fiiling-in, 344 
turaed-and -bored, 342 
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Pitching emtmnkment slopes, 214 
Pilot tube, 96 
Plunger-pump, 143 
Poiseuille, experiments on flow 

pipes, 70 
I'oncelet and Lebros, hydraulic 

perimenis, 75 
Pont-Cysylltau aqueduct, 319 
Pressure of earth, 203, 304 

of water, 328 

of wind, 339, 140 

in bend-pipes, 346 

in distri outing-pipes, zones 
36a 
. tapping mains under, 369 
Piiddle-plale, 3o6 
Puddle, preparation of, 211 

-trench, excavation of, 211 

-wall, constiiction of, Zia 
Pulsometer pump, 158 
tump, 141, 143 

Archimedean- 



- '4 
. Llrifugal, eflidency of, 153 
cenliifngaJ, vortex chamber, 154 
chain-, 156 
delivery of, 145 
hydranlic-piessnre, 160 
hydraulic-ram, 159 



Pump, Persian wheel, Ij6 

pulsometer, 158 

reciprocating-, <^cieiicy of, 151 

scoop wheel, 156 

spiral wheel, ley 

tympanum -wheel, 156 
Pump-Talves, 143 

design of, 144 
Pum ping-engines, daty of, iSo 

eKicienGy of, 173, 180 

effort of, 161 

beat supplied to, 179 

testing, 171-179 

types of, 161 

woiic done bv, 179 
Porificalion, by lUstilialion, 270 

by tiltralion {ta Filter) 

by iron, 39S, 299 

by settlement, 372, 274, 375 

by strainii^, 273 

dennilion of, 368 

mainlenaace of purity, 309 

processes of, 371 



QuBENSLAND, high rainbll in, 43 



Radiation from cylinders, 178 
Railway-crossings of aqueducts, 3JS 
Rainfall affected by elevation, 53 

aflected by wind, 44 

available, 55 

estimation of, 48 

extremes of, 43 

factors of, 43 

Great Britain, 45 

Greenwich, 54 

India, 43 

maximum British, 47 

mean, 46 

rulios, S3 

(Queensland, 43 

Scathwaile. 43 
Rainfall, monthly 

Pennine chain, £4 
Pentland Hjlte, $4 
Snowdon range, 54 
Rain-gauge, Becktey recording-, 51 
construction of, 49 
disposition of, 48 
Stutiei difTereutiatiiig, 51 
Rain-water, collection of, 115 
Rales, payment for water by, 395 
Rawlinson, R., Tylam dam, 253 
Reducing- valve, 363 
Reflux-valve, 355 
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Rcgnault hygrometer, 39 

vaponr- tension, table of, 39 
Relief-valve, equilibrium, 354 
Rdieving-reservoir, 357 
Reservoir {la Impounding-reservoir 
Semce-reservoi r) 

catcb-piCs for, 25S 

protection of banks of, 260 
Regolations for walcrwork;, 397 
Relaimog-wall, surcharged, 204 

earth-pressure against, 203 
Reynatds, O., formula for flow i 

pipej, 70 
River-crossingt of aqueducts, 35S 
RiTer Lee, eangiiigs of, 58 

ot^gin of, or stream, 18, 21 

sel^purificatiou of, 33 

Ttiames, discharge of, 59 
Rivtr-vater, quality of, 22 
Rivinglon, compensation at, 34 
Rocks, porous, 25 
Rod-floats, 95 



Saddlb, Pips-, 370 
Salmon -ladder, 220 

Sand-wasbiug apparatus, 197 
-washer, position of, 290 

Schonheyder water-met 

Scoop- wheel, 156 

Scour-pipe of reservoir, 
-valve,_35r 



los 



;, high rainfall al, 43 
Self'dosii^ slop-valve, 353 
Separatiug-ihcot, 121 
Service-pipes, 372 

defective, 387 

ferrules for, 368 

loss of head in, 363 
Service-ieservoit, advantage of cov- 
ering, 161 

asphalt in. 263 

capacity of, 191 

conitruction of, 263 

cul-olf valve for, 202 

demands upon, 192 

materiali of constraclion for, 194 

poTpose of, 1 8s 

reflui-valve for, 262 

type of, 362 
Settlement, continaoos-flow nystein, 

intermittent, 374 

lime occupied in, 275 
Settling-paudi, design of, 276 

Frankfort, 375 
Sewer, section of, 31S 



Siemens water-meter, 109 
Siphon-outlet of reservmr, 307 
Slip-joint, 200 

Slodee-valve, position of, 276 
Smith, A., coating forcasl-Iron pipes, 

328 
Smith, II., hydraulic experiments, 75 
Snifting-valve for air-vessel, 149 
Sodinm chloride in water, 7 
Softening-processes, effects of, 308 

water, 304 
Solids, fluidl^ of, 1 

hypothesis of stress in, 323 

theorem as to stress in, 233 
Spencer's carbide, 39S 
Spiral pump, 157 
Sporton water-meler, no 
Springs, formation of, 30 

yield of, 31 
Spring-water, quality of, 31 
Stand-pipe, 1 50 

United Slates practice, 150 
Statics of dams, importance of, 213 
Stoneware pipes, 333 
Stop-cocks, 371 
Stop-valve, automatic, 353 

screw-down, 351 
Storage, conditions of, 1S4 

number of days' supply required, 
62 
Stoiage of water, in honse-cistems, 

267 
Storage-reservoir {tee Imponnding- 

Slnunei^, construction of, 373 

Dublin, 373 

Glasgow. 273 

Liverpool, 173 
Streams, origin of, 18, 19 
Stress in arched dams, 348 
Sunderland, hardness of water at, 38 
Sutfaee-boK, 370 
Surface of saturation, I J 
Surface-water, iS 
Swallow -hole, 20 



26s 

floor-joint of iron, 364 

Lynn, spherical, al, 26<; 

Norton, spherical, at, 3i65 

spherical-bottom, 265 

United SUte* practice, 366 
Tapping mains under pressure, 369 
Temperature of well-waler, 140 
Testing pumping-engines, 172-179 
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Thitlmere, adruitageous tile of, 193 

compensation at, 34 
Thomson, J., roimola for V-notcli, 7S 
Top-breadth of dam, how determined, 

'^ . ■ 

noliODE anecting, 253 
Trias, watet-EuppI; from, 131 
Tube- well, 139 

Tumed-and-bored joints of cast-iron 
l^pes, 3z6 
pipes, 342 
Tjlor bascule water-meter, 107 

inferenllal nater-meter, 1 10 
Tympwinm-wheel, 156 



Vp-lilt of dams, prevention o4 335 

Valvk, air-, 350 

cut-off, for re«er?oin,355 
pump-, 143. '44 
reducing-, 362 
reflux-, 555 
relief-, 35 1 
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353 



screw-down, 333 
Valve- tower, 205 
Ventuii water-meter, II3 
Vertical direct-acting engine, 167 
Vymwf, advantageous site of lake, 
193 
aqueduct, River Mersey crossed 

by, 358 

coropensfttion at, 34 

dam, strength of concrete in, 358 



fASTE of water, causes of, ^3, 387 
prevention of, by Deacon's 
method, 390 

by district-inspection, 389 
by house -to-houso inspec- 
tion, 388 
by reduction of pressure, 391 



danger attending perishable, 3l3 



formula for, 216 
Water, action as a solvent, 3 
atmospheric impurities in, < 
iadiliH of typhoid in, 1 1 



Water, bacteria io. It 

biological examination of, 10 
carbcmic add removed from, 3C8 
circulation of, 14 
clarified by precipitation, 269 
colour of, 8 

direct collection of, 1 1 ; 
dissolved impurities in, 169 
dry-weather Bow of, 74 
examination of, 5 
floating impurities in, 369 
fluidity of, 1 
hardness of, aS 
iron removed firom, 369, 304 
light and heat, influence of, 1 1 
measnrement of {set Compensa- 
tion, Current-meter, Flow of 
Water, Irrigation) 
-meter, differentiating balanced, 

essentials of perfect, lOl 
inferential rotary, 109, no 
positive end inferential, 100 
positive reciprocating, lOS- 

107 
positive rotary, loS 

modes of fiauging, 35 

odour of, 8 

organic impurities in, 7 

pa3'iDent for, by measure, 375 

payment for, by rate, 395 

percolation o^ 17 

properties at, 3 



ifiriUtim of cholera iu, 1 1 

standard of parity for, 13 

suspended impurities in, 369 

temperature of, in wells, 140 

waste of, 382. 392 
Water-bearing formations, 130 
Watering-posts, 366 
Water-meters {tee Watei) 
Water-parting, iS 

Water-power for pnmpiug, 181, 182 
Water-ram in pipes, 347 
Watershed, 18 
Water-supply, British towns, 393 

constant and IDteimittent, 376, 
3S3-386 

deep wells, 1 27 

duplicate ^slem of, 377 

elements of, 29, 30 

filter-galleries, 135 

Flanders, 126 

Holland, 126 

inlercepting-tunnels, 134 
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Water-supply, Oxford, 117 
Lancaster, 123 
London, z%, 117, 393 
Lowell, 12s 

methods of, 119 
Naples, 124 

primary conadetalions in, 117 
Seville, 124 
shol low-veils, 122 
springs, 123 
Toulouse, 125 
United States towns, 394 
Waterworks, ^avitalional, 31 
pumping, 31 
legnlatiotis, 397 
Weston, E. B., experiments on im- 
pact in pipes, 347 
Waves, formula for height of, 237 
Weir, most effeclive form of, 219 
Weisbach, hydraulic experiments, 75 
Welt (JW also Bore-hole} 
aitesiaik, 25 

at Bourne, izE 
at Crenelle, IZ8 
at Passy, 128 
at Wilstborpe, 128 



WeU, d«p. 25 

cone of depression in, 27 
Dudlow Lane, 27 
Otterbounic, 134 
shallow, quality of water, ^4 
yield of, 34, 129 
Well-sinkiriE, »33 (J« Boring) 

■nater, poUutiou of, 27 
Whims, pipe-, 335 
Wind, eftect of on rainfall, 44 
-power for pumping, 183 
-pressure Igainst &ms, Z39, 240 
Wing-walls of onllel-culvert, 202 
Wip«d joint, 332 
Woithington pumping-ci^iie, 170 



Yield, maximnm, of catchment-area, 

191 
Yokohana, clarification of iraterat, 

filten at, 2E2 
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CANALS. 

CANALS AND INLAND NAVIGATION. By W. H. 
Wheeler, M. Inst C.E,, Boston, Lincoloshire. 8vo, sewed, \s. 

WATERWAYS AND WATER TRANSPORT in different 
Countries, with a. description of the Panama, Suez, Manchester, 
Nicaragua, and other Canals. By J. Stephen Jeans, F.S.S., 
author of ' England's Supremacy,' ' Railway Problems,' &c. 
Numerous illustrations, Svo, cloth, i4r. 



The Transporlalion Problem. English Riven. The English Canal Sys- 
tem. Waterways of Scotlaod. Waterways of Ireland. Projected Canals in 
the United Kingdom. The Waterways of France, Germany, Belgium, Holland, 
Italy, Sweden, Russia, Austria- Hungary, The United Slates, Canada, Soulti 
and Cential America, China, India. Ship Canals. The Suez, Panama, Nica- 
raguan, Manchester, and lathnias of Corinth Ship Canals. The River lliames. 
Transport and Working. Chronoli^ and General Staliltics. 



DRAINAGE. 

THE DRAINAGE OF FENS AND LOW LANDS by 
Gravitation and Steam Power. By W. H, Wheeler, M. InsL C.E. 
Svo, cloth, lit. dd. 

C0NTKMT9. 
Drainage by Gravitation. Field Drainage. Drwnage by Steam Power. 
The Scoop Wheel. The Archimnlean Screw Pomp, The CenEiihigal Pump. 
Description of Pumping Stations. 

FARM DRAINAGE ; the Principles, Processes, and Effects 
of Draining Land with Stones, Wood-Ptows, and Open Ditches, 
and especially with Tiles. Upwards of roo wood engravings. By 
H. F. French. Crown Svo, cloth, ts. 6d. 
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HYDRAULICS. 

HYDRAULIC AND OTHER TABLES FOR PURPOSES 
OF SEWERAGE AND WATER SUPPLY. By Thomas 
Henmell, M. Inst. C.E. Crown 8vo, cloth, 4J, fid. 



I. Qoantity of Water conluned in Pipes, Wells, and Circular Tanks, per 
foot, in length or depth. 3. QoBotity of Wa.le[ contained in Sqnire Cisterns or 
Tanks, per fool, in depth. ^. Flow of Water through Sluices.. 4. Flow of 
Water over Weirs. 5. Flow in Circular Sewers or Coaduits tx various depths, 
7. Flow in Pipes (miioinB tbll). B. Qumiily of Sewage doe lo Population, 
9- Quantity and Discharge from Areas due to Rainfall. 10. Annual Rainfall 
in British Isles. II. Monthly Rainfall. 13. Daily and Hourly Rainfall. I3. 
Water Supply by Gravitation, works for given populations. 14. Water Supply 
by Pnmpiog, works for given populations. 15. Aaa.lysis of Water. 16. Quan- 
tity of Brickwork in Sewers, Culverts, and Wells, &c &c, 

SIMPLE HYDRAULIC FORMULA Bv T. W. Stone, 
C.R, late Resident District Engineer, Victoria Water Supply, 
Castlemaine. Crown 8vo, cloth, reduced to 4J. 

HYDRAULIC TABLES, for the calculation of the discharge 
through Sewers, Pii>es, and Conduits, based on Kutter's Formnlw. 
By P. J. Flynn, C.K i8mo, boards, as. 

FLOW OF WATER IN OPEN CHANNELS. PIPES, 
SEWERS, CONDUITS, &c., with Tables based on the formula 
of D'Arcy, Kutter, and Bazin. By P. J. Flynn, C.K i8mo, 
boards, 2J. 

PRACTICAL HYDRAULICS: a Series of Rules and Tables 
for the use of Engineers, &c., &c. By Thohas Box, Tenth 
edition, numerous plates, post 8vo, cloth, 5*. 

CONTENTS. 

Tables and Formtila: of the Theoretical Discharge of Water by round aper- 
tures of various diameters, and under different heads of water pressure. Of the 
Actual Discharge of ihoit Tubes of various diameters, with square edges, and 
under different heads of water pressure, being 8-lolhs of the theoretical discharge. 
For Bends in Water pipes, showing the low of head doe to change of direction 
by one bend of 90°. For Quick Bends. Of the Heights of Jets with different 
heads. Of the Discharge of Jets with different heads. Of the Discharge of 
Water over Weirs. Of the Discharge of Overflow Pipes for Tanks, etc For 
open Channels, Canals, and Rivets. For the Discharge of ditto. Of the 
Strength of Water Pipes. Etc. etc. etc. 

THE NEW FORMULA FOR MEAN VELOCITY OF 
DISCHARGE OF RIVERS AND CANALS. By W. R. 
Kutter. Translated from articles in the ' Cultur-Ingenieur.' By 
LowiE D'A. Jackson, Assoc. Inst. C.E. 8vo, cloth, 12^. dd. 
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HYDRAULICS OF GREAT RIVERS. The Parani, the 
Uniguajr, and the La Plata Estuaiy. By J. J. RivY, Mem. Inst. 
C.E. Vienna. Imp, 410, cloth, with eight large plates and charts, 
reduced to 13s. 6d. 



HYDRAULIC WORK. Statistics of Hydraulic Works and 
Hydrology of England, Canada, Egypt, and India. By LotilS 
D. A. Jackson, C.K Royal 8vo, cloth, x$s. 

HYDRAULICS. By Major H. D. LoVE, R.R, Principal. 
College of Engineering, Madras, and Fellow of the University of 
Madras. Royal Svo, cloth, $s. 

CONTENTS. 
Hydroslaticfl. Hydraulics. PreliminiTy Diichu^ (Tom Small Orifices. 
Discharge from I.a^« Orifices and Nolcbet. Practical Cua of Discharge 
from Orifices and Notches. Ditcbarge under Variable Head. Flow of Waicr 
in Pipes. Flow of Water in Channds. Flow of Water in Riven, Uiscella- 
Dcom Examples. 

HYDRAULIC TABLE. Table, for Practical Experience, 
showing the Velocities and Quantities for Sewer Pipes, with 

various heads, and the populations for which the same would be 
suitable, allowing 2^ and 4 cubic feet (or 15 and 15 gallons) per 
head per diem respectively. By Isaac Shone, CE., F.G.S. On 
large sheet, demy folio, as. 6d, 

HYDRAULIC TABLES. Tables giving Hydraulic Mean 
Depth and Area of Circular Sewers, from 3 inches to 30 inches in 
diameter, when flowing one-quarter, one-third, two-thirds, three- 
quarters full, and full ; also their discharge and velocity at various 
gradients. Calculated by Rodolph De Salis, B.A., Assoc. M, 
Inst CE. Svo, sewed u. 



EXPERIMENTAL RESEARCHES into the Properties and 
Motions of Fluids, with Theoretical Deductions therefrom. By 
W. Ford Stanlkv. With numerous diagrams, Svo, doth, 15*. 

MANUAL OF HYDROLOGY, containing Hydraulic and 
other Tables. Rivers, flow of water, springs, wells and percola- 
tion, tides, estuaries and tidal rivers, rainfall and evaporation. By 
Nathaniel Beardmore, C.E. Plates, Svo, cloth, tl. 4J. 



HYDRAULICS AND HYDRAULIC MACHINERY. See 
' S|>ons' Dictionary of Engineering,' Nos. 59 to 63, and 86 and 87, 
Rivers, is. each. 
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HYDRAULIC MACHINERY. 

HYDRAULIC MACHINERY, PAST AND PRESENT. 
A Lecture delivered to the London and Suburban Railway 
Officials' Association. By H. Adams, M. InsL G.E. Folding 
plate, 8vo, sewed, is. 

HYDRAULIC PRESSES. Experiments on the Friction of 
the Leather Collars in HydrauUc Presses. Conducted by John 
Hick, Esq., C.E., of Bolton. 8vo, sewed, is. 

HYDRAULIC, STEAM, AND HAND POWER LIFTING 
AND PRESSING MACHINERY. By Frederick Colyer, 
M, Inst, C.E., Mem. Inst. M.E. Second edition, revised and 
enlarged, and with new drawings, imperial Svo, cloth, 28^. 



Part i. — Hydraulic High.presmre Liftii^ Michineiy, Details. I.ondon 
Hjdraulic Power Co. Pumping Engioea. Various Types. Hydraulic Cranes. 
Travellers. Wagon Hoists. Lifts. Canal Boat Lifts. StandGcld & Clarke's 
Hydraulic Apparatus. Low-pressure Hydraulic Machinery. Hoists, Lifts for 
Goods, Passengers, and Railvays. Part z. — Hydranlic Pressing Machineiy. 
Presses for Cotton, Linen, Hay, Hops, &c. Pumping Engines of various 
types. Tv^eddell's Hydraulic Workshop Machinery. Part 3. — Steam Ufting 
Machinery. Wharf Cnmes. Warehouse Cranes. Mammoth, Utaa, and other 
Large Crane*. Steam Navvies, &c. Electric Cranet. Steam Ufta. Travel- 
lers. Grain Conveyers, &c. Part 4, — Hand Power Lifting Machinery. 
Wharf and Warehouse Cranes. Derricks. Goliaths. Shear Legs. Faclorr 
Cranes. JacVs. Hand Power lifts. Screw and Rack Lifts. Inclined Cellar 
Lifts. Lowering MochtDes. 



IRRIGATION. 

IRRIGATION WORKS IN INDIA AND EGYPT. By 
Robert Burton Bocklev, Superintending Engineer, Public 
Works Deirartment, M. InstCE., Mem. Inst. M.E., Fellow of 
the University of Calcutta. Widi numerous maps and plans. 
Imperial 8vo, cloth, 3/. jf. 

EGYPTIAN IRRIGATION. By W. Willcocks, M.I.C.E., 
Indian Public Works Department, Inspector of Irrigation, Egypt. 
With Introduction by Lieut.-Col. J. C. Ross, R.E., C.M.G., 
Inspector-General of Irrigation. With numerous lithographs and 
wood engravings, royal Svo, cloth, 1/. i6j. 



t. TTie Nile, X. Upper Egypt 3. Lower 'EgyVi- 4- Drainage and Land 
Reclamation. S- The Barrages. 6. The Nile in Flood. 7. Engineering De- 
tails. S. Duty of Water, and A(;ricu]|ural. 9. Administrative and Legal. 
10. Projects. II. Low Nile Flood in Upper Egypt. Appendices. 
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IRRIGATED INDIA: an Australian View of India and 
Ceylon, their Inigation and Agriculture, By the Hon. Alfred 
Deakin, M.L.A., foTinerly Chief Secretary and Minister of Water 
Supply, Victoria, Australia. With a map, 8vo, cloth, Zs. 6d, 

IRRIGATION AND RECLAMATION. 5« ' Aid-book to 
Engineering Enterprise.' 

See also Irrigation, ' Spons' Dictionary of Engineering,' Nos. 6^ 
and 68, i^. each. 



PUMPS AND PUMPING MACHINERY. 

PUMPS: Historically, Theoretically, and Practically Considered. 
By Phiup R. BjOrlinc, Author of ' Practical Handbook on Pump 
Construction,' &c. With 156 illustrations, 8vo, -js. bd. 



Introdaction. History. Remarks oa designing Fnmpi practicallj and 
theoretically, CUwificatioQ of Pumps. Action of different types of Pumps. 
AdvoDtages and Disadvtuitiiges of different typa of Pumps, Gaicial Remarks 
on Pumps. Remarks oa dcsigoing Pump Valves. Index. 

PRACTICAL HANDBOOK ON DIRECT-ACTING 
PUMPING ENGINE AND STEAM PUMP CONSTRUC- 
TION, By Philip R. BjORLiwa Widi 20 plates, crown 8t3, 
cloth, 5^. 

PUMP DETAILS. With 278 illustrations. By Philip R, 
Bj6rling, Author of ' Practical Handbook on Pump Construction.' 
Crown Svo, clodi, 7^, firf. 



Windbores, Fool-valves and Strainen, Clack-pieces, Bucket-door-plates, 
and H'P'^E^- Working-barrels and Plunger-cases. Plungers or Rams. Piston 
and Plunger, Bucket and Plunger, Buckcti and Valves — Pomp-rods and Spears, 
Speai-rod Guides, &c Valve-swoids, Spindles, and Draw-hooks. Set-offs or 



Pipes, Pipe-joints, and Pipe-slayi. Pump-slings. Guide-rods and 
UUiaes, Kites, Yokes, and Connecting-rods. L Bobs, "f Bobs, Angle or V 
Bobs, and Babince-beajiii, Rock-urns, and Fend-off Beams, Cisterns and Tanks. 



A PRACTICAL HANDBOOK ON PUMP CONSTRUC- 
TION. By Philip R. Bjorling. Plates, crown Svo, cloth, g*. 

CONTENTS. 

Principle of the Action of a Pump. Classification of Pumps. Descriplion 
of vorioiu classes of Pumpi. Remarks on designing Pumps. Materials Pumps 
ihould be made of for different kinds of Liquids. Description of various classes 
o[ Pninp-valves. Materials Pump-valves should be made of for various kinds 
of Liquids. Various Classes of rump-buckets. Oa designing Pump-buckets. 
Various Classes of Pump-pistons. Cup-Icatheis. Air-vessels, Kules and 
FoimulsE, &C. &c. 



6 CATALOGUE OF BOOKS ON WATER SUPPLY 

PUMPS AND PUMPING MACHINERY. By F. COLVER, 
M. InstCK, Mem. Inst M.E. Fart L Second editioa, revised 
and enlarged, with 50 plates. 8vo, cloth, il. &s, 

COKTFKTS. 

Three-throw Lift and Will Pumps. Tonkin's Patent " Comish " Ste«in 
pDmp. Tfaomewill and Warhun't Steftm Pump. Water VaWes. Water Meters 
CeDtiifiieil Pumping Machinery. Aity and Andeyon's Spiral Pumps. Blow- 
ing Engines. Air Compressors. Horiiontal Hien-pressure Engines. Hori- 
lontal Compound Engines. Reidler Engine. Vertical Compound Pumping 
Engines. Compound Beam Pumping Engines. Scbonheyder's Patent R^ulalor 
Comish Beam Eo|Hnes, Wonhington High-duly Pumping Engine, ii&iej'i 
Patent DifferentiJ Pumping Engine. Tonkin's Patent Pumping Engine. 
Lancashire Boiler. Babcock and Wilcox Water. tube Boilers. 

PUMPS AND PUMPING MACHINERY. By F. Colver, 
M. InstCE., Mem. Inst M.E. Part II. With la pUtes, 8vo, 
doth, Til. (>d. 



Hand-powet Pumps, Pomp* for Domestic Purposes. Well Pumpi. Direct 
Acting Steam-pumps. Deane Piitent Pump. Ueane Sinking Pump. Duplex 
Pumping Engines. Woithington'a Pumps. Duplex Pumps by Easton nnd 
Andenon. Pulsometer. Centrifugal, or Rotary Pumps at Morel's Dock, 
Cardiff, by Hick & Co., ; at Sandon Dock, LiTcrpool, by J. & H. Gwynne. 
Append Pumps, at Wisbech and Deronport, by Easton and Anderson. Punip- 
ing Engines. Davey's Patent Steam Motor. Compound Beam Engine for 
Voiterworks Pumping, by Easton and Anderson, at Brighton, Portsmoalh, 
Lambeth, Antwerp, Sutton, Winchester, Compound Colliery Pumping 
Engines, by Tbomewill and Wiuham. High-Pressure Pumping Machinery. 
Force Pumps for Hydraulic Presses. Ditto, worked by Steam Power. Ditto, 
used for Hay Pressing. Hydraulic Pumping Engines, Horizontal end Vettical. 
Steam Fire Engines. Sundry Pumping Slacliincry. Blowing Engine. Air 
Pmmps for Pneumatic Despatch. Airy's Patent Spiral Pumps. Water Towers, 
Sew^ Pumps. Scoop Wheels, Persian Wheels. Windmill*. CIuud Pumps. 
Tttbl^ of Water Pumping, 

A DESCRIPTION OF THE DIFFERENTIAL EXPAN- 
SIVE PUMPING ENGINE, giving Practical Examples of Engines 
at Work, and a List of some of the Engines already made, with useful 
Notes and Forraulse for Pumps and Pumping Engines. By Henry 
Davev, M. Inst CK, F.G.S. Plates, 8vo, cloth, zs. 

Ditto, ditto, sewed, \s. 6d. 

PUMPS AND PUMPING ENGINES. See 'Aid-book to 
Engineering Enterprise.' See also ' Spons' Dictionary of Engineer- 
ing,' Pumps, Nos. 84, 85, u. each; and 'Supplement to Spons' 
Dictionary of Engineering,' No. 15, aj. 



RESERVOIR DAMS. 

STUDY ON RESERVOIR WALLS. By J. B. Krantz, 
Ing^nieur en Chef des Fonts ct Chauss^es. Translated from the 
French by F. A. Mahan, [Captain of Engineers, U.S. Army. 
Illustrated by 34 plates, 8vo, cloth, gj. 
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HIGH MASONRY DAMS. By JoHN B. McMasTERS, C.E. 
With illustrations, iSmo, boards, af. 

STABILITY OF EARTHEN AND MASONRY DAMS. 
By G- Farren, Assoc. M. Inst. C.E. 8vo, sewed, as. dd. 

See also Damming, ' Spons* Dictionary of Engineering,' Nos. 35, 36, 
37, ij. each. 

RETAINING WALLS. 

A TEXT- BOOK ON RETAINING WALLS AND 
MASONRY DAMS. By Mansfield Merriman, Professor of 
Civil Engineering in Lehigh University. 8vo, cloth, gj. 

SURCHARGED AND DIFFERENT FORMS OF 
RETAINING WALLS. By J. S. Tate. Cuts, 8vo, sewed, 2s. 

See also ' Spons' Dictionary,' No. 86, u. 

TURBINES AND OTHER MOTORS. 

TURBINE WHEELS: on the Inapplicability of the Theoreti- 
cal Investigations of the Turbine Wheel, as given by Rankine, Weis- 
bach, Bresse, and others, to the modern constructions introduced 
by Boyden and Francis. By Professor W. P. Trowbridge, 
Columbia College. tSmo, boards, 2s: 

A PRACTICAL TREATISE ON THE CONSTRUCTION 
OF HORIZONTAL AND VERTICAL WATERWHEELS. 
With II plates, especially designed for the use of operative me- 
chanics. By William Cullen, Millwright and Engineer. Second 
edition, revised and enlarged, small 4to, cloth, reduced to 5X. 



j Motives and objects of the Anthor. Remarks on Turbines generally. The 

I Tmbinet of M. Poncelet, Professor Thomson, M. Fontain, M. Jonml, at St. 

I Mant Flour MilL Messieurs Gallon's Improvements on Turbines. M. Four- 

' neyron's fint Turbine, with Morin's opinion on the same. Fonrneyron on 

j Curve*. Turbines over Vertical Wftterwheeli. St. Blaiien Turbine Curves 

constructed. Turbine gelling the Water from the under side. Design for a 
Turbine havii^ no sluice. Proportions for Turbines. Examples to delineate 
I Turbines. Designs lor supporlioz Turbine Shafts. Table of Square and Cube 

I Root* to abridge Catculalion. To ascertain the Velocity of Water in Riven. 

Tableof Surface and Mean Velocities of Water (with F.xamples). Tables of the 
Discharge of Water through Sluices. Vertical Waterwheels. Table of Under- 
shot Waterwheels. Depth of Shrouding. Diameter of Spur-ivheeU. Strength 
of Ca*t-ii<ai Teeth. Common and Improved Breast-wheels. Overshot Water- 
1' wheels. Form of Wood Buckets. EipUnation of Tables, &c 

THE TURBINE MANUAL AND MILLWRIGHTS 
I HANDBOOK,. By Chas. Louis Hett, Assoc M. InsL C.E. 

Numerous diagrams and tables, 8vo, sewed, 2s. 
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WATER OR HYDRAULIC MOTORS. By PHILIP R. 
Bj^RLlMO, Crown 8vo, cloth, with 3o6 illusCratioQs. \Skortly. 

CONTENTS. 

IntroduclioD. Hyilranlics relating to Water-motors, Water-wheel*. 
Bre»U WalCT-wheels. Overshot uid High-breast Waler-whcds. Pelton 
Water-wheels. GeDcral Remark) od Water-wheels. Turbines. Outward-flow 
Turbines. Id ward-flow Turbines. Mixed -Qow Tiubioes. Parallel-flow 
Turbinei. Circnmrerentiol-flow Turbines. Regulation of Torblnes. Detail* 
of Tnrbiiiet. Water- Pressure or HydraiJic Engines. Reciprocating Walcr- 
presSDre Engines. Rotative Water-pressure Engines. Oscillaling Water- 
pressure Engines. Rotary Water-piessute Enginei. General Remarks and 
Rules for Water-pressure Engines. HydrauUc Rams. Hydraulic Roma 
without Air-vessel in Direct Communication with the Drive-pipe. Hydraulic 
Rams with Air-vessel in Direct Comnr— ■— ' ""■ "•- "-" ""■" — '~ 



WATER SUPPLY. 

STATISTICS OF THE WATER SUPPLY of the Principal 
Cities and Towns of Great Britain and Ireland. Compiled from 
official returns by G. W. Usill, Assoc M. Inst CE. Oblong 
fcap. foL, sewed, 2s. td. 

HISTORY AND DESCRIPTION OF THE MAN- 
CHESTER WATERWORKS. By John Frederick La Trobe 
Bateman, F.RaS. L. and E., Past President of the Inst. C.E., 
F.G.S., F.R.G.S., &c 57 plates, royal 4to, doth, 3/. is. 

Or half-bound morocco, 4/, 4J. 

A PRACTICAL TREATISE ON WATER SUPPLY 

ENGINEERING, relating to the Hydrology, Hydrodynamics, and 
Practical Construction of Waterworks in North America, with 
numerous Tables and Illustrations. By John T. Fanning, CK 
Ninth edition, revised and enlarged. 8vo, cloth, 1/. %s. 

Section r. — Collection and filorage of Water, and its Impurities. Quantity 
of Water required. Rainfall. Flow of Sireains. Storage and Evaporation of 
Water. Supplying capacity of Wateraheds. Springs and Wells. Impurities 
of Water. Well, Spring Lake, and River Supplies. Sectio.v i. — Flow of 
Water through Sluices, Pipes, and Channels. Wright, Pressure, and Motion 
of Water. Plow of Water through Oiifices. Flow of Water through Short 
Tubes. Flow of Water through Pipes under Pressure. Measuring Weirs and 
Weir Gauging. Flow of Water in open Channels. Section 3. — Practical 
Conatruclion of Waterworks. Reservoir Embankments and Chambers. Open 
Chanoek. Waste Weirs. Partitions and Retaining Walls. Masonry Conduits. 
Mains and Distribution Pipes. Distribution Systems. Clas^cation of Water, 
Pumping of Water. Systems of Water. 

TREATISE ON WATER SUPPLY, Drainage, and Sanitary 
Appliances of Residences, including Lifting Machinery, Lighting, 
and Cooking Apparatus. By F. Colybr, M. Inst.C.E. Crown 
8vo, cloth, SJ. 
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NOTES ON WATER SUPPLY. By T. W. Stone, C.E., 
District Surveyor for Water Supply, Victoria Government, Aus- 
tralia. i8 plates, crown 8vo, cloth. Reduced to 5;. 

THE THIRLMERE WATER SCHEME OF THE 
MANCHESTER CORPORATION, with a few Remarks on the 
Longdendale Works and Water Supply generally, A Lecture by 
Jas. Mansergh, Mem. Inst C.E., F.G.S., delivered at Queenwood 
College, Hants. With maps, Svo, sewed, it. (>d. 

RURAL WATER SUPPLY. By Charles L. Hett, Assoc 
M. Inst. C.K Cuts, Svo, sewed, zs, 

POTABLE WATER, and the different methods of detecting 
impurities. By C. W. Foleard. iSmo, boards, 2^. 

THE WATER METER, its Difficulties, Types, and Applica- 
tions ; a manual of reference and fact in connection wi^ the 
Supply of Water by Meter. By Walter G. Kemt. With illus- 
trations, crown Svo, cloth. [Neariy ready. 

WATER SUPPLY CONSIDERED MAINLY FROM A 
CHEMICAL AND SANITARY STANDPOINT. By Wm. 
Ripley Nichols, Professor at the Massachusetts Institute of 
Technology. Third edition, royal Svo, cloth, 12s. 6d. 

WATER SUPPLY : A HANDBOOK FOR GENERAL 
USE, By Joseph Parry, M. Inst C.E., Water Engineer, Liver- 
pool New edition, with illustrations, crown Svo, cloth, 3J, &/. 

THE MICROSCOPICAL EXAMINATION OF POTABLE 
WATER By Geo. W. Rafter. Member of the Rochester 
Academy of Science. iSmo, cloth boards, 2s. 

Seeaiso "Waterworks." 



WATER WHEELS. 

WATER WHEELS OR HYDRAULIC MOTORS. Trans- 
lated from the ' Cours de Mifcanique Appliqu^, par M. Brbsse, 
Professeur de M^canique k I'Ecole des Fonts et Chauss^es,' by 
F. A, Mahan, LieuL U.S. Corps of Engineers. Svo, cloth, los. 6d. 

PRINCIPLES OF CONSTRUCTION AND EFFICIENCY 
OF WATER WHEELS. By William Donaldson, M.A., Assoc 
Inst C.E, JJ. 

TREATISE RELATIVE TO THE TESTING OF 
WATER WHEELS AND MACHINERY, with other matters 
pert-lining to Hydrodynamics. By James Emerson. Third 
edition, numerous cuts, ismo, cloth, 4J. 61/. 
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WATERWORKS ENGINEERING. 

THE PRINCIPLES OF WATERWORKS ENGINEER- 
ING. By J. H. TUDSBERV Tijrner, RSc, Hunter Medallist of 
Glasgow University, M. InsLC.E., and A. W. Brightuore, 
M.Sc, late Berkeley Fellow of the Owens College, Manchester, 
Assoc M. Inst C.E. Cuts, medium, Svo, cloth, price 35J. 

CONTKNTS. 
The Sources of Water-snpply : — Propertiei of Water. Absorplioti of Impa- 
rities. Chemical aod Bioli^cal ExaminatioD. Modes of the Natural Occurrence 
of Water. lis Aerial and SubterraDean Couises. Rain, Surface- Water, 
Streams, Springs and Wells. Elementary Considerations as to Quality of 
Water and feasibility of procuring iL Use of the Barometer in preliminary 
Surveys. Compensation tot Inteilerence with Streams. The Measurement of 
Wateri — Hygiomelry, Rain Gauging. Evaporation, Percolation and Absorp- 
tion. Estimation of available Rainfall, Annual, Monlhlyand Daily Variations 
of Rainfall. Flow of Water ioCtannels and Pipes. Investigation oF Fnrmula; 
Gaaging by Notches and by Orifices. River gauging. Instruments and Appa- 
ratus. General Formulx. Irrigation modules. Waler-melerx, The CoUec- 
lion of Walet!— InterccplioQ of Rain, Surface-water, Lakes and Riven. 
Intake-works. Catch-water Drains. Filter-galleries. Shallow Wells. Springs. 
Artesian and other Weill. Pumps and other Water- raising Machine*. 
Motive Power. Types of Steam-engines. Testing Steam-engines. The Storage 
of Waler : — Capacity of Reservoirs. Selection of Sites. Earthen Embank- 
ments. Puddle Walls. Outlet-works. Waste-weirs. Stability of Masonry 
Dams, Design of Profiles. Arched Dams. Recent Examples. Service- 
reservoirs. Tanks and Cisterns. The Parification of Waler:— OtqectsofPacifi. 
cation. Natural Filtration. Settling Tanks. Filtration through Sand. De- 
sign and Working of Filters. Sand-washing. Purification by Iron and by Aera- 
tion. Softening Water. Filter-pressing. The Conveyance of Water : — I>e^gn 
of Conduits. Delivery of Conduits. Design and Manufacture of Pipe*. Pipe- 
laying and Jobling. Special Pipes, Valves and other Appurtenances. Reliev- 
ing-reservoirs. Balaucing-tanks. Railway and Rivei^crossings. The Distribntioa 
of Water J— Variation of Consumption. Proportioning Mains. Zones of Pres- 
sure. Redudng-valve. Connection with Pipes under Pressure. Stop-cocks, 
Hydrants and other Accessories. House-service. Systems ol Supply, Constant 
and Intermittent ; by Mcasuie and by Rate ; Doal System. The Maintenance 
of Waterworks : — Metal-work. Reservoirs and Tanks. Pipe-scraping. Preven- 
tion of Waste. Consumption of Waler in Great Britain and io the United 
States. Waterworks Regulations. Index. 

WELL SINKING. 

THE MODERN PRACTICE OF SINKING AND 
BORING WELLS, with Geological Considerations and Examples 
of Wells. By Ernest Spon, Assoc. M. InsL CE., Mem. Soc. 
Eng., and of the Franklin Inst, &c. Second edition, revised and 
enkrged, ctown Svo, cloth, loj, dd. 

E. & F. N. SPON, 125 Strand, London. 
New York; SPON & CHAMBERLAIN, \% Cortlanpt Stkket 



